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Disclaimer

VAS has tried best to guarantee the accuracy of the Catalogue, but not to ensure there is no missing or mistake and provide no explanation or guarantee about accuracy, rightness or reliability of the information.

For any information mentioned in the Catalogue, VAS shall reserve the right to modify without any further notice. For the information mentioned above, including but not limited to application to sales or special 

purpose, VAN provide no hidden guarantee. The sizes mentioned in the Catalogue are only for your reference, they shall be changed without any prior notice, so are specifications. Please inquire VAS about update 

sizes and specifications.







20th

2000

VAS Lighting Co., Ltd was established.

The factory was located in Shiweitang, Fangcun District, 
Guangzhou, with 26 employees.

2006

In cooperation with industrial design teams from Belgium, 
South Korea and Hong Kong, the full-scale series of spotlights 
(VASuite) developed and launched.

2018 2020

20 Years of VAS

VAS successfully developed a new generation of optical 
technology and formed a series of modular products. These 
products are more mature, advanced, and convenient to use.

The 20th anniversary of VAS is a year that is 
more enthusiastic . It is a year worth being 
expected.

2004

Modern workshops were set up, and there were more than 300 staffs, 
with 60 senior and middle-level technicians in R&D department.
Adherence to “Devotion to Profession”, the company invented various 
patented products that meets international quality standards.

2015

After years of R&D, technical accumulation and data analysis, 
VAS introduced the brand new LED product which focused on 
user experience and realized Industry 3.5.

2019

VAS continuously explores in design & development, many 
patents are awarded for the breakthroughs in the development of 
various advanced optical technologies and optical systems.



FOR PROJECTS 
THAT WANT TO STAND OUT

20 Years of VAS



Patented Technology - Light Engine

Optics: High quality light intensity can be achieved with a variety of different 
light distribution angles, achieving true “energy saving”.

Light engine module - provide best cooling efficiency of LED with the most 
reasonable size, thus, product can become smaller.

Optical Color Mixing: different color temperature light sources and 
wavelength can respond to different light distribution angles and obtain 
high quality light intensity by adding the "Compound Eye" technology 
component. Narrow angle light distribution can also be obtained.

Thermal modules are used in different lighting products, including indoor 
and outdoor lights, street lights, and stadium lights.
The heat of the module light source can be closely combined with the 
product housing through the heat conduction structure.
The lamp housing can be quickly and efficiently dissipated in a large area 
with air, wind and other natural environments to obtain stable thermal 
efficiency (physical heat dissipation).

Module optical management components can be added to control the glare 
value and adapt to different environmental glare values standard.

Regardless of any application environment, the combination of the module 
and the luminaire will not cause direct contact between the human eye and 
the light source; it will prevent eyes from receiving light radiation damage 
such as blue light. 

Factory can automate the production, inspection and control the inventory 
of the module effectively, thus, improving quality, production efficiency and 
shorten delivery time.

01 - 1

02 - 1

01 - 2

02 - 2

Reflector

LED Module     

Compound Eye

Thermal Conduction

LED Module

Module Carrier

Reflector

Thermal Conduction

Module Carrier



Patented

It is not limited to indoor or outdoor lamps.

Not limited to any light source, including COB\
SMD, etc. Not limited to any artificial light angle design

“Light engine” compound eye white balance 
technology

“Light Engine" module thermal conductivity

“Light Engine” free integration Light engine module corresponds to 

different light distribution angles
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COB RGB/RGBW/ANWD

SMDCOB

Compound Eye



VASense Lighting 
Control System

Smart Management

Multiple Standards Output Protocol

Advanced Playback and Scene Control

Solid Characteristic

Powerful Software and Hard Ware

The VASense lighting control system is a one-stop solution to architectural 
intelligent lighting generated by VAS professional LED fixture combing 
with lighting control system which can realize color changing and different 
dimmable effect. On the basis of Internet and public mobile network 
platform, the intelligent and remote application integrates powerful visual 
software management technology. And support international DMX protocol, 
customized solution can be made per different requirements and carry out 
to be stable, safe and reliable.

Now the system has been successfully applied to theme park, shopping 
center, parliament house, art appliance, museum and airport, operating 
perfectly in day and night.

Visual remote management, controller is internally equipped with network 
server. Preset interface provides diagnostic message. But network server 
can supports customized network interface which includes mobile network 
application software. Free installation management software can be 
uploaded by controller through network, avoiding spending time and money 
on site debugging when there is lighting design revision.

No computer is requested after installation. The controller is programmed 
by free designer software which can run in Windows or Mac OS X. However, 
there is no need using computer after the program is uploaded to controller 
while setting up. The system reliability is increased because no Windows 
update program or background process will conflict with lighting control 
system.

Local DMX signal can be output by controller or multiple standard eDMX 
protocol (apply protocol based on channel level in Ethernet TCP/IP 
transmission DMX network). The system also permit to send and receive 
RS232，RS485, digital interface of musical device, linear-time code and 
DALI signal.

VAS lighting control is not frame store device. It can run multiple timeline 
programs simultaneously by applying advanced conditional logic to 
calculate next program in real-time that would be played. There is a series 
of kinds of hardware interface to integrate with third party device like 
sensor, building management system and so on. Algorithm result and media 
information can be reflected to light source matrix and multiple controllers 
can automatically operate synchronously through Ethernet in distributed 
system.

There is no mobile component of product which guarantees maximum reli-
ability and lifetime. High performance products apply conductivity thermal 
dissipation technology without radiator fan.

All software and electronic components come from internal design and de-
velopment. Product performance and quality are completely guaranteed by 
passing all the assembling and test.

System Advantage
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0/1 - 10V

PWM

DMX - RDM

Dimming Curve 

DMX512 - A

ESTA E1.3 de scribes the 0-10V dimming control with a current sinking dimmable driver whereas IEC 60929 Annex E.2 
specifies the 1-10V dimming control with a current sourcing dimmable driver.

PWM is the abbreviation of “Pulse Width Modulation”. The light source is switched ON and OFF with frequency (PWM 
frequency) at which flicker is not perceived by human vision. Dimming is achieved by changing the ratio of the ON time to 
the period of the PWM frequency, which is known as the duty cycle.

Comprehensive Service Support
We provide quick technology support by replying support email in 24 hours but our target time is within the same day. 
There are experienced developers in our support team. None of any other architectural control system company can 
dominate such huge development resource.
No extra fee will be charged for certificate, e-dog or other functions if hard ware is purchased. All software application 
and update can be downloaded freely from our website to ensure new function can be obtained in time.
Five year warranty. All system products are delivered with a five year warranty card.

DMX-RDM (RDM is the abbreviation of “Remote Device Management”) is a standard from ESTA E1.20 which enables 
the bi-directional communication between the DMX controller and the DMX ready lighting fixtures. A very practical 
application of the RDM feature is the remote setting of the DMX start address of the lighting fixture via the installed RS-
485 cable. This lessens the onsite labour cost in setting the DMX start address of lighting fixtures manually through DIP-
switches.

The basic dimming curve is a linear curve in which the light output power is proportional to the control setpoint. However, 
due to the non-linear perception of brightness of human vision, some application requires a non-linear relationship 
between the light output power and the control setpoint by using a log-curve or a gamma mapped curve.
The gamma mapped curve is given by the following equation

Y = X γ

 
Where Y is the light output power, X is the control setpoint, γ is around 2.0 to 2.2.
 
For instance, the 8-bit (256 levels) DMX setpoints are gamma mapped to 16-bit (65536 levels) non-linear dimming curve 
using a gamma of 2.0 to match the perception of brightness of human vision.

DMX512-A or DMX (acronym for 'Digital MultipleX) is a digital lighting control protocol. Lighting fixtures are connected in 
a bus topology and a DMX universe can control up to 512 individual IDs (or channels) with digital dimming level 0 (0%) 
to 255 (100%). DMX512-A is specified in ESTA E1.11 and originally designed for stage lighting but is now getting very 
popular in facade lighting, indoor and outdoor lighting control.

0 - 10V 1 - 10V

Standard ESTA E1.3 IEC 60929 Annex E.2

Drive Input Characteristics Sinking Current Sourcing Current

Min Value  - 0.5 to 0.3V 0 to 1V

Min - Max Value 0.3V to 9.8V 1V to 10V

Max Value 9.8V to 30V 10 to 11V
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DMX System

Applicable to 1-2 DMX512 Network

Note: The distance of the different signal cable will be different. The above distance are for reference only.
          The number of connected lamps per DMX-OUT is ≤ 30 sets.

DMX Signal Cable ≤150M

220 V/AC

Driver

9 - 48 V/AC

Controller

Signal 
Amplifier

Signal 
Amplifier

Terminal 
Resistor

Terminal 
Resistor
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Applicable to 5-20 DMX512 Network

Note: The distance of the different signal cable will be different. The above distance are for reference only.
          The number of connected lamps per DMX-OUT is ≤ 30 sets.

DMX Signal Cable ≤150M

DMX Signal Cable L ≤150M

DMX Signal Cable L ≤150M

Ethernet Cable ≤100M

POE Network Switch

Ethernet Cable L ≤100M220 V/AC

Signal 
Amplifier

Signal 
Amplifier

Signal 
Amplifier

Signal 
Amplifier

Terminal 
Resistor

Terminal 
Resistor

Terminal 
Resistor

Terminal 
Resistor

Controller 

Controller



007

GS110TP

SFP8POE

8口DMX转换器

DMX-8 MKLL

Ethernet

8口DMX转换器

DMX-8 MKLL

Ethernet

DMX/信号线L≤100m

网络线L≤100m

网络线L≤100m

220V/AC

220V/AC

220V/AC

到信号分配器

220V/AC

POE网络交换机

LPC X

网络交换机

DMX8 8口DMX转换器

LPC X220V/AC

8口DMX分配器

DP-81 

220V/AC

T:终端

电阻

DMX信号

放大器

Note: The distance of the different signal cable will be different. The above distance are for reference only. 
          The number of connected lamps per DMX-OUT is ≤ 30 sets.

POE Network Switch

Controller

to signal switch

220 V/AC

220 V/AC

220 V/AC

220 V/AC

220 V/AC

220 V/ACDMX Controller DMX Controller

Ethernet
Cable ≤100M

Ethernet 

Cable ≤100M

DMX Signal Cable ≤100M

DMX Distribution Amplifier

DMX Signal 
Amplifier

T: Terminal 
Resistor

DMX System





VASuite 4 continues the tradition. Through many years of technological 

advances, optical, structural, and othershave demonstrated VAS’s 

intent in the LED era. Like the first generation of VASuite, this newest 

generation is the benchmark of excellence in the LED market.

Modular design makes it simple and consistent in appearance, a variety 

of light distribution, good colour mixing and a single module within 

lighting can be replaceable. When making the luminaire itself with 

powerful feature, it changes the modes of production and maintenance 

of product at the same time, giving the advantages in technical and 

economic aspects.

Considering designers and workers in the delicate needs of practical 

application in adjusting the lighting, the damping joints make 

adjustment and testing simple and easy.

VASuite 4





LED

P054

P054 P054

P053

P054P054

P053P053

LED

LED

LED

LED

LED

LED

012

Columns / Cantilever arms / Connecting part

VASuite 4 - 061

VASuite 4

VASuite 4 - 050

VASuite 4 - 055

VASuite 4 - 051

VASuite 4 - 052

VASuite 4 - 053

VASuite 4 - 060

P015

P023

P029

P035

P041

P047 

P019



Optical  Advantage

2

1

The appearance of glare in architectural lighting is an annoying problem. Glare 
is caused by an improper distribution of brightness in the field of view or the 
change in brightness of amplitude is too large, causing discomfort or reducing 
the ability to observe an object. Glare can also cause tears, pain, and even 
eyelids.
The International Commission of lighting unified the Glare Value (UGR) 
developed by the luminaire should not exceed the UGR limits in some 
environments.

White Balance Diagram White Balance Diagram
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Product DesignVASuite 4

LED Modular Optics Part

LED Modular Heat Dissipating Part

VAS LED module consists of an optical part and a heat - dissipating part. The 
close combination of the two brings good heat dissipation and effectively 
extends the life of the light source. Suitable for ambient temperature - 40°C ~ 
+50°C.

UGR Rating Environment

UGR≤16 Technical Drawing

UGR≤19 Reading, writing, training, meeting, computer - based work

UGR≤22 Craft and light industries

UGR≤25 Heavy industry

UGR≤28 Railway platforms, foyers

Compound eye

Thermal Conduction

LED Module

Module Carrier

Reflector



Attention :
DMX signal cable length should be less than 100m , maximum connection to 
32 fixtures, please increase signal amplifier if more than 32 fixtures.

Control System

014

Black ADO

Red D+

Blue D - 

Grey ADI

Green and Yellow GND

Grey ADI

Red D+

Blue D - 

Black ADO

Green and Yellow GND

Black ADO

Red D+

Blue D - 

Grey ADI

Green and Yellow GND

PC

DMX
CONTROLLER 

DMX CABLE 

100 - 277 VAC 50/60HZ

MAINS POWER
SUPPLY



Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:      . .

01 02 03

Standard
Color

Available
Color

Materials:

Gear:

Finishing:

Installation:

01: Spike    02: AG - 2220     03: 705 Electric Connection BoxAccessories:

Housing - 6063 –T5 + Flame Resistant Polycarbonate (Class V - 0); 
Glass - 3mm tempered glass, transmittance 93%.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 2x1mm²power cable 
0/1 - 10V, PWM: Come with 1.2m 4 - cores (4 x 0.5mm²)2x1mm²power 
cable + 2x0.5mm²signal cable
DMX Version: Come with 1.2m 6 - cores (6 x 0.5mm²)2x1mm²power cable 
+ 4x0.3mm²signal cable
Cable in Ø6 - 8mm. Please refer to installation guide.

VASuite 4 050
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050.006 050.001 050.002 050.003 050.004

050

050.006 8°

1×1.5W 2.2W

1×1.5W 2.2W

ON/OFF

0 - 10V

1 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

ON/OFF

0 - 10V

1 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

ON/OFF

0 - 10V

1 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 218 lm

3000k, 229 lm

5700k, 239 lm

4000k, 235 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k, 218 lm

3000k, 229 lm

5700k, 239 lm

4000k, 235 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.5 kg

050.001 12°

LED

0.5 kg

050.002 22°

1×1.5W 2.2WLED

0.5 kg

2700k, 218 lm

3000k, 229 lm

5700k, 239 lm

4000k, 235 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

VASuite 4    
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050.003

1×1.5W 2.2W

1×1.5W 2.2W

050.004

38°

14°x26°

LED

LED

0.5 kg

0.5 kg

2700k, 218 lm

3000k, 229 lm

5700k, 239 lm

4000k, 235 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k, 218 lm

3000k, 229 lm

5700k, 239 lm

4000k, 235 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

1 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

ON/OFF

0 - 10V

1 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V





Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:       .

Standard
Color

Available
Color

Materials:

Gear:

Finishing:

Installation:

01: AG - 2220             02: AG - 2222 Accessories:

High Purity Aluminum Alloy with Anti - Corrosion and UV Protection 
Finishes.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 2x1mm² power cable 
0/1 - 10V, PWM: Come with 1.2m 4x1mm² power and signal cable 
DMX / RGBW Version: Come with 1.2m 6x0.5mm² power and signal cable 
All cable in Ø6 - 8mm. 
Please refer to installation guide.

VASuite 4 055

0201

0403

 03: 705 Electric Connection Box       04: Spike

Poles Optional:

Pole Adapter:

05: AG - 1226(Iron)                 AG - 1210(Aluminium)     AG - 1230(Iron)     
      AG - 1220(Aluminium)      AG -  1216(Iron)

04: AG - 1257, See page 59 for sizes of the accessories.
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055.001 055.002 055.003 055.004 055.005

055

055.001 10°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 713 lm

4000k, 762 lm

3000k, 713 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg

055.001 10°

4×1.5W 7W DMX DC 24VRGBW

1.5 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

055.002 16°

4×1.5W 7W ON/OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 713 lm

4000k, 762 lm

3000k, 713 lm

6500k, 762 lm

Ra≥80
Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg

055.002 16°

4×1.5W 7W DMX DC 24VRGBW

1.5 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

VASuite 4    



055.003 30°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 713 lm

4000k, 762 lm

3000k, 713 lm

6500k, 762 lm

Ra≥80
Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg

055.003 30°

4×1.5W 7W DMX DC 24VRGBW

1.5 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

055.004 50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 713 lm

4000k, 762 lm

3000k, 713 lm

6500k, 762 lm

Ra≥80
Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg

055.004 50°

4×1.5W 7W DMX DC 24VRGBW

1.5 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

021



055.005 16°×50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 713 lm

4000k, 762 lm

3000k, 713 lm

6500k, 762 lm

Ra≥80
Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg

055.005

4×1.5W 7W DMX DC 24VRGBW

1.5 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

16°×50°

022



01

0504

06

02 03

Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:      .

Housing - 6061 extruded aluminum; Base - die - cast aluminum alloy; 
Glass - 4mm tempered glass, transmittance 93%; Reflector - 1090 high 
purity aluminum.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 2x1mm²power cable 
0/1 - 10V, PWM: Come with 1.2m 4 - cores 2x1mm²power cable + 
2x0.5mm²signal cable
DMX / RGBW Version: Come with 1.2m 6 - cores (6 x 0.5mm²)power cable + 
signal cable
Cable in Ø6 - 8mm. Please refer to installation guide.

For lamp pole options and accessories, please refer to page 055.

01: Spike     02: tree clamp     03: Adjustable loop

05: AG - 1226(Iron)                 AG - 1210(Aluminium)     AG - 1230(Iron)     
      AG - 1220(Aluminium)      AG -  1216(Iron)

04: AG - 2220     05: AG - 2222 

04: AG - 1257, See page 59 for sizes of the accessories.

Accessories 
Optional:

Poles Optional:

Pole Adapter:

VASuite 4 051

Materials:

Gear:

Finishing:

Installation:

Accessories:
Standard

Color
Available

Color



024

051.011 051.012 051.013 051.014 051.015 051.016

051

051.011 10°

1×18W 21W

21W

21W

21W

12×1.5W

LED

2.1 kg

051.012 13°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

RGBW

12×1.5W

051.012 13°

1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2.1 kg

2.1 kg

051.013 16°

1×18WLED

2.1 kg

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

VASuite 4    

Tunable



025

051.011 051.012 051.013 051.014 051.015 051.016

051

051.014

12×1.5W

1×18W

21W

21W

051.014

051.014

30°

30°

LED

2.1 kg

2.1 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

12×1.5W 21W

051.014 30°

RGBW

2.1 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

VASuite 4    

Tunable



026

1×18W

12×1.5W

21W

21W

051.015

051.015

50°

50°

LED

2.1 kg

2.1 kg

12×1.5W 21W

051.015 50°

RGBW

2.1 kg

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Tunable



027

051.016

051.016

16°×50°

16°×50°

1×18W

12×1.5W

21W

21W

LED

2.1 kg

2.1 kg

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

12×1.5W 21W

051.016 16°×50°

RGBW

2.1 kg

1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

Tunable





01 02 03

04

05: AG - 1200(Aluminium)    AG - 1210(Aluminium)    
      AG - 1230(Iron)               AG - 1216(Iron)

04: AG - 1246

Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:      .

Housing - 6061 extruded aluminum; Base - die - cast aluminum alloy; 
Glass - 4mm tempered glass, transmittance 93%; Reflector - 1090 high 
purity aluminum.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 2x1mm²power cable 
0/1 - 10V, PWM: Come with 1.2m 2x1mm²power cable + 2x0.5mm²signal 
cable
DMX / RGBW Version: Come with 1.2m 2x1mm²power cable + 
5x0.5mm²signal cable
All cable in Ø6 - 8mm. Please refer to installation guide.

For lamp pole options and accessories, please refer to page 055.

VASuite 4 052

Standard
Color

Available
Color

01: Spike     02: tree clamp     03: Adjustable loop

Accessories 
Optional:

Poles Optional:

Pole Adapter:

Materials:

Gear:

Finishing:

Installation:

Accessories:



030

052.011 052.012 052.013 052.014 052.015 052.016

052

052.011 10°

1×36W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

4.5 kg

052.012

052.012

13°

13°

32×1.1W

32×1.1W

40W

40W

DMX AC 100 - 277V 1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX AC 100 - 277V

AC 100 - 277V

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.5 kg

4.5 kg

052.013 16°

1×36W 40WLED

4.5 kg

DMX+RDM

DMX

ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

VASuite 4    

Tunable



031

052.011 052.012 052.013 052.014 052.015 052.016

052

052.014

052.014

052.014

30°

30°

30°

1×36W

32×1.1W

32×1.1W 40W

40W

40W

LED

RGBW

4.5 kg

4.5 kg

4.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

DMX AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

DMX+RDM AC 100 - 277V

DMX AC 100 - 277V

DMX+RDM

DMX

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

VASuite 4    

Tunable



032

32×1.1W 40W

1×36W 40WLED

052.015 50° 4.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

052.015 50° 4.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

052.015 50°

32×1.1W 40WRGBW

2.1 kg

AC 100 - 277V

AC 100 - 277V

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX+RDM

DMX+RDM

DMX+RDM

DMX

DMX

DMX

ON/OFF

0 - 10V

PWM

1 - 10V

Tunable



033

052.016 16°×50°

1×36W 40WLED

4.5 kg

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

052.016 16°×50°

40W

4.5 kg

DMX AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

052.016 16°×50°

32×1.1W

32×1.1W

40WRGBW

4.5 kg

AC 100 - 277VDMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

AC 100 - 277VDMX+RDM

AC 100 - 277VDMX+RDM

AC 100 - 277VDMX+RDM

Tunable





02

03

01

01: AG - 2220     02: AG - 2222

03: AG - 1246

Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:      .

Housing - 6061 extruded aluminum; Base - die - cast aluminum alloy; 
Glass - 4mm tempered glass, 
transmittance 93%; Reflector - 1090 high purity aluminum.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 2x1mm²power cable 
0/1 - 10V, PWM: Come with 1.2m 2x1mm²power cable + 2x0.5mm²signal 
cable
DMX / RGBW Version: Come with 1.2m 3x1mm²power cable + 
5x0.5mm²signal cable
All cable in Ø6 - 8mm. Please refer to installation guide.

For lamp pole options and accessories, please refer to page 055.

VASuite 4 053

Standard
Color

Available
Color

Materials:

Gear:

Finishing:

Installation:

Accessories:

04: AG - 1200(Aluminium)    AG - 1210(Aluminium)    
      AG - 1230(Iron)               AG - 1216(Iron)

Accessories 
Optional:

Poles Optional:

Pole Adapter:



036

053.011 053.012 053.013 053.014 053.015 053.016

053

053.011 10°

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 1×60W 70W

6.7 kg

13°053.012

053.012

RGBW

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX AC 100 - 277V

AC 100 - 277V
1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

70W

6.7 kg

13°

48×1.25W

48×1.25W

70W DMX AC 100 - 277V

AC 100 - 277V

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm, 256 lm

W: 1800k, 1557 lm

2700k, 1821 lm

3000k, 1821 lm

4000k, 1946 lm

6500k, 1946 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.7 kg

053.013

LED

16°

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.7 kg

VASuite 4    

Tunable



037

053.011 053.012 053.013 053.014 053.015 053.016

053

053.014

LED

30°

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.7 kg

053.014 30°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

48×1.25W 70W

6.7 kg

053.014

RGBW

30°

48×1.25W 70W

6.7 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm, 256 lm

W: 1800k, 1557 lm

2700k, 1821 lm

3000k, 1821 lm

4000k, 1946 lm

6500k, 1946 lm

1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

VASuite 4    

Tunable



038

053.015 50°

48×1.25W 70W

6.7 kg

053.015

LED

50°

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.7 kg

053.015

RGBW

50°

48×1.25W 70W

6.7 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm, 256 lm

W: 1800k, 1557 lm

2700k, 1821 lm

3000k, 1821 lm

4000k, 1946 lm

6500k, 1946 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Tunable



039

053.016

053.016

053.016

LED

LED

16°×50°

16°×50°

16°×50°

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.7 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

48×1.25W 70W

6.7 kg

48×1.25W 70W

6.7 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm, 256 lm

W: 1800k, 1557 lm

2700k, 1821 lm

3000k, 1821 lm

4000k, 1946 lm

6500k, 1946 lm

1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Tunable





0201

01: AG - 2220     02: AG - 2222

04: AG - 1200(Aluminium)    AG - 1231(Iron)     AG - 1232(Iron)  

03: AG - 1245     AG - 1247     AG - 1248

Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:      .

Housing - 6061 extruded aluminum; Base - die - cast aluminum alloy; 
Glass - 4mm tempered glass; transmittance 93%; Reflector - 1090 high 
purity aluminum.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 3x1mm²power cable 
0/1 - 10V, PWM: Come with 1.2m 3x1mm²power cable + 2x0.5mm²signal 
cable
DMX / RGBW Version: Come with 1.2m 3x1mm²power cable + 
5x0.5mm²signal cable
All cable in Ø6 - 8mm. Please refer to installation guide.

For lamp pole options and accessories, please refer to page 055.

VASuite 4 060

Standard
Color

Available
Color

Materials:

Gear:

Finishing:

Installation:

Accessories:

Accessories 
Optional:

Poles Optional:

Pole Adapter:



042

060.011 060.012 060.013 060.014 060.015 060.016

060

060.011 10°

1800k, 12593 lm

2700k, 14985 lm

4000k, 16722 lm

3000k, 15771 lm

6500k, 16563 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×21.6W 150W

10.5 kg

060.013 16°

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 12593 lm

2700k, 14985 lm

4000k, 16722 lm

3000k, 15771 lm

6500k, 16563 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×21.6W 150W

10.5 kg

13°060.012

1800k, 12593 lm

2700k, 14726 lm

4000k, 15741 lm

3000k, 14726 lm

6500k, 15741 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

72×1.8W 150W

10.5 kg

060.012

RGBW

13° 10.5 kg

72×1.8W 150W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 778 lm

G - 520 - 535nm, 4875 lm

B - 465 - 485nm, 517 lm

W: 1800k, 3148 lm

2700k, 3681 lm

3000k, 3681 lm

4000k, 3935 lm

6500k, 3935 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

VASuite 4    

Tunable
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060.011 060.012 060.013 060.014 060.015 060.016

060

060.014 30°

1800k, 12593 lm

2700k, 14985 lm

4000k, 16722 lm

3000k, 15771 lm

6500k, 16563 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×21.6W 150W

10.5 kg

060.014 30°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

72×1.8W 150W

10.5 kg

1800k, 12593 lm

2700k, 14726 lm

4000k, 15741 lm

3000k, 14726 lm

6500k, 15741 lm

060.014

RGBW

30° 10.5 kg

72×1.8W 150W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 778 lm

G - 520 - 535nm, 4875 lm

B - 465 - 485nm, 517 lm

W: 1800k, 3148 lm

2700k, 3681 lm

3000k, 3681 lm

4000k, 3935 lm

6500k, 3935 lm

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX AC 100 - 277V

AC 100 - 277V

DMX+RDM

DMX AC 100 - 277V

AC 100 - 277V

VASuite 4    

Tunable
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060.015 50°

1800k, 12593 lm

2700k, 14985 lm

4000k, 16722 lm

3000k, 15771 lm

6500k, 16563 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×21.6W 150W

10.5 kg

060.015 50°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED 72×1.8W 150W

10.5 kg

1800k, 12593 lm

2700k, 14726 lm

4000k, 15741 lm

3000k, 14726 lm

6500k, 15741 lm

060.015

LED

50° 10.5 kg

72×1.8W 150W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 778 lm

G - 520 - 535nm, 4875 lm

B - 465 - 485nm, 517 lm

W: 1800k, 3148 lm

2700k, 3681 lm

3000k, 3681 lm

4000k, 3935 lm

6500k, 3935 lm

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX AC 100 - 277V

AC 100 - 277V

DMX+RDM

DMX AC 100 - 277V

AC 100 - 277V
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060.016 16°×50°

1800k, 12593 lm

2700k, 14985 lm

4000k, 16722 lm

3000k, 15771 lm

6500k, 16563 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×21.6W 150W

10.5 kg

060.016

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

72×1.8W 150W

10.5 kg

1800k, 12593 lm

2700k, 14726 lm

4000k, 15741 lm

3000k, 14726 lm

6500k, 15741 lm

060.016

RGBW

10.5 kg

72×1.8W 150W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 778 lm

G - 520 - 535nm, 4875 lm

B - 465 - 485nm, 517 lm

W: 1800k, 3148 lm

2700k, 3681 lm

3000k, 3681 lm

4000k, 3935 lm

6500k, 3935 lm

16°×50°

16°×50°

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX AC 100 - 277V

AC 100 - 277V

DMX+RDM

DMX AC 100 - 277V

AC 100 - 277V

Tunable





0201

满堂 4  061

01: AG - 2220     02: AG - 2222

03: AG - 1245     AG - 1247     AG - 1248

Multi - Purpose Floodlight. On/off, Dimming versions available; Ambient temperature: - 
40℃ ~+50℃ ; Service life ≥35000 hours; IP66, IK06, Electrical protection:       .

Housing - 6061 extruded aluminum; Base - die - cast aluminum alloy; 
Glass - 4mm tempered glass, transmittance 93%; Reflector - 1090 high 
purity aluminum.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On/Off Version: Come with 1.2m 3x1mm²power cable 
0/1 - 10V, PWM: Come with 1.2m 3x1mm²power cable + 2x0.5mm²signal 
cable
DMX / RGBW Version: Come with 1.2m 3x1mm²power cable + 
5x0.5mm²signal cable
All cable in Ø6 - 8mm. 
Please refer to installation guide.

VASuite 4 061

Standard
Color

Available
Color

Materials:

Gear:

Finishing:

Installation:

Accessories 
Optional:

Poles Optional:

Pole Adapter:

04: AG - 1200(Aluminium)    AG - 1231(Iron)     AG - 1232(Iron)  
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061.011 061.012 061.013 061.014 061.015 061.016

061

061.013 16°

1800k, 27082 lm

2700k, 33960 lm

4000k, 36788 lm

3000k, 35377 lm

6500k, 37215 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×42.5W 300W

21.5 kg

061.011 10°

1800k, 27082 lm

2700k, 33960 lm

4000k, 36788 lm

3000k, 35377 lm

6500k, 37215 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×42.5W 300W

21.5 kg

061.012 13°

1800k, 27082 lm

2700k, 31668 lm

4000k, 33852 lm

3000k, 31668 lm

6500k, 33852 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

192×1.3W 300W

21.5 kg

13°

192×1.3W 300W

21.5 kg061.012

RGBW R - 620 - 630nm, 1674 lm

G - 520 - 535nm, 10483 lm

B - 465 - 485nm, 1112 lm

W: 1800k, 6770 lm

2700k, 7917 lm

2700k, 8463 lm

3000k, 7917 lm

6500k, 8463 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

VASuite 4    

Tunable
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061.011 061.012 061.013 061.014 061.015 061.016

061

061.014 30°

1800k, 27082 lm

2700k, 33960 lm

4000k, 36788 lm

3000k, 35377 lm

6500k, 37215 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×42.5W 300W

21.5 kg

061.014 30°

1800k, 27082 lm

2700k, 31668 lm

4000k, 33852 lm

3000k, 31668 lm

6500k, 33852 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

192×1.3W 300W

21.5 kg

30°

192×1.3W 300W

21.5 kg061.014

RGBW R - 620 - 630nm, 1674 lm

G - 520 - 535nm, 10483 lm

B - 465 - 485nm, 1112 lm

W: 1800k, 6770 lm

2700k, 7917 lm

2700k, 8463 lm

3000k, 7917 lm

6500k, 8463 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

VASuite 4    

Tunable
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061.015 50°

1800k, 27082 lm

2700k, 33960 lm

4000k, 36788 lm

3000k, 35377 lm

6500k, 37215 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×42.5W 300W

21.5 kg

061.015 50°

1800k, 27082 lm

2700k, 31668 lm

4000k, 33852 lm

3000k, 31668 lm

6500k, 33852 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

192×1.3W 300W

21.5 kg

50°

192×1.3W 300W

21.5 kg061.015

RGBW R - 620 - 630nm, 1674 lm

G - 520 - 535nm, 10483 lm

B - 465 - 485nm, 1112 lm

W: 1800k, 6770 lm

2700k, 7917 lm

2700k, 8463 lm

3000k, 7917 lm

6500k, 8463 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX+RDM

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Tunable
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061.016

1800k, 27082 lm

2700k, 33960 lm

4000k, 36788 lm

3000k, 35377 lm

6500k, 37215 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED 6×42.5W 300W

21.5 kg

061.016

1800k, 27082 lm

2700k, 31668 lm

4000k, 33852 lm

3000k, 31668 lm

6500k, 33852 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

192×1.3W 300W

21.5 kg

16°×50°

192×1.3W 300W

21.5 kg061.016

RGBW R - 620 - 630nm, 1674 lm

G - 520 - 535nm, 10483 lm

B - 465 - 485nm, 1112 lm

W: 1800k, 6770 lm

2700k, 7917 lm

2700k, 8463 lm

3000k, 7917 lm

6500k, 8463 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

16°×50°

16°×50°

Tunable

DMX+RDM

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX AC 100 - 277V

AC 100 - 277V

DMX+RDM

DMX AC 100 - 277V

AC 100 - 277V
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Pole, Cantilever Arm and 
Connecting Part

VASuite 4 using the same lamp poles, pole‘s arms and connectors as VASuite 3. With varies 
type of size and light fittings’ combinations, VASuite 4 is suitable for landscape, pathway and 
architecture. Can choose from either VAS standard products or custom made to suit your need. 

VASuite 4
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Pole, Cantilever Arm and Connecting Part
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Installation Guide



Poles

056

Panel Base Size

Embedded Part

SIZE

Panel Base Size

Embedded Part

Ø：
Length ：
Material:

Finishing:

Optional:

120mm

6000mm

Alloy and extruded aluminium

AKZO NOBEL UV polyester powder coating

AG - 1245   AG - 1246   AG - 1247   AG - 1248

AG - 1200

89mm

4000mm

Extrusion Aluminium Alloy. Met Warm Grey Finish

AKZO NOBEL UV polyester powder coating

AG - 1246   AG - 1257

AG - 1210

Ø：
Length ：
Material:

Finishing:

Optional:
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Poles

89mm

4000mm

Q235

Hot Dip Zinc Coated Steel, Met

Warm Grey Finish. AKZO NOBEL UV 

polyester powder coating

AG - 1246

AG - 1216

Ø：
Length ：
Material:

Finishing:

Optional:

Panel Base Size

Embedded Part

SIZE

Base Size Embedded Part

Upper 76mm , Lower 140mm

6000mm

Q235

Hot Dip Zine Coated Steel.Met Warm Grey Finish, AKZO 

NOBEL UV polyester powder coating

AG - 1246   AG - 1257

AG - 1230

Ø：
Length ：
Material:

Finishing:

Optional:
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Poles

Base Size Embedded Part

Base Size Embedded Part

AG - 1231

AG - 1232

Upper 89mm, Lower 170mm

8000mm

Q235

Hot Dip Zinc Coated Steel. AKZO NOBEL

UV polyester powder coating

AG - 1245   AG - 1247   AG - 1248

Ø：
Length ：
Material:

Finishing:

Optional:

Upper 100 mm, Lower 195mm

10000mm

Q235

Hot Dip Zinc Coated Steel. AKZONOBEL UV 

polyester powder coating

AG - 1245   AG - 1247   AG - 1248

Ø：
Length ：
Material:

Finishing:

Optional:



AG - 1245

AG - 1246

AG - 1257

Suitable Model

Suitable Model

Suitable Model

VASuite 4 - 060

VASuite 4 - 053

VASuite 4 - 061

VASuite 4 - 052

VASuite 4 - 051

P041

P035

P047

P029

P023

Cantilever Arms

Cable Outlet

Cable Outlet

Cable Outlet

059
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AG - 1232 - Connector is installed vertically or
                          horizontally to the wall.

VASuite 4 - 053

VASuite 4 - 052

P035

AG - 1260.001

AG - 1260.002

AG - 1260.003P029

Suitable Model

Cantilever Arms

AG - 1247 Suitable Model

VASuite 4 - 060

VASuite 4 - 061

P041

P047

Cable 
Outlet

AG - 1248 Suitable Model

VASuite 4 - 060

VASuite 4 - 061

P041

P047

Ø76 Pole

Ø76 Pole



Planet 

VAS landscape luminaire is designed with low - key and distinctive 

style to meet the needs of different applications.

Well - designed lighting allows the design of the building, structure, and 

surrounding environment to extend from day to night.

Today's sophisticated indoor lighting technology can now be applied to 

outdoor environments, allowing outdoor lighting to deliver high - quality 

light, color, and lighting control.

The contemporary built environment is constantly expanding, and even 

the developed landscape area has become an indispensable part of 

the classic architectural project. This applies equally to commercial real 

estate, public buildings and high - end residential projects.
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Planet 

Planet - 530 LED P065



01

Modern landscape luminaires, suitable for city and garden landscape, the best height is 
4 - 5 meters, suitable for ambient temperature range - 40°C - +50°C, can withstand wind 
speed 45m/s, lamp life ≥35000 hours, surge protection 6KV, IP65, IK06,      insulation 
protection.

Planet 530

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color

Housing - die - cast aluminum alloy; Glass - 4mm tempered glass; Diffused 
ring - Opalescent Polycarbonate; Reflector - 1090 high purity aluminum;
Optical lens - PMMA, transmittance92%; Gasket - water vapor resistant 
silicone; Fixings - stainless steel Allen headed screws.

Mechanical and chemical anti - corrosion pretreatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.

Can be installed in single pole or in series. 260mm x 260mm support 
bottom plate is provided as standard provision. Access Panel secured 
by screw is provided. Unit comes with external 0.5 meter 3x1.5mm² Ø9 - 
11mm power cable for connection. 
Please refer to installation guide.

Custom diffused ring color, white light or other color.

Materials: 

Finishing:

Gear:

Installation：

Options：



066

530.002 530.004

530.002

530.004

136W

136W

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

2700k, 13680 lm

2700k, 13680 lm

3000k, 14046 lm

3000k, 14046 lm

5000k, 15060 lm

5000k, 15060 lm

4000k, 14814 lm

4000k, 14814 lm

5700k, 14976 lm

5700k, 14976 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

23.4 kg

23.4 kg

530Planet 

Batwing

Asymmetrical

2×(54W + 7.2W)

2×(54W + 7.2W)
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530.006 530.008

530.006

530.008

11.7 kg

11.7 kg

67W

67W

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

2700k, 6804 lm

2700k, 6804 lm

3000k, 7023 lm

3000k, 7023 lm

5000k, 7530 lm

5000k, 7530 lm

4000k, 7407 lm

4000k, 7407 lm

5700k, 7488 lm

5700k, 7488 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

530Planet 

Batwing

Asymmetrical

1×(54W + 7.2W)

1×(54W + 7.2W)





The design of this collection is inspired by a very traditional form - dis-

cus. Although the discus is such a spectacular circular moving object, 

Butterfly able to use in different lighting applications, whether it is 

mounted on a column or on a wall (Invader). It always providing you 

warm light quietly.

Its classic and minimalist form is complemented by state-of-the-art 

LED lighting technology and optical control system, which can be used 

to show its excellent optical light distribution without glare.

Butterfly 
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LED

LED

LED

LED

Butterfly - 540

Butterfly - 540

Butterfly - 540

Butterfly - 540

Butterfly 

P073

P073

P073

P073



01

Modern and modular landscape fixture, in series of wall light. Ambient temperature test-
ed: -25~+45℃ ; Service life: ≥35000 hours; Withstand wind speed - 45m/s. 
Ingress protection rating: IP65; Electrical protection:      .

Housing - die-cast aluminum alloy; Reflector - 1090 anodized aluminum, 
purity 99.85%; Light emitting area – transparent Polycarbonate; Gasket 
- water vapor resistant silicone; Fixings - stainless steel Allen headed 
screws.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL 
UV-resistant polyester exterior powder-coating system. Normal UV protec-
tion for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection require-
ment.

Standard pole complete with 260×260mm fixed plate; Electrical connec-
tion box is located in the lower column; Maintenance hatch has a security 
lock; PG09, IP68 cable gland compatible with outer diameter 7.5-9.5mm 
cable.
Please refer to installation guide.

Custom housing color and finishing.

Materials: 

Finishing:

Gear:

Installation：

Options：

Available
Color

Standard
Color

Butterfly 540

01: AG-2221
Standard 
Accessories: 
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540.001 540.002 540.003

540Butterfly    

540.001

540.002

Assymetric

Assymetric

Assymetric

4×19W

3×19W

88W

66W

ON/OFF

ON/OFF

AC 100  - 277V

AC 100  - 277V

AC 100  - 277V

2700k, 9648 lm

2700k, 7236 lm

2700k, 4824 lm

3000k, 10728 lm

3000k, 8046 lm

3000k, 5364 lm

5000k, 11520 lm

5000k, 8640 lm

5000k, 5760 lm

4000k, 11376 lm

4000k, 8532 lm

4000k, 5688 lm

5700k, 11736 lm

5700k, 8802 lm

5700k, 5868 lm

6500k, 12024 lm

6500k, 9018 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

22.6 kg

17.4 kg

540.003

2×19W 44W ON/OFFLED

11.7 kg
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540.004

1×19W 22W ON/OFF AC 100  - 277VLED

6.04 kg

2700k, 2412 lm

3000k, 2682 lm

5000k, 2800lm

4000k, 2844 lm

5700k, 2934 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

540.004

540Butterfly    

Assymetric
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AC 100  - 277V

540.005

2×19W 44W ON/OFFLED

11.7 kg

2700k, 4824 lm

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

5700k, 5868 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

540.005

540Butterfly    

Assymetric



Gramophone 

The design concept of this collection is inspired by the inspiration of 

organic plants to transform into a lighting product with a distinctive top 

that can be seamlessly embedded in stem-like columns.

The downward facing optical lens can be a traditional HID light source 

or a trendy LED light source engine. In both cases, the light distribution 

features can be used both as slim lighting for roads and trails, as well 

as for asymmetric lighting in the area.





LED

LED

LED

080

Gramophone 

Gramophone - 541

Gramophone - 542

Gramophone - 543

P081

P083

P084



02

A decorative, organically inspired range of products for lighting solutions that require a 
unique design characteristic of perfect integration between luminaire and column; Op-
tional height 1.2 3.5m; Ambient temperature tested: -25℃ ~+45℃ ; Service life: ≥ 35000 
hours; Withstand wind speed - 45m/s. Ingress protection rating: IP66; Electrical protec-
tion:      .

Available
Color

Standard
Color

Gramophone  541

02: AG-2221
Standard 
Accessories: 

01:  Lamp pole AG-1236 (aluminium)
Accessories 
Optional:

Housing - A356 gravity casting/pure aluminum casting; Lens frame – die-
cast aluminum alloy; Glass - 4mm tempered glass. Reflector – 1090 high 
purity aluminum; Optical lens - PMMA, transmittance 92%;Gasket - water 
vapor resistant silicone; Fixings - stainless steel Allen headed screws; Pole 
- 6063 aluminum alloy.

Housing, lens frame - Mechanical and chemical anti-corrosion retreatment. 
AKZO-NOBEL UV-resistant polyester exterior powder coating system. 
Normal UV protection for 10 years.

Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection 
requirement.

Standard pole complete with 260mm x 260mm fixed plate. Electrical 
connection box located in the lower section. Secured access panel. Unit 
comes with external 4.5 meter 3x1mm² Ø6-8mm power cable for 
connection. 
Please refer to installation guide.

Custom housing color and finishing.

Materials: 

Finishing:

Gear:

Installation：

Options：
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541.003

3×16.3W

3×16.3W

58W

58W

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

LED

LED

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

541.004

541

Asymmetrical

Batwing

11.7 kg

11.7 kg

Gramophone 
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542.003

542.004

1×18W

1×18W

21W

21W

ON/OFF

ON/OFF

2400k, 1543 lm

2400k, 1543 lm

2700k, 1715 lm

2700k, 1715 lm

4000k, 1969 lm

4000k, 1969 lm

3000k, 1797 lm

3000k, 1797 lm

5000k, 2007 lm

5000k, 2007 lm

6500k, 2124 lm

6500k, 2124 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥70

LED

LED AC 100 - 277V

AC 100 - 277V

542Gramophone 

Asymmetrical

23.8 kg

23.8 kg

Batwing
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543.002

1×8W 10W ON/OFF 2700k, 914 lm

3000k, 960 lm

4000k, 1084 lm

4000k, 1060 lm

5700k, 1150 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED AC 100 - 277V

543.001

1×8W 10W ON/OFF 2700k, 914 lm

3000k, 960 lm

4000k, 1084 lm

4000k, 1060 lm

5700k, 1150 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED AC 100 - 277V

543Gramophone 

Asymmetrical

Batwing



The Club 

The design concept of this series of products is also one of the con-

cepts inspired by nature. The elegant flow design and the optical light-

ing system that provides illumination for the light are especially suitable 

for complex and psychedelic environments that require a high degree 

of visual comfort.

A specially developed reflector incorporated into the light-deflecting 

surface enables precise light re-dispensing for elongated or asymmetri-

cal light distribution.
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The Club

The Club - 547 LED P089



Indirect lighting landscape fixture with visual comfort, suitable for multiple urban and 
landscape application; Installation height 6m at maximum; Ambient temperature tested: 
-25℃ ~+45℃ ; Service life: ≥35000 hours; Withstand wind speed - 45m/s. Ingress protec-
tion rating: IP65; Electrical protection:      .

02

The Club 547

Available
Color

Standard
Color

02: AG-2221
Standard 
Accessories: 

01:  Lamp pole AG-1236 (aluminium)
Accessories 
Optional:

Housing - marine fiber glass. Frame of light source - die-cast aluminum 
alloy; Light output ring - die-cast aluminum alloy; Reflector – 1090 anod-
ized 1.2 mm aluminum, purity 99.85%; Optical lens - PMMA, transmit-
tance 92%; Glass - 4mm tempered glass; Pole – 6063 aluminum alloy; 
Gasket - water vapor resistant silicone.

Housing, lens frame - Mechanical and chemical anti-corrosion pretreat-
ment. AKZO-NOBEL UV-resistant polyester exterior powder coating 
system. Normal UV protection for 10 years.

Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection 
requirement.

Standard pole complete with 260mm x 260mm fixed plate. Electrical 
connection box located in the lower section. Secured access panel. Unit 
comes with external 4.5 meter 3x1mm² Ø6-8mm power cable for 
connection. 
Please refer to installation guide.

Custom housing color and finishing.

Materials: 

Finishing:

Gear:

Installation：

Options：
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547.003

547.004

Assymetric

Bat Wing

1×50.5W

1×50.5W

59W

59W

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

2400k, 5031 lm

2400k, 5031 lm

3000k, 5248 lm

3000k, 5248 lm

4000k, 5880 lm

4000k, 5880 lm

3000k, 5757 lm

3000k, 5757 lm

5000k, 5880 lm

5000k, 5880 lm

6500k, 5880 lm

6500k, 5880 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

23.8  kg

23.8  kg

547.003 547.004

547The Club







Candle 
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Candle - 548

Candle - 550

LED

LED

Candle 

P097

P101



01

Available
Color

Standard
Color

01: AG-2221
Standard 
Accessories: 

Housing - 6063 aluminum alloy; Reflector - 1090 high purity aluminum; 
Light emitting area - Polycarbonate; Gasket - water vapor resistant silicone; 
Fixings - stainless steel Allen headed screws.

Housing, lens frame - Mechanical and chemical anti-corrosion pretreat-
ment. AKZO-NOBEL UV-resistant polyester exterior powder coating sys-
tem. Normal UV protection for 10 years.

Surge protection 6kV.

Standard pole complete with 260mm x 260mm fixed plate. 
Electrical connection box located in the lower section. 
Secured access panel. 
Unit comes with external 3 meter 3x1mm² Ø6-8mm power cable for 
connection. 

Please refer to installation guide.
Other color coating.

A decorative, organically inspired range of products for lighting solutions that require a 
unique design characteristic of perfect integration between luminaire and column; Am-
bient temperature tested: -40℃ ~ +50; Service life: ≥35000 hours; Surge protection: 6kV; 
Ingress protection rating: IP65; Electrical protection:       . 

Materials:

Finishing:

Gear:

Installation:

Options: 

Candle 548
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548.001

548.001

6×2W 14W ON/OFF

DMX AC 100 - 277V

AC 100 - 277V 2700k, 1440 lm

3000k, 1518 lm

5000k, 1560 lm

4000k, 1554 lm

5700k, 1578 lm

6500k, 1602 lm

Ra≥80

Ra≥80Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

22 kg

548Candle 
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548.002

548.002

6×2W 14W ON/OFF

DMX AC 100 - 277V

AC 100 - 277V 2700k, 1440 lm

3000k, 1518 lm

5000k, 1560 lm

4000k, 1554 lm

5700k, 1578 lm

6500k, 1602 lm

Ra≥80

Ra≥80Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

10 kg

548Candle 





02

Modular landscape fixture; On/off, dimmable, RGBW available; Ambient temperature 
tested: -25℃ + 45℃ ; Service life: ≥35000 hours; Ingress protection rating: IP65; Electrical 
protection:       .    

Housing - die-cast aluminum alloy, PC. Light emitting area - PMMA, trans-
mittance 92%; Gasket - water vapour resistant silicone; Fixings - stainless 
steel. Buried frame galvanized screws.

External Part - Mechanical and chemical anti-corrosion pretreatment. 
AKZO-NOBEL UV-resistant polyester exterior powder coating system. 
Normal UV protection for 10 years.

Electronic driver with thermal and overload protection. Fulfill IEC61000-4-
5 (GB17626.5) fixture lighting surge protection requirement.

Standard pole complete with 400mm x 400mm fixed plate. 
Electrical connection box located in the lower section. 
Secured access panel. 
Unit comes with external 0.5 meter 3x1 mm² Ø6-8mm power cable for 
connection. 
Please refer to installation guide.

Custom housing colour and custom cable lengths.

Materials:

Finishing: 

Gear: 

Installation:

Options: 

Available
Color

Standard
Color

02: AG-2221
Standard 
Accessories: 

01:  Light pole AG-1259
Accessories 
Optional:

Candle 550
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550.003 550.004

550.003

12×2.1W 30W ON/OFF

DMX AC 100 - 277V

AC 100 - 277V 2700k, 3276 lm

3000k, 3444 lm

5000k, 3552 lm

4000k, 3528 lm

5700k, 3588 lm

6500k, 3636 lm

Ra≥80

Ra≥80Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

10 kg

550.004

12×2.1W 30W ON/OFF

DMX AC 100 - 277V

AC 100 - 277V 2700k, 3276 lm

3000k, 3444 lm

5000k, 3552 lm

4000k, 3528 lm

5700k, 3588 lm

6500k, 3636 lm

Ra≥80

Ra≥80Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

10 kg

550Candle 



The inspiration of VAShadow comes from Mask, it refers to the 

high poles that hang sails and flags on board also supporting the 

observatory.

The appearance is neat, neutral, simple, and there are many functions 

of the lamp holder.

The combination of the machine highlights its practicality, and the 

characteristics of a multi-purpose lamp just complement the role of 

VAShadow.

VAShadow 





LED

LED

LED

LED

106

VAShadow 

VAShadow - 560.011

VAShadow - 560.021 / 560.022 / 560.023 / 560.024

VAShadow - 560.031 / 560.032 / 560.033 / 560.034

VAShadow - 560.041

P108

P109

P110

P111



01

Modular Configurable Landscape Luminaire, suitable for urban area and landscape appli-
cation; On/off, on/off by light sensor, microwave motion sensor, ZigBee control available; 
Standard height 5m; Ambient temperature tested: -25℃ ~+45℃ ; Service life: ≥ 35000 
hours; Ingress protection rating: IP65; Electrical protection:      .

VAShadow 560

Housing - aluminum alloy/ transparent PC cover; Light emitting area 
– transparent PC; Reflector - 1090 high purity aluminum; Optical lens- 
PMMA, transmittance 92%; Gasket - EPDM polyfoam; Fixings - stainless 
steel Allen headed screws.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL 
UV-resistant polyester exterior powder coating system.
Normal UV protection for 10 years.

Remote electronic driver with thermal and overload protection.
Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection 
requirement.

Available in single, double and triple lamp configuration. Standard pole 
complete with 400mm x 400mm fixing place. Electrical connection locat-
ed in lower section. Secured access panel. Come with 3x1mm² cable of 
external 0.5 meter for interconnection of lamp and junction box. Please 
refer to installation guide.
 
Custom housing color and custom cable lengths.

Materials:

Finishing:

Gear:

Installation:

Options: 

01: Junction Box AG-2221

Standard 
Accessories:

Available
Color

Standard
Color
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560.011

560.011

32×1.5W 50W ON/OFF AC 100 - 277V 2700K, 6976 lm 

3000K, 7328 lm

5000K, 7552 lm

4000K, 7520 lm

5700k, 7648 lm

6500k, 7744 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

10 kg Batwing Downward

560VAShadow 
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560.022560.021

560.021 54°

16°×70°

4×8.5W

4×8.5W

38W ON/OFF AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥ 80

LED

11 kg

560.022

38W ON/OFFLED

11 kg

Circle Downward

Circle Downward

560VAShadow 

2700K, 3916 lm 

2700K, 3916 lm 

3000K, 4096 lm

3000K, 4096 lm

5000K, 5180 lm

5000K, 5180 lm

4000K, 4220 lm

4000K, 4220 lm

6500k, 5276 lm

6500k, 5276 lm



AC 100 - 277V 2700K, 3916 lm 

3000K, 4096 lm

5000K, 5180 lm

4000K, 4220 lm

6500k, 5276 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥ 80

560.023 14°

4×8.5W 38W ON/OFFLED

11 kg

560.024 21°

4×8.5W 38W ON/OFF AC 100 - 277V 2700k, 3196 lm

3000k, 4096 lm

5000k, 5180 lm

4000k, 4220 lm

6500k, 5276 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

11 kg Circle Downward

Circle Downward

560.031 14°

4×18W 75W AC 100 - 277V 2700k, 7780 lm

3000k, 8136 lm

5000k, 10276 lm

4000k, 8372 lm

6500k, 10476 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

11 kg

ON/OFF

AC 100 - 277V 2700k, 7780 lm

3000k, 8136 lm

5000k, 10276 lm

4000k, 8372 lm

6500k, 10476 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

560.032 21°

4×18W 75W ON/OFFLED

11 kg

Circle Upward

Circle Upward

AC 100 - 277V

AC 100 - 277V

2700k, 7780 lm

2700k, 7780 lm

3000k, 8136 lm

3000k, 8136 lm

5000k, 10276 lm

5000k, 10276 lm

4000k, 8372 lm

4000k, 8372 lm

6500k, 10476 lm

6500k, 10476 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

560.034

560.033

16°×70°

55°

4×18W

4×18W

75W

75W ON/OFF

ON/OFFLED

LED

11 kg

11 kg Circle Upward

Circle Upward
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VAShadow can support 

the following configurations

560.051 Projector

560.052 Speaker

560.053 CCTV

560.041

AC 100 - 277V 2700k, 5012 lm

3000k, 5235 lm

5000k, 5432 lm

4000k, 5369lm

6500k, 5531 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

560.041

1×34W 38W ON/OFFLED

3.5 kg Circle Downward

560VAShadow 



POLE
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Outer diameter:

Length:

Material:

Surface treatment:

Suitable Lamp Module:

Ø203mm

3649mm/4079mm/4509mm

Q235

galvanizing / dark green, 

outdoor grade coating

560.011

560.021    560.022

560.031    560.032    560.033    560.034

560.041

560.051    560.052    560.053

AG - 1251



VAStand 

The external environment at night has become another dimension of 

life for most people.

VAS introduce lighting solutions that coordinate roads, population flow 

areas, and low - rise building features.

This product series is equipped with an optics control system for low 

extended light distribution and high - level output, providing a low glare 

solution for road and population flow areas.

This collection offers designers three refined styles throughout each 

product type. Two of them are traditional styles, namely angles and 

circles. A delicate elliptical design is a valuable addition to the first 

two. Regardless of the style of the designer, each product is designed 

to reflect the ease of installation and integration with the built 

environment.



One - sided

Glaring

Two - sided

Glaring

Wall Installation
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VAStand 

VAStand  -  525

VAStand  -  526

VAStand  -  521

VAStand  -  527

VAStand  -  522 

VAStand  -  523

VAStand  -  528

VAStand  -  529

VAStand  -  524 

LED

LED

LED

LED

LED

LED

LED

LED

LED

LED

VAStand  -  520 P117

P119

P123

P121

P127

P125

P129

P131

P132

P132
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Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours.  
Electrical protection:       .

VAStand 520

Column Housing  -  6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector  -  1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. Recessed frame  -  galvanized steel 

Mechanical and chemical anti - corrosion pretreatment. 
AKZO - NOBEL UV - resistant polyester exterior powder - coating system. 
Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.
Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.

Materials: 

Finishing:

Gear:

Installation：

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color
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520.003 520.004

90
0

520.003

520.004

18×0.35W

18×0.35W

8W

8W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

2700k, 854 lm

2700k, 854 lm

3000k, 854 lm

3000k, 854 lm

5700k, 935 lm

5700k, 935 lm

4000k, 935 lm

4000k, 935 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

7.61 kg

7.61 kg

520VAStand 

CUT OUT CUT OUT
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Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours.  
Electrical protection:      .

VAStand 525

Column Housing – 6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector – 1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. 
Recessed frame  -  galvanized steel 

Mechanical and chemical anti - corrosion pretreatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.

Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials: 

Finishing:

Gear:

Installation：

Options：

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color
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525.003 525.004

90
0

525.003

525.004

36×0.35W

36×0.35W

16W

16W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

2700k, 1708 lm

2700k, 1708 lm

3000k, 1708 lm

3000k, 1708 lm

5700k, 1870 lm

5700k, 1870 lm

4000k, 1870 lm

4000k, 1870 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

6.94 kg

10.2 kg

525VAStand 

CUT OUT CUT OUT
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Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours.  
Electrical protection:      .

Column Housing – 6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector – 1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. 
Recessed frame  -  galvanized steel 

Mechanical and chemical anti - corrosion pretreatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.

Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials: 

Finishing:

Gear:

Installation：

Options：

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color

VAStand 521
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521.015 521.016

521.015

521.016

18×01W

18×1W

21W

21W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

2000k, 1497 lm

2000k, 1497 lm

2700k, 2125 lm

2700k, 2125 lm

4000k, 2355 lm

4000k, 2355 lm

5700k, 2502 lm

5700k, 2502 lm

6500k, 2502 lm

6500k, 2502 lm

3000k, 2125 lm

3000k, 2125 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

13.3 kg

16.3 kg

521VAStand 

CUT OUT CUT OUT



01

Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours. 
Electrical protection:      .

VAStand 526

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color

Column Housing – 6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector – 1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. Recessed frame  -  galvanized steel 

Mechanical and chemical anti - corrosion pretreatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.

Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials: 

Finishing:

Gear:

Installation：

Options：



124

526.015 526.016

526.015

526.016

36×0.73W

36×0.73W

30W

30W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

13.88 kg

16.8 kg

2000k, 2282 lm

2000k, 2282 lm

2700k, 3223 lm

2700k, 3223 lm

4000k, 3598 lm

4000k, 3598 lm

5700k, 3816 lm

5700k, 3816 lm

6500k, 3816 lm

6500k, 3816 lm

3000k, 3223 lm

3000k, 3223 lm

526VAStand 

CUT OUT CUT OUT
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VAStand 522

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color

Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours. 
Electrical protection:      .

Column Housing - 6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector  -  1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. Recessed frame  -  galvanized steel 
Mechanical and chemical anti - corrosion pretreatment. 
AKZO - NOBEL UV - resistant polyester exterior powder - coating system. 
Normal UV protection for 10 years.
Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.
Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.
Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials: 

Finishing:

Gear:

Installation：

Options：
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522.017 522.018

522.017

522.018

18×1W

18×1W

21W

21W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

13.2 kg

16.3 kg

2000k, 1497 lm

2000k, 1497 lm

2700k, 2125 lm

2700k, 2125 lm

4000k, 2355 lm

4000k, 2355 lm

5700k, 2502 lm

5700k, 2502 lm

6500k, 2502 lm

6500k, 2502 lm

3000k, 2125 lm

3000k, 2125 lm

522VAStand 

CUT OUT CUT OUT



Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours. 
Electrical protection:      .

01

VAStand 527

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color

Column Housing - 6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector - 1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. Recessed frame  -  galvanized steel 

Mechanical and chemical anti - corrosion pretreatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.

Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials: 

Finishing:

Gear:

Installation：

Options：
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527.017 527.018

527.017

527.018

36×0.73W

36×0.73W

30W

30W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

LED

LED

13.3 kg

16.23 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2000k, 2282 lm

2000k, 2282 lm

2700k, 3223 lm

2700k, 3223 lm

4000k, 3598 lm

4000k, 3598 lm

5700k, 3816 lm

5700k, 3816 lm

6500k, 3816 lm

6500k, 3816 lm

3000k, 3223 lm

3000k, 3223 lm

527VAStand 

CUT OUT CUT OUT



Freestanding luminaire, Ambient temperature:  - 40°C ~ +50°C; Service life ≥35000 hours. 
Electrical protection:      .

01

VAStand 523

Column Housing - 6063 aluminum alloy. Housing  -  die cast aluminum 
alloy. Reflector - 1090 high purity aluminum. Glass  -  4mm tempered 
glass. Gasket  -  water vapor resistant silicon. Fixings  -  stainless steel 
screws. Recessed frame  -  galvanized steel 

Mechanical and chemical anti - corrosion pretreatment. 
AKZO - NOBEL UV - resistant polyester exterior powder - coating system. 
Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement.

Complete with recessed frame and 3 way IP66 junction box with cable 
gland for Ø9 - 11mm cable. Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials: 

Finishing:

Gear:

Installation：

Options：

01: AG - 2221
Standard 
Accessories: 

Available
Color

Standard
Color
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523.003 523.004

90
0

523.003

523.004

18×0.35W

18×0.35W

8W

8W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

LED

LED

16.3 kg

26.3 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k, 854 lm

2700k, 854 lm

4000k, 935 lm

4000k, 935 lm

5700k, 935 lm

5700k, 935 lm

3000k, 854 lm

3000k, 854 lm

523VAStand 

CUT OUT CUT OUT
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528.003 528.004

90
0

528.003

528.004

36×0.35W

36×0.35W

16W

16W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

LED

LED

9.15 kg

14.78 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k, 1708 lm

2700k, 1708 lm

4000k, 1870 lm

4000k, 1870 lm

5600k, 1870 lm

5600k, 1870 lm

3000k, 1708 lm

3000k, 1708 lm

528VAStand 

CUT OUT CUT OUT



132

524.004 529.004

524.004

529.004

18×0.35W

36×0.35W

8W

16W

ON / OFF

ON / OFF

AC 100  -  277V

AC 100  -  277V

LED

LED

5.73 kg

5.77 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k, 854 lm

2700k, 1708 lm

4000k, 935 lm

4000k, 1870 lm

5700k, 935 lm

5700k, 1870 lm

3000k, 854 lm

3000k, 1708 lm

524 529VAStand 

CUT OUT CUT OUT



The VASatisfy is a sophisticated lighting solution which combines a 

striking architectural design concept with hidden subtlety in its light 

performance.

Each segment incorporates a high-output LED array and a specially 

designed light control system.

The VASatisfy understated product design is complemented by a com-

bination of soft diffusion and directional lighting components that deliv-

er totally glare free illumination when daylight ceases.

VASatisfy 
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VASatisfy Product Design

Two basic models are available for both ground and wall mounting.

Personalization of the light output is possible in the multiple-stack units by rotating the individual units 
through 40° in either direction. This can be made to order in the factory or set up by the contractor on 
site.



LED

LED

LED
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VASatisfy 

VASatisfy - 512

VASatisfy - 512

VASatisfy - 512

P137

P138

P139



Surface mounted universal orientation outdoor luminaire. Ambient temperature: -40°C ~ 
+50°C; Service life ≥35000 hours. IP65, Electrical protection:       .

VASatisfy 512

Available
Color

Standard
Color

Column body - 6063 -T5 alloy aluminum; lamp housing - die-casting alumi-
num alloy; reflector -1090 high purity aluminum; surface glass - 4mm tem-
pered glass; sealing ring and gasket - water vapor resistant silicone; screw 
- stainless steel screw; embedded parts - plated Zinc steel structure.

Mechanical and chemical anti-corrosion pretreatment. 
AKZO-NOBEL UV-resistant polyester exterior powder-coating system. 
Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection require-
ment.

Comes with 3 outlet IP65 junction box, embedded parts. Waterproof wire 
connection (up to Ø11mm) junction box, Ø9-11mm wire.
Please refer to installation guide.

Marine environment version on request, LM6 aluminum alloy, 316L stain-
less steel. Other colors available on request.

Materials: 

Finishing:

Gear:

Installation：

Options：
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512.001 512.002

512.001

512.002

48×0.55W

36×0.55W

32W

24W

ON / OFF

ON / OFF

AC 100 - 277V

AC 100 - 277V

2000k, 2356 lm

2000k, 1767 lm

2700k, 3320 lm

2700k, 2490 lm

4000k, 3708 lm

4000k, 2781 lm

3000k, 3320 lm

3000k, 2490 lm

5700k, 3936 lm

5700k, 2952 lm

6500k, 3936lm

6500k, 2952 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥70

LED

LED

18 kg

13.5 kg

512VASatisfy 
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512.003 512.004

512.003

512.004

24×0.55W

12×0.55W

16W

8W

LED

LED

9 kg

4.5 kg

ON / OFF

ON / OFF

AC 100 - 277V

AC 100 - 277V

2000k, 589 lm

2000k, 1178 lm

2700k, 830 lm

2700k, 1660 lm

4000k, 927 lm

4000k, 1854 lm

3000k, 830 lm

3000k, 1660 lm

5700k, 984 lm

5700k, 1968 lm

6500k, 984 lm

6500k, 1968 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥70

512VASatisfy 





Its industrial design concept is originated from “mouse”. With 

streamlined appearance, it is small and its installation height is low. 

When installed on the buildings, it harmonizes with the surrounding 

environment.

It has annular light distribution with level 180°, which is good to express 

window frame and similar space screen.

Souris



Light distribution of Souris Typical light distribution of traditional linear spot lamp

Lighting effect and light distribution of window light

Compared with traditional way to use linear spot lamp to express window frame, Souris has more even light distribution, which 
allows window frame screen to acquire more flexible and consistent lighting, as well as has a less influence to vertical plane of 
the windows.

Souris Optical Design

143



Souris

Souris - 810 LED

144

P145



Surface mounted window light，On/off，DMX Dimming/RGBW Versions available. 
Ambient temperature: - 25℃  -  +45; Service life ≥35000 hours. 
Electrical protection:      .

Housing - DC01 Die - cast aluminum; Optical lens - PMMA type; Support 
- Stainless Steel type; Screw - Stainless Steel Type. 

Mechanical and chemical anti - corrosion pretreatment Exterior powder-
coating system Normal UV protection for 10 years. 

Integrated electronic drier with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

On/off Version: Come with 0.7 meter 2x1mm² φ6 - 8mm power
cable; DMX Dim/RGBW Version: Come with 0.7 meter 2x1mm² φ6 - 8mm
power cable AND a pair of 0.7 meter 4x0.5mm² signal cable with 
connectors. Please refer to installation guide.

Custom housing color

Souris 810

Materials: 

Finishing:

Gear:

Installation：

Options：

01: Square Connector
Standard 
Accessory:

02: AG-2220    02: AG-2222    03: 705 Electrical Connection Box   
Accessories 
Optional:

Available
Color

Standard
Color

01

02 03 04
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810.002 18°×108°

4×1.5W 7.5W ON/OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 692 lm

3000k, 716 lm

5000k, 812 lm

4000k, 752 lm

5700k, 792 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.98 kg

810.002 18°×108°

6×1.5W 10W DMX

DMX

DC 24VRGB

0.98 kg

R - 620 - 630nm, 106 lm

G - 520 - 535nm, 238 lm

B - 465 - 485nm, 100 lm

18°×108°

DC 24V

Ra≥80

Ra≥80

Ra≥80

0.98 kg810.002

8×1.1W 10W R - 620 - 630nm, 106 lm

G - 520 - 535nm, 238 lm

B - 465 - 485nm, 78 lm

W: 3000k, 214 lm

4000k, 228 lm

6500k, 244 lm

RGBW

810.002

810Souris



VAShape





LED

LED

LED

LED

LED

LED

LED

LED
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VAShape 

VAShape - 640

VAShape - 641

VAShape - 642

VAShape - 643

VAShape - 645

VAShape - 646

VAShape - 647

VAShape - 648

P151

P155

P159

P163

P167

P171

P175

P179



Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  dimmable,  
RGB available; IP65,  IK06; Electrical protection:       .

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 2x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 4x1mm² power and signal 
cable 
DMX Version: 0.7 meter 6x0.5mm² power and signal cable.  
All cable in Ø6-8mm and can be custom length.
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

VAShape 640

Materials:

Gear:

Installation:

Options:

Available
Color

Standard
Color
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640.001 640.002 640.003 640.004 640.005

640.001

640.002

10°

16°

4×1.5W

4×1.5W

7W

7W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

1.5 kg

1.5 kg

640.003 30°

4×1.5W 7WLED

1.5 kg

640VAShape 
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ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

640.005 16°×50°

4×1.5W 7WLED

1.5 kg

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

640.004 50°

4×1.5W 7WLED

1.5 kg





VAShape 641

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 3x1mm² power cable and 
2x1mm² signal cable 
DMX Version: 0.7 meter 3x1mm² power cable and 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options:

Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  dimmable,  
RGB available; IP65,  IK06; Electrical protection:      .

Available
Color

Standard
Color
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641.001 641.002 641.003 641.004 641.005 641.006

641                

641.001

641.002

10°

13°

1×18W

12×1.5W

21W

21W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

1800k,  1828 lm

2700k,  2100 lm

2700k,  2100 lm

4000k,  2344 lm

4000k,  2344 lm

3000k,  2210 lm

3000k,  2210 lm

6500k,  2321 lm

6500k,  2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1800k,  1828 lm

2700k,  2138 lm

4000k,  2285 lm

3000k,  2138 lm

6500k,  2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

Tunable

2.1 kg

2.1 kg

641.003 16°

1×18W 21WLED

2.1 kg

VAShape 
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1800k,  1828 lm

2700k,  2100 lm

4000k,  2344 lm

3000k,  2210 lm

6500k,  2321 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

641.004 30°

1×18W 21WLED

Tunable

Tunable

Tunable

2.1 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

641.004 30°

12×1.5W 21W

2.1 kg

1800k,  1828 lm

2700k,  2138 lm

4000k,  2285 lm

3000k,  2138 lm

6500k,  2285 lm

1800k,  1828 lm

1800k,  1828 lm

2700k,  2138 lm

2700k,  2138 lm

4000k,  2285 lm

4000k,  2285 lm

3000k,  2138 lm

3000k,  2138 lm

6500k,  2285 lm

6500k,  2285 lm

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

641.005

641.006

50°

16°×50°

16°×50°

1×18W

1×18W

21W

21W

LED

LED

2.1 kg

2.1 kg

1800k,  1828 lm

1800k,  1828 lm

2700k,  2100 lm

2700k,  2100 lm

4000k,  2344 lm

4000k,  2344 lm

3000k,  2210 lm

3000k,  2210 lm

6500k,  2321 lm

6500k,  2321 lm

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

641.005

641.006

50°

12×1.5W

12×1.5W

21W

21W

2.1 kg

2.1 kg





Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  dimmable,  
RGB available; IP65,  IK06; Electrical protection:       .

VAShape 642

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 3x1mm² power cable and 
2x1mm² signal cable.
DMX Version: 0.7 meter 3x1mm² power cable and 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options:

Available
Color

Standard
Color
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642.001 642.002 642.003 642.004 642.005 642.006

642

642.001

642.002

10°

13°

1×36W

32×1.1W

40W

40W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

1800k,  3610 lm

2700k,  4981 lm

2700k,  4981 lm

4000k,  5396 lm

4000k,  5396 lm

3000k,  5189 lm

3000k,  5189 lm

6500k,  5458 lm

6500k,  5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514 lm

3000k,  4222 lm

6500k,  4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

Tunable

4.5 kg

4.5 kg

642.003 16°

1×36W 40WLED

4.5 kg

VAShape 
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AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

2700k,  4981 lm

4000k,  5396 lm

3000k,  5189 lm

6500k,  5458 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

642.004 30°

1×36W 40WLED

4.5 kg

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

642.004 30°

32×1.1W 40WTunable

4.5 kg

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

642.005 50°

1×36W 40WLED

4.5 kg

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

642.005

642.006

642.006

50°

16°×50°

16°×50°

32×1.1W

1×36W

32×1.1W

40W

40W

40W

Tunable

Tunable

LED

4.5 kg

4.5 kg

4.5 kg

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514 lm

3000k,  4222 lm

6500k,  4514 lm

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514 lm

3000k,  4222 lm

6500k,  4514 lm

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514 lm

3000k,  4222 lm

6500k,  4514 lm

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

2700k,  4981 lm

4000k,  5396 lm

3000k,  5189 lm

6500k,  5458 lm

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

2700k,  4981 lm

4000k,  5396 lm

3000k,  5189 lm

6500k,  5458 lm





Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  dimmable,  
RGB available; IP65,  IK06; Electrical protection:      .

VAShape 643

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 3x1mm² power cable and 
2x1mm² signal cable 
DMX Version: 0.7 meter 3x1mm² power cable and 5x0.5mm² signal cable.  
 All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options

Available
Color

Standard
Color
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643.001 643.002 643.003 643.004 643.005 643.006

643                

643.001

643.002

10°

13°

1×60W

1×60W

48×1.25W

70W

70W

70W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6229 lm

1800k,  6229 lm

2700k,  7972 lm

2700k,  7972 lm

4000k,  8636 lm

4000k,  8636 lm

3000k,  8197 lm

3000k,  8197 lm

6500k,  8817 lm

6500k,  8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

Tunable

6.7 kg

6.7 kg

6.7 kg

643.003 16°

LED

VAShape 
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1×60W 70W AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm

6.7 kg

ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

643.004 30°

LED

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

643.004 30°

48×1.25W 70WTunable

Tunable

Tunable

6.7 kg

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

643.005 50°

1×60W 70WLED

6.7 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

643.005

643.006

643.006

50°

16°×50°

16°×50°

48×1.25W

1×60W

48×1.25W

70W

70W

70W

LED

6.7 kg

6.7 kg

6.7 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm





VAShape 645
Up & Down Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  
dimmable,  RGB available; IP65,  IK06; Electrical protection:        .

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 2x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 4x1mm² power and signal 
cable 
DMX Version: 0.7 meter 6x0.5mm² power and signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options:

Available
Color

Standard
Color
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645.001 645.002 645.003 645.004 645.005

645

645.001

645.002

645.003

10°

16°

30°

ON/OFF

ON/OFF

ON/OFF

0 - 10V

0 - 10V

0 - 10V

PWM

PWM

PWM

1 - 10V

1 - 10V

1 - 10V

DMX

DMX

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  903 lm

1800k,  903 lm

1800k,  903 lm

2700k,  1056 lm

2700k,  1056 lm

2700k,  1056 lm

4000k,  1128 lm

4000k,  1128 lm

4000k,  1128 lm

3000k,  1056 lm

3000k,  1056 lm

3000k,  1056 lm

6500k,  1128 lm

6500k,  1128 lm

6500k,  1128 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

Ra≥70

LED

LED

LED

2.5 kg

2.5 kg

2.5 kg

645.004 50°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  903 lm

2700k,  1056 lm

4000k,  1128 lm

3000k,  1056 lm

6500k,  1128 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.5 kg

VAShape 

2×9W 20W

2×(4×1W) 9W

2×(4×1W) 9W

2×(4×1W) 9W
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645.005 16°×50°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  903 lm

2700k,  1056 lm

4000k,  1128 lm

3000k,  1056 lm

6500k,  1128 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.5 kg

2×(4×1W) 9W





VAShape 646
Up & Down Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  
dimmable,  RGB available; IP65,  IK06; Electrical protection:       .

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 3x1mm² power cable and 
2x1mm² signal cable 
DMX Version: 0.7 meter 3x1mm² power cable and 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options:

Available
Color

Standard
Color
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646.001 646.002 646.003 646.004 646.005 646.006

646

646.001 10°

2×9W 20W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2384 lm

4000k,  2660 lm

3000k,  2509 lm

6500k,  2635 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3 kg

646.003 16°

2×9W 20W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2384 lm

4000k,  2660 lm

3000k,  2509 lm

6500k,  2635 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3 kg

646.002 13°

20W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2375 lm

4000k,  2538 lm

3000k,  2375 lm

6500k,  2538 lm

Tunable

3 kg

VAShape 

2×(12×0.75W)
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646.004 30°

20W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2375 lm

4000k,  2538 lm

3000k,  2375 lm

6500k,  2538 lm

Tunable

3 kg

646.005 50°

20W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2375 lm

4000k,  2538 lm

3000k,  2375 lm

6500k,  2538 lm

Tunable

3 kg

646.006 16°×50°

20W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2375 lm

4000k,  2538 lm

3000k,  2375 lm

6500k,  2538 lm

Tunable

3 kg

646.005

646.006

50°

2×9W

2×9W

20W

20W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

1800k,  2031 lm

2700k,  2384 lm

2700k,  2384 lm

4000k,  2660 lm

4000k,  2660 lm

3000k,  2509 lm

3000k,  2509 lm

6500k,  2635 lm

6500k,  2635 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

LED

LED

3 kg

3 kg16°×50°

646.004 30°

2×9W 20W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  2031 lm

2700k,  2384 lm

4000k,  2660 lm

3000k,  2509 lm

6500k,  2635 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3 kg

2×(12×0.75W)

2×(12×0.75W)

2×(12×0.75W)





VAShape 647
Up & Down Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  
dimmable,  RGB available; IP65,  IK06; Electrical protection:       .

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 3x1mm² power cable and 
2x1mm² signal cable 
DMX Version: 0.7 meter 3x1mm² power cable and 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options:

Available
Color

Standard
Color
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647

647.001

647.003

10°

16°

2×18W

2×18W

40W

40W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

1800k,  3656 lm

2700k,  4200 lm

2700k,  4200 lm

4000k,  4687 lm

4000k,  4687 lm

3000k,  4421 lm

3000k,  4421 lm

6500k,  4643 lm

6500k,  4643 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

LED

LED

7 kg

7 kg

647.002 13°

40W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4275 lm

4000k,  4570 lm

3000k,  4275 lm

6500k,  4570 lm

Tunable

7 kg

647.001 647.002 647.003 647.004 647.005 647.006

VAShape 

2×(12×1.5W)
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647.004 30°

40W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4275 lm

4000k,  4570 lm

3000k,  4275 lm

6500k,  4570 lm

Tunable

7 kg

647.005 50°

40W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4275 lm

4000k,  4570 lm

3000k,  4275 lm

6500k,  4570 lm

Tunable

7 kg

647.005 50°

2×18W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4200 lm

4000k,  4687 lm

3000k,  4421 lm

6500k,  4643 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

7 kg

647.004 30°

2×18W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4200 lm

4000k,  4687 lm

3000k,  4421 lm

6500k,  4643 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

7 kg

2×(12×1.5W)

2×(12×1.5W)



647.006

40W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4275 lm

4000k,  4570 lm

3000k,  4275 lm

6500k,  4570 lm

Tunable

7 kg

647.006 16°×50°

16°×50°

2×18W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3656 lm

2700k,  4200 lm

4000k,  4687 lm

3000k,  4421 lm

6500k,  4643 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

7 kg

2×(12×1.5W)



VAShape 648
Up & Down Wall Mounted Light with suitable ambient temperature: -40℃ ~+50℃ ; On/off,  
dimmable,  RGB available; IP65,  IK06; Electrical protection:        .

Aluminum Alloy with Iodized anti-corrosion and UV Protection finishes.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1mm² power cable.
0/1-10V,  PWM Version: Come with 0.7 meter 3x1mm² power cable and 
2x1mm² signal cable 
DMX Version: 0.7 meter 3x1mm² power cable and 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Different module configurations possible. Custom colors to order.

Materials:

Gear:

Installation:

Options:

Available
Color

Standard
Color



180

648

648.001

648.003

10°

16°

2×30W

2×30W

70W

70W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

1800k,  6355 lm

2700k,  8150 lm

2700k,  8150 lm

4000k,  8829 lm

4000k,  8829 lm

3000k,  8491 lm

3000k,  8491 lm

6500k,  8932 lm

6500k,  8932 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

LED

LED

10 kg

10 kg

648.002 13°

70W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  7431 lm

4000k,  7944 lm

3000k,  7431 lm

6500k,  7944 lm

Tunable

10 kg

648.001 648.002 648.003 648.004 648.005 648.006

VAShape 

2×(32×0.94W)
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648.004 30°

70W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  7431 lm

4000k,  7944 lm

3000k,  7431 lm

6500k,  7944 lm

Tunable

10 kg

648.005 50°

70W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  7431 lm

4000k,  7944 lm

3000k,  7431 lm

6500k,  7944 lm

Tunable

10 kg

648.006

70W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  7431 lm

4000k,  7944 lm

3000k,  7431 lm

6500k,  7944 lm

Tunable

10 kg

648.005 50°

2×30W 70W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  8150 lm

4000k,  8829 lm

3000k,  8491 lm

6500k,  8932 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

10 kg

648.006 16°×50°

16°×50°

2×30W 70W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  8150 lm

4000k,  8829 lm

3000k,  8491 lm

6500k,  8932 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

10 kg

648.004 30°

2×30W 70W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6355 lm

2700k,  8150 lm

4000k,  8829 lm

3000k,  8491 lm

6500k,  8932 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

10 kg

2×(32×0.94W)

2×(32×0.94W)

2×(32×0.94W)







LED

LED

LED

LED

LED
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VAShape 

VAShape BD- 626

VAShape BD- 607

VAShape BD- 601

VAShape BD- 602

VAShape BD- 615

P185

P189

P193

P195

P197



Wall mounted fixture,  On/off,  DMX Dimming versions available. Ambient temperature: 
-40°C ~ +50°C; Service life ≥35000 hours. IP65,  IK06,  Electrical protection:       .

Housing - ADC3 die-cast aluminum alloy,  Polycarbonate. Reflector- 1090 
high purity aluminum. Glass - 4mm tempered clear glass. Light control 
accessory - louver. Gasket - water vapor resistant silicone. Fixings - 
stainless steel Allen headed screws. Base mounting plate - galvanized 
steel.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection.
Surge protection: 4kV.

Comes with PG Cable Gland for Ø6-8mm cable. For RGBW version,  0.7m 
3-core 1mm² power input cable and 4-core 0.5mm² signal cable with 
exterior connector.

Custom marine version.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: Available
Color

Standard
Color

VAShape BD-626



186

626.011 626.012 626.013 626.014

BD - 626

626.011 10°

1×18W 22W

AC100 - 277V

2700k,  1715 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2400k,  1534 lm

4000k,  1969 lm

3000k,  1797 lm

5000k,  2007 lm

6000k,  2124 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

3.0 kg

Ra ≥80

626.011 10°

1×18W 22WRGBW 

3.0 kg

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80

R - 620 - 630nm,  159 lm

G - 520 - 535nm,  357 lm

B - 465 - 485nm, 150 lm

W: 3000k,  429 lm

4000k,  459 lm

6500k,  489 lm

AC100 - 277V

2700k,  1715 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2400k,  1534 lm

4000k,  1969 lm

3000k,  1797 lm

5000k,  2007 lm

6000k,  2124 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

626.012 17°

1×18W 22WLED

3.0 kg

Ra ≥80

626.012 17°

1×18W 22W DMX

DMX+RDM

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80

R - 620 - 630nm,  159 lm

G - 520 - 535nm,  357 lm

B - 465 - 485nm, 150 lm

W: 3000k,  429 lm

4000k,  459 lm

6500k,  489 lm

RGBW

3.0 kg

VAShape 

Out φ18
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626.013 29°

1×18W 22WLED

3.0 kg

AC100 - 277V
2700k,  1715 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2400k,  1534 lm

4000k,  1969 lm

3000k,  1797 lm

5000k,  2007 lm

6000k,  2124 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

626.013 32°

1×18W 22W DMX

DMX+RDM

RGBW

3.0 kg

R - 620 - 630nm,  159 lm

G - 520 - 535nm,  357 lm

B - 465 - 485nm, 150 lm

W: 3000k,  429 lm

4000k,  459 lm

6500k,  489 lm

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80

626.014 14°×62°

1×18W 22WLED

3.0 kg

AC100 - 277V
2700k,  1715 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2400k,  1534 lm

4000k,  1969 lm

3000k,  1797 lm

5000k,  2007 lm

6000k,  2124 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

626.014 14°×62°

1×18W 22W DMX

DMX+RDM

R - 620 - 630nm,  159 lm

G - 520 - 535nm,  357 lm

B - 465 - 485nm, 150 lm

W: 3000k,  429 lm

4000k,  459 lm

6500k,  489 lm

RGBW

3.0 kg

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80
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626.015

BD - 626

626.015 Asymmetric

9×2.1W 22W ON/OFF

DMX

2700k,  2079 lm

3000k,  2142 lm

5000k,  2430 lm

4000k,  2259 lm

5700k,  2376 lm

6500k,  3349 lm

LED

3.0 kg

AC100 - 277V
AC100 - 277V

VAShape 



VAShape BD-607
Wall mounted fixture,  On/off,  DMX Dimming versions available. Ambient temperature: 
-40°C ~ +50°C; Service life ≥35000 hours. IP65,  IK06,  Electrical protection:       .

Housing - ADC3 die-cast aluminum alloy,  Polycarbonate. Reflector- 1090 
high purity aluminum. Glass - 4mm tempered clear glass. Light control 
accessory - louver. Gasket - water vapor resistant silicone. Fixings - 
stainless steel Allen headed screws. Base mounting plate - galvanized 
steel.

Mechanical and chemical anti-corrosion pretreatment. 
AKZO-NOBEL UV-resistant polyester exterior powder-coating system. 
Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection.
Surge protection: 4kV.

Comes with PG Cable Gland for Ø6-8mm cable. For RGBW version,  0.7m 
3-core 1mm² power input cable and 4-core 0.5mm² signal cable with 
exterior connector.

Custom marine version.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: Available
Color

Standard
Color
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626.016 626.017 626.018 626.019

BD - 607

607.016 9°

1×47W 53W

AC100 - 277V

3000k,  5392 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2700k,  5144 lm

5000k,  6020 lm

4000k,  5908 lm

6500k,  6372 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

4.8 kg

607.016 10°

1×50W 60WRGBW 

4.8 kg

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

R - 620 - 630nm,  456 lm

G - 520 - 535nm,  1116 lm

B - 465 - 485nm,  468 lm

W: 3000k,  1284 lm

4000k,  1368 lm

6500k,  1464 lm

AC100 - 277V

3000k,  5392 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2700k,  5144 lm

5000k,  6020 lm

4000k,  5908 lm

6500k,  6372 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

607.017 16°

1×47W 53WLED

4.8 kg

607.017 17°

1×50W 60W DMX

DMX+RDM

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80

R - 620 - 630nm,  456 lm

G - 520 - 535nm,  1116 lm

B - 465 - 485nm,  468 lm

W: 3000k,  1284 lm

4000k,  1368 lm

6500k,  1464 lm

RGBW

4.8 kg

VAShape 
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607.018 28°

1×47W 53WLED

4.8 kg

AC100 - 277V
3000k,  5392 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2700k,  5144 lm

5000k,  6020 lm

4000k,  5908 lm

6500k,  6372 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

607.018 30°

1×50W 60WRGBW

4.8 kg

DMX

DMX+RDM

R - 620 - 630nm,  456 lm

G - 520 - 535nm,  1116 lm

B - 465 - 485nm, 468 lm

W: 3000k,  1284 lm

4000k,  1368 lm

6500k,  1464 lm

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80

607.019 11°×39°

1×47W 53WLED

4.8 kg

AC100 - 277V
3000k,  5392 lm

ON/OFF

DMX

DMX+RDM

AC100 - 277V

AC100 - 277V 2700k,  5144 lm

5000k,  6020 lm

4000k,  5908 lm

6500k,  6372 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

607.019 11°×39°

1×50W 60WRGBW

4.8 kg

DMX

DMX+RDM

R - 620 - 630nm,  456 lm

G - 520 - 535nm,  1116 lm

B - 465 - 485nm, 468 lm

W: 3000k,  1284 lm

4000k,  1368 lm

6500k,  1464 lm

AC100 - 277V

AC100 - 277V

Ra ≥80

Ra ≥80

Ra ≥80





VAShape BD-601
Compact wall mounted fixture,  Ambient temperature: -40°C ~ +50°C; Service life ≥35000 
hours. IP65,  IK06,  Electrical protection:       .

Housing - die-cast aluminum alloy. Glass - 3mm tempered glass,  
transmittance 93%. Gasket - water vapor resistant silicone. 
Fixings -stainless steel screws. Light control accessory - filter hood.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
IP65 fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 

Available
Color

Standard
Color
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601.002

BD - 601

601.002

20×0.3W 7W

3000k,  760 lm

ON/OFF AC100 - 277V 2700k,  760 lm

5700k,  831 lm

4000k,  831 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

1.23 kg

VAShape 



VAShape BD-602
Compact wall mounted fixture,  Ambient temperature: -40°C ~ +50°C; Service life ≥35000 
hours. IP65,  IK06,  Electrical protection:       .

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection 
requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
IP65 fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Gear:

Installation:

Options: 

Available
Color

Standard
Color
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602.001

BD - 602

602.001

20×0.3W 7W

3000k,  760 lm

ON/OFF AC100 - 277V 2700k,  760 lm

5700k,  831 lm

4000k,  831 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

1.1 kg

VAShape 



VAShape BD-615
Compact wall mounted fixture,  Ambient temperature: -40°C ~ +50°C; Service life ≥35000 
hours. IP65,  IK06,  Electrical protection:       .

Housing - die-cast aluminum alloy. Glass - 3mm tempered glass,  
transmittance 93%. Gasket - water vapor resistant silicone. Fixings - 
stainless steel screws. Light control accessory - filter hood.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
IP65 fixture. Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Available
Color

Standard
Color

Materials:

Finishing:

Gear:

Installation:

Options: 
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615.002615.001

BD - 615

615.001

36×0.35W 14W

3000k,  1587 lm

ON/OFF

0 - 10V

AC100 - 277V

AC100 - 277V

2700k,  1587 lm

5700k,  1738 lm

4000k,  1738 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

3000k,  1587 lmEmergency
ON/OFF + AC100 - 277V 2700k,  1587 lm

5700k,  1738 lm

4000k,  1738 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

1.5 kg

615.002

36×0.35W 14WLED

1.5 kg

VAShape 





LED

LED

LED
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VAShape 

BD- 604

BD- 611

BD- 628

P201

P203

P215



VAShape BD-604

Housing - DC01 die-cast aluminum alloy. Glass - 3mm tempered glass. 
Gasket - water vapor resistant silicone. Recessed frame - polypropylene. 
Fixings -stainless steel Allen headed screws

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
IP65 fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Available
Color

Standard
Color

Materials:

Finishing:

Gear:

Installation:

Options: 

Recessed wall light,  On/off,  0/1-10V,  PWM versions available. Ambient temperature: 
-40°C ~ +50°C; Service life ≥35000 hours. IP65,  IK06,  Electrical protection:      .
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604.001

BD - 604

604.001

3×1.5W 5W

3000k,  687 lm

ON/OFF AC100 - 277V 2700k,  654 lm

5000k,  708 lm

5700k,  717 lm

6500k,  726 lm

4000k,  705 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

0.7 kg

VAShape 



VAShape BD-611

Available
Color

Standard
Color

Housing - die-cast aluminum alloy. Glass - 3mm tempered glass. 
Reflector-anodized 0.7mm aluminum,  purity 99.85%,  iridescence class 
III.
Gasket - water vapor resistant silicone. Recessed frame - polypropylene. 
Fixings -stainless steel Allen headed screws

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
IP65 fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 

Recessed wall light,  On/off,  0/1-10V,  PWM versions available. Ambient temperature: 
-40°C ~ +50°C; Service life ≥35000 hours. IP65,  IK06,  Electrical protection:      .
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611.001

BD - 611

611.001

18×0.35W 8W

3000k,  743 lm

ON/OFF AC100 - 277V 2700k,  743 lm

5700k,  812 lm

4000k,  812 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

1.6 kg

VAShape 



Recessed wall light,  On/off,  0/1-10V,  PWM versions available. Ambient temperature: 
-40°C ~ +50°C; Service life ≥35000 hours. IP65,  IK06,  Electrical protection:      .

Available
Color

Standard
Color

Housing - die-cast aluminum alloy. Reflector- 1090 high purity aluminum. 
Glass - 4mm tempered clear glass. Light control accessory - louver. 
Gasket - water vapor resistant silicone. Fixings - stainless steel Allen 
headed screws. Base mounting plate - galvanized steel.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
IP65 fixture.
Please refer to installation guide.

Custom marine version.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 

VAShape BD-628



206

628.001

BD - 628

628.001

1×1.1W 2.5W

3000k,  149 lm

ON/OFF

0 - 10V

PWM

AC100 - 277V

AC100 - 277V

AC100 - 277V

2700k,  134 lm

5000k,  160 lm

5700k,  163 lm

6500k,  167 lm

4000k,  158 lm

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

Ra ≥80

LED

1.2 kg

VAShape 





LED

LED

LED
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VAShape 

VAShape - 630

VAShape - 630

VAShape - 630

P209

P209

P209



VAShape 630 631 632

Surface mounted window light,  On/off,  0/1-10V,  PWM versions available. Ambient tempera-
ture: -40°C ~ +50°C; Service life ≥35000 hours. IP66,  IK08,  Electrical protection:       .

Housing - die-cast aluminum alloy,  Polycarbonate. Reflector - 1090 high 
purity aluminum. Light emitting area - transparent Polycarbonate. 
Gasket - water vapor resistant silicon. Fixings - stainless steel screws. 
Support - Galvanized steel.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm power cable. 
Please refer to installation guide.

Different module configurations possible. 
Custom colors to order.

Materials:

Finishing:

Gear:

Installation:

Options: 

Available
Color

Standard
Color
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630.001 631.001 632.001

630 631 632                         

630.001

631.001

1×19W

2×19W

22W

44W

ON/OFF

ON/OFF

ON/OFF

0 - 10V

0 - 10V

0 - 10V

PWM

PWM

PWM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k,  2412 lm

2700k,  4824 lm

2700k,  7236 lm

3000k,  2682 lm

3000k,  5364 lm

3000k,  8046 lm

5000k,  2880 lm

5000k,  5760 lm

5000k,  8640 lm

6500k,  3006 lm

6500k,  6012 lm

6500k,  9018 lm

4000k,  2844 lm

4000k,  5688 lm

4000k,  8532 lm

5700k,  2934 lm

5700k,  5868 lm

5700k,  8802 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

6.04 kg

11.7 kg

632.001

3×19W 66WLED

17.4 kg

VAShape 





LED

LED

LED

LED

LED

LED
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VAShape 

VAShape - 620

VAShape - 621

VAShape - 622

VAShape - 623

VAShape - 624

VAShape - 625

P213

P215

P217

P219

P219

P219
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Recessed wall light series. Ambient temperature: -40°C ~ +50°C; Service life≥35000 hours; 
IP65,  IK06,  Electrical protection:      .

Available
Color

Standard
Color

Housing - die-cast aluminum alloy. Reflector - 1090 high purity aluminum. 
Glass - 4mm tempered glass. Recessed frame - Injection molding 
polypropylene.

Mechanical and chemical anti-corrosion pre-treatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
fixture. 
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 

VAShape 620
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620.003

620

620.003

18×0.35W 18W ON/OFF AC 100 - 277V 2700k,  845 lm

3000k,  845 lm

5700k,  935 lm

4000k,  935 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

2.38 kg

VAShape 



VAShape 621
Recessed wall light series. Ambient temperature: -40°C ~ +50°C; Service life≥35000 hours; 
IP65,  IK06,  Electrical protection:      .

Available
Color

Standard
Color

Housing - die-cast aluminum alloy. Reflector - 1090 high purity aluminum. 
Glass - 4mm tempered glass. Recessed frame - Injection molding 
polypropylene.

Mechanical and chemical anti-corrosion pre-treatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection
requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 
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621.003 621.004

621                   

621.003

621.004

18×1W

18×1W

21W

21W

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

2700k,  2124 lm

2700k,  2124 lm

2000k,  1497 lm

2000k,  1497 lm

3000k,  2124 lm

3000k,  2124 lm

5700k,  2502 lm

5700k,  2502 lm

6500k,  2502 lm

6500k,  2502 lm

4000k,  2355 lm

4000k,  2355 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

3.65 kg

3.65 kg

VAShape 

Emergency



VAShape 622
Recessed wall light series. Ambient temperature: -40°C ~ +50°C; Service life≥35000 hours; 
IP65,  IK06,  Electrical protection:      .

Available
Color

Standard
Color

Housing - die-cast aluminum alloy. Reflector - 1090 high purity aluminum. 
Glass - 4mm tempered glass. Recessed frame - Injection molding 
polypropylene.

Mechanical and chemical anti-corrosion pre-treatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection
requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 
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622.003 622.004

622                   

622.003

622.004

18×1W

18×1W

21W

21W

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

3.65 kg

3.65 kg

2700k,  2125 lm

2700k,  2125 lm

2000k,  1497 lm

2000k,  1497 lm

3000k,  2125 lm

3000k,  2125 lm

5700k,  2502 lm

5700k,  2502 lm

6500k,  2502 lm

6500k,  2502 lm

4000k,  2355 lm

4000k,  2355 lm

VAShape 

Emergency



VAShape 623 624 625

Recessed wall light series. Ambient temperature: -40°C ~ +50°C; Service life≥35000 hours; 
IP65,  IK06,  Electrical protection:      .

Available
Color

Standard
Color

Housing - die-cast aluminum alloy. Reflector - 1090 high purity aluminum. 
Glass - 4mm tempered glass. Gasket - water vapor resistant silicon. 
Fixings - stainless steel screws. Recessed frame - galvanized steel,  
injection molding polypropylene.

Mechanical and chemical anti-corrosion pretreatment. AKZO-NOBEL 
UV-resistant polyester exterior powder-coating system.  Normal UV 
protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000-4-5 (GB17626.5) fixture lighting surge protection 
requirement.

Comes with PG Cable Gland for Ø6-8mm waterproof cable connecting to 
fixture.
Please refer to installation guide.

Custom marine version with LM6 or A356 aluminum alloy.
Custom housing color.

Materials:

Finishing:

Gear:

Installation:

Options: 
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623.003 624.004 625.003

623 624 625                   

623.003

624.004

625.003

18×0.35W

18×0.35W

18×0.35W

8W

8W

8W

ON/OFF

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

LED

2.58 kg

1.89 kg

1.95 kg

2700k,  743 lm

2700k,  743 lm

2700k,  743 lm

3000k,  743 lm

3000k,  743 lm

3000k,  743 lm

5700k,  812 lm

5700k,  812 lm

5700k,  812 lm

4000k,  812 lm

4000k,  812 lm

4000k,  812 lm

VAShape 



VASky





VASky

VASky - 710

VASky - 711

VASky - 712

VASky - 713

LED

LED

LED

LED

224

P225

P229

P233

P237



Ceiling Mounted fixture; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥30000 
hours; IP65,  IK06; Electrical protection:       .

Aluminum Alloy with Anti-Corrosion and UV Protection Finishes.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1.2 meter 2x1mm² power cable.
0/1-10V,  PWM Version: Come with 1.2 meter 4x1mm² power and signal 
DMX Version: 1.2 meter 6x0.5mm² power and signal cable 
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Custom Length Cable. 
Custom Colour Powder Coated

01 02 03

VASky 710

Materials: 

Gear:

Installation：

Options：

01: AG-2222     02: AG-2220       03: 705 Electrical Connection Box 
Accessories 
Optional:

Available
Color

Standard
Color
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710.001 710.002 710.003 710.004

710VASky

710.001

710.002

710.003

10°

16°

30°

4×1.5W

4×1.5W

4×1.5W

7W

7W

7W

ON/OFF

ON/OFF

ON/OFF

0 - 10V

0 - 10V

0 - 10V

PWM

PWM

PWM

1 - 10V

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

1800k,  609 lm

1800k,  609 lm

2700k,  713 lm

2700k,  713 lm

2700k,  713 lm

4000k,  762 lm

4000k,  762 lm

4000k,  762 lm

3000k,  713 lm

3000k,  713 lm

3000k,  713 lm

6500k,  762 lm

6500k,  762 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

LED

1.5 kg

1.5 kg

1.5 kg

710.004 50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg
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710.005 16°×50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k,  609 lm

2700k,  713 lm

4000k,  762 lm

3000k,  713 lm

6500k,  762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.5 kg





01 02

VASky 711
Ceiling Mounted fixture; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥30000 
hours; IP65,  IK06; Electrical protection:       .

Aluminum Alloy with Anti-Corrosion and UV Protection Finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1.2 meter 2x1mm² power cable.
0/1-10V,  PWM Version: Come with 1.2 meter 3x1mm² power and 2x1mm² 
signal 
DMX Version: 1.2 meter 3x1mm² power and 5x0.5mm² signal cable 
 All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Custom Length Cable. 
Custom Colour Powder Coated

Materials: 

Gear:

Installation：

Options：

01: AG-2222     02: AG-2220  
Accessories 
Optional:

Standard
Color

Available
Color
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711.001 711.002 711.003 711.004 711.005 711.006

711VASky

711.001 10°

1×18W 21W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2100 lm

4000k,  2344 lm

3000k,  2210 lm

6500k,  2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.1 kg

711.003 16°

1×18W 21W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2100 lm

4000k,  2344 lm

3000k,  2210 lm

6500k,  2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.1 kg

711.002 13°

12×1.5W 21W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2138 lm

4000k,  2285 lm

3000k,  2138 lm

6500k,  2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Tunable

2.1 kg
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711.004 30°

1×18W 21W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2100 lm

4000k,  2344 lm

3000k,  2210 lm

6500k,  2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.1 kg

711.004 30°

12×1.5W 21W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2138 lm

4000k,  2285 lm

3000k,  2138 lm

6500k,  2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Tunable

2.1 kg

711.005 50°

12×1.5W 21W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2138 lm

4000k,  2285 lm

3000k,  2138 lm

6500k,  2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Tunable

2.1 kg

711.006

12×1.5W 21W DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2138 lm

4000k,  2285 lm

3000k,  2138 lm

6500k,  2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Tunable

2.1 kg

711.005 50°

1×18W 21W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2100 lm

4000k,  2344 lm

3000k,  2210 lm

6500k,  2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.1 kg

711.006 16°×50°

16°×50°

1×18W 21W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  1828 lm

2700k,  2100 lm

4000k,  2344 lm

3000k,  2210 lm

6500k,  2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

2.1 kg





VASky 712

01 02

Ceiling Mounted fixture; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥30000 
hours; IP65,  IK06; Electrical protection:      .

Aluminum Alloy with Anti-Corrosion and UV Protection Finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1.2 meter 2x1mm² power cable.
0/1-10V,  PWM Version: Come with 1.2 meter 3x1mm² power and 2x1mm² 
signal 
DMX Version: 1.2 meter 3x1mm² power and 5x0.5mm² signal cable 
 All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Custom Length Cable. 
Custom Colour Powder Coated

Materials: 

Gear:

Installation：

Options：

01: AG-2222     02: AG-2220  
Accessories 
Optional:

Standard
Color

Available
Color
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712.001

712.002

10°

13°

1×36W

32×1.1W

40W

40W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

1800k,  3610 lm

2700k,  4981 lm

2700k,  4981 lm

4000k,  5396 lm

4000k,  5396 lm

3000k,  5189 lm

3000k,  5189 lm

6500k,  5458 lm

6500k,  5458 lm

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514lm

3000k,  4222 lm

6500k,  4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

Ra≥70

LED

4.5 kg

4.5 kg

712.003 16°

1×36W 40WLED

4.5 kg

Tunable

712.001 712.002 712.003 712.004 712.005 712.006

712VASky



712.005 50°

50°

1×36W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

LED

4.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

2700k,  4981 lm

4000k,  5396 lm

3000k,  5189 lm

6500k,  5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

712.005

32×1.1W 40W DMXLED

4.5 kg

AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

712.006 16°×50°

1×36W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

LED

4.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

2700k,  4981 lm

4000k,  5396 lm

3000k,  5189 lm

6500k,  5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

712.006 16°×50°

32×1.1W 40W DMXLED

4.5 kg

AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

DMX AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

712.004 30°

32×1.1W 40WLED

4.5 kg

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514lm

3000k,  4222 lm

6500k,  4514 lm

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514lm

3000k,  4222 lm

6500k,  4514 lm

1800k,  3610 lm

2700k,  4222 lm

4000k,  4514lm

3000k,  4222 lm

6500k,  4514 lm

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  3610 lm

2700k,  4981 lm

4000k,  5396 lm

3000k,  5189 lm

6500k,  5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

712.004 30°

1×36W 40WLED

4.5 kg
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VASky 713

01 02

Ceiling Mounted fixture; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥30000 
hours; IP65,  IK06; Electrical protection:       .

Aluminum Alloy with Anti-Corrosion and UV Protection Finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1.2 meter 2x1mm² power cable.
0/1-10V,  PWM Version: Come with 1.2 meter 3x1mm² power and 2x1mm² 
signal 
DMX Version: 1.2 meter 3x1mm² power and 5x0.5mm² signal cable 
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Custom Length Cable. 
Custom Colour Powder Coated

Materials: 

Gear:

Installation：

Options：

01: AG-2222     02: AG-2220  
Accessories 
Optional:

Standard
Color

Available
Color
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713.001

713.002

10°

13°

1×60W

48×1.25W

70W

70W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm

6500k,  8817 lm

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

6.7 kg

6.7 kg

713.003 16°

1×60W 70WLED

6.7 kg

713.001 713.002 713.003 713.004 713.005 713.006

713VASky
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ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

712.004 30°

1×60W 70WLED

6.7 kg

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm

713.005 50°

50°

1×60W 70W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

LED

6.7 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

713.005

48×1.25W 70W DMXLED

6.7 kg

AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

713.006 16°×50°

1×60W 70W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

LED

6.7 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

713.006 16°×50°

32×1.25W 70W DMXLED

6.7 kg

AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

DMX AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

713.004 30°

48×1.25W 70WLED

6.7 kg

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

1800k,  6229 lm

2700k,  7284 lm

4000k,  7786 lm

3000k,  7284 lm

6500k,  7786 lm

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm

1800k,  6229 lm

2700k,  7972 lm

4000k,  8636 lm

3000k,  8197 lm

6500k,  8817 lm





VAShow 

VAShow series in-ground luminaires. Installation and directional adjustments can 
be achieved without opening the cover. This avoids tampering with the optical 
system during the installation process, complex operation, and breaking of IP 
seal due to improper operation. 

With this adjustment function, VAS has developed a flexible seal with the make 
heat sink of LED module in the waterproof closed space. The heat sink is in 
air circulation outdoor environment to obtain good heat dissipation effect and 
prolong service life of light source module.

For the optical section, adopting a LED module combination to achieve a variety 
of light distribution and power options, and good mixed light. 



灯体材质

IP等级

不锈钢

IP68·10m

不锈钢

IP68·10m

高密度铝合金

IP67

不锈钢

IP68·10m

不锈钢

IP68·10m

灯体材质

IP等级

灯体材质

IP等级

不锈钢

IP68·10m

高密度铝合金

IP67

不锈钢

IP67

High Density Aluminum Alloy

High Density Aluminum Alloy

Stainless Steel

Stainless Steel Stainless Steel Stainless Steel

Stainless Steel

Material Stainless Steel

IP67

IP67 IP67

IP68IP68

IP68 IP68 IP68

IP Rating

Material

IP Rating

Material

IP Rating

VAShow



VAShow

VAShow 3 - 475 LED

VAShow 3 - 476 LED

VAShow 3 - 477 LED

VAShow 3 - 478 LED

VAShow 2 - 471 LED

VAShow 2 - 472 LED

VAShow 2 - 473 LED

VAShow 2 - 470 LED
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P251

P263

P267

P275

P255

P259

P271

P247
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5

2

4

3

Optical Advantage

VAS LED module consists of an optical part and a heat-dissipating part. The 
close combination of the two brings good heat dissipation and effectively 
extends the life of the light source. 
Suitable for ambient temperature - 25°C ~ +45°C.

The appearance of glare in architectural lighting is an annoying problem. Glare 
is caused by an improper distribution of brightness in the field of view or the 
change in brightness of amplitude is too large, causing discomfort or reducing 
the ability to observe an object. Glare can also cause tears, pain, and even 
eyelids.
The International Commission of lighting unified the Glare Value (UGR) 
developed by the luminaire should not exceed the UGR limits in some 
environments:

White Balance Diagram White Balance Diagram

Flexible Seal

Adjustment Location of Reflector

Adjustment Location of Reflector

Radiator

LED Optics Modular

VAShow Product Design

UGR Rating Environment

UGR≤16 Technical Drawing

UGR≤19 Reading, writing, training, meeting, computer-based work

UGR≤22 Craft and light industries

UGR≤25 Heavy industry

UGR≤28 Railway platforms, foyers

Compound eye

Thermal Conduction

LED Module

Module Carrier

Reflector



01 Install outer housing.

Installation Diagram

02 Insert lamp body

Reflector Adjustment Tool

Installation Guide
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15°

03 It is not necessary to open cover, and the lamp 
is screwed and adjusted in 360°horizontal.
direction.

04 It is not necessary to open cover, and the lamp 
is adjusted in 0~15°vertical direction by adjusting 
reflector.

Inclining to 15°

Vertical Direction



01

0504

02 03

Accessories 
Optional: 01: AG-2222     02: AG-2220     03: 705 Electrical Connection Box 

04: AG-2211      05:AG-2210

VAShow 2 470
Modular in-ground fixture; Static load resistance 3500 kg; Glass surface temperature 
≤40℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; 
Electrical protection:       (SELV).

Housing - 316L stainless steel; Bezel cover - 316L stainless steel; Embed-
ded frame - 316L stainless steel; Cover glass - 6mm tempered glass, 
transmittance 93%.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1 meter 2x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x0.5mm² signal cable.
DMX Version: 1 meter 2x1mm² power cable + 4x0.3mm² signal cable. 
All cable in Ø6-8mm and can be custom length. Please refer to installa-
tion guide.

Red copper bezel cover; IP68 316L stainless steel cable box.

Materials: 

Gear:

Installation：

Options：
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3500 kg ≤40℃

470.002 470.003 470.004470.001

470.001

470.001

470.002

470.002

12°

22°

12°

22°

1×1.5W

1×1.5W

1×1.5W

1×1.5W

2.5W

2.5W

2.5W

2.5W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 218 lm

2700k, 218 lm

3000k, 229 lm

3000k, 229 lm

5000k, 236 lm

5000k, 236 lm

4000k, 235 lm

4000k, 235 lm

5700k, 239 lm

5700k, 239 lm

6000k, 242 lm

6000k, 242 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

R/G/B

R/G/B

0.78 kg

0.78 kg

0.78 kg

0.78 kg

R - 620 - 630nm, 98 lm

R - 620 - 630nm, 98 lm

G - 520 - 535nm, 182 lm

G - 520 - 535nm, 182 lm

B - 465nm, 52 lm

B - 465nm, 52 lm

470VAShow 2
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470.003

470.003

470.004

470.005

470.004

38°

14°×16°

120°

14°×16°

38°

1×1.5W

1×1.5W

3×0.12W

1×1.5W

1×1.5W

2.5W

2.5W

0.9W

2.5W

2.5W

ON/OFF

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 218 lm

2700k, 218 lm

2700k, 41 lm

3000k, 229 lm

3000k, 229 lm

3000k, 41lm

5000k, 236 lm

5000k, 236 lm

5600k, 43 lm

4000k, 235 lm

4000k, 235 lm

4000k, 41 lm

5700k, 239 lm

5700k, 239 lm

6000k, 242 lm

6000k, 242 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

LED

R/G/B

R/G/B

0.78 kg

0.78 kg

0.78 kg

0.78 kg

0.78 kg

R - 620 - 630nm, 98 lm

R - 620 - 630nm, 98 lm

G - 520 - 535nm, 182 lm

G - 520 - 535nm, 182 lm

B - 465nm, 52 lm

B - 465nm, 52 lm





Modular in-ground fixture; Static load resistance 3500kg; Glass surface temperature 
≤45℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; 
Electrical protection:       (SELV).

316 Stainless Steel

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1 meter 2x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x0.5mm² signal cable.
DMX Version: 1 meter 2x1mm² power cable + 4x0.3mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Red copper bezel cover; IP68 316L stainless steel cable box.
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VAShow 3 475

Materials: 

Gear:

Installation：

Options：

04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220       03: 705 Electrical Connection Box 

06: 2-core Conenctor                   07: 3-core Conenctor  

08: 4-core Conenctor                   09: 5-core Conenctor  

Accessories 
Optional:
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3500 kg ≤40℃15°

475.002 475.003 475.004 475.005475.001

475.001 10°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

475.001 10°

4×1.5W 7W DMX DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

475.002 16°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

475.002 16°

4×1.5W 7W DMX DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

475

φ100

φ100 2.9

13
2.

5

φ57.4

VAShow 3
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475.003 30°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

475.003 30°

4×1.5W 7W DMX DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

475.004 50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

475.004 50°

4×1.5W 7W DMX DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm
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475.005 16°×50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

475.005

4×1.5W 7W DMX DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

16°×50°
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Modular in-ground fixture; Static load resistance 3500 kg; Glass surface temperature 
≤40℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; 
Electrical protection:       (SELV).

Housing - 316L stainless steel; Bezel cover - 316L stainless steel; Embed-
ded frame - 316L stainless steel; Cover glass - 6mm tempered glass, 
transmittance 93%.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1 meter 2x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x0.5mm² signal cable.
DMX Version: 1 meter 2x1mm² power cable + 4x0.3mm² signal cable. 
All cable in Ø6-8mm and can be custom length. Please refer to installa-
tion guide.

Red copper bezel cover; IP68 316L stainless steel cable box.

Materials: 

Gear:

Installation：

Options：

04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220       03: 705 Electrical Connection Box 

06: 2-core Conenctor                   07: 3-core Conenctor  

08: 4-core Conenctor                   09: 5-core Conenctor  

Accessories 
Optional:
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3500 kg ≤40℃15°

471.012 471.013 471.014471.011

471.011

471.011

471.012

471.012

12°

17°

12°

19°

1×8.4W

1×8.4W

1×8.4W

1×8.4W

10W

10W

10W

10W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V 2700k, 914 lm

2700k, 914 lm

3000k, 960 lm

3000k, 960 lm

4000k, 1060 lm

4000k, 1060 lm

5700k, 1150 lm

5700k, 1150 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGBW

RGBW

2.63 kg

2.63 kg

2.63 kg

2.63 kg

R - 620 - 632nm, 54 lm

R - 620 - 632nm, 54 lm

G - 521 - 533nm, 126 lm

G - 521 - 533nm, 126 lm

B - 449 - 457nm, 29.4 lm

B - 449 - 457nm, 29.4 lm

W - 154.8 lm

W - 154.8 lm

471VAShow 2
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471.013

471.013

471.014

471.014

30°

12°×60°

12°×60°

32°

1×8.4W

1×8.4W

1×8.4W

1×8.4W

10W

10W

10W

10W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 914 lm

2700k, 914 lm

3000k, 960 lm

3000k, 960 lm

4000k, 1060 lm

4000k, 1060 lm

5700k, 1150 lm

5700k, 1150 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGBW

RGBW

2.63 kg

2.63 kg

2.63 kg

2.63 kg

R - 620 - 632nm, 54 lm

R - 620 - 632nm, 54 lm

G - 521 - 535nm, 126 lm

G - 521 - 535nm, 126 lm

B - 449 - 457nm, 29.4 lm

B - 449 - 457nm, 29.4 lm

W - 154.8 lm

W - 154.8 lm
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04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220       03: 705 Electrical Connection Box 

06: 2-core Conenctor                   07: 3-core Conenctor  

08: 4-core Conenctor                   09: 5-core Conenctor  

Modular in-ground fixture; Static load resistance 3500 kg; Glass surface temperature 
≤40℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; 
Electrical protection:       (SELV).

Housing - 316L stainless steel; Bezel cover - 316L stainless steel; 
Embedded frame - 316L stainless steel; Cover glass - 6mm tempered 
glass, transmittance 93%.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1 meter 3x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x0.5mm² signal cable.
DMX Version: 1 meter 2x1mm² power cable + 4x0.3mm² signal cable. 
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Red copper bezel cover; IP68 316L stainless steel cable box.

Materials: 

Gear:

Installation：

Options：

Accessories 
Optional:

Standard 
Accessories:
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3500 kg ≤40℃15°

472.012 472.013 472.014472.011

472.011

472.011

472.012

472.012

11°

17°

11°

19°

1×12W

1×12W

1×12W

1×12W

14W

14W

14W

14W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

2700k, 1286 lm

2700k, 1286 lm

3000k, 1348 lm

3000k, 1348 lm

5000k, 1505 lm

5000k, 1505 lm

4000k, 1477 lm

4000k, 1477 lm

6500k, 1593 lm

6500k, 1593 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGBW

RGBW

6.2 kg

6.2 kg

6.2 kg

6.2 kg

R - 620 - 632nm, 67.2 lm

R - 620 - 632nm, 67.2 lm

G - 519 - 531nm, 201.6 lm

G - 519 - 531nm, 201.6 lm

B - 449 - 458nm, 42 lm

B - 449 - 458nm, 42 lm

W - 240.8 lm

W - 240.8 lm

472VAShow 2
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472.013

472.013

472.014

472.014

27°

32°

12°×60°

12°×60°

1×12W

1×12W

1×12W

1×12W

14W

14W

14W

14W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

2700k, 1286 lm

2700k, 1286 lm

3000k, 1348 lm

3000k, 1348 lm

5000k, 1505 lm

5000k, 1505 lm

4000k, 1477 lm

4000k, 1477 lm

6500k, 1593 lm

6500k, 1593 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGBW

RGBW

6.2 kg

6.2 kg

6.2 kg

6.2 kg

R - 620 - 632nm, 67.2 lm

R - 620 - 632nm, 67.2 lm

G - 519 - 531nm, 201.6 lm

G - 519 - 531nm, 201.6 lm

B - 449 - 458nm, 42 lm

B - 449 - 458nm, 42 lm

W - 240.8 lm

W - 240.8 lm

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V





Modular in-ground fixture; Static load resistance 3500kg; Glass surface temperature 
≤45℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08;   
Electrical protection:       (SELV).

Aluminum Alloy and Stainless Steel with Iodized anti-corrosion finishes

Integrated electronic driver with thermal and overload protection Power 
output
±10%.

On/off Version: Come with 1 meter 2x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x1mm²
signal cable.
DMX Version: 1 meter 2x1mm² power cable + 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Red copper bezel cover; IP68 316L stainless steel cable box.
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Materials: 

Gear:

Installation：

Options：

04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220       03: 705 Electrical Connection Box 

06: 2-core Conenctor                   07: 3-core Conenctor  

08: 4-core Conenctor                   09: 5-core Conenctor  

Accessories 
Optional:

Standard 
Accessories:
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3500 kg ≤40℃15°

476.002 476.003 476.004 476.005 476.006476.001

476.001 10°

1×18W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

1.9 kg

476.003 16°

1×18W 22W ON/OFF

0 - 10V

PWM

1 - 10V

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

1.9 kg

476.002 13°

12×1.5W 22W 1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.9 kg

12×1.5W 22W

476.002 13°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

1.9 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

3000k, 534 lm

4000k, 571 lm

6500k, 571 lm

Tunable AC 100 - 277V

AC 100 - 277V

476VAShow 3
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476.004 30°

1×18W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

1.9 kg

476.005 50°

1×18W 22W ON/OFF

0 - 10V

PWM

1 - 10V

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

1.9 kg

476.004 30°

12×1.5W 22W 1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.9 kg

476.005 50°

12×1.5W 22W 1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.9 kg

12×1.5W 22W

476.004 30°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

1.9 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

3000k, 534 lm

4000k, 571 lm

6500k, 571 lm

12×1.5W 22W

476.005 50°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

1.9 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

3000k, 534 lm

4000k, 571 lm

6500k, 571 lm

Tunable

Tunable

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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DMX+RDM

DMX+RDM

DMX+RDM

476.006 16°×50°

16°×50°

16°×50°

1×18W 22W ON/OFF

0 - 10V

PWM

1 - 10V

1800k, 1828 lm

2700k, 2100 lm

4000k, 2344 lm

3000k, 2210 lm

6500k, 2321 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

1.9 kg

476.006

12×1.5W 22W 1800k, 1828 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.9 kg

12×1.5W 22W

476.006

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

1.9 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

3000k, 534 lm

4000k, 571 lm

6500k, 571 lm

Tunable

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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VAShow 3 477
Modular in-ground fixture; Static load resistance 3500kg; Glass surface temperature 
≤45℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; 
Electrical protection:         (SELV).

Aluminum Alloy and Stainless Steel with Iodized anti-corrosion finishes

Integrated electronic driver with thermal and overload protection Power 
output
±10%.

On/off Version: Come with 1 meter 2x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x1mm²
signal cable.
DMX Version: 1 meter 2x1mm² power cable + 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Red copper bezel cover; IP68 316L stainless steel cable box.

Materials: 

Gear:

Installation：

Options：

Accessories 
Optional:

01: AG-2222     02: AG-2220     

03: AG-2211      04:AG-2210
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3500 kg ≤40℃15°

477.002 477.003 477.004 477.005 477.006477.001

477.003 16°

1×30W 36W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3611 lm

2700k, 4528 lm

4000k, 4905 lm

3000k, 4717 lm

6500k, 4962 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

477.001 10°

1×30W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3611 lm

2700k, 4528 lm

4000k, 4905 lm

3000k, 4717 lm

6500k, 4962 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3.1 kg

3.1 kg

477.002 13°

32×1W 38W 1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.1 kg

32×1W 38W

477.002 13°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.1 kg

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

3000k, 1056 lm

4000k, 1128 lm

6500k, 1128 lm

Tunable

477VAShow 3
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477.004 30°

1×30W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3611 lm

2700k, 4528 lm

4000k, 4905 lm

3000k, 4717 lm

6500k, 4962 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3.1 kg

477.005 50°

1×30W 36W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3611 lm

2700k, 4528 lm

4000k, 4905 lm

3000k, 4717 lm

6500k, 4962 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3.1 kg

477.004 30°

32×1W 38W 1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.1 kg

477.005 50°

32×1W 38W 1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.1 kg

32×1W 38W

477.004 30°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.1 kg

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

3000k, 1056 lm

4000k, 1128 lm

6500k, 1128 lm

32×1W 38W

477.005 50°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.1 kg

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

3000k, 1056 lm

4000k, 1128 lm

6500k, 1128 lm

Tunable

Tunable
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DMX+RDM

DMX+RDM

DMX+RDM

477.006 16°×50°

1×30W 36W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3611 lm

2700k, 4528 lm

4000k, 4905 lm

3000k, 4717 lm

6500k, 4962 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3.1 kg

477.006

32×1W 38W 1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.1 kg

32×1W 38W

477.006

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.1 kg

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

3000k, 1056 lm

4000k, 1128 lm

6500k, 1128 lm

16°×50°

16°×50°

Tunable
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VAShow 2 473

04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220 

Modular in-ground fixture; Static load resistance 3500 kg; Glass surface temperature 
≤40℃ ; Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; 
Electrical protection:      (SELV).

Housing - 316L stainless steel; Bezel cover - 316L stainless steel; Embed-
ded frame - 316L stainless steel; Cover glass - 6mm tempered glass, 
transmittance 93%.

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 0.7 meter 3x1.5mm² power cable.
0/1-10V, PWM Version: Come with 0.7 meter 3x1.5mm² power cable + 
2x0.5mm² signal cable.
DMX Version: 0.7 meter 3x1.5mm² power cable + 4x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Red copper bezel cover; IP68 316L stainless steel cable box.

Materials: 

Gear:

Installation：

Options：

Accessories 
Optional:
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3500 kg ≤40℃15°

473.012 473.013 473.014473.011

473.011

473.011

473.012

473.012

11°

17°

11°

19°

3×12W

3×12W

3×12W

3×12W

43W

43W

43W

43W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGBW

RGBW

14.5 kg

14.5 kg

14.5 kg

14.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 3858 lm

3000k, 4044 lm

5000k, 4515 lm

4000k, 4431 lm

6500k, 4779 lm

R - 620 - 632nm, 201.6 lm

G - 519 - 531nm, 604.8 lm

B - 449 - 458nm, 126.3 lm

W - 722.4 lm

2700k, 3858 lm

3000k, 4044 lm

5000k, 4515 lm

4000k, 4431 lm

6500k, 4779 lm

R - 620 - 632nm, 201.6 lm

G - 519 - 531nm, 604.8 lm

B - 449 - 458nm, 126.3 lm

W - 722.4 lm

473VAShow 2
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473.013

473.013

473.014

473.014

27°

32°

12°×60°

12°×60°

3×12W

3×12W

3×12W

3×12W

43W

43W

43W

43W

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DMX

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGBW

RGBW

14.5 kg

14.5 kg

14.5 kg

14.5 kg

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 3858 lm

3000k, 4044 lm

5000k, 4515 lm

4000k, 4431 lm

6500k, 4779 lm

R - 620 - 632nm, 201.6 lm

G - 519 - 531nm, 604.8 lm

B - 449 - 458nm, 126.3 lm

W - 722.4 lm

2700k, 3858 lm

3000k, 4044 lm

5000k, 4515 lm

4000k, 4431 lm

6500k, 4779 lm

R - 620 - 632nm, 201.6 lm

G - 519 - 531nm, 604.8 lm

B - 449 - 458nm, 126.3 lm

W - 722.4 lm
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Accessories 
Optional: 01: AG-2222     02: AG-2220    

03: AG-2211      04:AG-2210

Modular in-ground fixture; Static load resistance 3500kg; Glass surface temperature ≤45℃ ; 
Ambient temperature tested: -40℃ ~+50℃ ; Service life: ≥35000 hours; IP67, IK08; Electrical 
protection:       (SELV).

Aluminum Alloy and Stainless Steel with Iodized anti corrosion finishes

Integrated electronic driver with thermal and overload protection. Power 
output ±10%.

On/off Version: Come with 1 meter 2x1mm² power cable.
0/1-10V, PWM Version: Come with 1 meter 2x1mm² power cable + 
2x1mm² signal cable.
DMX Version: 1 meter 2x1mm² power cable + 5x0.5mm² signal cable.  
All cable in Ø6-8mm and can be custom length. 
Please refer to installation guide.

Red copper bezel cover; IP68 316L stainless steel cable box.

Materials: 

Gear:

Installation：

Options：
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3500 kg ≤40℃15°

478.002 478.003 478.004 478.005 478.006478.001

478.001 10°

1×50W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 5357 lm

2700k, 7357 lm

4000k, 7972 lm

3000k, 7566 lm

6500k, 8139 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

4.4 kg

478.003 16°

1×50W 60W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 5357 lm

2700k, 7357 lm

4000k, 7972 lm

3000k, 7566 lm

6500k, 8139 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

4.4 kg

478.002 13°

48×1W 60W 1800k, 5416 lm

2700k, 6334 lm

4000k, 6771 lm

3000k, 6334 lm

6500k, 6771 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

4.4 kg

48×1W 60W

478.002 13°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.4 kg

R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1585 lm

3000k, 1585 lm

4000k, 1693 lm

6500k, 1693 lm

Tunable

478VAShow 3
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478.004 30°

1×50W 60W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 5357 lm

2700k, 7357 lm

4000k, 7972 lm

3000k, 7566 lm

6500k, 8139 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

4.4 kg

478.005 50°

1×50W 60W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 5357 lm

2700k, 7357 lm

4000k, 7972 lm

3000k, 7566 lm

6500k, 8139 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

4.4 kg

478.004 30°

48×1W 60W 1800k, 5416 lm

2700k, 6334 lm

4000k, 6771 lm

3000k, 6334 lm

6500k, 6771 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

4.4 kg

478.005 50°

48×1W 60W 1800k, 5416 lm

2700k, 6334 lm

4000k, 6771 lm

3000k, 6334 lm

6500k, 6771 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

4.4 kg

48×1W 60W

478.004 30°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.4 kg

R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1585 lm

3000k, 1585 lm

4000k, 1693 lm

6500k, 1693 lm

48×1W 60W

478.005 50°

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.4 kg

R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1585 lm

3000k, 1585 lm

4000k, 1693 lm

6500k, 1693 lm

Tunable

Tunable

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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16°×50°

16°×50°

16°×50°478.006

1×50W 60W ON/OFF

0 - 10V

PWM

1 - 10V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 5357 lm

2700k, 7357 lm

4000k, 7972 lm

3000k, 7566 lm

6500k, 8139 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

4.4 kg

478.006

48×1W 60W 1800k, 5416 lm

2700k, 6334 lm

4000k, 6771 lm

3000k, 6334 lm

6500k, 6771 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

4.4 kg

48×1W 60W

478.006

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.4 kg

R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1585 lm

3000k, 1585 lm

4000k, 1693 lm

6500k, 1693 lm

Tunable

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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VAShow  

VAShow - 413

VAShow - 414

P283

P285



Optical Advantage
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Functional lights with transparent glass

Decorative lights with diffuse type glass

Designed with super thin cover, it is as level as the group so as to guarantee safety in the population 
flow area.

Embedded housing is made of PP with a horn-type structure which can bear a static pressure of 

VAShow Product Design

There are 2 sizes and 5 light source colors available: while, red, yellow, blue and green.



03 One-piece luminaires are easily take out with suction cup

282

Installation



In-ground uplight; Static load resistance 300 kg; Glass surface temperature ≤45℃ ; 
Ambient temperature tested: -40℃ ~ +50℃ ; IP67, IK08; Electrical protection:       (inte-
grated driver); Compatible for marine environment. Installation space of driver is encap-
sulated by resin. 2.5mm stainless steel bezel for easy installation.

01

0403

02

VAShow MDD-413

Main housing - 316 stainless steel, die-cast and polished; Bezel cover - 
316 anti-corrosion stainless steel; Cover glass - 10mm tempered glass, 
transmittance 93%; Gasket - water vapour resistant silicone; Embedded 
frame - injection moulding polypropylene.

Integrated electronic driver with thermal and overload protection.

Polished stainless steel.

PG08, IP68 cable gland compatible with Ø6-8mm cable. Comes with 1 
meter 3x1.0mm² power cable.
Remote driver.

Custom cable lengths.

Materials: 

Finishing:

Gear:

Installation：

Options：

04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220      

Accessories 
Optional:
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300 kg ≤45℃

413.012413.011 413.013 413.014

MDD - 413.011

MDD - 413.012

MDD - 413.013

MDD - 413.014

12°

18°

30°

14°×43°

1×1.1W

1×1.1W

1×1.1W

1×1.1W

2.2W

2.2W

2.2W

2.2W

ON/OFF

ON/OFF

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 134 lm

2700k, 134 lm

2700k, 134 lm

2700k, 134 lm

3000k, 149 lm

3000k, 149 lm

3000k, 149 lm

3000k, 149 lm

5000k, 160 lm

5000k, 160 lm

5000k, 160 lm

5000k, 160 lm

4000k, 158 lm

4000k, 158 lm

4000k, 158 lm

4000k, 158 lm

5700k, 163 lm

5700k, 163 lm

5700k, 163 lm

5700k, 163 lm

6500k, 167 lm

6500k, 167 lm

6500k, 167 lm

6500k, 167 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

LED

LED

1.23 kg

1.23 kg

1.23 kg

1.23 kg

MDD - 413VAShow 
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In-ground uplight; Static load resistance 300 kg; Glass surface temperature ≤45℃ ;
Ambient temperature tested: -40℃ ~ +50℃ ; IP67, IK08; Electrical protection:       (inte-
grated driver); Compatible for marine environment. Installation space of driver is encap-
sulated by resin. 2.5mm stainless steel bezel for easy installation.

Main housing - 316 stainless steel, die-cast and polished; Bezel cover - 
316 anti-corrosion stainless steel; Cover glass - 10mm tempered glass, 
transmittance 93%; Gasket - water vapour resistant silicone; Embedded 
frame - injection moulding polypropylene.

Integrated electronic driver with thermal and overload protection.

Polished stainless steel.

PG08, IP68 cable gland compatible with Ø6-8mm cable. Comes with 1 
meter 3x1.0mm² power input cable.
Remote driver.

Custom cable lengths.

Materials: 

Finishing:

Gear:

Installation：

Options：

04: AG-2211      05:AG-2210

01: AG-2222      02: AG-2220      

Accessories 
Optional:

VAShow MDD-414
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300 kg ≤45℃

414.013414.012 414.014 414.015

MDD - 414.012

MDD - 414.013

MDD - 414.014

MDD - 414.015

12°

18°

30°

14°×43°

3×1.1W

3×1.1W

3×1.1W

3×1.1W

4.5W

4.5W

4.5W

4.5W

ON/OFF

ON/OFF

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 402 lm

3000k, 447 lm

5000k, 480 lm

4000k, 474 lm

5700k, 489 lm

6500k, 501 lm

2700k, 402 lm

3000k, 447 lm

5000k, 480 lm

4000k, 474 lm

5700k, 489 lm

6500k, 501 lm

2700k, 402 lm

3000k, 447 lm

5000k, 480 lm

4000k, 474 lm

5700k, 489 lm

6500k, 501 lm

2700k, 402 lm

3000k, 447 lm

5000k, 480 lm

4000k, 474 lm

5700k, 489 lm

6500k, 501 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

Ra≥70

Ra≥70

Ra≥80

Ra≥80

Ra≥80

LED

LED

LED

LED

2.53 kg

2.53 kg

2.53 kg

2.53 kg

MDD - 414VAShow 
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Modular in-ground linear fixture for decorative lighting; Static load resistance 500 kg; 
Ambient temperature tested: -40℃ ~ +50℃ ; IP67, IK08; Electrical protection:      .

Housing - 304 anti-corrosion stainless steel; Light emitting area- resin 
diffuser; Embedded frame -stainless steel.

Polished stainless steel.

Electronic driver with thermal and overload protection Comply to 
IEC61000-4-5 (GB17626.5) fixture lighting surge protection requirement.
Remote driver for RGB version.

On/off Version: Come with 0.7 meter 2x1mm² Ø6-8mm power cable;
0/1-10V, PWM Version; Come with 0.7meter 2x1mm² Ø6-8mm power 
cable + 2x0.5mm² Ø6-8mm signal cable. 
DMX Dim/RGBW Version: Come with 0.7 meter 2x1m² Ø6-8mm power 
cable AND 0.7 meter 4x0.75mm² Ø6-8mm signal cable. Also come with 
waterproof junction box with insulating filling. 
Please refer to installation guide.

Custom cable lengths.
Marine version of 316L stainless steel possible.

Materials: 

Finishing:

Gear:

Installation：

Options：

04: AG-2211      05:AG-2210

01: AG-2222     02: AG-2220       03: 705 Electrical Connection Box 

06: 2-core Conenctor                   07: 3-core Conenctor  

08: 4-core Conenctor                   09: 5-core Conenctor  

Accessories 
Optional:

Standard 
Accessories:

VAShow MDD-447
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447.004 447.005

500 kg ≤45℃

MDD - 447.004

MDD - 447.004

MDD - 447.005

MDD - 447.005

120°

120°

24×0.18W

48×0.18W

24×0.18W

48×0.18W

6W

11W

6W

11W

2700k, 602 lm

2700k, 1204 lm

3000k, 602 lm

3000k, 1204 lm

4000k, 660 lm

4000k, 1320 lm

5700k, 660 lm

5700k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGB

RGB

7.5 kg

14.4 kg

7.5 kg

14.4 kg

ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

(1/2/4/8CH)

( 1/2/4/8/16CH)

( 1/2/4/8CH)

(1/2/4/8/16CH)

DMX+RDM

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DMX

DMX

DMX+RDM

DMX+RDM

R - 614 - 630nm, 216 lm

R - 614 - 630nm, 432 lm

G - 522 - 538nm, 264 lm

G - 523 - 538nm, 528 lm

B - 463 - 474nm, 408 lm

B - 463 - 474nm, 816 lm

MDD - 447VAShow
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LED

LED
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VAShow 2

VAShow 2-450

VAShow 2-451

VAShow 2-452

P293

P297

P303
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Modular in-ground linear fixture; Static load resistance 500 kg; Ambient temperature tested: 
-40℃ ~ +50℃ ; On/off, dimmable, RGB available; IP67, IK08; Electrical protection:      .

VAShow MDD-450

Housing - 6063 extruded aluminium alloy; Bezel cover - 304 anticorrosion 
stainless steel; Cover glass - 12mm tempered glass, transmittance 93%; 
Gasket - water vapour resistant silicone.

Housing/buried frame - Mechanical and chemical anti-corrosion 
pre-treatment. AKZO-NOBEL UV-resistant polyester exterior powder 
coating system. Normal UV protection for 10 years.

Electronic driver with thermal and overload protection. Fulfil IEC61000-4-
5 (GB17626.5) fixture lighting surge protection requirement.

On/off Version: Come with 0.7 meter 3x1mm² Ø6-8mm power cable; 
DMX Dim/RGBW Version: Come with 0.7 meter 3x1m² Ø6-8mm power 
cable AND a pair of 0.7 meter 4x0.5mm² Ø6-8mm signal cable.
Please refer to installation guide.

Custom cable lengths.
Marine version of 316L stainless steel possible.

Materials: 

Finishing:

Gear:

Installation：

Options：

03: AG-2211      04:AG-2210

01: AG-2222     02: AG-2220      

05: 2-core Conenctor                   06: 3-core Conenctor  

07: 4-core Conenctor                   08: 5-core Conenctor  

Accessories 
Optional:

Standard 
Accessories:
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450.013 450.039

500 kg ≤45℃

MDD - 450.039

60×0.18W 13WRGB

11.3 kg

AC 100 - 277VDMX R - 614 - 630nm, 540 lm

G - 522 - 538nm, 660 lm

B - 463 - 474nm, 1020 lm

MDD - 450.013

MDD - 450.013

MDD - 450.039

120°

120°

120°

120°

40×0.1W

60×0.1W

40×0.18W

5W

7.5W

8.5W

2700k, 482 lm

2700k, 723 lm

3000k, 502 lm

3000k, 753 lm

4000k, 526 lm

4000k, 789 lm

5700k, 554 lm

5700k, 831 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

RGB

8.5 kg

11.3 kg

8.5 kg

ON/OFF

ON/OFF

AC 100 - 277V

AC 100 - 277V

AC 100 - 277VDMX R - 614 - 630nm, 360 lm

G - 520 - 538nm, 440 lm

B - 463 - 474nm, 680 lm

MDD - 450 VAShow 2
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450.065

500 kg ≤45℃

MDD - 450.065

MDD - 450.065

120°

120°

80×0.1W

80×0.18W

10W

17W

2700k, 964 lm

3000k, 1004 lm

4000k, 1052 lm

5700k, 1108 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

15.65 kg

15.65 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 614 - 630nm, 720 lm

G - 522 - 538nm, 880 lm

B - 463 - 474nm, 1360 lm

MDD - 450 VAShow 2
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VAShow MDD-451

Housing - 6063 extruded aluminium alloy; Bezel cover – 304 anticorrosion 
stainless steel; Cover glass - 12mm tempered glass, transmittance 93%; 
Gasket - water vapour resistant silicone; Fixings - Stainless steel Allen 
Headed Screws.

Housing/buried frame - Mechanical and chemical anti-corrosion pre-
treatment. AKZO-NOBEL UV-resistant polyester exterior powder coating 
system. Normal UV protection for 10 years. Bezel cover-polished stainless 
steel.

Electronic driver with thermal and overload protection. Fulfil IEC61000-4-
5 (GB17626.5) fixture lighting surge protection requirement.
PG09, IP68 cable gland compatible with Ø7.5-9.5mm cable. Comes with 
0.7 meter, 3-core 1.5mm² power input cable.

On/off Version: Come with 0.7 meter 3×1mm² Ø6-8mm power cable; DMX 
Dim/R/G/B Version: Come with 0.7 meter 3x1m² Ø6-8mm power cable 
AND 0.7 meter 4 x 0.5mm² Ø6- 8mm signal cable. 
Please refer to installation guide.

Custom cable lengths.
Marine version of 316L stainless steel possible.

Materials: 

Finishing:

Gear:

Installation：

Options：

Modular in-ground linear fixture; Static load resistance 500 kg; Ambient temperature tested: 
-40℃ ~ +50℃ ; On/off, dimmable, RGB available; IP67, IK08; Electrical protection:        .

08: 5-core Conenctor         09: Antiglare Louvre 

03: AG-2211      04:AG-2210

05: 2-core Conenctor         06: 3-core Conenctor        07: 4-core Conenctor    

01: AG-2222     02: AG-2220      
Accessories 
Optional:

Standard 
Accessories:
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500 kg ≤45℃

MDD - 451.002

MDD - 451.002 18°

18°

12×1.1W

12×1.1W

14W

14W

2700k, 1608 lm

3000k, 1788 lm

4000k, 1896 lm

5000k, 1920 lm

5700k, 1956 lm

6500k, 2004 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

9.2 kg

9.2 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 828 lm

G - 520 - 535nm, 1536 lm

B - 465 - 485nm, 444 lm

MDD - 451.001

MDD - 451.001

13°

13°

12×1.1W

12×1.1W

14W

14W

2700k, 1608 lm

3000k, 1788 lm

4000k, 1896 lm

5000k, 1920 lm

5700k, 1956 lm

6500k, 2004 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

9.2 kg

9.2 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 828 lm

G - 520 - 535nm, 1536 lm

B - 465 - 485nm, 444 lm

MDD - 451

451.001 451.002 451.003

VAShow 2
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MDD - 451.003

MDD - 451.003 32°

32°

12×1.1W

12×1.1W

14W

14W

2700k, 1608 lm

3000k, 1788 lm

4000k, 1896 lm

5000k, 1920 lm

5700k, 1956 lm

6500k, 2004 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

9.2 kg

9.2 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 828 lm

G - 520 - 535nm, 1536 lm

B - 465 - 485nm, 444 lm

500 kg ≤45℃

MDD - 451

451.011 451.012 451.013

MDD - 451.011

MDD - 451.011

13°

13°

18×1.1W

18×1.1W

21W

21W

2700k, 2412 lm

3000k, 2682 lm

4000k, 2844 lm

5000k, 2880 lm

5700k, 2934 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

14.6 kg

14.6 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 1242 lm

G - 520 - 535nm, 2304 lm

B - 465 - 485nm, 666 lm

451.003

VAShow 2
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MDD - 451.012

MDD - 451.012

18°

18°

18×1.1W

18×1.1W

21W

21W

2700k, 2412 lm

3000k, 2682 lm

4000k, 2844 lm

5000k, 2880 lm

5700k, 2934 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

14.6 kg

14.6 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 1242 lm

G - 520 - 535nm, 2304 lm

B - 465 - 485nm, 666 lm

MDD - 451.013

MDD - 451.013

32°

32°

18×1.1W

18×1.1W

21W

21W

2700k, 2412 lm

3000k, 2682 lm

4000k, 2844 lm

5000k, 2880 lm

5700k, 2934 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

14.6 kg

14.6 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 1242 lm

G - 520 - 535nm, 2304 lm

B - 465 - 485nm, 666 lm
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500 kg ≤45℃

MDD - 451.021

MDD - 451.021

13°

13°

24×1.1W

24×1.1W

28W

28W

2700k, 3216 lm

3000k, 3576 lm

4000k, 3792 lm

5000k, 3840 lm

5700k, 3912 lm

6500k, 4008 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

20.2 kg

20.2 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX R - 620 - 630nm, 1656 lm

G - 520 - 535nm, 3072 lm

B - 465 - 485nm, 888 lm

2700k, 3216 lm

3000k, 3576 lm

4000k, 3792 lm

5000k, 3840 lm

5700k, 3912 lm

6500k, 4008 lm

R - 620 - 630nm, 1656 lm

G - 520 - 535nm, 3072 lm

B - 465 - 485nm, 888 lm

MDD - 451.022

MDD - 451.022

18°

18°

24×1.1W

24×1.1W

28W

28W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

20.2 kg

20.2 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX

MDD - 451

451.021 451.022 451.023

VAShow 2
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2700k, 3216 lm

3000k, 3576 lm

4000k, 3792 lm

5000k, 3840 lm

5700k, 3912 lm

6500k, 4008 lm

R - 620 - 630nm, 1656 lm

G - 520 - 535nm, 3072 lm

B - 465 - 485nm, 888 lm

MDD - 451.023

MDD - 451.023

32°

32°

24×1.1W

24×1.1W

28W

28W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED

R/G/B

20.2 kg

20.2 kg

ON/OFF AC 100 - 277V

AC 100 - 277VDMX
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Modular in-ground linear fixture; Static load resistance 500 kg; Ambient temperature tested: 
-40℃ ~+50℃ ; On/off, dimmable, RGB available; IP67, IK08; Electrical protection:      .

Housing - 6063 extruded aluminium alloy; Bezel cover – 304 anticorrosion 
stainless steel; Cover glass - 12mm tempered glass, transmittance 93%; 
Gasket - water vapour resistant silicone; Fixings – stainless stee Allen 
Headed Screws.

Housing/buried frame - Mechanical and chemical anti-corrosion pre-
treatment. AKZO-NOBEL UV-resistant polyester exterior powder coating 
system. Normal UV protection for 10 years. Bezel cover - polished 
stainless steel.

Electronic driver with thermal and overload protection. Fulfil IEC61000-4-
5 (GB17626.5) fixture lighting surge protection requirement.
PG09, IP68 cable gland compatible with Ø7.5-9.5mm cable. Comes with 
0.7 meter, 3-core 1.5mm² power input cable.

On/off Version: Come with 0.7 meter 3×1mm² Ø6-8mm power cable; DMX 
Dim/RGBW Version: Come with 0.7 meter 3x1m² Ø6-8mm power cable 
AND 0.7 meter 4 x 0.5mm² Ø6-8mm signal cable. 
Please refer to installation guide.

Custom cable lengths.
Marine version of 316L stainless steel possible.

Materials: 

Finishing:

Gear:

Installation：

Options：

VAShow MDD-452

03: AG-2211      04:AG-2210

01: AG-2222     02: AG-2220      

05: 2-core Conenctor                   06: 3-core Conenctor  

07: 4-core Conenctor                   08: 5-core Conenctor  

Accessories 
Optional:

Standard 
Accessories:
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452.001 452.002

2700k, 1856 lm

3000k, 1888 lm

4000k, 2016 lm

5000k, 2112 lm

5700k, 2080 lm

6500k, 2048 lm

R - 620 - 630nm, 152 lm

G - 520 - 535nm, 397 lm

B - 465 - 485nm, 156 lm

MDD - 452.001

MDD - 452.001

C0 27°+9° C90 84° Y26°

C0 27°+9° C90 84° Y26°

C0 27°+9° C90 84° Y26°

C0 27°+9° C90 84° Y26°

32×0.5W

32×0.5W

20W

20W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

10 kg

10 kg

ON/OFF

1 - 10V

0 - 10V

PWM

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX+RDM

W: 3000k, 428 lm

4000k, 456 lm

6500k, 488 lm

2700k, 2784 lm

3000k, 2832 lm

4000k, 3024 lm

5000k, 3168 lm

5700k, 3120 lm

6500k, 3072 lm

R - 620 - 630nm, 228 lm

G - 520 - 535nm, 596 lm

B - 465 - 485nm, 235 lm

MDD - 452.002

MDD - 452.002

48×0.5W

48×0.5W

30W

30W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

14 kg

14 kg

ON/OFF

1 - 10V

0 - 10V

PWM

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX+RDM

W: 3000k, 642 lm

4000k, 684 lm

6500k, 732 lm

MDD - 452VAShow 2



452.003 452.004
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2700k, 3712 lm

3000k, 3776 lm

4000k, 4032 lm

5000k, 4224 lm

5700k, 4160 lm

6500k, 4096 lm

R - 620 - 630nm, 342 lm

G - 520 - 535nm, 894 lm

B - 465 - 485nm, 352 lm

MDD - 452.003

MDD - 452.003

64×0.5W

64×0.5W

40W

40W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

22 kg

22 kg

ON/OFF

1 - 10V

0 - 10V

PWM

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX+RDM

W: 3000k, 963 lm

4000k, 1026 lm

6500k, 1098 lm

2700k, 1856 lm

3000k, 1888 lm

4000k, 2016 lm

5000k, 2112 lm

5700k, 2080 lm

6500k, 2048 lm

R - 620 - 630nm, 152 lm

G - 520 - 535nm, 397 lm

B - 465 - 485nm, 156 lm

MDD - 452.004

MDD - 452.004

19°×85°

32×0.5W

32×0.5W

20W

20W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

10 kg

10 kg

ON/OFF

1 - 10V

0 - 10V

PWM

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX+RDM

W: 3000k, 428 lm

4000k, 456 lm

6500k, 488 lm

19°×85°

C0 27°+9° C90 84° Y26°

C0 27°+9° C90 84° Y26°

MDD - 452VAShow 2



452.005 452.006
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2700k, 2784 lm

3000k, 2832 lm

4000k, 3024 lm

5000k, 3168 lm

5700k, 3120 lm

6500k, 3072 lm

R - 620 - 630nm, 228 lm

G - 520 - 535nm, 596 lm

B - 465 - 485nm, 235 lm

MDD - 452.005

MDD - 452.005

48×0.5W

48×0.5W

30W

30W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

14 kg

14 kg

ON/OFF

1 - 10V

0 - 10V

PWM

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX+RDM

W: 3000k, 642 lm

4000k, 684 lm

6500k, 732 lm

19°×85°

19°×85°

22 kg

22 kg

19°×85°

19°×85°

2700k, 3712 lm

3000k, 3776 lm

4000k, 4032 lm

5000k, 4224 lm

5700k, 4160 lm

6500k, 4096 lm

R - 620 - 630nm, 342 lm

G - 520 - 535nm, 894 lm

B - 465 - 485nm, 352 lm

MDD - 452.006

MDD - 452.006

64×0.5W

64×0.5W

40W

40W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

ON/OFF

1 - 10V

0 - 10V

PWM

DMX

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX

DMX+RDM

W: 3000k, 963 lm

4000k, 1026 lm

6500k, 1098 lm

MDD - 452VAShow 2



Ponton 

Light accents or floodlighting effects are often required where it is not physically 
possible to recess luminaires. This is the case with cast concrete soffits or pre-
cast walkways and perimeters of buildings.

The VAS 448/449 range allows surface installation on horizontal surfaces from 
which either up or downlighting of vertical surfaces can be achieved with direc-
tional beam characteristics.

The products incorporate the full range of floodlighting reflector beam angle 
distributions. They can be tilted to 24° from the vertical axis and rotated through 
360° around the vertical axis. The neutral product design incorporates a direc-
tional locking device that ensures the specified lighting effect is maintained.
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Ponton Installation

Application

Ponton can be installed on the ground to lighten building elevation, and 
can also be installed on the ceiling to lighten ground and space.

01 Coordinate scale compass can set up spotting direction of the 
lamps accurately. 

02 The lamps can rotated horizontally

Unidirect ional 
rotat ion 360°
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LED

LED

P319

P323

Ponton 

Ponton -448

Ponton -449



Ponton 448

Available
Color

Standard
Color

Mounted fixture of functional lighting. Ambient temperature tested: -40℃ ~+50℃ ; IP 66; 
Electrical Protection:      .

Housing - die-cast aluminium alloy, polycarbonate; Glass - 6mm tem-
pered clear glass; Reflector - anodized 1.2mm aluminium, purity 99.85%, 
iridescence class III; Gasket - water vapour resistant silicone; Fixings - 
stainless steel Allen headed screws.

Mechanical and chemical anti-corrosion pre-treatment. AKZO-NOBEL 
UV-resistant polyester exterior powder-coating system. Normal UV pro-
tection for 10 years.

With thermal and overload protection is applied.Comply to IEC61000-4-5 
(GB17626.5) fixture lighting surge protection requirement.

ON/OFF Version: Come with 0.3 metre 3x1mm² Ø6-8mm power cable.
Please refer to installation guide.
Anti-slip glass.

Thermal protection filter to lower glass temperature.
Custom housing colour.
Custom cable length.

Materials: 

Finishing:

Gear:

Installations:

Options:
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≤55℃

448

448

448.001 10°

1×36W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3 kg

448.003 16°

1×36W 40W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

LED

3 kg

448.002

448.002

13°

13°

32×1.1W

32×1.1W

40W

40W

DMX AC 100 - 277V 1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Tunable

RGBW

3 kg

3 kg

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm,148 lm

W: 1800k,903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

Ponton 
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448.004

448.004

448.004

30°

30°

30°

1×36W

1×36W

32×1.1W

32×1.1W

32×1.1W 40W

40W

40W

40W

40W

Tunable

LED

LED

RGBW

Tunable

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX

448.005 50° 3 kg

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

448.005 50° 3 kg

DMX AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX AC 100 - 277V

1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

448.005 50°

32×1.1W 40WRGBW

3 kg

DMX AC 100 - 277V R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm,148 lm

W: 1800k,903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm,148 lm

W: 1800k,903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

3 kg

3 kg

3 kg

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V



Ra≥80

448.006 16°×50°

1×36W 40WLED ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 3610 lm

2700k, 4981 lm

4000k, 5396 lm

3000k, 5189 lm

6500k, 5458 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

448.006 16°×50°

40WTunable DMX AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

448.006 16°×50°

32×1.1W

32×1.1W

40WRGBW

3 kg

3 kg

3 kg

AC 100 - 277VDMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 3610 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm,148 lm

W: 1800k,903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

DMX+RDM

DMX+RDM

DMX+RDM

314



Mounted fixture of functional lighting. Ambient temperature tested: -40℃ ~+50℃ ; IP 66; 
Electrical Protection:      .

01

Ponton 449

Available
Color

Standard
Color

Housing - die-cast aluminium alloy, polycarbonate; Glass - 6mm tempered 
clear glass; Reflector - anodized 1.2mm aluminium, purity 99.85%, 
iridescence class III; Gasket - water vapour resistant silicone; Fixings - 
stainless steel Allen headed screws.

Mechanical and chemical anti-corrosion pre-treatment. AKZO-NOBEL UV-
resistant polyester exterior powder-coating system. Normal UV protection 
for 10 years.

With thermal and overload protection is applied. Comply to IEC61000-4-5 
(GB17626.5) fixture lighting surge protection requirement.

ON/OFF Version: Come with 0.3 metre 3x1mm² Ø6-8mm power cable. 
Please refer to installation guide.
Anti-slip glass.

Thermal protection filter to lower glass temperature.
Custom housing colour.
Custom cable length.

Materials: 

Finishing:

Gear:

Installations:

Options:

01: AG-2221
Standard 
Accessories: 
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≤70℃

449

449

449.001 10°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

LED 1×60W 70W

6.4 kg

13°449.002

449.002

RGBW

DMX AC 100 - 277V 1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

70W

6.4 kg

13°

48×1.25W

48×1.25W

70W DMX AC 100 - 277V R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm,256 lm

W: 1800k,1557 lm

2700k,1821 lm

3000k,1821 lm

4000k,1946 lm

6500k,1946 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.4 kg

449.003

LED

16°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.4 kg

Tunable

Ponton 



317

449.004

LED

30°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.4 kg

449.004 30°

DMX AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

48×1.25W 70W

6.4 kg

449.004

RGBW

30°

48×1.25W 70W DMX AC 100 - 277V

6.4 kg

449.005 50°

DMX AC 100 - 277V48×1.25W 70W

6.4 kg

449.005

LED

50°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

1×60W 70W

6.4 kg

449.005

RGBW

50°

48×1.25W 70W DMX AC 100 - 277V

6.4 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm,256 lm

W: 1800k,1557 lm

2700k,1821 lm

3000k,1821 lm

4000k,1946 lm

6500k,1946 lm

1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm,256 lm

W: 1800k,1557 lm

2700k,1821 lm

3000k,1821 lm

4000k,1946 lm

6500k,1946 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

Tunable

Tunable



449.006

449.006

449.006

LED

RGBW

16°×50°

16°×50°

16°×50°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 6229 lm

2700k, 7972 lm

4000k, 8636 lm

3000k, 8197 lm

6500k, 8817 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1×60W 70W

6.4 kg

DMX AC 100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

48×1.25W 70W

6.4 kg

48×1.25W 70W DMX AC 100 - 277V

6.4 kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

R - 620 - 630nm, 385 lm

G - 520 - 535nm, 2411 lm

B - 465 - 485nm,256 lm

W: 1800k,1557 lm

2700k,1821 lm

3000k,1821 lm

4000k,1946 lm

6500k,1946 lm

1800k, 6229 lm

2700k, 7284 lm

4000k, 7786 lm

3000k, 7284 lm

6500k, 7786 lm

Tunable



VASpot uses VAS’s COB LED modules, achieving various optics and 

wattage choices, with excellent RGBW mixed colour.

Safe to use by applying international waterproofing technology.

Embedded surface slits allow for water seepage to help with the heat 

dissipation and longer lasting fixture life.

Ease of use

Using Marine Grade Stainless Steel (316L) and Copper, preventing 

corrosion. Fixture comes with a standard 13m electrical wiring, of which 

3m is inside the fixture for ease of maintenance; the remaining 10m is 

for running to the electrical junction box. Thus, ensuring installation 

and maintenance safety, with no intermediate connections required.

VASpot
Power Supply

Power Supply





VASpot

VASpot  -  231 LED

LED

LED

P337

P337

LED P343

LED P243

P325

LED P353

LED P353

LED P359

LED P359

LED P349

VASpot  -  216

VASpot  -  232

VASpot  -  232

VASpot  -  233

VASpot  -  233

VASpot  -  220

VASpot  -  234

VASpot  -  234

VASpot  -  235

VASpot  -  235

LED P333

VASpot  -  217 LED P329
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Optical Advantage

1

Inner 3m Cable

LED COB Module

Vaspot underwater light series adopts the combination of VAS COB LED 
module to obtain a variety of light distribution
And porwer selection, as well as good RGBW color mixing.

The hole in the edge of the cover of the underwater lamp is embedded, so 
that the water enters the pre - embedded cylinder to fully circulate, effectively 
dissipating heat, and provide longer lifetime for the lamp.

323

Flexibl Card For 
InstallationUnderwater  L ight 

Body

Embedded Cylinder Reserve Cable

Fixed And Horizontal
Adjustment Accessories

5

2
4

3

7

6

VASpot Product Design



Power 
Supply

Surface mounted underwater light

Reccessed underwater light
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Installation Guide

Power 
Supply



Underwater recessed uplight; on/off, Dimming version available; Withstand 10 metre 
depth. Ambient temperature:40℃ ~+50℃ ; Service life ≥35000 hours; IP68, IK06; Electrical 
protection:       .

01 02 03

01:705 Electrical Connection Box     02:  AG - 2210    03:  AG - 2211

Accessories
Optional:

VASpot 231

Main housing - 316L stainless steel; Cover bezel - 316L stainless steel/
bronze; Embedded frame - 316L stainless steel; Cover Glass - 6mm 
tempered glass, transmittance 93%; Optical lens - PMMA; Light control 
accessory - louver/filter; Gasket - water vapour resistant silicone; Fixings 
- stainless steel Allen headed screws.

Polished Stainless Steel

Integrated electronic driver, with thermal and overload protection. 
Fulfil IEC 61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement.

On/off Version: Come with 13 metre 2x1.5mm² Ø6 - 8mm power cable.
0/1 - 10V, PWM Version: Come with 13 meter 2x1.5mm² Ø7.5 - 9.5mm 
power 
cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable 
DMX Version: 13 meter 2x1.5mm² Ø7.5 - 9.5mm power cable + 4x0.3mm² 
Ø7.5 - 9.5mm signal cable
Please refer to installation guide.

Stainless Steel or Bronze bezel cover.

Materials: 

Finishing:

Gear:  

Installation: 

Options:

Accessories: 
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231.001 231.002 231.003 231.004

231VASpot

231.001

231.002

12°

22°

1×1.5W

1×1.5W

2.5W

2.5W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 273 lm

3000k, 287 lm

5700k, 299 lm

Green - 520 - 535nm, 182 lm

4000k, 296 lm

Red, 260 - 630nm, 98 lm

6500k, 303 lm

Blue - 465nm, 52lm, 303 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 273 lm

3000k, 287 lm

5700k, 299 lm

Green - 520 - 535nm, 182 lm

4000k, 296 lm

Red, 260 - 630nm, 98 lm

6500k, 303 lm

Blue - 465nm, 52lm, 303 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

0.78 kg

0.78 kg
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231.003

231.004

38°

11°×42°

1×1.5W

1×1.5W

2.5W

2.5W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 273 lm

3000k, 287 lm

5700k, 299 lm

Green - 520 - 535nm, 182 lm

4000k, 296 lm

Red, 260 - 630nm, 98 lm

6500k, 303 lm

Blue - 465nm, 52lm, 303 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 273 lm

3000k, 287 lm

5700k, 299 lm

Green - 520 - 535nm, 182 lm

4000k, 296 lm

Red, 260 - 630nm, 98 lm

6500k, 303 lm

Blue - 465nm, 52lm, 303 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

LED

0.78 kg

0.78 kg

231.005 120°

3×0.12W 0.9W ON/OFF

DMX DC 24V

DC 24V

DC 24V

DC 24V 2700k, 41 lm

3000k, 41lm

5600k, 43 lm

4000k, 41 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.78 kg





Adjustable/recessed underwater light; White, colour and RGB colour available; 
Underwater 10m depth; Ambient temperature: 40℃~+50℃; Service life ≥35000 hours; IP68, 
IK06; Electrical protection         (SELV).

01 02 03

01:705 Electrical Connection Box     02: AG - 2211     03: AG - 2210

Accessories
Optional:

VASpot SHD - 217

Bezel cover - 316 corrosion resistant stainless steel; Cover glass - 10mm 
tempered glass; Main housing - 316 corrosion resistant stainless steel; 
Mounting bracket - 316 corrosion resistant stainless steel; Gaskets - 
water vapour resistant silicone; Fixings - stainless steel screws.

Stainless Steel

Remote, 12V DC constant voltage electronic driver, with thermal and 
overload protection. Comply with IEC61000 - 4 - 5 (GB17626.5) outdoor 
fixtures protection requirement.

ON/OFF version: cable length 13m, 2x1mm² Ø6 - 8mm power cable
0/1 - 10V, PWM version: cable length 13m, 2x1.5mm² Ø7.5 - 9.5mm power 
cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX version: cable length 13m, 2x1.5mm² Ø7.5 - 9.5mm power cable + 
4x0.3mm² Ø7.5 - 9.5mm signal cable

Surface mounted or recessed.
Custom cable lengths.

Materials: 

Finishing: 

Gear: 

Installation: 

Options: 
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217.023 217.024 217.025

SHD - 217VASpot

217.023 10°

3×1W 3.5W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k,  402 lm

2700k,  402 lm

4000k,  474 lm

4000k,  474 lm

Green - 520nm,  384 lm

Green - 520nm,  384 lm

3000k,  447 lm

3000k,  447 lm

Red - 620nm,  207 lm

Red - 620nm,  207 lm

5000k,  480 lm

5000k,  480 lm

Blue - 465nm,  111 lm

Blue - 465nm,  111 lm

2700k,  402 lm

4000k,  474 lm

Green - 520nm,  384 lm

3000k,  447 lm

Red - 620nm,  207 lm

5000k,  480 lm

Blue - 465nm,  111 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

217.024 18°

3×1W

3×1W

3.5W

3.5W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

217.025 54°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED
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3×1W

217.026 10°

3.5WLED ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k,  402 lm

4000k,  474 lm

Green - 520nm,  384 lm

3000k,  447 lm

Red - 620nm,  207 lm

5000k,  480 lm

Blue - 465nm,  111 lm

3×1W

217.027 28°

3.5WLED ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k,  402 lm

4000k,  474 lm

Green - 520nm,  384 lm

3000k,  447 lm

Red - 620nm,  207 lm

5000k,  480 lm

Blue - 465nm,  111 lm

3×1W

217.028 54°

3.5WLED ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k,  402 lm

4000k,  474 lm

Green - 520nm,  384 lm

3000k,  447 lm

Red - 620nm,  207 lm

5000k,  480 lm

Blue - 465nm,  111 lm

217.026 217.027 217.028

SHD - 217VASpot





Adjustable/recessed underwater light; White, colour and RGB colour available; 
Underwater 10m depth; Ambient temperature: 40℃ ~+50℃ ; Service life ≥35000 hours; 
IP68, IK06; Electrical protection          (SELV).

01 02 03

01:705 Election Conncetion Box     02: AG - 2211     03: AG - 2210

Accessories
Optional:

VASpot SHD - 216

Bezel cover - 316 corrosion resistant stainless steel; Cover glass - 10mm 
tempered glass; Main housing - 316 corrosion resistant stainless steel; 
Mounting bracket - 316 corrosion resistant stainless steel; Gaskets - 
water vapour resistant silicone; Fixings - stainless steel screws.

Stainless Steel

Remote, 12V DC constant voltage electronic driver, with thermal and 
overload protection. Comply with IEC61000 - 4 - 5 (GB17626.5) outdoor 
fixtures protection requirement.

ON/OFF version: cable length 13m, 2x1mm² Ø6 - 8mm power cable
0/1 - 10V, PWM version: cable length 13m, 2x1.5mm² Ø7.5 - 9.5mm power 
cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX version: cable length 13m, 2x1.5mm² Ø7.5 - 9.5mm power cable + 
4x0.3mm² Ø7.5 - 9.5mm signal cable

Surface mounted or recessed.
Custom cable lengths.

Materials: 

Finishing:

Gear:

Installation:

Options: 
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216.027 216.028 216.029 216.030

SHD - 216VISpot

216.027 10°

3×2.1W 7.5W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k,  819 lm

2700k,  819 lm

4000k,  882 lm

4000k,  882 lm

Green - 520nm,  768 lm

Green - 520nm,  768 lm

3000k,  861 lm

3000k,  861 lm

Red - 620nm,  414 lm

Red - 620nm,  414 lm

5000k,  888 lm

5000k,  888 lm

Blue - 465nm,  222 lm

Blue - 465nm,  222 lm

2700k,  819 lm

4000k,  882 lm

Green - 520nm,  768 lm

3000k,  861 lm

Red - 620nm,  414 lm

5000k,  888 lm

Blue - 465nm,  222 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

2.6 kg

216.028 18°

3×2.1W

3×2.1W

7.5W

7.5W

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

2.6 kg

216.029 28°

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

2.6 kg

3×2.1W

216.030 10°×44°

7.5WLED

2.6 kg

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k,  819 lm

4000k,  882 lm

3000k,  861 lm

5000k,  888 lm
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7.5W

7.5W

7.5W

3×2.1W

3×2.1W

3×2.1W

216.036

216.037

216.038

18°

28°

10°×44°

LED

LED

LED

2.6 kg

2.6 kg

2.6 kg

ON/OFF

ON/OFF

ON/OFF

0 - 10V

0 - 10V

0 - 10V

PWM

PWM

PWM

1 - 10V

1 - 10V

1 - 10V

DMX

DMX

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3×2.1W

216.035 10°

7.5WLED

2.6 kg

ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2700k,  819 lm

4000k,  882 lm

Green - 520nm,  768 lm

3000k,  861 lm

Red - 620nm,  414 lm

5000k,  888 lm

Blue - 465nm,  222 lm

2700k,  819 lm

2700k,  819 lm

2700k,  819 lm

4000k,  882 lm

4000k,  882 lm

4000k,  882 lm

Green - 520nm,  768 lm

Green - 520nm,  768 lm

Green - 520nm,  768 lm

3000k,  861 lm

3000k,  861 lm

3000k,  861 lm

Red - 620nm,  414 lm

Red - 620nm,  414 lm

Red - 620nm,  414 lm

5000k,  888 lm

5000k,  888 lm

5000k,  888 lm

Blue - 465nm,  222 lm

Blue - 465nm,  222 lm

Blue - 465nm,  222 lm

SHD - 216VASpot





Underwater recessed uplight; on/off, Dimming version available; Withstand 10 metre 
depth. Ambient temperature: 40℃~+50℃; Service life ≥35000 hours; IP68, IK06; Electrical 
protection:        . 

Main housing - 316L stainless steel; Cover bezel - 316L stainless steel/
bronze; Embedded frame - 316L stainless steel; Cover Glass - 6mm 
tempered glass, tranmittance 93%; Optical lens - PMMA; Light control 
accessory - louver/filter; Gasket - water vapour resistant silicone; Fixings 
- stainless steel Allen headed screws.

Polished Stainless Steel

Integrated electronic driver, with thermal and overload protection. Fulfil 
IEC 
61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement

On/off Version: Come with 13 metre 2x1.5mm² Ø6 - 8mm power cable.
0/1 - 10V, PWM Version: Come with 13 meter 2x1.5mm² Ø7.5 - 9.5mm 
power cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX Version: 13 meter 2x1.5mm² Ø7.5 - 9.5mm power cable + 4x0.3mm² 
Ø7.5 9.5mm signal cable
Please refer to installation guide.

Red copper bezel cover.
316L Stainless Steel Cover.

Materials: 

Finishing: 

Gear: 

Installation:

Options:

01 02 03

01: 705Electrical Conncetion Box    02: AG - 2211     03: AG - 2210

Accessories
Optional:

VASpot 232
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232.001 232.011232.002 232.012232.003 232.013232.004 232.014232.005 232.015

232VASpot

232.001 10°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3kg

232.002 16°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.001 10°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.002 16°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

0.3kg

0.3kg

100

100

13
0

55

8989

15
4

30°

90°
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232.003 30°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3kg

232.004 50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.003 30°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.004 50°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg
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232.005 16°×50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.005

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg16°×50°

232.011 10°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3kg

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.011 10°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

1750 cd
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232.012 16°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.012 16°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

0.3kg

232.013 30°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.013 30°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

0.3kg
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232.014 50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.014 50°

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

0.3kg

232.015 16°×50°

4×1.5W 7W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

232.015

4×1.5W 7W DMX DC 12V R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

3000k, 178 lm

5000k, 190 lm

4000k, 178 lm

6500k, 190 lm

RGBW

0.3kg

0.3kg

16°×50°

1750 cd



Underwater recessed uplight; on/off, Dimming version available; Withstand 10 metre 
depth. Ambient temperature: 40℃ ~+50℃ ; Service life ≥35000 hours; IP68, IK06; 
Electrical protection:        .

01 02 03

01: 705 Electrical Conncetion Box     02: AG - 2211     03: AG - 2210

Accessories
Optional:

VASpot 233

Main housing - 316L stainless steel; Cover bezel - 316L stainless steel/
bronze; Embedded frame - 316L stainless steel; Cover Glass - 6mm 
tempered glass, transmittance 93%; Optical lens - PMMA; Light control 
accessory - louver/filter; Gasket - water vapour resistant silicone; Fixings 
- stainless steel Allen headed screws.

Polished Stainless Steel

Integrated electronic driver, with thermal and overload protection. Fulfil 
IEC 61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement

On/off Version: Come with 13 metre 2x1.5mm² Ø6 - 8mm power cable.
0/1 - 10V, PWM Version: Come with 13 meter 2x1.5mm² Ø7.5 - 9.5mm 
power cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX Version: 13 meter 2x1.5mm² Ø7.5 - 9.5mm power cable + 4x0.3mm² 
Ø7.5 - 9.5mm signal cable
Please refer to installation guide.

Red copper bezel cover.
316L Stainless Steel Cover.

Gear Accessories

Materials: 

Finishing: 

Gear:

Installation:
 

Options: 

Accessories: 
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233.001 233.011233.002 233.012233.003 233.013233.004 233.014233.005 233.015233.006 233.016

233VISpot

1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

233.001 10°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

233.002 13°

DMX DC 12V Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED 12×1.5W 22W

233.003 16°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

12×1.5W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

233.002 13°

22W DMX DC 12VRGBW R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm
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233.004 30°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

12×1.5W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

233.004 30°

22W DMX DC 12VRGBW R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

233.005 50°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

12×1.5W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

233.005 50°

22W DMX DC 12VRGBW R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm
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233.006 16°×50°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

12×1.5W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

233.006

22W DMX DC 12VRGBW R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

16°×50°

233.013 16°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

233.014 30°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

12×1.5W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

233.014 30°

22W DMX DC 12VRGBW R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

5650 cd
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233.015 50°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

12×1.5W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

233.015 50°

22W DMX DC 12VRGBW R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 457 lm

2700k, 534 lm

4000k, 571 lm

3000k, 534 lm

6500k, 571 lm

233.016 16°×50°

12×1.5W 22W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V 1800k, 1828 lm

2700k, 2137 lm

4000k, 2285 lm

3000k, 2137 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

5650 cd





Adjustable/recessed underwater light; White, colour and RGB colour available; 
Underwater 10m depth; Ambient temperature: 40℃~+50℃; Service life ≥35000 hours; IP68, 
IK06; Electrical protection         (SELV).

01 02 03

01: 705 Electrical Connection Box     02: AG - 2211     03: AG - 2210

Accessorie
Optional:

VASpot SHD - 220

Bezel cover - 316 corrosion resistant stainless steel; Cover glass - 10mm 
tempered glass; Main housing - 316 corrosion resistant stainless steel; 
Mounting bracket - 316 corrosion resistant stainless steel; Gaskets - 
water vapour resistant silicone; Fixings - stainless steel screws.

Stainless Steel

Remote, 12V DC constant voltage electronic driver, with thermal and 
overload protection. Comply with IEC61000 - 4 - 5 (GB17626.5) outdoor 
fixtures protection requirement.

ON/OFF version: cable length 13m, 2x1mm² Ø6 - 8mm power cable
0/1 - 10V, PWM version: cable length 13m, 2x1.5mm² Ø7.5 - 9.5mm power 
cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX version: cable length 13m, 2x1.5mm² Ø7.5 - 9.5mm power cable + 
4x0.3mm² Ø7.5 - 9.5mm signal cable

Surface mounted or recessed.
Custom cable lengths.
 

Materials: 

Finishing:

Gear: 

Installation:  

Options: 



350

220.001 220.002 220.003 220.004

SHD - 220VASpot

220.001

220.001

10°

10°

24×1W

24×1W

28W

28W

ON/OFF

0 - 10V

PWM

0 - 10V

DMX

DMX DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k,  3216 lm

3000k,  3576 lm

5000k,  3840 lm

4000k,  3792 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW R - 620 - 630nm,  1656 lm

G - 520 - 535nm,  3072 lm

B - 465 - 485nm,  888 lm

W: 3000k,  894 lm

4000k,  948 lm

6500k,  1002 lm

220.002

220.002 18°

18°

24×1W

24×1W

28W

28W

ON/OFF

0 - 10V

PWM

0 - 10V

DMX

DMX DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k,  3216 lm

3000k,  3576 lm

5000k,  3840 lm

4000k,  3792 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW R - 620 - 630nm,  1656 lm

G - 520 - 535nm,  3072 lm

B - 465 - 485nm,  888 lm

W: 3000k,  894 lm

4000k,  948 lm

6500k,  1002 lm
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220.003

220.003

28°

28°

24×1W

24×1W

28W

28W

ON/OFF

0 - 10V

PWM

0 - 10V

DMX

DMX DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k,  3216 lm

3000k,  3576 lm

5000k,  3840 lm

4000k,  3792 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW R - 620 - 630nm,  1656 lm

G - 520 - 535nm,  3072 lm

B - 465 - 485nm,  888 lm

W: 3000k,  894 lm

4000k,  948 lm

6500k,  1002 lm

220.004

220.004

12°×40°

24×1W

24×1W

28W

28W

ON/OFF

0 - 10V

PWM

0 - 10V

DMX

DMX DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

2700k,  3216 lm

3000k,  3576 lm

5000k,  3840 lm

4000k,  3792 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW R - 620 - 630nm,  1656 lm

G - 520 - 535nm,  3072 lm

B - 465 - 485nm,  888 lm

W: 3000k,  894 lm

4000k,  948 lm

6500k,  1002 lm

12°×40°





Underwater recessed uplight; on/off, Dimming version available; Withstand 10 metre 
depth. Ambient temperature: 40℃ ~+50℃ ; Service life ≥35000 hours; IP68, IK06; 
Electrical protection:        . 

01 02 03

01: 705 Eletrcial Connection Box    02: AG - 2211     03: AG - 2210

Accessories
Optional:

VASpot 234

Main housing - 316L stainless steel; Cover bezel - 316L stainless steel/
bronze; Embedded frame - 316L stainless steel; Cover Glass - 6mm 
tempered glass, transmittance 93%; Optical lens - PMMA; Light control 
accessory - louver/filter; Gasket - water vapour resistant silicone; Fixings 
- stainless steel Allen headed screws.

Polished Stainless Steel

Integrated electronic driver, with thermal and overload protection. Fulfil 
IEC 61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement

On/off Version: Come with 13 metre 2x1.5mm² Ø6 - 8mm power cable.
0/1 - 10V, PWM Version: Come with 13 meter 2x1.5mm² Ø7.5 - 9.5mm 
power cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX Version: 13 meter 2x1.5mm² Ø7.5 - 9.5mm power cable + 4x0.3mm² 
Ø7.5 - 9.5mm signal cable
Please refer to installation guide.

Red copper bezel cover.
316L Stainless Steel Cover.

Gear Accessories

Materials: 

Finishing: 

Gear: 

Installation: 

Options:

Accessories:
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234VASpot

234.001 10°

32×1W

32×1W

36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

1800k, 3611 lm

2700k, 4222 lm

2700k, 4222 lm

4000k, 4514 lm

4000k, 4514 lm

3000k, 4222 lm

3000k, 4222 lm

6500k, 4514 lm

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

6500k, 4514 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

234.002 13°

DMX Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED 36W

234.003 16°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

32×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

234.002 13°

38W DMXRGBW R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

234.001 234.011234.002 234.012234.003 234.013234.004 234.014234.005 234.015234.006 234.016
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32×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

234.004 30°

38W DMX DC 24VRGBW R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k,  903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

32×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

234.005 50°

38W DMXRGBW R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k,  903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

DC 24V

234.005 50°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

234.004 30°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm



32×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

234.006

38W DMXRGBW R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k,  903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

DC 24V

234.006 16°×50°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

16°×50°

16°×50°

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

234.013 16°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

32×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

234.014 30°

38W DMX DC 24VRGBW R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

234.014 30°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

9150 cd
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32×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

234.015 50°

38W DMXRGBW R - 620 - 630nm, 223 lm

G - 520 - 535nm, 1398 lm

B - 465 - 485nm, 148 lm

W: 1800k, 903 lm

2700k, 1056 lm

4000k, 1128 lm

3000k, 1056 lm

6500k, 1128 lm

DC 24V

234.015 50°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

234.016 16°×50°

32×1W 36W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 3611 lm

2700k, 4222 lm

4000k, 4514 lm

3000k, 4222 lm

6500k, 4514 lm

16°×50°

9150 cd





Underwater recessed uplight; on/off, Dimming version available; Withstand 10 metre 
depth. Ambient temperature: 40 ℃ ~+50 ℃ ; Service life ≥35000 hours; IP68, IK06; 
Electrical protection:        . 

01 02 03

VASpot 235

Main housing - 316L stainless steel; Cover bezel - 316L stainless steel/
bronze; Embedded frame - 316L stainless steel; Cover Glass - 6mm 
tempered glass, transmittance 93%; Optical lens - PMMA; Light control 
accessory - louver/filter; Gasket - water vapour resistant silicone; Fixings 
- stainless steel Allen headed screws.

Polished Stainless Steel
       
Integrated electronic driver, with thermal and overload protection. Fulfil 
IEC 61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement

On/off Version: Come with 13 metre 2x1.5mm² Ø6 - 8mm power cable.
0/1 - 10V, PWM Version: Come with 13 meter 2x1.5mm² Ø7.5 - 9.5mm 
power cable + 2x0.5mm² Ø7.5 - 9.5mm signal cable
DMX Version: 13 meter 2x1.5mm² Ø7.5 - 9.5mm power cable + 4x0.3mm² 
Ø7.5 - 9.5mm signal cable
Please refer to installation guide.

Red copper bezel cover.
316L Stainless Steel Cover.

Gear Accessories

Materials: 

Finishing:

Gear: 

Installation: 

Options: 

Accessories: 

01: 705 Electrical Conncetion Box     02: AG - 2211     03: AG - 2210

Accessories
Optional:
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235VASpot

DC 24V

235.001 10°

48×1W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

235.003 16°

48×1W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

48×1W DC 24V 1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

235.002 13°

DMX Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED 60W

48×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

235.002 13°

60W DMXRGBW R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1584 lm

4000k, 1693 lm

3000k, 1584 lm

6500k, 1693 lm

235.001 235.011235.002 235.012235.003 235.013235.004 235.014235.005 235.015235.006 235.016

57200 cd

39600 cd
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235.004 30°

48×1W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

235.005 50°

48×1W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

DC 24V48×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

235.004 30°

60W DMXRGBW R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1584 lm

4000k, 1693 lm

3000k, 1584 lm

6500k, 1693 lm

DC 24V48×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

235.005 50°

60W DMXRGBW R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1584 lm

4000k, 1693 lm

3000k, 1584 lm

6500k, 1693 lm



ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

48×1W 1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

235.006

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED 60W

48×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

235.006

60W DMXRGBW R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1584 lm

4000k, 1693 lm

3000k, 1584 lm

6500k, 1693 lm

16°×50°

16°×50°
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235.013 16°

48×1W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

235.014 30°

48×1W 60W ON/OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

DC 24V48×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

235.014 30°

60W DMXRGBW R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1584 lm

4000k, 1693 lm

3000k, 1584 lm

6500k, 1693 lm

17450 cd
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235.015 50°

48×1W 60W ON/OFF

ON/OFF

0 - 10V

0 - 10V

PWM

PWM

1 - 10V

1 - 10V

DMX

DMX

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

DC 24V

48×1W 1800k, 5416 lm

2700k, 6334 lm

4000k, 6770 lm

3000k, 6334 lm

6500k, 6770 lm

235.016

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED 60W

48×1W

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

235.015 50°

60W DMXRGBW R - 620 - 630nm, 335 lm

G - 520 - 535nm, 2122 lm

B - 465 - 485nm, 223 lm

W: 1800k, 1354 lm

2700k, 1584 lm

4000k, 1693 lm

3000k, 1584 lm

6500k, 1693 lm

16°×50°

17450 cd





Pixel

Products of Pixel series are high efficiency LED lamp controlled by four 

channels RGBW with pure white color and maximum color palette.It not 

only adopts unique wattage adjustment technology to realize higher 

brightness primary color and smooth color changing but also equipped 

with reliable circuit and material to withstand UV and high temperature 

from sun. 





LED

LED

LED

368

P371

P373

P377

Pixel

Pixel  -  i200

Pixel  -  i210

Pixel  -  i240



Pixel distance which is adjustable can be adjusted based on the 
building requirements and sizes,  and beam angles of light output 
are selected according to the requirements of the projects,  from 
back lighting of secondary structure to spotting lighting in kilome-
ters. 

Optical Advantage

369

Y

Standardization Product Series is available,  and it can also be customized according to the 
actual demands of the projects. 

The product can combine with façade with steel structureand curtain wall,  as well as inte-
grated with extruded parts of curtain glass. 

Pixel Product design



Control System

370

Dynamic letters or images can be indicated

The image series is used in combination with contro system,  and  ts platform integrates visual software
control technology and strong building lighting lamps. Such combination produces media façade suitable for low reso-
lution,  create unique vi sual ef fect and compact with visual formats. 



01 02

Housing - die - cast aluminum alloy. Lens - PMMA,  transmittance 92%. 
Mounting bracket - aluminum alloy. 

External parts and brackets - Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years. 

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement. 

On / off Version:  Come with 0.5 meter 2x1mm² Ø6 - 8mm power cable;
DMX Dim / RGBW Version:  Come with 0.5 meter Ø6 - 8mm 2x1mm² 
power cable and 4x0.5mm² signal cable with connectors. Please refer to 
installation guide. 

Materials: 

Finishing: 

Gear: 

Installation: 

Pixel series fixture,  suitable for any building facade. On / off,  0 - 10V,  DMX available. 
Ambient temperature tested:   - 40°C ～ +50°C. Service life:  ≥35000 hours. Ingress 
protection rating:  IP66; IK06,  Electrical protection:         (SELV). 

Pixel i200

01: 705 Electrical Connection box     02: Square Connector
Standard 
Accessory: 

Standard
Color

Available
Color
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i200.010

i200Pixel

i200.010 160°

16×0.26W 5W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DMX+RDM

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V

DC 24V 2700k,  608 lm

3000k,  608 lm

5700k,  666 lm

4000k,  666 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.43 kg

i200.010

1×4.2W 5W DMX

DMX+RDM

DC 24V

DC 24V

RGBW

0.43 kg

R - 620 - 630nm,  27.4 lm

G - 520 - 535nm,  78.7 lm

B - 450 - 465nm,  13.6 lm

W:   86 lm



01 02

Standard
Color

Available
Color

Pixel series fixture,  suitable for any building facade. On / off,  0 - 10V,  DMX available. 
Ambient temperature tested:   - 40°C ~ +50°C. Service life:  ≥35000 hours. Ingress 
protection rating:  IP66; IK06,  Electrical protection:         (SELV). 

Pixel i210

Housing - die - cast aluminum alloy. Lens - PMMA,  transmittance 92%. 
Mounting bracket - aluminum alloy. 

External parts and brackets - Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years. 

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement. 

32 pixel in a string,  the distance between pixel is 300mm (can be 
customized) 
ON / OFF version:  come with 0.3 meter Ø6 - 8mm 2x1mm² power cable;
DMX,  RGB version:  come with 0.3 meter Ø6 - 8mm 2x1mm² power cable 
and 4x0.5mm² signal cable. Please refer to installation guide. 

Custom housing color. 
Custom cable length. 

Materials: 

Finishing: 

Gear: 

Installation: 

Options: 

01:  705 Electrical Connection Box     02:  Square Connector
Standard 
Accessory: 
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i210.001

i210Pixel

i210.001 120°

6×0.18W 1.5W DMX DC 24V 2700k,  151 lm

3000k,  151 lm

5700k,  165 lm

4000k,  165 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

0.15 kg

i210.001

9×0.2W 3W DMX DC 24V

0.15 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm

LED

RGB



i210.004 i210.005i210.003

i210Pixel
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i210.003 60°

6×0.18W 1.5W DC 24V 2700k,  151 lm

3000k,  151 lm

5700k,  165 lm

4000k,  165 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX LED

0.135 kg

i210.004 120°

6×0.18W 1.5W DC 24V 2700k,  151 lm

3000k,  151 lm

5700k,  165 lm

4000k,  165 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

DMX LED

0.135 kg

i210.005 20°×70°

6×0.18W 1.5W DMX DC 24V 2700k,  151 lm

3000k,  151 lm

5700k,  165 lm

4000k,  165 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.135 kg





02

01

Pixel series fixture,  suitable for any building facade. On / off,  DMX available. Ambient 
temperature tested:   - 40°C ~ +50°C. Service life:  ≥35000 hours. Ingress protection 
rating:  IP66; IK06,  Electrical protection:        (SELV). 

Housing - die - cast aluminum alloy. Lens - PMMA,  transmittance 92%. 
Mounting bracket - aluminum alloy. 

External parts and brackets - Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years. 

Integrated electronic driver with thermal and overload protection. 

ON / OFF version:  come with 0.3 meter Ø6 - 8mm 2x1mm² power cable;
DMX,  RGB version:  come with 0.3 meter Ø6 - 8mm 2x1mm² power cable 
and 4x0.5mm² signal cable. Both end with IP67 connector,  end to end 
connection. 
Please refer to installation guide. 

Custom housing color. 
Custom cable length. 

Pixel i240

Materials: 

Finishing: 

Gear: 

Installation: 

Options: 

01: 705 Connection box   
Accessory
Optional: 

02: Square Connector
Standard 
Accessory: 

Standard
Color
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i240.001

i240Pixel

i240.001 120°

3×0.2W 2W DMX DC 24V 2700k,  75 lm

3000k,  75 lm

5700k,  83 lm

4000k,  83 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.25 kg

i240.001

3×0.2W 2W DMX DC 24VRGB

0.25 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm



VASlide

VASlide series linear fixture are one of the most representative products 

of VAS. VASlide Linear floodlight series inherited traditional features 

including high intensity, rich distribution of light, good color mixing, 

perfect wall washer and anti - glare features.

Take advantage of LED light source and module technology, VASlide is 

further improved the ability of light intensity and better effect of color 

mixing. 

VASlide decorative linear luminaire series have adopted optical acrylic, 

made by one - time extrusion process through the translucent and 

transparent double material. The perfect light mixing and three - sided 

luminous effect resulting VASlide different from others linear luminaire. 

VASlide series also ensure the intensity of emitting part and excellent 

waterproof effect.





VASlide

VASlide  -  914 LED

VASlide  -  935 LED

VASlide  -  932 LED

VASlide  -  934 LED

VASlide  -  937 LED

VASlide  -  936  LED

VASlide  -  933 LED

VASlide  -  921 LED

VASlide  -  922 LED

VASlide  -  924 LED

VASlide  -  925 LED

VASlide  -  926 LED

VASlide  -  927 LED

VASlide  -  928 LED

P385

P395

P392

P394

P403

P402

P400

P407

P409

P411

P415

P419

P423

P431

382



1

Light - transmission part, compressing the body 
space and obtaining good waterproof effect

383

2
3

The light mixing part achieves 
uniform color mixing effect

4

VASlide Product Design

Asymmetric reflector

Light source

VASlide linear flood light of asymmetric distribution can be multiple applications, includ-
ing functioning as wall wash lighting to illuminate a vertical plane or as indirect lighting to 
light up ceiling.

Wall 
Height

3.0m
8.0m

Distance
To aa

1.0m
2.5m

Average
Lux

586lx
189lx

Uniformity

0.3
0.3

Installation

Mounted Half - recessed Recessed



Optical Advantage
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VAS 926 linear floodlight

VAS 925 linear floodlight

VAS 925 linear colorful floodlight

VAS 925 926 linear floodlight adopt self - developed high 
power LED COB module to reach high emitting ability.

925 apply mixed color lens to gain perfect 
mixed color effect.

Evolution height 20m

Evolution height 20m

Installation

VASlide adopt module in segment, 
which can be replace by segment.

VASlide linearflood lightis of easy adjust-
ment.
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VASlide 914
Miniature LED linear series, On / off, 0 / 1 - 10V, PWM, DMX Dimming, RGB versions 
available. Ambient temperature:   - 40°C ~ +50°C; Service life ≥35000 hours. IP65, IK06, 
Electrical protection:       .

Available
Color

Standard
Color

Housing - 6061 extruded aluminum alloy. End cap - stainless steel. Optical 
lens - PMMA, with 92% transmittance. Light emitting area - sealed resin. 
Mounting bracket - stainless steel. Fixing - stainless steel Allen headed 
screws. 

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power cable; 
DMX Dim / RGB version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 4x0.5mm² signal cable with connectors.
Please refer to installation guide.

Custom housing color.
Custom cable length.

Please refer to page 495.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Accessories:

01:  705 Electrical Connection Box     02:  AG - 2220     

03:  AG - 2222           04:  AG - 1111

05:  Square Connector

Accessories 
Optional: 

Standard 
Accessory: 



386

914.006 914.008 914.010

914VASlide

914.006 100°

24×0.18W 6W ON / OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V 2700k, 602 lm

3000k, 602 lm

3000k, 660 lm

3000k, 660 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3 kg

DMX（1 / 2 / 4 / 8CH）

914.006 100°

24×0.18W 6W DMX DC 24VRGB

0.3 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm

DMX（1 / 2 / 4 / 8CH）

914.008 42°

24×0.18W 6W ON / OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V 2700k, 602 lm

3000k, 602 lm

3000k, 660 lm

3000k, 660 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3 kg

DMX（1 / 2 / 4 / 8CH）

914.008 42°

24×0.18W 6W DMX DC 24VRGB

0.3 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm

DMX（1 / 2 / 4 / 8CH）
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914.010 24°×62°

24×0.18W 6W ON / OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V 2700k, 602 lm

3000k, 602 lm

3000k, 660 lm

3000k, 660 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.3 kg

DMX（1 / 2 / 4 / 8CH）

914.010

24×0.18W 6W DMX DC 24VRGB

0.3 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm

24°×62°

DMX（1 / 2 / 4 / 8CH）
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914.007 914.009 914.011

914VASlide

914.007 100°

48×0.18W 11W ON / OFF

0 - 10V

PWM

DMX

DMX（1 / 2 / 4 / 8 / 16CH）

DC 24V

DC 24V

DC 24V

DC 24V 2700k, 1204 lm

3000k, 1204 lm

3000k, 1320 lm

3000k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.62 kg

914.007 100°

48×0.18W 11W

DMX（1 / 2 / 4 / 8 / 16CH）

DMX DC 24VRGB

0.62 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm

DMX（1 / 2 / 4 / 8 / 16CH）

914.009 42°

48×0.18W 11W ON / OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V 2700k, 1204 lm

3000k, 1204 lm

3000k, 1320 lm

3000k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.62 kg

DMX（1 / 2 / 4 / 8 / 16CH）

914.009 42°

48×0.18W 11W DMX DC 24VRGB

0.62 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm
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914.011 24°×62°

48×0.18W 11W ON / OFF

0 - 10V

PWM

DMX

DC 24V

DC 24V

DC 24V

DC 24V Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.62 kg

2700k, 1204 lm

3000k, 1204 lm

3000k, 1320 lm

3000k, 1320 lm

DMX（1 / 2 / 4 / 8 / 16CH）

914.011

48×0.18W 11W DMX DC 24VRGB

0.62 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 474nm

24°×62°

DMX（1 / 2 / 4 / 8 / 16CH）
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VASlide 932 934 935

06:  Square Connector
Standard 
Accessory: 

01:  AG - 2222      02:  AG - 2220     03:  AG - 1133.001

04:  AG - 1113.001           05:  705 Electrical Connection Box

Accessories 
Optional: 

Housing - 6063 extruded aluminum alloy. End cap - die - cast aluminum. 
Optical lens - PMMA, with 92% transmittance. Glass - 3mm tempered 
glass. Mounting bracket - stainless steel. 

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection require-
ment.

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power cable;
DMX Dim / RGB version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 4x0.5mm² signal cable with connectors.
Please refer to installation guide.

Custom housing color.
Custom cable length.

Surface mounted LED linear series, Tilt 2x15°, On / off, 0 / 1 - 10V, PWM, RGBW versions 
available. Ambient temperature:   - 40°C ~ +50°C; Service life ≥35000 hours. IP65, IK06, 
Electrical protection:        .

Available
Color

Standard
Color

Materials:  

Finishing: 

Gear: 

Installation：

Options：
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932.011 932.012

932VASlide

5000k

932.011

932.011

50°

50°

12×0.75W

12×1.2W

10W

16W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 786 lm

2700k, 1111 lm

4000k, 1237 lm

3000k, 1111 lm

5700k, 1320 lm

6500k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

1 kg

1 kg

R - 620 - 630nm

G - 522 - 535nm

B - 463 - 485nm

W:  3000k

4000k

5000k

932.012

932.012

16°×50°

16°×50°

12×0.75W

12×1.2W

10W

16W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 786 lm

2700k, 1111 lm

4000k, 1237 lm

3000k, 1111 lm

5700k, 1320 lm

6500k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

1 kg

1 kg

R - 620 - 630nm

G - 522 - 535nm

B - 463 - 485nm

W:  3000k

4000k
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932.013 932.014

932VASlide

932.013

932.013

50°

50°

24×0.75W

24×1.2W

20W

32W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1572 lm

2700k, 2222 lm

4000k, 2474 lm

3000k, 2222 lm

5700k, 2640 lm

6500k, 2640 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

1.8 kg

1.8 kg

R - 620 - 630nm

G - 522 - 535nm

B - 463 - 485nm

W:  3000k

4000k

5000k

932.014

932.014

16°×50°

16°×50°

24×0.75W

24×1.2W

20W

32W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1572 lm

2700k, 2222 lm

4000k, 2474 lm

3000k, 2222 lm

5700k, 2640 lm

6500k, 2640 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

1.8 kg

1.8 kg

R - 620 - 630nm

G - 522 - 535nm

B - 463 - 485nm

W:  3000k

4000k

5000k
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934.011 934.012

934VASlide

934.011

934.011

16°×50°

9×0.75W

9×1.2W

7W

12W

ON / OFF

0 - 10V

PWM

DMX

DMX DC 24V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 589 lm

2700k, 833 lm

4000k, 927 lm

5700k, 990 lm

6500k, 990 lm

3000k, 833 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

1 kg

1 kg

R - 620 - 630nm

G - 522 - 535nm

B - 463 - 485nm

16°×50°

W:  3000k

4000k

5000k

934.012

934.012

16°×50°

16°×50°

18×0.75W

18×1.2W

14W

24W DMX DC 24 - 36V

ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1178 lm

2700k, 1666 lm

4000k, 1854 lm

3000k, 1666 lm

5700k, 1980 lm

6500k, 1980 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGBW

1.8 kg

1.8 kg

R - 620 - 630nm

G - 522 - 535nm

B - 463 - 485nm

W:  3000k

4000k

5000k

Ra≥80
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935.012 935.017935.011 935.016935.013 935.018935.014 935.019935.015 935.020

935VASlide

935.011 10°

18×0.7W 14W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1140 lm

2700k, 1612 lm

3000k, 1612 lm

4000k, 1800 lm

5700k, 1908 lm

6500k, 1908 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1 kg

935.012 16°

18×0.7W 14W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1140 lm

2700k, 1612 lm

3000k, 1612 lm

4000k, 1800 lm

5700k, 1908 lm

6500k, 1908 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1 kg

935.013 30°

18×0.7W 14W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1140 lm

2700k, 1612 lm

3000k, 1612 lm

4000k, 1800 lm

5700k, 1908 lm

6500k, 1908 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1 kg

935.014 50°

18×0.7W 14W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1140 lm

2700k, 1612 lm

3000k, 1612 lm

4000k, 1800 lm

5700k, 1908 lm

6500k, 1908 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1 kg
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934.015 16°×50°

18×0.75W 14W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 1178 lm

2700k, 1666 lm

4000k, 1854 lm

3000k, 1666 lm

5700k, 1980 lm

6500k, 1980 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.8 kg

Ra≥80

935.016 10°

36×0.7W 27W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 2280 lm

2700k, 3224 lm

4000k, 3600 lm

3000k, 3224 lm

5700k, 3816 lm

6500k, 3816 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.8 kg

Ra≥80

935.017 16°

36×0.7W 27W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 2280 lm

2700k, 3224 lm

4000k, 3600 lm

3000k, 3224 lm

5700k, 3816 lm

6500k, 3816 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.8 kg

Ra≥80

935.018 30°

36×0.7W 27W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 2280 lm

2700k, 3224 lm

4000k, 3600 lm

3000k, 3224 lm

5700k, 3816 lm

6500k, 3816 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.8 kg

Ra≥80

935.019 50°

36×0.7W 27W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 2280 lm

2700k, 3224 lm

4000k, 3600 lm

3000k, 3224 lm

5700k, 3816 lm

6500k, 3816 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.8 kg

Ra≥80

935.020 16°×50°

36×0.7W 27W ON / OFF

0 - 10V

PWM

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

2000k, 2280 lm

2700k, 3224 lm

4000k, 3600 lm

3000k, 3224 lm

5700k, 3816 lm

6500k, 3816 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

1.8 kg

Ra≥80
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 VASlide 933 936 937

Surface mounted LED linear series, Tilt 2x15°, On / off, 0 / 1 - 10V, PWM, RGB versions 
available. Ambient temperature:   - 40°C ~ +50°C; Service life ≥35000 hours. IP65, IK06, 
Electrical protection:        .

01:  AG - 2220     02:  AG - 2222     

03:  AG - 1134     04: 705 Electrical Connection Box

Available
Color

Standard
Color

Housing – 6063 extruded aluminum alloy. End cap – die—cast aluminum. 
Optical lens – PMMA, with 92% transmittance. Glass -  3mm tempered 
glass. Mounting bracket – stainless steel. 

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement.

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power cable;
DMX Dim / RGB version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 4x0.5mm² signal cable with connectors.
Please refer to installation guide.

Custom housing color.
Custom cable length.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

05:  Square Connector

Accessories 
Optional: 

Standard 
Accessory: 
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933.011 933.012

933VASlide

933.011

933.011

50°

50°

1.5 kg

1.5 kg

933.012

933.012

16°×50° 1.5 kg

1.5 kg

12×1.5W

12×1.5W

20W

20W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2748 lm

5000k, 2832 lm

4000k, 2820 lm

6500k, 2904 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB R - 620 - 630nm, 393 lm

G - 522 - 535nm, 728 lm

B - 463 - 485nm, 208 lm

12×1.5W

12×1.5W

20W

20W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2748 lm

5000k, 2832 lm

4000k, 2820 lm

6500k, 2904 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB R - 620 - 630nm, 393 lm

G - 522 - 535nm, 728 lm

B - 463 - 485nm, 208 lm

16°×50°
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933.026 933.027

933VASlide

933.013

933.013

50°

50°

24×1.5W

24×1.5W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5496 lm

5000k, 5664 lm

4000k, 5640 lm

6500k, 5808 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 787 lm

G - 522 - 535nm, 145 lm

B - 463 - 485nm, 416 lm

933.014

933.014

16°×50°

24×1.5W

24×1.5W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

8DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5496 lm

5000k, 5664 lm

4000k, 5640 lm

6500k, 5808 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 787 lm

G - 522 - 535nm, 145 lm

B - 463 - 485nm, 416 lm

16°×50°
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936.011 936.012

936VASlide

936.011

936.011

16°×50°

9×1.5W

9×1.5W

15W

15W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2061 lm

5000k, 2124 lm

4000k, 2115 lm

6500k, 2178 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

1.5 kg

1.5 kg

R - 620 - 630nm, 295 lm

G - 522 - 535nm, 546 lm

B - 463 - 485nm, 156 lm

16°×50°

936.012

936.012

16°×50°

18×1.5W

18×1.5W

30W

30W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 4122 lm

5000k, 4248 lm

4000k, 4230 lm

6500k, 4356 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 590 lm

G - 522 - 535nm, 1092 lm

B - 463 - 485nm, 312 lm

16°×50°



401

937.012937.011 937.013 937.014 937.015

937VASlide

937.011

937.011

10°

10°

18×1W

18×1W

20W

20W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2682 lm

5000k, 2880 lm

4000k, 2844 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

1.5 kg

1.5 kg

R - 620 - 630nm, 414 lm

G - 522 - 535nm, 768 lm

B - 465 - 490nm, 222 lm

937.012

937.012

16°

16°

18×1W

18×1W

20W

20W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2682 lm

5000k, 2880 lm

4000k, 2844 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

1.5 kg

1.5 kg

R - 620 - 630nm, 414 lm

G - 522 - 535nm, 768 lm

B - 465 - 490nm, 222 lm



402

50°

937.013

937.013

30°

30°

18×1W

18×1W

20W

20W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2682 lm

5000k, 2880 lm

4000k, 2844 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

1.5 kg

1.5 kg

R - 620 - 630nm, 414 lm

G - 522 - 535nm, 768 lm

B - 463 - 485nm, 222 lm

937.014

937.014

50°

18×1W

18×1W

20W

20W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 2682 lm

5000k, 2880 lm

4000k, 2844 lm

6500k, 3006 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

1.5 kg

1.5 kg

R - 620 - 630nm, 414 lm

G - 522 - 535nm, 768 lm

B - 463 - 485nm, 222 lm

937.015

937.015

16°×50°

16°×50°

36×1W

36×1W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 828 lm

G - 522 - 535nm, 1536lm

B - 463 - 485nm, 444 lm



403

937.017937.016 937.018 937.019 937.020

937VASlide

937.016

937.016

10°

10°

36×1W

36×1W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 828 lm

G - 522 - 535nm, 1536 lm

B - 463 - 485nm, 444 lm

937.017

937.017

16°

16°

36×1W

36×1W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 828 lm

G - 522 - 535nm, 1536 lm

B - 463 - 485nm, 444 lm



404

30°

30°937.018

937.018

36×1W

36×1W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 828 lm

G - 522 - 535nm, 1536 lm

B - 463 - 485nm, 444 lm

50°

50°937.019

937.019

36×1W

36×1W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 828 lm

G - 522 - 535nm, 1536 lm

B - 463 - 485nm, 444 lm

16°×50°

16°×50°937.020

937.020

36×1W

36×1W

40W

40W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

DC 24 - 36V

3000k, 5364 lm

5000k, 5760 lm

4000k, 5688 lm

6500k, 6012 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3 kg

3 kg

R - 620 - 630nm, 828 lm

G - 522 - 535nm, 1536 lm

B - 463 - 485nm, 444 lm



0201

03 04

05

VASlide 921
Miniature LED linear series, On / off, 0 / 1 - 10V, PWM, RGB versions available. Ambient 
temperature:   - 25°C ~ +50°C; Service life ≥20000 hours. IP65, IK06, Electrical protection:       
.

01:  AG - 2220     02:  AG - 2222     

03:  AG - 1128     04: 705 Electrical Connection Box

Available
Color

Standard
Color

Housing – 6063 extruded aluminum alloy. Diffuser – PMMA. Support – 304 
stainless steel. 

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 5 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement.

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power cable;
DMX Dim / RGB version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 
4x0.5mm² signal cable with connectors.

Custom housing color.
Custom cable length.

Please refer to page 495.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Accessories:

05:  Square Connector

Accessories 
Optional: 

Standard 
Accessory: 



406

921.001 921.002

921VASlide

921.001

921.001

120°

120°

48×0.18W

48×0.18W

11W

11W

ON / OFF

PWM

0 - 10V

DMX

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX

DC 24V

DC 24V

2700k, 1204 lm

4000k, 1320 lm

3000k, 1204 lm

5700k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

2 kg

2 kg

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 477nm

DC 24V

DC 24V

DC 24V

R - 614 - 630nm

G - 522 - 538nm

B - 463 - 477nm

921.002

921.002

120°

120°

24×0.18W

24×0.18W

6W

6W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24V

DC 24V

DC 24V

DC 24V

2700k, 602 lm

4000k, 660 lm

3000k, 602 lm

5700k, 414 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

2 kg

2 kg



0201

03 04

05

VASlide 922
Miniature LED linear series, On / off, 0 / 1 - 10V, PWM, RGB versions available. Ambient 
temperature:   - 25°C ~ +50°C; Service life ≥20000 hours. IP65, IK06, Electrical protection:        
.

01:  AG - 2220     02:  AG - 2222     

03:  AG - 1127    04: 705 Electrical Connection Box

Available
Color

Standard
Color

Housing – 6063 extruded aluminum alloy. Diffuser – PMMA. Support – 304 
stainless steel. 

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 5 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection re-
quirement.

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power cable;
DMX Dim / RGB version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 4x0.5mm² signal cable with connectors.
Please refer to installation guide.

Custom housing color.
Custom cable length.

Please refer to page 495.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Accessories:

05:  Square Connector

Accessories 
Optional: 

Standard 
Accessory: 



408

922.001 922.002

922VASlide

922.001

922.001

120°

120°

48×0.18W

48×0.18W

11W

11W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24V

DC 24V

2700k, 1204 lm

4000k, 1320 lm

3000k, 1204 lm

5700k, 1320 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

1.2 kg

1.2 kg

R - 614 - 630nm

R - 614 - 630nm

G - 522 - 538nm

G - 522 - 538nm

B - 463 - 474nm

B - 463 - 474nm

922.002

922.002

120°

120°

24×0.18W

24×0.18W

6W

6W

ON / OFF

PWM

0 - 10V

DMX

DMX

DC 24V

DC 24V

2700k, 602 lm

4000k, 660 lm

3000k, 602 lm

5700k, 414 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

0.61 kg

0.61 kg

DC 24V

DC 24V

DC 24V

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX                       (1 / 2 / 4 / 8 / 16CH)

DMX                       (1 / 2 / 4 / 8 / 16CH)



0201

03

VASlide 924
High power surface mounted linear series with asymmetric light distribution, Tilt 150°. On 
/ off, 0 / 1 - 10V, PWM, RGBW versions available. Ambient temperature:   - 40°C ~ +50°C; 
Service life ≥35000 hours. IP65, IK06, Electrical protection:       .

01:  AG - 2220     02:  AG - 2222     

Accessories 
Optional: 

03:  Square Connector

Standard 
Accessory: 

Available
Color

Standard
Color

Housing - 6063 extruded aluminum alloy; End cap - DC01 die - cast 
aluminum; Glass - 4mm tempered glass; Optical lens - PMMA with 92% 
transmittance; Gasket – water vapor resistant silicone; Screw:  stainless 
steel Allen type screw; Mounting bracket - stainless steel; LED module
 
External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement. Surge protection 6KV

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 3x1mm² power cable;
DMX Dim / RGBW version:  come with 0.7 meter Ø6 - 8mm 2x1mm² 
power cable and 
4x0.5mm² signal cable. Both end with IP67 connector, end to end 
connection. 
Please refer to installation guide.

Custom housing color.
Custom cable length.

Materials:  

Finishing: 

Gear: 

Installation：

Options：



410

924.001

924VASlide

924.001

924.001

109°×66°×67°

109°×66°×67°

109°×66°×67°

18×1.5W

18×1.5W

31W

31W

ON / OFF

PWM

0 - 10V

DMX

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

3000k, 2860 lm

5000k, 3240 lm

4000k, 3042 lm

6500k, 3114 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

3.63 kg

3.63 kg

3.63 kg

R - 620 - 632nm, 318 lm

R - 632nm, 285 lm

G - 519 - 531nm, 714 lm

G - 535nm, 507 lm

B - 449 - 458nm, 300 lm

B - 485nm, 234 lm

W - 3000k, 642 lm

W - 4000k, 684 lm

W - 6500k, 732 lm

924.001

24×1W 28W DMXRGBW



411

924.002

924VASlide

924.002

924.002

109°×66°×67°

109°×66°×67°

109°×66°×67°

27×1.5W

27×1.5W

45W

45W

ON / OFF

PWM

0 - 10V

DMX

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

3000k, 4293 lm

5000k, 4860 lm

4000k, 4563 lm

6500k, 4671 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

5.4 kg

5.4 kg

5.4 kg

R - 620 - 632nm, 342 lm

R - 632nm, 428 lm

G - 519 - 531nm, 837 lm

G - 535nm, 761 lm

B - 449 - 458nm, 351 lm

B - 485nm, 351 lm

W - 3000k, 963 lm

W - 4000k, 1026 lm

W - 6500k, 1098 lm

924.002

36×1W 42W DMXRGBW



412

924.003

924VASlide

924.003

924.003

109°×66°×67°

109°×66°×67°

109°×66°×67°

36×1.5W

36×1.5W

60W

60W

ON / OFF

PWM

0 - 10V

DMX

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

3000k, 5724 lm

5000k, 6480 lm

4000k, 6084 lm

6500k, 6228 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

RGB

7.25 kg

7.25 kg

3.63 kg

R - 620 - 632nm, 456 lm

R - 632nm, 570 lm

G - 519 - 531nm, 1116 lm

G - 535nm, 1014 lm

B - 449 - 458nm, 468 lm

B - 485nm, 468 lm

W - 3000k, 1284 lm

W - 4000k, 1368 lm

W - 6500k, 1464 lm

924.003

48×1W 56W DMXRGBW



0201

03

VASlide 925
High power surface mounted linear series with asymmetric light distribution, Tilt 170°. On 
/ off, 0 / 1 - 10V, PWM, RGBW versions available. Ambient temperature:   - 40°C ~ +50°C; 
Service life ≥35000 hours. IP65, IK06, Electrical protection:        .

01:  AG - 2220     02:  AG - 2222     

Accessories 
Optional: 

Housing - 6063 extruded aluminum alloy; End cap - DC01 die - cast 
aluminum; Glass - 4mm tempered glass; Optical lens - PMMA with 92% 
transmittance; Gasket – water vapor resistant silicone; Screw:  stainless 
steel Allen type screw; Mounting bracket - stainless steel; LED module

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment.  AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection.  Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement. 
Surge protection 6KV

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 3x1mm² power cable;
DMX Dim / RGBW version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 4x0.5mm² signal cable. Both end with IP67 connector, end to 
end connection. 
Please refer to installation guide.

Custom housing color.
Custom cable length.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Available
Color

Standard
Color

03:  Square Connector

Standard 
Accessory: 



414

925.007 925.008925.006

925VASlide

3000k, 4122 lm

4000k, 4230 lm

5000k, 4248 lm

6500k, 4356 lm

LED

925.006 13°

18×1.5W 31W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.42 kg

3000k, 4122 lm

4000k, 4230 lm

5000k, 4248 lm

6500k, 4356 lm

LED

925.007 18°

18×1.5W 31W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.42 kg

3000k, 4122 lm

4000k, 4230 lm

5000k, 4248 lm

6500k, 4356 lm

LED

925.008 32°

18×1.5W 31W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.42 kg



415

925.012 925.013925.011

925VASlide

3000k, 6183 lm

4000k, 6345 lm

5000k, 6372 lm

6500k, 6534 lm

LED

925.011 13°

27×1.5W 45W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.13 kg

3000k, 6183 lm

4000k, 6345 lm

5000k, 6372 lm

6500k, 6534 lm

LED

925.012 18°

27×1.5W 45W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.13 kg

3000k, 6183 lm

4000k, 6345 lm

5000k, 6372 lm

6500k, 6534 lm

LED

925.013 32°

27×1.5W 45W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.13 kg



416

925.017 925.018925.016

925VASlide

3000k, 8244 lm

3000k, 8244 lm

3000k, 8244 lm

4000k, 8460 lm

4000k, 8460 lm

4000k, 8460 lm

5000k, 8496 lm

5000k, 8496 lm

5000k, 8496 lm

6500k, 8712 lm

6500k, 8712 lm

6500k, 8712 lm

LED

LED

LED

925.016 13°

36×1.5W 60W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.84 kg

925.017 18°

36×1.5W 60W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.84 kg

925.018 32°

36×1.5W 60W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.84 kg



0201

03

VASlide 926
High power surface mounted linear series with asymmetric light distribution, Tilt 150°. On 
/ off, 0 / 1 - 10V, PWM, RGBW versions available. Ambient temperature:   - 40°C ~ +50°C; 
Service life ≥35000 hours. IP65, IK06, Electrical protection:       .

Housing - 6063 extruded aluminum alloy; End cap - DC01 die - cast 
aluminum; Glass - 4mm tempered glass; Optical lens - PMMA with 92% 
transmittance; Gasket – water vapor resistant silicone; Screw:  stainless 
steel Allen type screw; Mounting bracket - stainless steel; LED module 

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. Fulfill 
IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection requirement. 
Surge protection 6KV

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 3x1mm² power cable;
DMX Dim / RGBW version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 
4x0.5mm² signal cable. Both end with IP67 connector, end to end 
connection. 
Please refer to installation guide.

Custom housing color.
Custom cable length.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Available
Color

Standard
Color

01:  AG - 2220     02:  AG - 2222     
Accessories 
Optional: 

03:  Square Connector
Standard 
Accessory: 



418

926.007 926.008926.006

926VASlide

3000k, 6544 lm

3000k, 6544 lm

3000k, 6544 lm

4000k, 6880 lm

4000k, 6880 lm

4000k, 6880 lm

5000k, 6944 lm

5000k, 6944 lm

5000k, 6944 lm

6500k, 7088 lm

6500k, 7088 lm

6500k, 7088 lm

LED

926.006 12°

8×6W 56W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

4.05 kg

LED

LED

926.007 17°

8×6W 56W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

926.008 30°

8×6W 56W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

4.05 kg

4.05 kg



419

926.012 926.013926.011

926VASlide

3000k, 9816 lm

4000k, 10320 lm

5000k, 10416 lm

6500k, 10632 lm

LED

926.011 12°

12×6W 82W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.05 kg

3000k, 9816 lm

4000k, 10320 lm

5000k, 10416 lm

6500k, 10632 lm

LED

926.012 17°

12×6W 82W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.05 kg

3000k, 9816 lm

4000k, 10320 lm

5000k, 10416 lm

6500k, 10632 lm

LED

926.013 30°

12×6W 82W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

6.05 kg



420

926.017 926.018926.016

926VASlide

3000k, 13088 lm

3000k, 13088 lm

3000k, 13088 lm

4000k, 13760 lm

4000k, 13760 lm

4000k, 13760 lm

5000k, 13888 lm

5000k, 13888 lm

5000k, 13888 lm

6500k, 14176 lm

6500k, 14176 lm

6500k, 14176 lm

LED

LED

LED

926.016 12°

16×6W 108W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

8.1 kg

926.017 17°

16×6W 108W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

8.1 kg

926.018 30°

16×6W 108W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

8.1 kg



0201

03

High power surface mounted linear series with asymmetric light distribution, Tilt 170°. On 
/ off, 0 / 1 - 10V, PWM, RGBW versions available. Ambient temperature:   - 40°C ～ +50°C; 
Service life ≥35000 hours. IP65, IK06, Electrical protection:       .

VASlide  927

External housing - 6063 extruded aluminum alloy; End cap - die - cast 
aluminum alloy;Glass - 4mm tempered glass; 93% transmittence; Light 
control accessory - Louver; Mounting bracket - stainless steel;

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection re-
quirement. Surge protection 6KV

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 3x1mm² power cable;
DMX Dim / RGBW version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 4x0.5mm² signal cable. Both end with IP67 connector, end to 
end connection. 
Please refer to installation guide.

Custom housing color.
Custom cable length.

Please refer to page 495.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Accessories:

Available
Color

Standard
Color

01:  AG - 2220     02:  AG - 2222     
Accessories 
Optional: 

03:  Square Connector
Standard 
Accessory: 



422

927.001 927.002

927VASlide

3000k, 2087 lm

4000k, 2232 lm

5000k, 2365 lm

6500k, 2273 lm

LED

927.001 13°×100°

18×1.5W 31W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.8 kg

Red - 630, 432 lm

Green - 535nm, 711 lm

Blue - 485nm, 297 lm

RGB

927.001

DMX AC100 - 277V

13°×100° 3.8 kg

18×1.5W 31W

Red - 630, 285 lm

Green - 535nm, 507 lm

Blue - 485nm, 234 lm

White:  3000k, 642 lm

4000k, 640 lm

6500k, 732 lm

RGBW

927.001

DMX AC100 - 277V

13°×100° 3.8 kg

24×1W 28W



423

3000k, 2087 lm

4000k, 2232 lm

5000k, 2365 lm

6500k, 2273 lm

LED

927.002 36°×90°×26°

18×1.5W 31W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.8 kg

RGB

927.002

DMX

RGBW

927.002

24×1W 28W DMX AC100 - 277V

36°×90°×26°

36°×90°×26°

3.8 kg

3.8 kg

18×1.5W 31W Red - 630, 432 lm

Red - 630, 285 lm

Green - 535nm, 711 lm

Green - 535nm, 507 lm

Blue - 485nm, 297 lm

Blue - 485nm, 234 lm

White:  3000k, 642 lm

4000k, 640 lm

6500k, 732 lm



424

927.003 927.004

927VASlide

3000k, 2962 lm

Red - 630nm, 428 lm

4000k, 3165 lm

Green - 535nm, 761 lm

5000k, 3353 lm

Blue - 485nm, 351 lm

6500k, 3222 lm

Red - 630nm, 648 lm

Green - 535nm, 1062 lm

Red - 485nm, 446 lm

LED

RGB

RGBW

927.003

927.003

927.003

13°×100°

13°×100°

13°×100°

27×1.5W

27×1.5W

36×1W

45W

45W

42W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.6 kg

5.6 kg

5.6 kg

DMX AC100 - 277V Ra≥80

Ra≥80

Ra≥80

Ra≥80

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80White:  3000k, 963 lm

4000k, 1026 lm

6500k, 1098 lm



425

3000k, 2962 lm

4000k, 3165 lm

5000k, 3353 lm

6500k, 3222 lm

LED

927.004

927.004

927.004

36°×90°×26°

27×1.5W 45W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.6 kg

RGB DMX

RGBW 36×1W 42W DMX AC100 - 277V

36°×90°×26°

36°×90°×26°

3.8 kg

3.8 kg

27×1.5W 45W Red - 630, 648 lm

Red - 630, 428 lm

Green - 535nm, 1062 lm

Green - 535nm, 761 lm

Blue - 485nm, 446 lm

Blue - 485nm, 351 lm

White:  3000k, 963 lm

4000k, 1026 lm

6500k, 1098 lm



426

927.005 927.006

927VASlide

3000k, 4064 lm

Red - 630nm, 570 lm

4000k, 4320 lm

Green - 535nm, 1014 lm

5000k, 4600 lm

Blue - 485nm, 468 lm

6500k, 4498 lm

Red - 630nm, 864 lm

Green - 535nm, 1422 lm

Red - 485nm, 594 lm

LED

RGB

RGBW

927.005

927.005

927.005

13°×100°

13°×100°

13°×100°

36×1.5W

36×1.5W

48×1W

60W

60W

54W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

7.5 kg

7.5 kg

7.5 kg

DMX AC100 - 277V

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80White:  3000k, 1284 lm

4000k, 1368 lm

6500k, 1464 lm



427

3000k, 4064 lm

4000k, 4320 lm

5000k, 4600 lm

6500k, 4498 lm

LED

927.006

927.006

927.006

36°×90°×26°

36×1.5W 60W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

7.5 kg

RGB DMX

RGBW 48×1W 54W DMX AC100 - 277V

36°×90°×26°

36°×90°×26°

7.5 kg

7.5 kg

36×1.5W 60W Red - 630, 864 lm

Red - 630, 570 lm

Green - 535nm, 1422 lm

Green - 535nm, 1014 lm

Blue - 485nm, 594 lm

Blue - 485nm, 468 lm

White:  3000k, 1284 lm

4000k, 1368 lm

6500k, 1464 lm





0201

03

VASlide 928

Available
Color

Standard
Color

High power surface mounted linear series with asymmetric light distribution, Tilt 150°. On 
/ off, 0 / 1 - 10V, PWM, RGBW versions available. Ambient temperature:   - 40°C ~ +50°C; 
Service life ≥35000 hours. IP65, IK06, Electrical protection:        .
 

Housing - 6063 extruded aluminum alloy; End cap - die - cast aluminum 
alloy; Glass - 4mm tempered glass; Reflector - DC01 and vacuum 
electroplating; Mounting bracket - stainless steel.

External parts and brackets Mechanical and chemical anti - corrosion 
pretreatment. AKZO - NOBEL UV - resistant polyester exterior powder - 
coating system. Normal UV protection for 10 years.

Integrated electronic driver with thermal and overload protection. 
Fulfill IEC61000 - 4 - 5 (GB17626.5) fixture lighting surge protection 
requirement. Surge protection 6KV

ON / OFF version:  come with 0.7 meter Ø6 - 8mm 3x1mm² power cable;
DMX Dim / RGBW version:  come with 0.7 meter Ø6 - 8mm 2x1mm² power 
cable and 
4x0.5mm² signal cable. Both end with IP67 connector, end to end 
connection. 
Please refer to installation guide.

Custom housing color.
Custom cable length.

Please refer to page 495.

Materials:  

Finishing: 

Gear: 

Installation：

Options：

Accessories：

01:  AG - 2220     02:  AG - 2222     
Accessories 
Optional: 

03:  Square Connector
Standard 
Accessory: 



430

928.002928.001 928.003

928VASlide

3000k, 3307 lm

4000k, 3528 lm

5000k, 3774 lm

6500k, 3598 lm

LED

928.001 12°×73°

32×1.5W

36×1W

56W

42W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.5 kg

Red - 630, 570 lm

Green - 535nm, 1014 lm

Blue - 485nm, 468 lm

RGB

928.001

DMX AC100 - 277V

12°×73° 5.5 kg

Red - 630, 576 lm

Green - 535nm, 948 lm

Blue - 485nm, 396 lm

White:  3000k, 1144 lm

4000k, 1224 lm

6500k, 1304 lm

RGBW

928.001

DMX AC100 - 277V

12°×73° 5.5 kg

32×1.5W 56W



431

3000k, 3307 lm

4000k, 3528 lm

5000k, 3774 lm

6500k, 3598 lm

LED

928.002 19°×83°

19°×83°

19°×83°

32×1.5W 56W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.5 kg

5.5 kg

5.5 kg

RGB

928.002

DMX

RGBW

928.002

32×1.5W 56W DMX AC100 - 277V

36×1W 42W Red - 630, 570 lm

Red - 630, 576 lm

Green - 535nm, 1014 lm

Green - 535nm, 948 lm

Blue - 485nm, 468 lm

Blue - 485nm, 396 lm

White:  3000k, 1144 lm

4000k, 1224 lm

6500k, 1304 lm

3000k, 3307 lm

Red - 630nm, 576 lm

4000k, 3528 lm

Green - 535nm, 948 lm

5000k, 3774 lm

Blue - 485nm, 396 lm

6500k, 3598 lm

Red - 630nm, 570 lm

Green - 535nm, 1014 lm

Red - 485nm, 468 lm

LED

RGB

RGBW 

928.003

928.003

928.003

36°×90°×26°

36°×90°×26°

36°×90°×26°

32×1.5W

36×1W

32×1.5W

56W

42W

56W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

5.5 kg

5.5 kg

5.5 kg

DMX AC100 - 277V

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80White:  3000k, 1144 lm

4000k, 1224 lm

6500k, 1304 lm



432

928.005928.004 928.006

928VASlide

LED

928.004

928.004

928.004

12°×73°

12°×73°

12°×73°

48×1.5W 82W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

7.6 kg

RGB DMX

RGBW 48×1.5W 82W DMX AC100 - 277V

7.6 kg

7.6 kg

54×1W 60W

3000k, 4884 lm

4000k, 5203 lm

5000k, 5529 lm

6500k, 5314 lm

Red - 630, 855 lm

Green - 535nm, 1521 lm

Blue - 485nm, 702 lm

Red - 630, 864 lm

Green - 535nm, 1422 lm

Blue - 485nm, 594 lm

White:  3000k, 1716 lm

4000k, 1836 lm

6500k, 1956 lm



433

LED

RGB

RGBW

928.005

928.005

928.005

19°×83°

19°×83°

19°×83°

48×1.5W

54×1W

48×1.5W

82W

60W

82W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

7.6 kg

7.6 kg

7.6 kg

DMX AC100 - 277V

DMX AC100 - 277V

3000k, 4884 lm

4000k, 5203 lm

5000k, 5529 lm

6500k, 5314 lm

Red - 630, 855 lm

Green - 535nm, 1521 lm

Blue - 485nm, 702 lm

Red - 630, 864 lm

Green - 535nm, 1422 lm

Blue - 485nm, 594 lm

White:  3000k, 1716 lm

4000k, 1836 lm

6500k, 1956 lm

3000k, 4884 lm

4000k, 5203 lm

5000k, 5529 lm

6500k, 5314 lm

LED

928.006

928.006

928.006

30°×90°×26°

30°×90°×26°

30°×90°×26°

48×1.5W 82W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

7.6 kg

7.6 kg

7.6 kg

RGB DMX

RGBW 48×1.5W 82W DMX AC100 - 277V

54×1W 60W Red - 630, 855 lm

Red - 630, 864 lm

Green - 535nm, 1521 lm

Green - 535nm, 1422 lm

Blue - 485nm, 702 lm

Blue - 485nm, 594 lm

White:  3000k, 1716 lm

4000k, 1836 lm

6500k, 1956 lm



434

928.008928.007 928.009

928VASlide

3000k, 6410 lm

4000k, 6804 lm

5000k, 7257 lm

6500k, 6975 lm

LED

RGB

RGBW

928.007

928.007

928.007

12°×73°

12°×73°

12°×73°

64×1.5W

72×1W

64×1.5W

108W

82W

`108W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

10.6 kg

10.6 kg

10.6 kg

DMX AC100 - 277V

DMX AC100 - 277V

Red - 630, 1140 lm

Green - 535nm, 2028 lm

Blue - 485nm, 936 lm

Red - 630, 1151 lm

Green - 535nm, 1896 lm

Blue - 485nm, 792 lm

White:  3000k, 2288 lm

4000k, 2448 lm

6500k, 2608 lm



435

LED

928.008

928.008

928.008

19°×83°

19°×83°

19°×83°

64×1.5W 108W ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

7.6 kg

7.6 kg

7.6 kg

RGB DMX

RGBW 64×1.5W 108W DMX AC100 - 277V

72×1W 82W

3000k, 6410 lm

4000k, 6804 lm

5000k, 7257 lm

6500k, 6975 lm

Red - 630, 1140 lm

Green - 535nm, 2028 lm

Blue - 485nm, 936 lm

Red - 630, 1152 lm

Green - 535nm, 1896 lm

Blue - 485nm, 792 lm

White:  3000k, 2288 lm

4000k, 2448 lm

6500k, 2608 lm

LED

RGB

RGBW

928.009

928.009

928.009

36°×90°×26°

36°×90°×26°

36°×90°×26°

64×1.5W

72×1W

64×1.5W

108W

82W

108W

ON / OFF

0 - 10V

PWM

DMX

AC100 - 277V

AC100 - 277V

AC100 - 277V

AC100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

10.6 kg

10.6 kg

10.6 kg

DMX AC100 - 277V

DMX AC100 - 277V

3000k, 6410 lm

4000k, 6804 lm

5000k, 7257 lm

6500k, 6975 lm

Red - 630, 1140 lm

Green - 535nm, 2028 lm

Blue - 485nm, 936 lm

Red - 630, 1152 lm

Green - 535nm, 1896 lm

Blue - 485nm, 792 lm

White:  3000k, 2288 lm

4000k, 2448 lm

6500k, 2608 lm



ON / OFF

DIMMING / RGB / RGBW

Note:  This wiring method is standard wiring mode. It is for reference only. It is applicable to 914, 921, 922, 924, 925 and 926. It is 
necessary to consult from the engineer of  company.

Wiring  diagramAnnex: 

接线盒Junction Box Junction Box

接线盒 接线盒

DC24V

DC24V

0 - 10V
1 - 10V
DMX
PWM

0 - 10V
1 - 10V
DMX
PWM

220V

220V

接线盒

436

Waterproof constant driver

Junction Box Junction Box

Junction Box Junction Box Junction Box

Waterproof constant driver



In - ground spikes have the advantage of convenient installation, they 

are suitable for use in exterior landscapes and planted areas.

VAStandard



The advantages of VAStandard compared to ordinary floodlights are the variety of accessories and the customization 
of accessories.

Accessories

Product DesignVAStandard

Anti - glare Sleeve 
(2 specification)

Spike

Orthognathous
Anti - glare Shade A

Tree clamp

Diagonal Anti - glare
Shade B

Adjustable loop

439



VAStandard

440

VAStandard  -  112 LED P443

VAStandard  -  111 LED P451

VAStandard  -  110 LED P453

VAStandard  -  1100 LED P483

VAStandard  -  1101 LED P475

VAStandard  -  1102 LED P469

VAStandard  -  1103 LED P463

VAStandard  -  1104 LED P457

VAStandard  -  1105 LED P445

VAStandard - 066 LED P489

VAStandard  -  067 LED P481



03

04

01

05

02

07

06

08

Small sized flood light with spike for plant and landscape application. Ambient 
temperature:  - 40℃ ~+50; Service life ≥30000 hours; IP65, IK06; Electrical protection:  
      or     . 

Housing - die - cast aluminium alloy; Glass  - 4mm tempered glass, 
transmittance 93%; Spike - galvanized; Wall mounted base - die - cast 
aluminum alloy.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1 meter 2x1mm² power cable 
0 / 1 - 10V, PWM: Come with 1 meter 2x1mm² power cable + 2x0.5mm² 
signal cable
DMX  /  RGBW Version: Come with 1 meter (6 x 0.5mm²)
Cable in Ø6 - 8mm. Please refer to installation guide.

01: Spike     02: Anti - glare Shade     03: Tree clamp

04: Adjustable loop     05: 705 Electric Connection Box     06: AG - 2222

07: AG - 2220     08: Square Connector

Accessories 
Optional:

VAStandard 112

Materials:

Finishing:

Installation:

Standard
Color

Available
Color



442

112.005 112.006 112.007 112.008

112VAStandard

112.005

LED

14°

3×1.5W 6W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 654 lm

3000k, 687 lm

5000k, 708 lm

4000k, 705 lm

5700k, 717 lm

6500k, 726 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

0.83 kg

25°

3×1.5W 6W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 654 lm

3000k, 687 lm

5000k, 708 lm

4000k, 705 lm

5700k, 717 lm

6500k, 726 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

0.83 kg112.006

LED

112.007

LED

40°

3×1.5W 6W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 654 lm

3000k, 687 lm

5000k, 708 lm

4000k, 705 lm

5700k, 717 lm

6500k, 726 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

0.83 kg

112.008

LED

11°×42°

3×1.5W 6W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 654 lm

3000k, 687 lm

5000k, 708 lm

4000k, 705 lm

5700k, 717 lm

6500k, 726 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

0.83 kg
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01: Spike     02: Anti - glare Shade     03: Tree clamp

04: Adjustable loop     05: 705 Electric Appliance Box     06: AG - 2222

07: AG - 2220     08: Square Connector

Accessories 
Optional:

Control mode: ON / OFF, DMX, ambient temperature  - 40 °C ~ +45 °C, lamp life ≥ 35000 
hours, IP66, IK07,              insulation protection.

High density aluminum alloy.   

Electronic driver with over - temperature overload protection in 
accordance with IEC61000 - 4 - 5 (GB17626.5)         

Finishing:   Mechanical and chemical anti - corrosion pre - treatment. 
AKZO - NOBEL UV - resistant polyester exterior powder - coating system. 
Normal UV protection for 10 years.

On / Off Version: Come with 1.2 meter 2x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 2x1mm² power cable + 
4x0.3mm² signal cable
Cable in Ø6 - 8mm. Please refer to installation guide.

Materials:

Gear: 

Finishing:

Installation:

Standard
Color

Available
Color
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1105.001 1105.002 1105.003 1105.004 1105.005 1105.006

1105VAStandard

1105.001 6°

1×6W 7W ON / OFF

DMX

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.7 kg

1105.001 6°

DMXRGB

0.7 kg

R - 620 - 630nm, 50 lm

G - 520 - 535nm, 314 lm

B - 465 - 485nm, 33 lm

1×6W 7W

1105.001 6°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.7 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

1×6W 7W

DC 24V

DC 24V
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1105.002 10°

1×6W 7W ON / OFF

DMX

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.7 kg

1105.002 10°

DMXRGB

0.7 kg

R - 620 - 630nm, 50 lm

G - 520 - 535nm, 314 lm

B - 465 - 485nm, 33 lm

1×6W 7W

1105.002 10°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.7 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

1×6W 7W

DC 24V

DC 24V

1105.003 16°

1×6W 7W ON / OFF

DMX

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.7 kg

1105.003 16°

DMXRGB

0.7 kg

R - 620 - 630nm, 50 lm

G - 520 - 535nm, 314 lm

B - 465 - 485nm, 33 lm

1×6W 7W

1105.003 16°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.7 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

1×6W 7W

DC 24V

DC 24V

445
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1105.004 30°

1×6W 7W ON / OFF

DMX

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.7 kg

1105.004 30°

DMXRGB

0.7 kg

R - 620 - 630nm, 50 lm

G - 520 - 535nm, 314 lm

B - 465 - 485nm, 33 lm

1×6W 7W

1105.004 30°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.7 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

1×6W 7W

DC 24V

DC 24V

1105.005 50°

1×6W 7W ON / OFF

DMX

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.7 kg

1105.005 50°

DMXRGB

0.7 kg

R - 620 - 630nm, 50 lm

G - 520 - 535nm, 314 lm

B - 465 - 485nm, 33 lm

1×6W 7W

1105.005 50°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.7 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

1×6W 7W

DC 24V

DC 24V
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1105.006 16°×50°

1×6W 7W ON / OFF

DMX

DC 24V

DC 24V

1800k, 609 lm

2700k, 712 lm

4000k, 762 lm

3000k, 712 lm

6500k, 762 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.7 kg

1105.006

DMXRGB

0.7 kg

R - 620 - 630nm, 50 lm

G - 520 - 535nm, 314 lm

B - 465 - 485nm, 33 lm

1×6W 7W

1105.006

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.7 kg

R - 620 - 630nm, 38 lm

G - 520 - 535nm, 236 lm

B - 465 - 485nm, 25 lm

W: 1800k, 152 lm

2700k, 178 lm

3000k, 178 lm

4000k, 190 lm

6500k, 190 lm

1×6W 7W

DC 24V

DC 24V

16°×50°

16°×50°
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VAStandard 111
Small sized flood light with spike for plant and landscape application. Ambient 
temperature:  - 40℃ ~+50℃ ; Service life ≥30000 hours; IP65, IK06; Electrical protection: 
      or     . 

Housing - die - cast aluminium alloy; Glass - 4mm tempered glass, 
transmittance 93%;Spike - galvanized; Wall mounted base - die - cast 
aluminium alloy.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1 meter 3x1mm² power cable 
0 / 1 - 10V, PWM: Come with 1 meter 2x1mm² power cable + 2x0.5mm² 
signal cable
DMX  /  RGBW Version: Come with (6 x 0.5mm²)
Cable in Ø6 - 8mm. Please refer to installation guide.

Accessories 
Optional:

Materials:

Finishing:

Installation:

Standard
Color

Available
Color

01: Spike     02: Anti - glare Shade     03: Tree clamp

04: Adjustable loop     05: 705 Electric Appliance Box     06: AG - 2222

07: AG - 2220     08: Square Connector
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111.005 111.006 111.007 111.008

111VAStandard

111.005

LED

14°

6×1.5W 11W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 1308 lm

3000k, 1374 lm

5000k, 1416 lm

4000k, 1410 lm

5700k, 1434 lm

6500k, 1452 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.18 kg

25°

6×1.5W 11W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 1308 lm

3000k, 1374 lm

5000k, 1416 lm

4000k, 1410 lm

5700k, 1434 lm

6500k, 1452 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.18 kg111.006

LED

111.007

LED 6×1.5W 11W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 1308 lm

3000k, 1374 lm

5000k, 1416 lm

4000k, 1410 lm

5700k, 1434 lm

6500k, 1452 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.18 kg40°

111.008

LED 6×1.5W 11W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 1308 lm

3000k, 1374 lm

5000k, 1416 lm

4000k, 1410 lm

5700k, 1434 lm

6500k, 1452 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

1.18 kg11°×42°
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VAStandard 110
Small sized flood light with spike for plant and landscape application. Ambient 
temperature:  - 40℃ ~+50℃ ; Service life ≥30000 hours; IP65, IK06; Electrical protection: 
       or     . 

Housing - die - cast aluminium alloy; Glass - 4mm tempered glass, 
transmittance 93%;Spike - galvanized; Wall mounted base - die - cast 
aluminium alloy; 

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1 meter 3x1mm²power cable 
0 / 1 - 10V, PWM: Come with 1 meter 2x1mm² power cable + 2x0.5mm² 
signal cable
DMX  /  RGBW Version: Come with 1 meter (6 x 0.5mm²) 
Cable in Ø6 - 8mm. Please refer to installation guide.

Materials:

Finishing:

Installation:

Standard
Color

Available
Color

Accessories 
Optional: 01: Spike     02: Anti - glare Shade     03: Tree clamp

04: Adjustable loop     05: 705 Electric Connection Box     06: AG - 2222

07: AG - 2220     08: Square Connector
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110.005 110.006 110.007 110.008

110VAStandard

110.005

LED

14°

12×1.5W 20W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 2616 lm

3000k, 2748 lm

5000k, 2832 lm

4000k, 2820 lm

5700k, 2868 lm

6500k, 2904 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2.38 kg

110.005 14°

12×1.5W 20W DMX DC 24VRGB

2.38 kg

R - 620 - 630nm,420 lm

G - 520 - 535nm,723 lm

B - 465 - 485nm,200 lm

110.006

LED

25°

12×1.5W 20W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 2616 lm

3000k, 2748 lm

5000k, 2832 lm

4000k, 2820 lm

5700k, 2868 lm

6500k, 2904 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2.38 kg

110.006 25°

12×1.5W 20W DMX DC 24VRGB

2.38 kg

R - 620 - 630nm,420 lm

G - 520 - 535nm,723 lm

B - 465 - 485nm,200 lm
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110.007

LED

40°

12×1.5W 20W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 2616 lm

3000k, 2748 lm

5000k, 2832 lm

4000k, 2820 lm

5700k, 2868 lm

6500k, 2904 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2.38 kg

110.007 40°

12×1.5W 20W DMX DC 24VRGB

2.38 kg

R - 620 - 630nm,420 lm

G - 520 - 535nm,723 lm

B - 465 - 485nm,200 lm

110.008

LED

11°×42°

12×1.5W 20W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

DC 24V

DC 24V

DC 24V

DC 24V

AC 100 - 277V 2700k, 2616 lm

3000k, 2748 lm

5000k, 2832 lm

4000k, 2820 lm

5700k, 2868 lm

6500k, 2904 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

2.38 kg

11°×42°110.008

12×1.5W 20W DMX DC 24VRGB

2.38 kg

R - 620 - 630nm,420 lm

G - 520 - 535nm,723 lm

B - 465 - 485nm,200 lm
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Control mode: ON / OFF, DMX, ambient temperature  - 40 °C ~ +45 °C, lamp life ≥ 35000 
hours, IP66, IK07,            insulation protection.

High density aluminum alloy.   

Electronic driver with over - temperature overload protection in 
accordance with IEC61000 - 4 - 5 (GB17626.5)         

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1.2 meter 2x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 2x1mm² power cable + 
4x0.3mm² signal cable
Cable in Ø6 - 8mm. Please refer to installation guide.

Materials:

Gear:

Finishing:

Installation:

Standard
Color

Available
Color

Accessories 
Optional: 01: Spike     02: Anti - glare Shade     03: Tree clamp

04: Adjustable loop     05: 705 Electric Connection Box     06: AG - 2222

07: AG - 2220     08: Square Connector
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1104.001 1104.002 1104.003 1104.004 1104.005 1104.006

1104VAStandard

1104.001 6°

3×6W 21W ON / OFF

DMX

DC 24V

DC 24V

1800k, 2009 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

1104.001 6°

DMXRGB

0.8 kg

R - 620 - 630nm, 151 lm

G - 520 - 535nm, 943 lm

B - 465 - 485nm, 88 lm

3×6W 21W

1104.001 6°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 502 lm

2700k, 535 lm

3000k, 535 lm

4000k, 571 lm

6500k, 571 lm

3×6W 21W

DC 24V

DC 24V
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1104.002 10°

3×6W 21W ON / OFF

DMX

DC 24V

DC 24V

1800k, 2009 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

1104.002 10°

DMXRGB

0.8 kg

R - 620 - 630nm, 151 lm

G - 520 - 535nm, 943 lm

B - 465 - 485nm, 88 lm

3×6W 21W

1104.002 10°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 502 lm

2700k, 535 lm

3000k, 535 lm

4000k, 571 lm

6500k, 571 lm

3×6W 21W

1104.003 16°

3×6W 21W ON / OFF

DMX

DC 24V

DC 24V

1800k, 2009 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

1104.003 16°

DMXRGB

0.8 kg

R - 620 - 630nm, 151 lm

G - 520 - 535nm, 943 lm

B - 465 - 485nm, 88 lm

3×6W 21W

1104.003 16°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 502 lm

2700k, 535 lm

3000k, 535 lm

4000k, 571 lm

6500k, 571 lm

3×6W 21W

DC 24V

DC 24V

DC 24V

DC 24V
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1104.004 30°

3×6W 21W ON / OFF

DMX

DC 24V

DC 24V

1800k, 2009 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

1104.004 30°

DMXRGB

0.8 kg

R - 620 - 630nm, 151 lm

G - 520 - 535nm, 943 lm

B - 465 - 485nm, 88 lm

3×6W 21W

1104.004 30°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 502 lm

2700k, 535 lm

3000k, 535 lm

4000k, 571 lm

6500k, 571 lm

3×6W 21W

1104.005 50°

3×6W 21W ON / OFF

DMX

DC 24V

DC 24V

1800k, 2009 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

1104.005 50°

DMXRGB

0.8 kg

R - 620 - 630nm, 151 lm

G - 520 - 535nm, 943 lm

B - 465 - 485nm, 88 lm

3×6W 21W

1104.005 50°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 502 lm

2700k, 535 lm

3000k, 535 lm

4000k, 571 lm

6500k, 571 lm

3×6W 21W

DC 24V

DC 24V

DC 24V

DC 24V
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1104.006 16°×50°

3×6W 21W ON / OFF

DMX

DC 24V

DC 24V

1800k, 2009 lm

2700k, 2138 lm

4000k, 2285 lm

3000k, 2138 lm

6500k, 2285 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

0.8 kg

1104.006

DMXRGB

0.8 kg

R - 620 - 630nm, 151 lm

G - 520 - 535nm, 943 lm

B - 465 - 485nm, 88 lm

3×6W 21W

1104.006

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

0.8 kg

R - 620 - 630nm, 113 lm

G - 520 - 535nm, 708 lm

B - 465 - 485nm, 75 lm

W: 1800k, 502 lm

2700k, 535 lm

3000k, 535 lm

4000k, 571 lm

6500k, 571 lm

3×6W 21W

16°×50°

16°×50°

DC 24V

DC 24V





VAStandard 1103

03

04

01

05

02

07

06

08

Control mode: ON / OFF, DMX, ambient temperature  - 40 °C ~ +45 °C, lamp life ≥ 35000 
hours, IP66, IK07,           insulation protection.

High density aluminum alloy.   

Electronic driver with over - temperature overload protection in 
accordance with IEC61000 - 4 - 5 (GB17626.5)         

Finishing:   Mechanical and chemical anti - corrosion pre - treatment. 
AKZO - NOBEL UV - resistant polyester exterior powder - coating system. 
Normal UV protection for 10 years.

On / Off Version: Come with 1.2 meter 3x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 3x1mm² power cable + 
5x0.5mm² signal cable
Cable in Ø6 - 8mm. 
Please refer to installation guide.

Materials:

Gear:

Finishing:

Installation:

Standard
Color

Available
Color

Accessories 
Optional: 01: Spike     02: Anti - glare Shade     03: Tree clamp

04: Adjustable loop     05: 705 Electric Connection Box     06: AG - 2222

07: AG - 2220     08: Square Connector
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1103.001 1103.002 1103.003 1103.004 1103.005 1103.006

1103VAStandard

1103.001 6°

6×6W 42W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 3656 lm

2700k, 4275 lm

4000k, 4570 lm

3000k, 4275 lm

6500k, 4570 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

3.5 kg

1103.001 6°

DMX AC 100 - 277VRGB

3.5 kg

R - 620 - 630nm, 301 lm

G - 520 - 535nm, 1887 lm

B - 465 - 485nm, 200 lm

6×6W 42W

1103.001 6°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.5 kg

R - 620 - 630nm, 226 lm

G - 520 - 535nm, 1415 lm

B - 465 - 485nm, 150 lm

W: 1800k, 914 lm

2700k, 1069 lm

3000k, 1069 lm

4000k, 1143 lm

6500k, 1143 lm

6×6W 42W
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1103.002 10°

6×6W 42W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 3656 lm

2700k, 4275 lm

4000k, 4570 lm

3000k, 4275 lm

6500k, 4570 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

3.5 kg

1103.002 10°

DMX AC 100 - 277VRGB

3.5 kg

R - 620 - 630nm, 301 lm

G - 520 - 535nm, 1887 lm

B - 465 - 485nm, 200 lm

6×6W 42W

1103.002 10°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.5 kg

R - 620 - 630nm, 226 lm

G - 520 - 535nm, 1415 lm

B - 465 - 485nm, 150 lm

W: 1800k, 914 lm

2700k, 1069 lm

3000k, 1069 lm

4000k, 1143 lm

6500k, 1143 lm

6×6W 42W

1103.003 16°

6×6W 42W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 3656 lm

2700k, 4275 lm

4000k, 4570 lm

3000k, 4275 lm

6500k, 4570 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

3.5 kg

1103.003 16°

DMX AC 100 - 277VRGB

3.5 kg

R - 620 - 630nm, 301 lm

G - 520 - 535nm, 1887 lm

B - 465 - 485nm, 200 lm

6×6W 42W

1103.003 16°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.5 kg

R - 620 - 630nm, 226 lm

G - 520 - 535nm, 1415 lm

B - 465 - 485nm, 150 lm

W: 1800k, 914 lm

2700k, 1069 lm

3000k, 1069 lm

4000k, 1143 lm

6500k, 1143 lm

6×6W 42W
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1103.004 30°

6×6W 42W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 3656 lm

2700k, 4275 lm

4000k, 4570 lm

3000k, 4275 lm

6500k, 4570 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

3.5 kg

1103.004 30°

DMX AC 100 - 277VRGB

3.5 kg

R - 620 - 630nm, 301 lm

G - 520 - 535nm, 1887 lm

B - 465 - 485nm, 200 lm

6×6W 42W

1103.004 30°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.5 kg

R - 620 - 630nm, 226 lm

G - 520 - 535nm, 1415 lm

B - 465 - 485nm, 150 lm

W: 1800k, 914 lm

2700k, 1069 lm

3000k, 1069 lm

4000k, 1143 lm

6500k, 1143 lm

6×6W 42W

1103.005 50°

6×6W 42W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 3656 lm

2700k, 4275 lm

4000k, 4570 lm

3000k, 4275 lm

6500k, 4570 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

3.5 kg

1103.005 50°

DMX AC 100 - 277VRGB

3.5 kg

R - 620 - 630nm, 301 lm

G - 520 - 535nm, 1887 lm

B - 465 - 485nm, 200 lm

6×6W 42W

1103.005 50°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.5 kg

R - 620 - 630nm, 226 lm

G - 520 - 535nm, 1415 lm

B - 465 - 485nm, 150 lm

W: 1800k, 914 lm

2700k, 1069 lm

3000k, 1069 lm

4000k, 1143 lm

6500k, 1143 lm

6×6W 42W
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1103.006

6×6W 42W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 3656 lm

2700k, 4275 lm

4000k, 4570 lm

3000k, 4275 lm

6500k, 4570 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

3.5 kg

1103.006

DMX AC 100 - 277VRGB

3.5 kg

R - 620 - 630nm, 301 lm

G - 520 - 535nm, 1887 lm

B - 465 - 485nm, 200 lm

6×6W 42W

1103.006 16°×50°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

3.5 kg

R - 620 - 630nm, 226 lm

G - 520 - 535nm, 1415 lm

B - 465 - 485nm, 150 lm

W: 1800k, 914 lm

2700k, 1069 lm

3000k, 1069 lm

4000k, 1143 lm

6500k, 1143 lm

6×6W 42W

16°×50°

16°×50°





VAStandard 1102
Control mode: ON / OFF, DMX, ambient temperature  - 40 °C ~ +45 °C, lamp life ≥ 35000 
hours, IP66, IK07,             insulation protection.

High density aluminum alloy.   

Electronic driver with over - temperature overload protection in 
accordance with IEC61000 - 4 - 5 (GB17626.5)         

Mechanical and chemical anti - corrosion pre - treatment. 
AKZO - NOBEL UV - resistant polyester exterior powder - coating system. 
Normal UV protection for 10 years.

On / Off Version: Come with 1.2 meter 3x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 3x1mm² power cable + 
5x0.5mm² signal cable
Cable in Ø6 - 8mm. 
Please refer to installation guide.

Materials:

Gear:

Finishing:

Installation:

Standard
Color

Available
Color



468

1102.001 1102.002 1102.003 1102.004 1102.005 1102.006

1102VAStandard

1102.001 6°

12×6W 85W ON / OFF

DMX

AC 100 - 277V 1800k, 7312 lm

2700k, 8550 lm

4000k, 9140 lm

3000k, 8550 lm

6500k, 9140 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

4.3 kg

1102.001 6°

DMXRGB

4.3 kg

R - 620 - 630nm, 603 lm

G - 520 - 535nm, 3774 lm

B - 465 - 485nm, 400 lm

12×6W 85W

1102.001 6°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.3 kg

R - 620 - 630nm, 452 lm

G - 520 - 535nm, 2830 lm

B - 465 - 485nm, 300 lm

W: 1800k, 1828 lm

2700k, 2138 lm

3000k, 2138 lm

4000k, 2285 lm

6500k, 2285 lm

12×6W 85W

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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1102.002 10°

12×6W 85W ON / OFF

DMX

AC 100 - 277V 1800k, 7312 lm

2700k, 8550 lm

4000k, 9140 lm

3000k, 8550 lm

6500k, 9140 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

4.3 kg

1102.002 10°

DMXRGB

4.3 kg

R - 620 - 630nm, 603 lm

G - 520 - 535nm, 3774 lm

B - 465 - 485nm, 400 lm

12×6W 85W

1102.002 10°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.3 kg

R - 620 - 630nm, 452 lm

G - 520 - 535nm, 2830 lm

B - 465 - 485nm, 300 lm

W: 1800k, 1828 lm

2700k, 2138 lm

3000k, 2138 lm

4000k, 2285 lm

6500k, 2285 lm

12×6W 85W

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1102.003 16°

12×6W 85W ON / OFF

DMX

AC 100 - 277V 1800k, 7312 lm

2700k, 8550 lm

4000k, 9140 lm

3000k, 8550 lm

6500k, 9140 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

4.3 kg

1102.003 16°

DMXRGB

4.3 kg

R - 620 - 630nm, 603 lm

G - 520 - 535nm, 3774 lm

B - 465 - 485nm, 400 lm

12×6W 85W

1102.003 16°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.3 kg

R - 620 - 630nm, 452 lm

G - 520 - 535nm, 2830 lm

B - 465 - 485nm, 300 lm

W: 1800k, 1828 lm

2700k, 2138 lm

3000k, 2138 lm

4000k, 2285 lm

6500k, 2285 lm

12×6W 85W

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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1102.004 30°

12×6W 85W ON / OFF

DMX

AC 100 - 277V 1800k, 7312 lm

2700k, 8550 lm

4000k, 9140 lm

3000k, 8550 lm

6500k, 9140 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

4.3 kg

1102.004 30°

DMX

DMX

RGB

4.3 kg

R - 620 - 630nm, 603 lm

G - 520 - 535nm, 3774 lm

B - 465 - 485nm, 400 lm

12×6W 85W

1102.004 30°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.3 kg

R - 620 - 630nm, 452 lm

G - 520 - 535nm, 2830 lm

B - 465 - 485nm, 300 lm

W: 1800k, 1828 lm

2700k, 2138 lm

3000k, 2138 lm

4000k, 2285 lm

6500k, 2285 lm

12×6W 85W

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1102.005 50°

12×6W 85W ON / OFF

DMX

AC 100 - 277V 1800k, 7312 lm

2700k, 8550 lm

4000k, 9140 lm

3000k, 8550 lm

6500k, 9140 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

4.3 kg

1102.005 50°

DMXRGB

4.3 kg

R - 620 - 630nm, 603 lm

G - 520 - 535nm, 3774 lm

B - 465 - 485nm, 400 lm

12×6W 85W

1102.005 50°

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.3 kg

R - 620 - 630nm, 452 lm

G - 520 - 535nm, 2830 lm

B - 465 - 485nm, 300 lm

W: 1800k, 1828 lm

2700k, 2138 lm

3000k, 2138 lm

4000k, 2285 lm

6500k, 2285 lm

12×6W 85W

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V
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1102.006 16°×50°

12×6W 85W ON / OFF

DMX

AC 100 - 277V 1800k, 7312 lm

2700k, 8550 lm

4000k, 9140 lm

3000k, 8550 lm

6500k, 9140 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

4.3 kg

1102.006

DMXRGB

4.3 kg

R - 620 - 630nm, 603 lm

G - 520 - 535nm, 3774 lm

B - 465 - 485nm, 400 lm

12×6W 85W

1102.006

DMX

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

4.3 kg

R - 620 - 630nm, 452 lm

G - 520 - 535nm, 2830 lm

B - 465 - 485nm, 300 lm

W: 1800k, 1828 lm

2700k, 2138 lm

3000k, 2138 lm

4000k, 2285 lm

6500k, 2285 lm

12×6W 85W

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

16°×50°

16°×50°





VAStandard1101VAStandard 1101
Control mode: ON / OFF, DMX, ambient temperature  - 40 °C ~ +45 °C, lamp life ≥ 35000 
hours, IP66, IK07,              insulation protection.

High density aluminum alloy.   

Electronic driver with over - temperature overload protection in 
accordance with IEC61000 - 4 - 5 (GB17626.5)         

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1.2 meter 3x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 3x1mm² power cable + 
5x0.5mm² signal cable
Cable in Ø6 - 8mm. 
Please refer to installation guide.

Materials:

Gear:

Finishing:

Installation:

Standard
Color

Available
Color
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1101.001 1101.002 1101.003 1101.004 1101.005 1101.006

1101VAStandard

1101.001 6°

36×4W 160W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 12999 lm

2700k, 15200 lm

4000k, 16248 lm

3000k, 15200 lm

6500k, 16248 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

17 kg

160W

1101.001 6°

DMX AC 100 - 277VRGB

17 kg

R - 620 - 630nm, 1071 lm

G - 520 - 535nm, 6709 lm

B - 465 - 485nm, 711 lm

160W

1101.001 6°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

17 kg

R - 620 - 630nm, 803 lm

G - 520 - 535nm, 5031 lm

B - 465 - 485nm, 533 lm

W: 1800k, 3250 lm

2700k, 3800 lm

3000k, 3800 lm

4000k, 4062 lm

4000k, 4062 lm

36×4W

36×4W
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1101.002 10°

36×4W 160W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 12999 lm

2700k, 15200 lm

4000k, 16248 lm

3000k, 15200 lm

6500k, 16248 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

17 kg

160W

1101.002 10°

DMX AC 100 - 277VRGB

17 kg

R - 620 - 630nm, 1071 lm

G - 520 - 535nm, 6709 lm

B - 465 - 485nm, 711 lm

160W

1101.002 10°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

17 kg

R - 620 - 630nm, 803 lm

G - 520 - 535nm, 5031 lm

B - 465 - 485nm, 533 lm

W: 1800k, 3250 lm

2700k, 3800 lm

3000k, 3800 lm

4000k, 4062 lm

4000k, 4062 lm

1101.003 16°

36×4W 160W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 12999 lm

2700k, 15200 lm

4000k, 16248 lm

3000k, 15200 lm

6500k, 16248 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

17 kg

160W

1101.003 16°

DMX AC 100 - 277VRGB

17 kg

R - 620 - 630nm, 1071 lm

G - 520 - 535nm, 6709 lm

B - 465 - 485nm, 711 lm

160W

1101.003 16°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

17 kg

R - 620 - 630nm, 803 lm

G - 520 - 535nm, 5031 lm

B - 465 - 485nm, 533 lm

W: 1800k, 3250 lm

2700k, 3800 lm

3000k, 3800 lm

4000k, 4062 lm

4000k, 4062 lm

36×4W

36×4W

36×4W

36×4W
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1101.004 30°

36×4W 160W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 12999 lm

2700k, 15200 lm

4000k, 16248 lm

3000k, 15200 lm

6500k, 16248 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

17 kg

160W

1101.004 30°

DMX AC 100 - 277VRGB

17 kg

R - 620 - 630nm, 1071 lm

G - 520 - 535nm, 6709 lm

B - 465 - 485nm, 711 lm

160W

1101.004 30°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

17 kg

R - 620 - 630nm, 803 lm

G - 520 - 535nm, 5031 lm

B - 465 - 485nm, 533 lm

W: 1800k, 3250 lm

2700k, 3800 lm

3000k, 3800 lm

4000k, 4062 lm

4000k, 4062 lm

36×4W

1101.005 50°

36×4W 160W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 12999 lm

2700k, 15200 lm

4000k, 16248 lm

3000k, 15200 lm

6500k, 16248 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

17 kg

160W

1101.005 50°

DMX AC 100 - 277VRGB

17 kg

R - 620 - 630nm, 1071 lm

G - 520 - 535nm, 6709 lm

B - 465 - 485nm, 711 lm

160W

1101.005 50°

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

17 kg

R - 620 - 630nm, 803 lm

G - 520 - 535nm, 5031 lm

B - 465 - 485nm, 533 lm

W: 1800k, 3250 lm

2700k, 3800 lm

3000k, 3800 lm

4000k, 4062 lm

4000k, 4062 lm

36×4W

36×4W

36×4W
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1101.006 16°×50°

36×4W 160W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 12999 lm

2700k, 15200 lm

4000k, 16248 lm

3000k, 15200 lm

6500k, 16248 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

17 kg

160W

1101.006

DMX AC 100 - 277VRGB

17 kg

R - 620 - 630nm, 1071 lm

G - 520 - 535nm, 6709 lm

B - 465 - 485nm, 711 lm

160W

1101.006

DMX AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGBW

17 kg

R - 620 - 630nm, 803 lm

G - 520 - 535nm, 5031 lm

B - 465 - 485nm, 533 lm

W: 1800k, 3250 lm

2700k, 3800 lm

3000k, 3800 lm

4000k, 4062 lm

4000k, 4062 lm

16°×50°

16°×50°

36×4W

36×4W





VAStandard 067
Multi - purpose floodlights, control mode: ON / OFF, DMX, applicable ambient 
temperature range  - 40 °C ~ +50 °C, lamp life ≥ 35000 hours, IP66, IK06,       insulation 
protection.

High density aluminum alloy.   

Built - in electronic drive with over - temperature protection, in 
accordance with IEC61000 - 4 - 5 (GB17626.5) outdoor lighting surge 
protection requirements, lamp power ± 10%.        

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1.2 meter 3x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 3x1mm² power cable + 
5x0.5mm² signal cable

Cable in Ø6 - 8mm. Please refer to installation guide.

Please refer to page 497 for junction box detail.

Materials:

Gear:

Finishing:

Installation:

Options: 
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067.001

067.001

067.001

067.001

3.8°

3.8°

3.8°

36×4W

36×4W

36×4W

160W

160W

160W

ON / OFF

DMX

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 11790 lm

2700k, 15243 lm

4000k, 17345 lm

3000k, 16294 lm

6500k, 17871 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥70

Ra≥80

LED

RGB

RGBW

R - 620 - 630nm, 1512 lm

R - 620 - 630nm, 1134 lm

G - 520 - 535nm, 3252 lm

G - 520 - 535nm, 2439 lm

B - 465 - 485nm, 1284 lm

B - 465 - 485nm, 963 lm

W: 1800k, 2948 lm

2700k, 3811 lm

4000k, 4336 lm

3000k, 4074 lm

6500k, 4468 lm

DMX+RDM

DMX+RDM

DMX+RDM

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

17 kg

17 kg

17 kg

067VAStandard



Standard
Color

Available
Color

High density aluminum alloy.   

Electronic driver with over - temperature overload protection in 
accordance with IEC61000 - 4 - 5 (GB17626.5)         

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

ON / OFF Version: Come with 1.2 meter 3x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 3x1mm² power cable + 
5x0.5mm² signal cable
Cable in Ø6 - 8mm. 
Please refer to installation guide.

VAStandard 1100
Control mode: ON / OFF, DMX, ambient temperature - 40 °C ~ +45 °C, lamp life ≥ 35000 
hours, IP66, IK07,            insulation protection.

Materials:

Gear:

Finishing:

Installation:
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1100.001 1100.002 1100.003 1100.004 1100.005 1100.006

1100VAStandard

1100.001 6°

72×4W 320W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 25998 lm

2700k, 30401 lm

4000k, 32497 lm

3000k, 30401 lm

6500k, 32497 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

24 kg

1100.001

1100.001

6°

6°

72×4W

72×4W

320W

320W

DMX

DMX

AC 100 - 277V

AC 100 - 277V

RGB

RGBW

24 kg

24 kg

R - 620 - 630nm, 2142 lm

R - 620 - 630nm, 1607 lm

G - 520 - 535nm, 13418 lm

G - 520 - 535nm, 10063 lm

B - 465 - 485nm, 1424 lm

B - 465 - 485nm, 1067 lm

W: 1800k, 6450 lm

2700k, 7600 lm

3000k, 7600 lm

4000k, 8124 lm

6500k, 8124 lm
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1100.002

1100.002

10°

10°

72×4W

72×4W

320W

320W

DMX

DMX

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGB

RGBW

24 kg

24 kg

R - 620 - 630nm, 2142 lm

R - 620 - 630nm, 1607 lm

G - 520 - 535nm, 13418 lm

G - 520 - 535nm, 10063 lm

B - 465 - 485nm, 1424 lm

B - 465 - 485nm, 1067 lm

W: 1800k, 6450 lm

2700k, 7600 lm

3000k, 7600 lm

4000k, 8124 lm

6500k, 8124 lm

1100.003

1100.003

16°

16°

72×4W

72×4W

320W

320W

DMX

DMX

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGB

RGBW

24 kg

24 kg

R - 620 - 630nm, 2142 lm

R - 620 - 630nm, 1607 lm

G - 520 - 535nm, 13418 lm

G - 520 - 535nm, 10063 lm

B - 465 - 485nm, 1424 lm

B - 465 - 485nm, 1067 lm

W: 1800k, 6450 lm

2700k, 7600 lm

3000k, 7600 lm

4000k, 8124 lm

6500k, 8124 lm

1100.003 16°

72×4W 320W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 25998 lm

2700k, 30401 lm

4000k, 32497 lm

3000k, 30401 lm

6500k, 32497 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

24 kg

1100.002 10°

72×4W 320W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 25998 lm

2700k, 30401 lm

4000k, 32497 lm

3000k, 30401 lm

6500k, 32497 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

24 kg



484

1100.004

1100.004

30°

30°

72×4W

72×4W

320W

320W

DMX

DMX

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGB

RGBW

24 kg

24 kg

R - 620 - 630nm, 2142 lm

R - 620 - 630nm, 1607 lm

G - 520 - 535nm, 13418 lm

G - 520 - 535nm, 10063 lm

B - 465 - 485nm, 1424 lm

B - 465 - 485nm, 1067 lm

W: 1800k, 6450 lm

2700k, 7600 lm

3000k, 7600 lm

4000k, 8124 lm

6500k, 8124 lm

1100.005

1100.005

50°

50°

72×4W

72×4W

320W

320W

DMX

DMX

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGB

RGBW

24 kg

24 kg

R - 620 - 630nm, 2142 lm

R - 620 - 630nm, 1607 lm

G - 520 - 535nm, 13418 lm

G - 520 - 535nm, 10063 lm

B - 465 - 485nm, 1424 lm

B - 465 - 485nm, 1067 lm

W: 1800k, 6450 lm

2700k, 7600 lm

3000k, 7600 lm

4000k, 8124 lm

6500k, 8124 lm

1100.004 30°

72×4W 320W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 25998 lm

2700k, 30401 lm

4000k, 32497 lm

3000k, 30401 lm

6500k, 32497 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

24 kg

1100.005 50°

72×4W 320W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 25998 lm

2700k, 30401 lm

4000k, 32497 lm

3000k, 30401 lm

6500k, 32497 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

24 kg



485

1100.006

1100.006

72×4W

72×4W

320W

320W

DMX

DMX

AC 100 - 277V

AC 100 - 277V

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

RGB

RGBW

24 kg

24 kg

R - 620 - 630nm, 2142 lm

R - 620 - 630nm, 1607 lm

G - 520 - 535nm, 13418 lm

G - 520 - 535nm, 10063 lm

B - 465 - 485nm, 1424 lm

B - 465 - 485nm, 1067 lm

W: 1800k, 6450 lm

2700k, 7600 lm

3000k, 7600 lm

4000k, 8124 lm

6500k, 8124 lm

1100.006 16°×50°

72×4W 320W ON / OFF

DMX

AC 100 - 277V

AC 100 - 277V

1800k, 25998 lm

2700k, 30401 lm

4000k, 32497 lm

3000k, 30401 lm

6500k, 32497 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

LED

24 kg

16°×50°

16°×50°
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Multi - purpose floodlights, control mode: ON / OFF, DMX, applicable ambient 
temperature range  - 40 °C ~ +50 °C, lamp life ≥ 35000 hours, IP66, IK06,         insulation 
protection.

High density aluminum alloy.   

Built - in electronic drive with over - temperature protection, in 
accordance with IEC61000 - 4 - 5 (GB17626.5) outdoor lighting surge 
protection requirements, lamp power ± 10%.        

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

On / Off Version: Come with 1.2 meter 3x1mm² power cable 
DMX  /  RGBW Version: Come with 1.2 meter 3x1mm² power cable + 
5x0.5mm² signal cable

Cable in Ø6 - 8mm. Please refer to installation guide.

Please refer to page 495 for junction box detail.

VAStandard 066

Materials:

Gear:

Finishing:

Installation:

Options:

Accessories:  



488

066.001

066.001

066.001

066.001

3.8°

3.8°

3.8°

72×4W

72×4W

72×4W

320W

320W

320W

ON / OFF

DMX

DMX+RDM

DMX+RDM

DMX+RDM

DMX

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

1800k, 23665 lm

2700k, 30486 lm

4000k, 34691 lm

3000k, 32589 lm

6500k, 35743 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥70

Ra≥80

Ra≥70

LED

RGB

RGBW

R - 620 - 630nm, 2351 lm

R - 620 - 630nm, 2260 lm

G - 520 - 535nm, 7456 lm

G - 520 - 535nm, 4878 lm

B - 465 - 485nm,2496 lm

B - 465 - 485nm, 1928 lm

W: 1800k, 5917 lm

2700k, 7622 lm

3000k, 8148 lm

4000k, 8673 lm

6500k, 8936 lm

24 kg

24 kg

24 kg

066VAStandard
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VAStandard  -  044 LED P493
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0301 02

VAStandard 044
Mounted compact floodlight with symmetrical modules. Ambient temperature:  - 
40℃ ~+50℃ ; Service life ≥30000 hours. IP65, IK06; Electrical protection:     . 

Housing - die - cast aluminium alloy; Glass - 4mm tempered glass, 
transmittance 93%; Gasket - water vapour resistant silicone; Fixings - 
stainless steel Allen headed screws; Mounting bracket - 6063 Aluminium 
alloy.

Mechanical and chemical anti - corrosion pre - treatment. AKZO - NOBEL 
UV - resistant polyester exterior powder - coating system. Normal UV 
protection for 10 years.

Electronic driver with thermal and overload protection. Fulfil IEC61000 - 4 
- 5 (GB17626.5) fixture lighting surge protection requirement.

On / off Version: Come with 0.7 meter 3x1mm² power cable;
DMX Dim / RGB Version: Come with 0.7 meter 3x1m² power cable AND a 
pair of 0.7 meter 4x0.75mm² signal cable.
Cable in Ø6 - 8mm. Please refer to installation guide.

01: AG - 2220     02: AG - 2222     03: Square Connector

Materials:

Finishing:

Gear:

Installation:

Standard
Color

Available
Color

Accessories 
Optional:
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044.021 044.022 044.023 044.024

044.021

LED

13°

24×1.5W 40W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 5232 lm

3000k, 5496 lm

5000k, 5664 lm

4000k, 5640 lm

5700k, 5736 lm

6500k, 5808 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.44 kg

044.021

RGB AC 100 - 277V

13°

24×1.5W 40W DMX

3.44 kg

R - 620 - 630nm,630 lm

G - 520 - 535nm,1084 lm

B - 465 - 485nm,300 lm

044.022

LED

17°

24×1.5W 40W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 5232 lm

3000k, 5496 lm

5000k, 5664 lm

4000k, 5640 lm

5700k, 5736 lm

6500k, 5808 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.44 kg

AC 100 - 277V

17°

24×1.5W 40W DMX

3.44 kg

R - 620 - 630nm,630 lm

G - 520 - 535nm,1084 lm

B - 465 - 485nm,300 lm

044.022

RGB

044VAStandard
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044.023

LED

28°

24×1.5W 40W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 5232 lm

3000k, 5496 lm

5000k, 5664 lm

4000k, 5640 lm

5700k, 5736 lm

6500k, 5808 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.44 kg

044.023

RGB AC 100 - 277V

28°

24×1.5W 40W DMX

3.44 kg

R - 620 - 630nm,630 lm

G - 520 - 535nm,1084 lm

B - 465 - 485nm,300 lm

044.024

LED

13°×37°

24×1.5W 40W ON / OFF

0 - 10V

PWM

1 - 10V

DMX

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

AC 100 - 277V

2700k, 5232 lm

3000k, 5496 lm

5000k, 5664 lm

4000k, 5640 lm

5700k, 5736 lm

6500k, 5808 lm

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

Ra≥80

3.44 kg

044.024

RGB AC 100 - 277V24×1.5W 40W DMX

3.44 kg

R - 620 - 630nm,630 lm

G - 520 - 535nm,1084 lm

B - 465 - 485nm,300 lm

13°×37°
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Accessories

Electrical 
Connection Box

705 Electrical 
Connection Box 

Junction
Box

Junction Box

Junction Box

AG-2210

AG-2211

3-way Junction Box: External diameter of cables of waterproof wire clasps is Ø9~Ø11.5mm,
and it is suitable for cable connection of embedded and underwater lamps.

In

4-way Junction Box: External diameter of cables of waterproof wire clasps is Ø9~Ø11.5mm, 
and it is suitable for cable connection of embedded and underwater lamps.

Electrical 
Connection 
Box

Out

In



LAMP
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Junction Box

Junction Box

Junction Box

Junction
Box

AG-2220

AG-2222

AG-2221

Junction Box: It is made of PP shell and anti-corrosion with gel as filler. It is suitable for cable connection 
of embedded and underwater lamps. The external diameter of the cables is ≤Ø16.5mm.

Junction Box: It is made of PP shell and anti-corrosion with gel as filler. It is suitable for cable connection 
of embedded and underwater lamps. The external diameter of the cables is ≤Ø13mm.

Four-way Junction Box: External diameter of cables of waterproof wire clamps is Ø9~Ø11.5mm,
and it is suitable for cable connection of embedded and underwater lamps.

In

In

Out

Out

Concrete
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AG-1111

AG-1127

AG-1128

Mounting 
Bracket

Mounting Bracket

Mounting Bracket

Mounting Bracket

Accessories
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AG-1133.001

AG-1113.001

AG-1134.001

Mounting 
Bracket

Mounting Bracket

Mounting Bracket

Mounting Bracket



Optical component

499
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50℃ 300kg 15° 15°

Basic Knowledge about Optics and
Lighting Data and Signs

Terms and Definitions

Photometric Data

Luminous flux

Luminous intensity

Illuminance

Luminous

Color Rendering Index

Sign: φ
Unit: lumen
Unit Sign: lm
For light emitted from source or received on surface, its luminous flux is calculated by radiant power (power with W as 
unit) after radiant influence is evaluated through naked eyes’ relative luminous efficiency function(V(λ)).

Sign: I
Unit: candela
Unit Sign: cd (lcd = 1 lm/sr)
Luminous intensity refers to luminous flux inside unit solid angle emitted from source or reflection surface in a given 
direction.

Sign: E
Unit: lux
Unit Sign: lx (1lx = 1 lm/ m2)
Illuminance refers to luminous flux density of some spot on the illuminated surface, that is, luminous flux on the unit area.

Sign: L
Unit: candela/㎡
Unit Sign: cd/㎡
Luminous refers to light intensity on the unit irradiated area emitted from source or reflected surface in a given direction.

Color rendering index refers, under state of chromatic adaptation with reasonable tolerance, to measurement of degree 
in coincidence between psychophysical color of lighting object for test light source and reference light source lighting 
with the same color sample. Its sign is R.
General CRI, the average value of CIE1974 special CRI of tested color samples in sets of eight is usually called as CRI. Its 
sign is Ra.
The maximum value is 100. Generally speaking, Ra between 100～ 80 shows excellent color rendering.

Lighting Angle
Icons demonstrate lighting direction 
and beam angle. The actual situation 
and location of installation plane are
not only limited as shown in the 
icons.

Maximum Surface 

Temperature
The icon refers to the highest
temperature measured on 
the surface of a lamp under 
1.06×Vn(common voltage)at 25°C.

Bearable Static Pressure
The icon means the maximum 
pressure to which a lamp is bearable 
is approximately equal to l kN of
force.

Spot Direction 

Adjustable
The lighting direction is 
adjustable byreflector 
inside the shell inclined 
without moving bulb. 
The iconshows that the 
inclined angle adjustable 
ranges from 0° to 15°.
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D D D

D

Em

h

D D

Lighting distribution curves

Illuminance and light beam diameter

Isolux diagrams

Road lighting standard value

Luminaire tilting angle

The spatial distribution of the lamp lumens results in a 3-dimensional body of light intensity distribution. A longitudinal 
or transverse section through this body results in a 2-dimensional light intensity distribution curve that indicates the light 
intensity of a luminaire for all angles of this plane. Usually, this is displayed in a polar coordinate diagram from which the 
main direction of the beam is recognizable, e.g. direct or indirect emission. The unit of light intensity is Candela (cd).

The tables usually shown next to the light intensity distribution comprise the illuminance values Emax (lx) and the light 
beam diameter D (m) resulting from the half peak value against the distance or height h (m). Illuminance values relate 
to the axial intensity. The table data for reflector lamps corresponds to the pertinent polar coordinate diagrams. For 
the rotationally symmetrical downlight, the table only gives one light beam diameter D (m). For the axially symmetrical 
projector, where illuminances are high, the table shows two light beam diameter D(m) on the longitudinal C0° and 
transversal C90° planes.

Indicate the distribution of illuminance on a visiblesurface. Points with the same illuminace are joined by curved-isolux 
lines. The luminaire is located perpendicular to the plane showing a mounting height above the coordinate data.

Road light i ng standard value Road lighting standard value is an important indicators related to the evaluation of road 
lighting. UO, total uniformity, the standard minimum value of 0.4.UL, longitudinal uniformity, the standard minimum value 
is 0.7.Lav (Cd/m2), the average brightness maintenance value, 1.5/2.0 standard values. Eav (lx), the average illuminance 
maintenance standard 20/30. TI (%), glare limit threshold value increment, maximum initial values 10.

The figure shows the tilting range of the luminaire.

As shown in the figure on the left, when D is '13.6+4.6', it means the value of D is 18.2 and the central optical intensity 
locates within the range of 13.6m to the upper edge and 4.6m to the bottom edge.

The light intens i ty distribution of rotational l y symmet rical luminai res is characteri zed by one symmet rical curve. 
Axially symmetrical light sources need two curve, displaying the two main planes C0-C180 (at right angles to the lamp 
position) and C90-C270 (parallel to the lamp). Asymmetrical distributions, mostly of the wallwashers, are usually shown in 
the main C0-C180. The luminous intensity in candela (cd) for a given wattage is derived by multiplying the value in cd/klm 
read from the diagram by the total luminous flux in kiloumen(klm) of the lamps used in the luminaire.

As lighting distribution curve on the right side, The angle consists of A°x B°x C°. A°stands for beam angle of vertical C0 
plane. B°stands for beam angle of horizontal C90 plane. C°stands for included angle of peak plane and C0 plane.
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Certification Marks, Product Marking and Symbols

Voltage

China Quality Certification Centre ( CQC)

China Compulsory Certification ( CCC or 3C)

International Electrotechnical Commission

The CE marking directive (93/68/EEC-Europe)

ENEC sign

China Compulsory Product Certification, Safety and EMC

Introduction of China Quality Certification Centre (CQC)
Established through the merger of the China Import and Export Quality Certification Centre and the Secreteriat of the 
China Electrical Product Certification Committee. The CQC was formally set up on the 24th April 2002. It is the largest 
and most widely recognised quality certification centre in China. It is the national quality organization that provides the 
widest scope of quality certification in this field.

In December 2001 China issued, as part of its commitment for entry into the World Trade Organization, a compulsory 
production certification procedure regarding human health and safety, as well as environment protection and public safety. 
This procedure covers 19 sectors divided into 132 product categories.
Implemented on May 1st 2002 and mandatory from August 1st 2003, the CCC Mark is a statutory requirement for a wide range 
of manufactured products before being exported or sold in the People's Republic of China.

The IEC is the world's leading organization for the preparation and publication of international standards for all electrical, 
electronic and related technologies.
Currently the IEC has over 60 members, including most developed and developing countries, which produce over 90% of the 
electric products in the world. The IEC promotes the wide use of IEC standards as regulations at national level. China is a 
member of the IEC Council, the IEC Executive Committee, as well as the CAB.

Indicates compliance with the requirements for:
i) The low voltage directive for electrical safety (73/23/EEG as ammended by 93/96/EEC)
ii) The EMC directive for electro-magnetic compatability (2004/108/EC as ammended bt 92/31/EEC)

ENEC is the high quality European Mark for electrical products that demonstrates compliance with European standards (EN).
European Certification Bodies in the electrical sector have opened the European ENEC Mark to all electrical product sectors.

Ambient Temperature Rating is defined as the maximum ambient temperature at which performance has been tested.
VAS products are subjected to thermal testing of proprietary component performance (control gear, lampholders, wiring) 
and the performance of the product itself, at temperatures higher than the IEC test regime ta of 25℃ . This is because 
in reality the products are expected to perform outside this recommendation. Many products are suitable to be used in 
ambient temperatures of -30° - +50°C.

The minimum distance from the luminaire to the illuminated surface.

All VAS products are designed and tested to comply with the IEC 60598 luminaire standard, and manufactured in accordance to the Quality Management
System standard governed by IEC 9001:2008.

All luminaires and safety transformers are supplied primarily for operation on 230V AC 50Hz circuits.
For alternative electrical specifications please contact the VAS sales department.
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Electrical Protection IEC 60598

Inflammability of Surface Protection IEC 60598

Iridescence classification

Safety class 1: Luminaires comply with earthed electrical requirements i.e, have functional insulation in all parts plus an earth termination.

Safety class 2: Luminaires comply with double insulated electrical requirments i.e, have complete insulation in all parts without an earth
termination. In the event of an electrical fault, no dangerous voltage can reach accessable metal parts.

Safety class 3: Luminaires comply with SELV electrical requirements i.e, where protection against electrical shock relies on the supply of 
safety extra-low voltage (SELV) and in which voltages higher than those of SELV are not generated.

Luminaires are suitable for mounting directly on normally f lammable surfa ces such as wood and wood based materials ≥2mm thick.

Luminaires are suitable for installation in or attached to furniture whose ignition behaviour corresponds to normally flammable building 
materials. The materials can be laminated, veneered or varnished.

Luminaires are suitable for installation directly on, or in furniture which is manufactured from materials with unknown flammability 
properties.

1=control
2=low
3=very low
4=no iridescence Iridescence
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Ingress Protection Categorisation IEC 60598（IPXX）

Guide to Installation Practice for In-ground Luminaires IEC 60598

All products must be rated for their protection against ingress by solid particles and water. The two numbers correspond 
to the protection level of the luminaire. Please see the table below.

1st Number: Protection Level Against Solid Particles

IP0X No protection

IP1X Protects against solid particles down to 50mm diameter

IP2X Protects against solid particles down to 12mm diameter

IP3X Protects against solid particles down to 2.5mm diameter

IP4X Protects against solid particles down to 1.0mm diameter

IP5X Protects against harmful dust deposits- dust-proof

IP6X Protects against any entry of dust- dust-tight

IPX0 No protection

IPX1 Protects against drops of water falling vertically. Limited ingress permitted

IPX2 Protects from drops of water falling up tp 15o from the vertical. Limited ingress protection

IPX3 Protects against water sprayed from 60o to the vertical. Rain-proof, limited ingress

IPX4 Protects against water splashed from all directions. Splash-proof

IPX5 Protects from low-pressure jets of water from all directions. Jet-proof

IPX6 Protects against heavy seas or strong jets of water

IPX7 Protects against temporary immersion down to 1m. Water-tight, not for permanent immersion

IPX8 Protects against permanent immersion at specified water depth. Pressure water-tight

2nd Number: Protection Against Water

Top temperature limits, protrusion dimensions above ground level and resistance to static loads. These vary accoding to the 
luminaire's function and degree of public accessibility.

Intended usage and 
public access

Max temp in ℃ Max height above ground in mm Static load in kg

1. Normally non-accesible areas Normal wiring regulations apply No specified limit No specified limit

2. Restricted accessible areas
(e.g pedestrian and cycles only)

100
0-5

25 for non pedestrian access
500

3. All accessible areas
(e.g. carriageways, parking etc)

65 (metal)
80 (glass)

75 
(with slope top and chamfer edge)

2000

4. As above but with areas 
where snow-ploughs and de-

icing agents are used

65 (metal)
80 (glass)

0-5
25 for non pedestrian access

2000

5 . Special area swith children
sensitive to burning 

(e.g. pools, nurseries)
40

0-5
25 for non pedestrian access

500
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Model No. Pack Qty.

(Inner) (Kg) (mm) (Outer) (Kg) (mm)

Product Weight Packaging Size Ctn. Weight Ctn. Packaging SizePage No. Pack Qty.

051.011          P24         1                     2.1                  218×185×111            12                   26.5                466×402×369
051.012          P24         1                     2.1                  218×185×111            12                   26.5                466×402×369
051.013          P24         1                     2.1                  218×185×111            12                   26.5                466×402×369
051.014          P25         1                     2.1                  218×185×111            12                   26.5                466×402×369
051.015          P26         1                     2.1                  218×185×111            12                   26.5                466×402×369
051.016          P27         1                     2.1                  218×185×111            12                   26.5                466×402×369

052.011          P30         -                      4.5                  -                                 1                     5                     350×256×212
052.012          P30         -                      4.5                  -                                 1                     5                     350×256×212
052.013          P30         -                      4.5                  -                                 1                     5                     350×256×212
052.014          P31         -                      4.5                  -                                 1                     5                     350×256×212
052.015          P32         -                      2.1                  -                                 1                     5                     350×256×212
052.016          P33         -                      4.5                  -                                 1                     5                     350×256×212

053.011          P36         -                      6.7                  -                                 1                     7.5                  322×218×333
053.012          P36         -                      6.7                  -                                 1                     7.5                  322×218×333
053.013          P36         -                      6.7                  -                                 1                     7.5                  322×218×333
053.014          P37         -                      6.7                  -                                 1                     7.5                  322×218×333
053.015          P38         -                      6.7                  -                                 1                     7.5                  322×218×333
053.016          P39         -                      6.7                  -                                 1                     7.5                  322×218×333

055.001          P20         1                     1.5                  -                                 -                      -                     -

055.002          P20         1                     1.5                  -                                 -                      -                     -

055.003          P21         1                     1.5                  -                                 -                      -                     -

055.004          P21         1                     1.5                  -                                 -                      -                     -

055.005          P22         1                     1.5                  -                                 -                      -                     -  

044.021          P492       1                     3.44                -                                 -                      -                     -

044.022          P492       1                     3.44                -                                 -                      -                     -

044.023          P493       1                     3.44                -                                 -                      -                     -

044.024          P493       1                     3.44                -                                 -                      -                     -

060.011          P42         1                     10.5                -                                 1                     12                   518×345×314

060.012          P42         1                     10.5                -                                 1                     12                   518×345×314

060.013          P42         1                     10.5                -                                 1                     12                   518×345×314

060.014          P43         1                     10.5                -                                 1                     12                   518×345×314

060.015          P44         1                     10.5                -                                 1                     12                   518×345×314

060.016          P45         1                     10.5                -                                 1                     12                   518×345×314

061.011          P48         1                     21.5                -                                 1                     24                   588×503×270

061.012          P48         1                     21.5                -                                 1                     24                   588×503×270 

061.013          P48         1                     21.5                -                                 1                     24                   588×503×270 

061.014          P49         1                     21.5                -                                 1                     24                   588×503×270

061.015          P50         1                     21.5                -                                 1                     24                   588×503×270

061.016          P51         1                     21.5                -                                 1                     24                   588×503×270

066.001          P488       1                     24                   -                                 -                      -                     -

067.001          P480       1                     17                   -                                 -                      -                     -

050.001          P16         -                      0.5                 145×95×55                15                    5.6                  350×256×212

050.002          P16         -                      0.5                 145×95×55                15                    5.6                  350×256×212

050.003          P17         -                      0.5                 145×95×55                15                    5.6                  350×256×212

050.004          P17         -                      0.5                 145×95×55                15                    5.6                  350×256×212

050.006          P16         -                      0.5                 145×95×55                15                    5.6                  350×256×212

505
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506

111.005          P450       1                     1.18               218×185×111            12                   17                   466×402×369
111.006          P450       1                     1.18               218×185×111            12                   17                   466×402×369
111.007          P450       1                     1.18               218×185×111            12                   17                   466×402×369
111.008          P450       1                     1.18               218×185×111            12                   17                   466×402×369

112.005           P442      1                     0.83               216×168×106            12                   12.5                456×360×358 

112.006           P442      1                     0.83               216×168×106            12                   12.5                456×360×358  

112.007           P442      1                     0.83               216×168×106            12                   12.5                456×360×358  

112.008           P442      1                     0.83               216×168×106            12                   12.5                456×360×358 

1105.001         P444       1                    0.7                 -                                 -                      -                    -

1105.002         P445       1                    0.7                 -                                 -                      -                    -

1105.003         P445       1                    0.7                 -                                 -                      -                    -

1105.004         P446       1                    0.7                 -                                 -                      -                    -

1105.005         P446       1                    0.7                 -                                 -                      -                    -

1105.006         P447       1                    0.7                 -                                 -                      -                    -

1104.001         P456       1                    0.8                 -                                 -                      -                    -

1104.002         P457       1                    0.8                 -                                 -                      -                    -

1104.003         P457       1                    0.8                 -                                 -                      -                    -

1104.004         P458       1                    0.8                 -                                 -                      -                    -

1104.005         P458       1                    0.8                 -                                 -                      -                    -

1104.006         P459       1                    0.8                 -                                 -                      -                    -

1103.001         P462       1                    3.5                 -                                 -                      -                    -

1103.002         P463       1                    3.5                 -                                 -                      -                    -

1103.003         P463       1                    3.5                 -                                 -                      -                    -

1103.004         P464       1                    3.5                 -                                 -                      -                    -

1103.005         P464       1                    3.5                 -                                 -                      -                    -

1103.006         P465       1                    3.5                 -                                 -                      -                    -

1102.001         P468       1                    4.3                 -                                 -                      -                    -

1102.002         P469       1                    4.3                 -                                 -                      -                    -

1102.003         P469       1                    4.3                 -                                 -                      -                    -

1102.004         P470       1                    4.3                 -                                 -                      -                    -

1102.005         P470       1                    4.3                 -                                 -                      -                    -

1102.006         P471       1                    4.3                 -                                 -                      -                    -

1101.001         P474      1                    17                   -                                 -                      -                    -

1101.002         P475      1                    17                   -                                 -                      -                    -

1101.003         P475      1                    17                   -                                 -                      -                    -

1101.004         P476      1                    17                   -                                 -                      -                    -

1101.005         P476      1                    17                   -                                 -                      -                    -

1101.006         P477      1                    17                   -                                 -                      -                    -

1100.001         P482      1                     24                   -                                 -                      -                    -

1100.002         P483      1                     24                   -                                 -                      -                    -

1100.003         P483      1                     24                   -                                 -                      -                    -

1100.004         P484      1                     24                   -                                 -                      -                    -

1100.005         P484      1                     24                   -                                 -                      -                    -

1100.006         P485      1                     24                   -                                 -                      -                    -

110.005          P452       1                     2.38                278×233×152            4                     11                   490×300×335
110.006          P452       1                     2.38                278×233×152            4                     11                   490×300×335
110.007          P453       1                     2.38                278×233×152            4                     11                   490×300×335
110.008          P453       1                     2.38                278×233×152            4                     11                   490×300×335
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216.027          P334       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.028          P334       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.029          P334       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.030          P334       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.035          P334       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.036          P335       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.037          P335       -                      2.6                  190×185×235            2                     2.9                  390×390×255

216.038          P335       -                      2.6                  190×185×235            2                     2.9                  390×390×255

217.023          P330       -                      -                     137×117×156            12                   16.8                394×311×349

217.024          P330       -                      -                     137×117×156            12                   16.8                394×311×349

217.025          P330       -                      -                     137×117×156            12                   16.8                394×311×349

217.026          P330       -                      -                     137×117×156            12                   16.8                394×311×349

217.027          P330       -                      -                     137×117×156            12                   16.8                394×311×349

217.028          P330       -                      -                     137×117×156            12                   16.8                394×311×349

220.001          P350       -                      -                     262×242×165            2                     8.6                  512×286×258

220.002          P350       -                      -

220.003          P351       -                      -

220.004          P351       -                      -

232.001          P338       -                      0.3                  -                                 -                      -                    -

232.002          P338       -                      0.3                  -                                 -                      -                    -

232.003          P339       -                      0.3                  -                                 -                      -                    -

232.004          P339       -                      0.3                  -                                 -                      -                    -

232.005          P340       -                      0.3                  -                                 -                      -                    -

232.011          P340       -                      0.3                  -                                 -                      -                    -

232.012          P341       -                      0.3                  -                                 -                      -                    -

232.013          P341       -                      0.3                  -                                 -                      -                    -

232.014          P342       -                      0.3                  -                                 -                      -                    -

232.015          P342       -                      0.3                  -                                 -                      -                    -

233.001          P344       -                      -                      -                                 -                      -                    -

233.002          P344       -                      -                      -                                 -                      -                    -

233.003          P344       -                      -                      -                                 -                      -                    -

233.004          P345       -                      -                      -                                 -                      -                    -

233.005          P345       -                      -                      -                                 -                      -                    -

233.006          P346       -                      -                      -                                 -                      -                    -

233.013          P346       -                      -                      -                                 -                      -                    -

233.014          P346       -                      -                      -                                 -                      -                    -

233.015          P347       -                      -                      -                                 -                      -                    -

233.016          P347       -                      -                      -                                 -                      -                    -

234.001          P354       -                      -                      -                                 -                      -                    -

234.002          P354       -                      -                      -                                 -                      -                    -

234.003          P354       -                      -                      -                                 -                      -                    -

234.004          P355       -                      -                      -                                 -                      -                    -

234.005          P355       -                      -                      -                                 -                      -                    -

234.006          P356       -                      -                      -                                 -                      -                    -

234.013          P356       -                      -                      -                                 -                      -                    -

234.014          P356       -                      -                      -                                 -                      -                    -

234.015          P357       -                      -                      -                                 -                      -                    -

234.016          P357       -                      -                      -                                 -                      -                    -

231.001          P326       1                     0.78                216×78×122              24                   29.8                455×335×375

231.002          P326       1                     0.78                216×78×122              24                   29.8                455×335×375

231.003          P327       1                     0.78                216×78×122              24                   29.8                455×335×375

231.004          P327       1                     0.78                216×78×122              24                   29.8                455×335×375

231.005          P327       1                     0.78                216×78×122              24                   29.8                455×335×375
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508

235.001          P360        -                     -                          -                                 -                      -                    -

235.002          P360        -                     -                          -                                 -                      -                    -

235.003          P360        -                     -                          -                                 -                      -                    -

235.004          P361        -                     -                          -                                 -                      -                    -

235.005          P361        -                     -                          -                                 -                      -                    -

235.006          P362        -                     -                          -                                 -                      -                    -

235.013          P362        -                     -                          -                                 -                      -                    -

235.014          P362        -                     -                          -                                 -                      -                    -

235.015          P363        -                     -                          -                                 -                      -                    -

235.016          P363        -                     -                          -                                 -                      -                    -

235.006          P362        -                     -                          -                                 -                      -                    -

235.013          P362        -                     -                          -                                 -                      -                    -

235.014          P362        -                     -                          -                                 -                      -                    -

235.015          P363        -                     -                          -                                 -                      -                    -

235.016          P363        -                     -                          -                                 -                      -                    -

413.011          P284       1                     1.23                    171×170×173            4                     6.5                  375×368×205

413.012          P284       1                     1.23                    171×170×173            4                     6.5                  375×368×205

413.013          P284       1                     1.23                    171×170×173            4                     6.5                  375×368×205

413.014          P284       1                     1.23                    171×170×173            4                     6.5                  375×368×205

414.012          P286       -                      2.53                    -                                 1                     3                     291×228×258

414.013          P286       -                      2.53                    -                                 1                     3                     291×228×258

414.014          P286       -                      2.53                    -                                 1                     3                     291×228×258

414.015          P286       -                      2.53                    -                                 1                     3                     291×228×258

447.004          P290       -                      7.5                      -                                 1                     7.5                  582×142×138

447.005          P290       -                      14.4                    -                                 1                     14.4              1084×154×153

449.001          P316       -                      6.4                      -                                 1                     8.3                  363×318×323

449.002          P316       -                      6.4                      -                                 1                     8.3                  363×318×323

449.003          P316       -                      6.4                      -                                 1                     8.3                  363×318×323

449.004          P317       -                      6.4                      -                                 1                     8.3                  363×318×323

449.005          P317       -                      6.4                      -                                 -                     -                     -

449.006          P318       -                      6.4                      -                                 1                     8.3                  363×318×323

448.001          P312       -                      3                         -                                 1                     3.9                  291×228×258

448.002          P312       -                      3                         -                                 1                     3.9                  291×228×258

448.003          P312       -                      3                         -                                 1                     3.9                  291×228×258

448.004          P313       -                      3                         -                                 1                     3.9                  291×228×258

448.005          P313       -                      3

448.006          P314       -                      3

450.013          P294       1                     8.5                  680×160×175                2                     18.3                710×340×210

450.039          P294       1                     11.3                980×160×175                2                     25.7              1000×340×210

450.065          P295       1                     15.65              1280×160×175              2                     34.4              1300×340×210

451.001          P298       1                     9.2                  680×160×175                2                     18.3                710×340×210

451.002          P298       1                     9.2                  680×160×175                2                     18.3                710×340×210

451.003          P299       1                     9.2                  680×160×175                2                     18.3                710×340×210

451.011          P299       1                     14.6                980×160×175                2                     25.7              1000×340×210

451.012          P300       1                     14.6                980×160×175                2                     25.7              1000×340×210

451.013          P300       1                     14.6                980×160×175                2                     25.7              1000×340×210

451.021          P301       1                     20.2                1280×160×175              2                     34.4              1300×340×210

451.022          P301       1                     20.2                1280×160×175              2                     34.4              1300×340×210

451.023          P302       1                     20.2                1280×160×175              2                     34.4              1300×340×210
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478.001          P276       -                      4.4                 -                                 -                      -                    -

478.002          P276       -                      4.4                 -                                 -                      -                    -

478.003          P276       -                      4.4                 -                                 -                      -                    -

478.004          P277       -                      4.4                 -                                 -                      -                    -

478.005          P277       -                      4.4                 -                                 -                      -                    -

478.006          P278       -                      4.4                 -                                 -                      -                    -

473.011          P272       -                      14.5                -                                 1                     15.4                414×400×223

473.012          P272       -                      14.5                -                                 1                     15.4                414×400×223

473.013          P273       -                      14.5                -                                 1                     15.4                414×400×223

473.014          P273       -                      14.5                -                                 1                     15.4                414×400×223

475.001          P252       -                      0.8                 -                                 -                      -                    -

475.002          P252       -                      0.8                 -                                 -                      -                    -

475.003          P253       -                      0.8                 -                                 -                      -                    -

475.004          P253       -                      0.8                 -                                 -                      -                    -

475.005          P254       -                      0.8                 -                                 -                      -                    -

476.001          P264       -                      1.9                 -                                 -                      -                    -

476.002          P264       -                      1.9                 -                                 -                      -                    -

476.003          P264       -                      1.9                 -                                 -                      -                    -

476.004          P265       -                      1.9                 -                                 -                      -                    -

476.005          P265       -                      1.9                 -                                 -                      -                    -

476.006          P266       -                      1.9                 -                                 -                      -                    -

477.001          P268       -                      3.1                 -                                 -                      -                    -

477.002          P268       -                      3.1                 -                                 -                      -                    -

477.003          P268       -                      3.1                 -                                 -                      -                    -

477.004          P269       -                      3.1                 -                                 -                      -                    -

477.005          P269       -                      3.1                 -                                 -                      -                    -

477.006          P270       -                      3.1                 -                                 -                      -                    -

472.011          P260       -                      6.2                  -                                 1                     6.5                  230×230×210

472.012          P260       -                      6.2                  -                                 1                     6.5                  230×230×210

472.013          P261       -                      6.2                  -                                 1                     6.5                  230×230×210

472.014          P261       -                      6.2                  -                                 1                     6.5                  230×230×210

470.001          P248       1                     0.78               146.5×76×93              24                   19.2                343×318×313

470.002          P248       1                     0.78               146.5×76×93              24                   19.2                343×318×313

470.003          P249       1                     0.78               146.5×76×93              24                   19.2                343×318×313

470.004          P249       1                     0.78               146.5×76×93              24                   19.2                343×318×313

470.005          P249       1                     0.78               146.5×76×93              24                   19.2                343×318×313

471.011          P256       1                     2.63               170×170×140             8                     21                   363×363×308

471.012          P256       1                     2.63               170×170×140             8                     21                   363×363×308

471.013          P257       1                     2.63               170×170×140             8                     21                   363×363×308

471.014          P257       1                     2.63               170×170×140             8                     21                   363×363×308

509

452.001          P304       1                     10                   680×160×175             2                     23.4                710×340×210

452.002          P304       1                     14                   980×160×175             2                     32                 1000×340×210

452.003          P305       1                     22                   1280×160×175           2                     48.8              1300×340×210

452.004          P305       1                     10                   680×160×175             2                     23.4                710×340×210

452.005          P306       1                     14                   980×160×175             2                     32                 1000×340×210

452.006          P306       1                     22                   1280×160×175           2                     48.8              1300×340×210
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510

512.001          P138       -                      18                   -                                 1                     21.8              1012×288×263

512.002          P138       -                      13.5                -                                 1                     15.3              1012×288×263

512.003          P139       -                      9                     -                                 -                     -                      -

512.004          P139       -                      4.5                  -                                 -                     -                      -

520.003           P118      -                      7.61                -                                 1                    9                      573×288×263

520.004           P118      -                      7.61                -                                 1                    -                     1012×285×255

521.015           P122      -                      13.3                -                                 1                    17.4               1012×288×263

521.016           P122      -                      16.3                -                                 1                    -                    1234×288×263

522.017           P126      -                      13.2                -                                 1                    14.3               1012×288×263

522.018           P126      -                      16.3                -                                 1                    12.7               1234×288×263

523.003           P130      -                      16.3                -                                 1                    10                    573×288×263

523.004           P130      -                      26.3                -                                 1                    10                  1012×288×263

524.004           P132      -                      5.73                -                                 1                    7                      730×250×150

525.003           P120      -                      6.94                -                                 1                    8.5                  573×288×263

525.004           P120      -                      10.2                -                                 1                     -                    1012×288×263

526.015           P124      -                      13.88              -                                 1                    14.4               1012×288×263

526.016           P124      -                      16.8                -                                 1                     -                    1234×288×263

527.017           P128      -                      13.3                -                                 1                    13.8               1012×288×263

527.018           P128      -                      16.23              -                                 1                     -                    1234×288×263

528.003          P131       -                      9.15                -                                 1                     9.5                  573×288×263

528.004          P131       -                      14.78              -                                 1                     -                    1012×288×263

529.004          P132       -                      5.77                -                                 1                     7.3                  730×250×150 

540.001          P74         1                     22.6                 -                                 4                    23                   688×418×443

540.002          P74         1                     17.4                 -                                 3                    17.8                688×418×443

540.003          P74         1                     11.7                 -                                -                       -                    -

540.004          P75         1                     6.04

540.005          P76         1                     11.7                 -                                 4                    22                   468×166×173

541.003          P82         -                      11.7                 -                                1                    11                    665×435×300

541.004          P82         -                      11.7                 -                                1                    11                    665×435×300

542.003          P83         -                      23.8                 -                                -                     -                     -

542.004          P83         -                      23.8                 -                                -                     -                     -

543.001          P84         -                      -                       -                                -                     -                     -

543.002          P84         -                      -                       -                                -                     -                     -

547.003          P90         1                     23.8                  -                                2                    56.5            1141×1056×830

547.004          P90         1                     23.8                  -                                2                    56.5            1141×1056×830

548.001          P98         -                      22                     -                                1                    35.2             1840×124×144

548.002          P99         -                     10                      -                                 -                   -                    -  

530.002          P66         -                      23.4                -                                 1                    16                 1111×648×293

530.004          P66         -                      23.4                -                                 1                    16                 1111×648×293

530.006          P67         -                      11.7                -                                 1                    16                 1111×648×293

530.008          P67         -                      11.7                -                                 1                    16                 1111×648×293

550.003          P102       -                     10                      -                                 -                   -                    -

550.004          P102       -                     10                      -                                 -                   -                    -

560.011          P108       -                      10                     -                                1                    13                   563×278×303  

560.021          P109       -                      11                     -                                1                    14.3                563×278×303

560.022          P109       -                      11                     -                                1                    14.3                563×278×303

560.023          P110       -                      11                     -                                 -                    -                     -

560.024          P110       -                      11                     -                                 -                    -                     -
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601.002          P194       1                    1.23                 295×111×103            6                     7.9                  371×318×243

602.001          P196       1                    1.1                   295×111×103            6                     9.1                  371×318×243

604.001          P202       1                    0.7                   295×111×103            6                     7.2                  371×318×243

607.016          P190        -                    4.8                  -                                 1                     5.5                   258×255×262

607.017          P190        -                    4.8                  -                                 1                     5.5                   258×255×262

607.018          P191        -                    4.8                  -                                 1                     5.5                   258×255×262

607.019          P191        -                    4.8                  -                                 1                     5.5                   258×255×262

611.001          P204       -                     1.6                  265×120×120            12                   18.3                 440×280×400

615.001          P198       -                     1.5                  287×144×140             6                    11                    468×311×322 

615.002          P198       -                     1.5

620.003          P216       1                     2.38                278×144×140             6                   16                    468×311×322

621.003          P216       -                     3.65                 -                                1                     5                      280×146×140

621.004          P216       -                     3.65

622.003          P218       1                     3.65                268×268×132            4                     13.5                540×295×285

622.004          P218       1                     3.65                287×144×140            6                     11.8                468×311×322

623.003          P220       1                     2.58                287×144×140            6                     9.5                  468×311×322

624.004          P220       1                     1.89

625.003          P220       1                     1.95

626.011          P186       1                     3.0                 175×156×162             4                     10.2                368×333×186

626.012          P186       1                     3.0                 175×156×162             4                     10.2                368×333×186

626.013          P187       1                     3.0                 175×156×162             4                     10.2                368×333×186

626.014          P187       1                     3.0                 175×156×162             4                     10.2                368×333×186

626.015          P188       1                     3.0                 175×156×162             4                     10.2                368×333×186

628.001          P206       -                     1.2

630.001          P210       1                     6.04                -                                 4                     23                   688×418×443

631.001          P210       1                    11.7                 -                                 4                     23                   688×418×443

632.001          P210       1                    17.4                 -                                 3                     17.4                688×418×443

640.001          P152       1                    1.5                   -                                 -                      -                      -

640.002          P152       1                    1.5                   -                                 -                      -                      -

640.003          P152       1                    1.5                   -                                 -                      -                      -

640.004          P152       1                    1.5                   -                                 -                      -                      -

640.005          P152       1                    1.5                   -                                 -                      -                      -

641.001          P156       1                     2.1                  -                                 -                      -                      -

641.002          P156       1                     2.1                  -                                 -                      -                      -

641.003          P156       1                     2.1                  -                                 -                      -                      -

641.004          P157       1                     2.1                  -                                 -                      -                      -

641.005          P157       1                     2.1                  -                                 -                      -                      -

641.006          P157       1                     2.1                  -                                 -                      -                      -

511

560.031          P110       -                     11                   -                                 1                     14                    563×278×303

560.032          P110       -                     11                   -                                 1                     14                    563×278×303

560.033          P110       -                     11                   -                                 1                     14                    563×278×303

560.034          P110       -                     11                   -                                 1                     14                    563×278×303

560.041          P111       -                     3.5                  -                                 1                      8.6                  563×278×303                    

560.051          P111       -                      -                     -                                 1                     -                      563×278×303

560.052          P111       -                      -                     -                                 1                     -                      563×278×303

560.053          P111       -                      -                     -                                 1                     -                      563×278×303



Model No. Pack Qty.

(Inner) (Kg) (mm) (Outer) (Kg) (mm)

Product Weight Packaging Size Ctn. Weight Ctn. Packaging SizePage No. Pack Qty.

642.001          P160       1                     4.5                  -                                 -                      -                      -

642.002          P160       1                     4.5                  -                                 -                      -                      -

642.003          P160       1                     4.5                  -                                 -                      -                      -

642.004          P161       1                     4.5                  -                                 -                      -                      -

642.005          P161       1                     4.5                  -                                 -                      -                      -

642.006          P161       1                     4.5                  -                                 -                      -                      -

643.001          P164       1                     6.7                  -                                 -                      -                      -

643.002          P164       1                     6.7                  -                                 -                      -                      -

643.003          P164       1                     6.7                  -                                 -                      -                      -

643.004          P165       1                     6.7                  -                                 -                      -                      -

643.005          P165       1                     6.7                  -                                 -                      -                      -

643.006          P165       1                     6.7                  -                                 -                      -                      -

645.001          P168       1                     2.5                  -                                 -                      -                      -

645.002          P168       1                     2.5                  -                                 -                      -                      -

645.003          P168       1                     2.5                  -                                 -                      -                      -

645.004          P168       1                     2.5                  -                                 -                      -                      -

645.005          P169       1                     2.5                  -                                 -                      -                      -

646.001          P172       1                     3                  -                                 -                         -                      -

646.002          P172       1                     3                  -                                 -                         -                      -

646.003          P172       1                     3                  -                                 -                         -                      -

646.004          P173       1                     3                  -                                 -                         -                      -

646.005          P173       1                     3                  -                                 -                         -                      -

646.005          P173       1                     3                  -                                 -                         -                      -

647.001          P176       1                     7                  -                                 -                         -                      -

647.002          P176       1                     7                  -                                 -                         -                      -

647.003          P176       1                     7                  -                                 -                         -                      -

647.004          P177       1                     7                  -                                 -                         -                      -

647.005          P177       1                     7                  -                                 -                         -                      -

647.006          P178       1                     7                  -                                 -                         -                      -

648.001          P180       1                     10                  -                                 -                       -                      -

648.002          P180       1                     10                  -                                 -                       -                      -

648.003          P180       1                     10                  -                                 -                       -                      -

648.004          P181       1                     10                  -                                 -                       -                      -

648.005          P181       1                     10                  -                                 -                       -                      -

648.006          P181       1                     10                  -                                 -                       -                      -

710.001          P226       1                     1.5                  -                                 -                      -                      -

710.002          P226       1                     1.5                  -                                 -                      -                      -

710.003          P226       1                     1.5                  -                                 -                      -                      -

710.004          P226       1                     1.5                  -                                 -                      -                      -

710.005          P227       1                     1.5                  -                                 -                      -                      -

711.001          P230       1                     2.1                  -                                 -                      -                      -

711.002          P230       1                     2.1                  -                                 -                      -                      -

711.003          P230       1                     2.1                  -                                 -                      -                      -

711.004          P231       1                     2.1                  -                                 -                      -                      -

711.005          P231       1                     2.1                  -                                 -                      -                      -

711.006          P231       1                     2.1                  -                                 -                      -                      -

712.001          P234       1                     4.5                  -                                 -                      -                      -

712.002          P234       1                     4.5                  -                                 -                      -                      -

712.003          P234       1                     4.5                  -                                 -                      -                      -

712.004          P235       1                     4.5                  -                                 -                      -                      -

712.005          P235       1                     4.5                  -                                 -                      -                      -

712.006          P235       1                     4.5                  -                                 -                      -                      -



INDEX

Model No. Pack Qty.

(Inner) (Kg) (mm) (Outer) (Kg) (mm)

Product Weight Packaging Size Ctn. Weight Ctn. Packaging SizePage No. Pack Qty.

914.006          P386       1                     0.3                  666×79×77                24                   14                   690×321×314

914.008          P386       1                     0.3                  666×79×77                24                   14                   690×321×314

914.010          P387       1                     0.3                  666×79×77                24                   14                   690×321×314

914.007          P388       1                     0.62                1046×79×77              12                   19                 1070×236×243

914.009          P388       1                     0.62                1046×79×77              12                   19                 1070×236×243

914.011          P389       1                     0.62                1046×79×77              12                   19                 1070×236×243

921.001          P406       1                     2                     1040×115×99            12                   20.3              1073×336×288

921.002          P406       1                     2                     550×115×99              12                   10.3                583×335×288

922.001          P408       1                     1.2                   -                                 -                      -                      -

922.002          P408       1                     0.61                 -                                 -                      -                      -

924.001          P410       1                     3.63                653×218×113            6                     26                   668×348×368

924.002          P411       1                     5.4                  953×218×113            6                     37.2                968×348×368

924.003          P412       1                     7.25                1238×218×114          6                     48                 1252×348×368

926.016          P420       1                     8.1                  1210×190×105          6                     59.5              1225×410×360

926.017          P420       1                     8.1                  1210×190×105          6                     59.5              1225×410×360

926.018          P420       1                     8.1                  1210×190×105          6                     59.5              1225×410×360

927.001          P422       1                     3.8                  651×150×85              6                     26                   686×326×290

927.002          P423       1                     3.8                  651×150×85              6                     26                   686×326×290

927.003          P424       1                     5.6                  955×150×85              6                     33.7                981×326×290

927.004          P425       1                     5.6                  955×150×85              6                     33.7                981×326×290

927.005          P426       1                     7.5                  1248×150×85            6                     42.7              1278×326×290

927.006          P427       1                     7.5                  1248×150×85            6                     42.7              1278×326×290

925.006          P414       1                     3.42                651×150×85              6                     21.5                668×326×290

925.007          P414       1                     3.42                651×150×85              6                     21.5                668×326×290

925.008          P414       1                     3.42                651×150×85              6                     21.5                668×326×290

925.011          P415       1                     5.13                955×150×85              6                     31.8                981×326×290

925.012          P415       1                     5.13                955×150×85              6                     31.8                981×326×290

925.013          P415       1                     5.13                955×150×85              6                     31.8                981×326×290

925.016          P416       1                     6.84                1248×150×85            6                     42                 1278×326×290

925.017          P416       1                     6.84                1248×150×85            6                     42                 1278×326×290

925.018          P416       1                     6.84                1248×150×85            6                     42                 1278×326×290

926.006          P418       1                     4.05                640×190×105            6                     39.4                670×410×360

926.007          P418       1                     4.05                640×190×105            6                     39.4                670×410×360

926.008          P418       1                     4.05                640×190×105            6                     39.4                670×410×360

926.011          P419       1                     6.05                930×190×105            6                     51.5                955×410×360

926.012          P419       1                     6.05                930×190×105            6                     51.5                955×410×360

926.013          P419       1                     6.05                930×190×105            6                     51.5                955×410×360

713.001          P238       1                     6.7                 -                                 -                      -                      -

713.002          P238       1                     6.7                 -                                 -                      -                      -

713.003          P238       1                     6.7                 -                                 -                      -                      -

713.004          P239       1                     6.7                 -                                 -                      -                      -

713.005          P239       1                     6.7                 -                                 -                      -                      -

713.006          P239       1                     6.7                 -                                 -                      -                      -

810.002          P146       -                      0.98                295×111×103            6                     7.5                  371×318×243
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928.001          P430       1                     5.5                  640×190×105            6                     51                   670×410×360

928.002          P431       1                     5.5                  640×190×105            6                     51                   670×410×360

928.003          P431       1                     5.5                  640×190×105            6                     51                   670×410×360

928.004          P432       1                     7.6                  930×190×105            6                     63.2                955×410×360

928.005          P433       1                     7.6                  930×190×105            6                     63.2                955×410×360

928.006          P433       1                     7.6                  930×190×105            6                     63.2                955×410×360

928.007          P434       1                     10.6                1210×190×105          6                     71.2              1225×410×360

928.008          P435       1                     7.6                  1210×190×105          6                     71.2              1225×410×360

928.009          P435       1                     10.6                1210×190×105          6                     71.2              1225×410×360

932.011          P392       1                     1                     646×98×96                12                   16.5                678×283×295

932.012          P392       1                     1                     646×98×96                12                   16.5                678×283×295

932.013          P393       1                     1.8                  646×98×96                12                   16.5                678×283×295

932.014          P393       1                     1.8                  646×98×96                12                   16.5                678×283×295

933.011          P398       1                     1.5                  534×81×60                12                   18.5                555×201×277

933.012          P398       1                     1.5                  534×81×60                12                   18.5                555×201×277

933.013          P399       1                     3                     534×81×60                12                   18.5                555×201×277

933.014          P399       1                     3                     534×81×60                12                   18.5                555×201×277

934.011          P394       1                     1                     646×98×96                12                   13.4                678×283×295

934.012          P394       1                     1.8                  646×98×96                12                   13.4                678×283×295 

935.011          P395       1                     1                     646×98×96                12                   13.4                678×283×295                         

935.012          P395       1                     1                     646×98×96                12                   13.4                678×283×295             

935.013          P395       1                     1                     646×98×96                12                   13.4                678×283×295             

935.014          P395       1                     1                     646×98×96                12                   13.4                678×283×295             

935.015          P396       1                     1.8                  1246×98×96              12                   21                 1278×283×295

935.016          P396       1                     1.8                  1246×98×96              12                   21                 1278×283×295

935.017          P396       1                     1.8                  1246×98×96              12                   21                 1278×283×295

935.018          P396       1                     1.8                  1246×98×96              12                   21                 1278×283×295

935.019          P396       1                     1.5                   -                                 -                      -                    -

935.020          P396       1                     1.5                   -                                 -                      -                    -

936.011          P400       1                     1.7                  534×81×60                12                   18.6                555×201×277

936.012          P400       1                     1.7                  534×81×60                12                   18.6                555×201×277

937.011          P401       1                     1.5                  534×81×60                12                   18.6                555×201×277

937.012          P401       1                     1.5                  534×81×60                12                   18.6                555×201×277

937.013          P402       1                     1.5                  534×81×60                12                   18.6                555×201×277

937.014          P402       1                     1.5                  534×81×60                12                   18.6                555×201×277

937.015          P402       1                     3                     1024×81×60              6                     37.3              1045×201×193                       

937.016          P403       1                     3                     1024×81×60              6                     37.3              1045×201×193  

937.017          P403       1                     3                     1024×81×60              6                     37.3              1045×201×193  

937.018          P404       1                     3                     1024×81×60              6                     37.3              1045×201×193                                                     

937.019          P404       1                     3                     1024×81×60              6                     37.3              1045×201×193

937.020          P404       1                     3                     1024×81×60              6                     37.3              1045×201×193  

i200.010          P372      -                      0.43                 -                                10                   5                     370×240×190

i210.001          P374      -                      0.15                 -                                 -                      -                      -

i210.003          P375      -                      0.135               -                                 -                      -                      -

i210.004          P375      -                      0.135               -                                 -                      -                      -

i210.004          P375      -                      0.135               -                                 -                      -                      -

i240.001          P378      -                      0.25                 -                                 -                      -                      -






