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WEBB DECO LIGHTING is an enterprise with high and new technology
while systemized with products, producing and marketing.

WEBB DECO LIGHTING takes the advantage of its advanced technique. It
has high requirements for its products and does not stop innovating. It
understands the requirements of the market, using realistic market selling
tactics, providing much high quality products for its valued clients.
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LED 34T

In-ground Luminaires

@

10.0911 10.0921 10.0912 10.0913
P 001 P 005 P 009 P 013

10.0913E 10.0914 10.0915
P 017 P 021 P 025

10.0924 10.0925 10.0734
P 031 P 035 P 039

10.0808S 10.0808D 10.0808F 10.0808N
P 043 P 043 P 043 P 043

10.0614 10.7029 10.0942
P 047 P 051 P 055

10.0931 10.0932 10.0933 10.0934 10.0935 10.0936
P 061 P 065 P 069 P 073 P 077 P 081

LED BT
Wall Luminaires /
Recessed Wall

Luminaires

20.05065
P 087

20.0508S
P 099

20.85035
P 107

20.0703
P 115

20.0517
P 123

20.3011
P 127

20.4030
P 137

20.4037
P 149

20.0506D
P 087

20.0508D
P 099

20.8503D
P 107

20.0704
P 119

20.0501
P 125

20.3012
P 129

20.4031
P 139

20.7040
P 153

20.05155
P 091

20.05095
P 103

-

"

20.85045
P11

20.0515D 20.05075S
P 091 P 095
20.0509D
P 103

-

20.8504D
P 111

20.3013
P 131

20.4032
P 141

20.3014
P 133

20.4034 20.4035
P 143 P_145

20.0507D
P 095

20.4041
P 147



LED #&5¢4T

Floodlights / On-ground

Luminaires

n @

i
LED REBr4T /'
\ Bollards / Landscape
“\\, - ;4 Luminaires |
30.0871 30.0872 30.0873 30.0874 30.0876 50.7001 50.7003 50.7006
P 161 P 165 P 169 P 173 P 177 P 281 P 385 P 389
- \ [ = o
& \‘® :5/
\. 4 , <
5, = = A
4 o
30.0850 30.0850E 30.0851 30.0852 30.0853 50.7007 50.7008
P 181 P 185 P 189 P 193 P 197 P 293 P 297
30.1052 30.1052D
P 201 P_205
30.0911 30.0912
P 211

P 215

50.7009 50.7010
P 301 P 305
50.7011 50.7012
P 309
30.0913 30.0913E 30.0914 30.0915
P 219 P 223 P 227 P 231
30.0954
P 235

50.7014 50.2013 50.7076

P 313 P 317 P 321 P 325
LED P& T5XT e —
Ceiling Luminaires l
60.8503
=y )
30.0955 30.0956 30.0822 30.0823 30.0824
P 235 P 235 P 241 P 241 P 241

?\ ? o
30.0601 30.0602 30.0603
P 247 P 247 P 247

P 257

60.8504
P 333 P 337
30.0622
P 253
Pole mounting and accessary

60.0506 60.0507 60.0508 60.0509 60.0515
P 341 P 343 P 345 P 347 P 349
30.0707 30.0708 30.0709 30.0807 30.0808
P 265 P 265 P 265 P 271 P 271

30.0809
P 271



LED £Z4T

Linear Luminaires

70.6009
P 355

70.6021
P 375

70.6026
P 395

70.6014
P 411

70.6011
P 359

70.6022
P 379

70.6036
P 399

70.6019
P 415

70.6012
P 363

70.6033
P 383

70.6061
P 403

70.6017 70.6018
P 367 P 371

70.6044 70.6045
P 387 P 391

70.6060
P 407

LED 7K F4T

Underwater Luminaires

80.8030 80.8031 80.8033 80.8035
P 423 P 427 P 431 P_435

80.8030R 80.8031R 80.8033R 80.8035R
P 439 P 443 P 447 P 451

)

o o]
\7///1\\,/f\
N
\\/_
80.6023
P 455



EhAT

In-ground Luminaires

10.0716
P 463

10.0717.D
P 467

10.0717
P 470

10.0707.D
P 467

10.0707
P 472

10.0716.E 10.0706.E 10.0718.E 10.0708.E
P_464 P 465 P 466 P_466

10.0718.D 10.0708.D 10.0716.D 10.0706.D
P 468 P 468 P 469 P 469

10.0718
P 474

10.0802
P 476

10.0803
P 476

10.0806
P 477

10.0804
P 478

BT
Wall Luminaires /
Recessed Wall

Luminaires

20.0501
P 481

20.0507S
P 488

20.0502
P 482

20.0508S
P 489

20.0503 20.0504 20.0802
P 484 P 486 P 487

K

20.05095
P 491

8BIAT

Floodlights / On-ground

PP

Luminaires
30.0707 30.0708 30.0715 30.0714 30.0716
P 499 P 501 P 503 P 504 P 505
30.0726 30.0725 30.0724
P_505 P 507 P_509
30.0865 30.0865.A 30.0866 30.0866.A
P 511 P 511 P 512 P 512
A\
30.0851 30.0852 30.0853
P 513 P 514 P 515
=
EERAT
Bollards / Pole-top
Luminaires
50.7003 50.7008 50.7004.X 50.7004.V 50.7007
P 518 P 518 P 519 P 519 P 520
IR TRAT

Ceiling Luminaires

60.0507 60.0508 60.0509
P 493 P 493 P 494



= &tRR Product making & Symbos

BILEERIRERIBEN - 25

Completely protected against penetration of dust

DMX

DMX512 =HI N B EEFE AT IMETF 1990 FX
RRTRIESISS S 1T RIS & HTHURE MmN TR E

Luminaire dimming according to DMX protocol

BENBE TBIKER M

IP66 75 LE R & K EY 58 S IFE 7k Protected against waves
B LEAE IR AN - 2R Comolotels orotected seainet senotration of dust
i omplete rotected agains enetration o us
P67 HEAEBTRR TR 1 3Ke . tpt ) v o fgf t ‘f’ _
- —_ rotected agains e ertects ot Immersion
BAKEEE, BRAFKAEHE E
B LEAE IR AL HIHEN - 2% Comolotely orotectod anainet penetration of dust
N [ - ompletel rotecteda agains enetration O us
IP68 e AR F— BRI AR, peteyp gamnstp

Protected against the effects of prolonged immersion

REER 1 TRERBFHER,
BOFFE BRI B TIREIE B S AR — MMEHIR

Grounding connection mark (class | protection

against electrical shock)

RE RGB 2% Color-dynamic lighting
RGBW &% Color-dynamic lighting

T2ER 2 ITEERWLSBIER, BFEEt
HEFREMELS, THEtinR. NRBIMBIKE,
AIEMNE RS T SHERNEER

Class Il protection against electrical shock

R2ER 3 NTRER SELV BRER, BIfLEAE
FHEBT I REBRABE (SEWV) B,
RS T IEBERNBEITETRBMG LF-E

Class Il protection against electrical shock

ITEEGTEESEERTETIRER, NEE
AT 2mm BIRRSE T ARG BI = E

Luminaries are designed for direct installation

on normally flammable surfaces

(€S

CE #RE6T (93/98/EEC- RRiM)

Mark of compliance with European Norms

of Electromagnetic Compatibility (EMC)

ENEC 2RUMILER S~ @ITIR,
JEBRF @IF S RUNAT & (EN)

Marc of compliance with European Standards
EN 60598-1:2008; EN 60598-2-2:1996

MY RERREA RS HVIT AN

EMC EBHARAE EMC (Electro Magnetic Compatibility) Mark of electromagnetic efficiency
DALI(Digital Addressable Lighting Interface)
DALI 9 gming Luminaire dimming according to DALI protocol

EfrBETZERE (EQ

International Electrotechnical Commission

®

FmEF

Product Patent

®

FRERREIME RREIME (BHFR CCC 37 3C IAIE)

China Compulsory Certification ( CCC or 3C)

N

i
(
X

FREREINEFRD (CQO

China Quality Certification Centre ( CQC)

Gscm RS R A TR TR B The minimum distance from the luminaire to the
illuminated surface
+15° )
Wl BT E S RN Tilt angle
=G BB E S ATEE Tilt angle
50°_90°
O LAY )T EE 5 A e EEAR Tilt angle
350°% KFEFH ERAER Vertical axis rotation angle
| ZRSIEACHEITARERENRAE Maximum installation depth
238N R B 4
IK06 ?J]j‘_fzifii XIS SRR 520 Protected against 1 joule shock
ERES
B RS R 4
IK07 :}fﬁzfi IR FHURRR A 755 Protected against 2 joule shock
I IEREE
IR bR 4
1IK08 ;fizfi IR FHURRR S 755 Protected against 5 joule shock
I IEREEE
G INFTIT IS it FEE 4
IK09 ?;fﬁifil\m IR TARRLREO TS Protected against 10 joule shock
ERES
QIR PIEE:D S22
IK10 ;fﬁszw IRTARRREI PRS2 Protected against 20 joule shock
TERES
©
L JTER P KBS B 7EKE ET/E The luminaire can not be used over water
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LED 32thXT

KIERIT ARG, ST
EAPNE 2R Svi 22
Family product line, different

sizes and power catagories.

10.0911
0.3W-1.8W

@50

10.0921
0.3W-2.5W

278
|
i ﬁ

@
3 ‘ ‘
=

LFBIBRIERE

Excellent heat dissipation

10.0912
1.2W-8W

10.0913
2.5W-11W
2147
I il
— 7
L |
A3
('\
\ 2127 |

BEERTFRELRTE
WHEEDRENRE
BRARREIFFER
Aluminum cover flush
mounting & Stainless
steel covered mounting

options available

T 10°

SR ERIEC AR
Different options of beam

angle light distribution

25°

40°

60°

fRECH

10.0913E
18W-28W

197
193

FIZEH 2000 FRFSEN

Static pressure loading

= 2000kgs

IRIBREREL 40°C
Temperature of surface

glass=40°C

10.0914
30W-45W

2232

[ i

234
230

l
‘.'JUu
|

glass=40°C

IIBRERELY 40°C

Temperature of surface

In-ground Luminaires

10.0915
50W-55W
@320
T 7
3
N N

= WEBB DECO N
J N
/ \
/e o\
I A\
Il \
| “ “\
i\ Il
\\\}\ /”,/,
\ J
\\\ //
N\ ////

TESMEB LB AR E T FIRITHY
BrIRKEE, BHLERKSMEBSEAL
RNITE

Patented design of anti-

condensation device attached
to the external cable to
stop humidity from power

connection



WEBB DECO LED #iti)T

In-ground Luminaires

) (6] (] (6] o] i) o]

M

REGIE:
R

“ith:

(2E=H

001

IR[B]H 5 BACK

ADC12 S8 &EITIEK; Material:

304/316 NEWES;

ERREZRE;

PP ZERIFIR 1

TR

8mm ML LIFH, Finishing:

TR S T4ER BB R IUA Installation:

BNHIERE: -30°C~ +50°C;
EARESEE: AalE

PRER:

1 %% 0.5 KL, £iE 7.0mm;

DMX512 #=fl: 1 % 0.5 K7UG&k, £64F 7.5mm

JTERE:
NERYT:
SMERT
BERE:

BEESE:

0.18kg

100x60x65mm Packaging:
420x260x220mm

4847 /%8

10kg

ADC12 corrosion-resistant die-cast aluminum housing;
8mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;
PP Plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2-cores @7.0mm power supply
cable;

DMX512 controllable: 1x 0.5m length 6-cores @7.5mm
cable;

Nickled plated brass waterproof cable gland

Net Weight: 0.18kg

Inner carton: 100x60x65mm

Outer carton: 420x260x220mm(48pcs/ctn)

40°C @ Ta 25°C

Optional Accessory
IP68 Junction box

¥, 2000Kg

10.0901
Aluminum cover for
Flush mounting

Flush mounting

Covered mounting

Anti-condensation kit

Compact size

002




WEBB DECO LED #iti)T

10.0911

003
IR[E]E R BACK

=
LED 2.2W

4000k
10°

=
LED 2.2W

4000k
25°

=
LED 2.2W

4000k
40°

=
LED 2.2W

4000k
60°

379cd
150” 1507
1207 1207
1233cd
150” 150°
1207 1207
303cd
150° 150°
1207 1207
100cd
150° 150"
1207 1207

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
634.4

103.2
24.2
6

medlux
137
27.4
6.1

1.6

medlux
69.8
12.1
2.8
1.2

medlux
27.4

4.2
0.8
0.3

maxlux
932

151.8
36.4
9

maxlux
249
39.5
9.1
2.4

maxlux
94
15.2
3.9
1.8

maxlux
36.5

52
1.6
0.6

Model No.

LED Qty X Power

LED Color CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

Control Mode

Beam Angle

In-ground Luminaires

Flux @4000K Flux @4000K
10.0911.A1V12 1X1.8W 2700K-5700K Ra>80 234Im 1.8W 187Im 104Im/W ON/OFF 10°/25°/40°/60°
10.0911.D1V12 1X0.3W 2700K-5700K Ra>80 36Im 0.3W 27Im 90Im/W ON/OFF 120°
10.0911.D3FV12  3X0.18W RGB 25Im 0.6W 10lm 17Im/W DMX512 120°

Installation:
@220

440

004




WEBB DECO LED #iti)T

M

RERIE:
e

44

(2E=H

005

IR[B]H 5 BACK

10.0921

ADC12 SB&ETIK; Material:
304/316 NN LB,
ERREZE; PPEBRIFUEMG;

SRR K

10mm IR LIRIE

SR THEMT R R F B SR IBUR Finishing:
BRIFERE: -30°C~ +50°C; Installation:

FHAMEEE: KFEHME: 0~ 350°%

FEHHMH: FAAE

PEER 15 05mAGE, %&iF7.0mm;

DMX512 #=4ll: 1 %% 0.5 K7k, 4R 7.5mm

JTESE: 0.35kg

AER T 85x85x125mm

SMERST: 445x270x270mm Packaging:
BERS: 3047/%

BEEESE: 12kg

ADC12 corrosion-resistant die-cast aluminum housing;
10mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws
PP Plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Vertical Rotation angle: 0 ~ 350°

Single Color: 1x 0.5m length 2-cores @7.0mm power supply
cable;

DMX512 controllable: 1x 0.5m length 6-cores @7.5mm
cable;

Nickled plated brass waterproof cable gland

Net Weight: 0.35kg

Inner carton: 85x85x125mm

Quter carton: 445x270x270mm(30pcs/ctn)

In-ground Luminaires

45°C @ Ta 25°C

Optional Accessory
IP68 Junction box

¥, 2000Kg

Anti-condensation kit

10.0921 Flush mounting Compact size
Aluminum cover for Covered mounting
Flush mounting

006



WEBB DECO

10.0921

007
R[EHF BACK

LED 3E3th4T

2
LED 2.5W

4000k
10°

=
LED 2.5W

4000k
25°

=
LED 2.5W

4000k
40°

=
LED 2.5W

4000k
60°

150°

1207

4173cd

150”

1207

150°

1207

1356¢d

150”

1207

150°

1207

33cd

1207

110cd

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0

medlux
697.8
113.5
26.6
6.6

medlux
150.7
30.1
6.7
1.6

medlux
76.8
13.3
3.1

1.3

medlux
30.1
4.6
0.9

maxlux
1025.2
166.9
40

9.9

maxlux
273.9
43.5
10

2.4

maxlux
103.4
16.7
43

1.9

maxlux
40.1
5.7
1.7

Model No.

LED Qty X Power LED Color CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

In-ground Luminaires

Control Mode Beam Angle

Flux @4000K Flux @4000K
10.0921.A1V12 1X2.5W 2700K-5700K Ra>80 325Im 2.5W 260lm 104Im/W ON/OFF 10/205/40/230
/120°/30x65
10.0921.D1V12 1X0.3W 2700K-5700K Ra>80 36Im 0.3W 27Im 90Im/W ON/OFF 120°
10.0921.D3FV12 3X0.18W RGB 25Im 0.6W 10lm 171m/W DMX512 120°
Installation:
270

008




WEBB DECO LED #iti)T

10.0912

MR ADC12 BBE BT, Material:
304/316 NEWES;
ERRE R
PP ZERLFR
AT ERBARIESK
304# NN EERZ Finishing:
12mm ML L IFE Installation:
REBIE: TR S TR B 4 SR PB A
R BEIMERE: -30°C~ +50°C;
AAREEE: R~eA
57N PEER 15 0.5 KM/ =&, £4E7.0mm;
DMX512 £l 1 %% 0.5 RS ERIREL, £iE 7.0mm;
2 % 0.5 KOUTYESL, 444 6.0mm Packaging:
‘% JTERE: 0.8g
AERT: 145x145x130mm
SMERT: 450x305x285mm
BERE: 12/T/%

BEEEE: 11kg

009

IR[B]H 5 BACK

ADC12 corrosion-resistant die-cast aluminum housing;
12mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;
PP Plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.0mm power
supply cable;

DMX512 controllable: 1x 0.5m length 2-cores @7.0mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables.
Nickled plated brass waterproof cable gland

Net Weight: 0.8kg

Inner carton: 145x145x130mm

Outer carton: 450x305x285mm(12pcs/ctn)

In-ground Luminaires

. 2000kg

40°C @ Ta 25°C Anti-condensation kit

Optional Accessory 10.0902 Flush mounting Individual gear
IP68 Junction box Aluminum cover for Covered mounting compartment
Flush mounting

010



WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0912

EF 8625cd H(m) medlux maxlux Light source Luminous Luminaire Luminous _— y
LED 6w Tsor 1500 20 14421 1183 Model No. LED Qty X Power  LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy ~ Control Mode Beam Angle
4000k 50 2346 345 10.0912.A3V24  3X2W 2700K-5700K Ra>80 780Im 6W 6241m 1041mMW ON/OFF 10925°/40°/60°
10° L | 1207 120°) 10.0 55.2 82.8
0o 1as "o 10.0912.A3V220  3X2W 2700K-5700K Ra>80 780Im 8W 624Im 78Im/W ON/OFF 10°/25°/40°/60°
10.0912.D06V24  6X0.2W 2700K-5700K Ra>80 150Im 1.2W 135Im 112.5mMW  ON/OFF 120°
o g Hm)  mediux maxdux 10.0912.D6FV24  6X0.2W RGB 50im 1.2W 45Im 38Im/W DMX512 120°
LED 6W 1 5 2.0 3795 565.8
4000k 5.0 62.1 89.7
25° 1200 1207 10.0 13.8 20.7
200 35 55
e 690cd H(m) medlux maxlux
LED 6W i 57 2.0 158.7 213.9
4000k 5.0 27.6 345
40° 1200 o 100 6.2 9
e 255¢d H(m) medlux maxlux
LED 6W ke 5 2.0 62.1 82.8
4000k 5.0 8.4 1.7
60° 120 o 100 2 3.5
o oec, 200 05 1.4
® ®
Installation:
; En
S
Lha5&
BB
&
011 012

IR[B]H 5 BACK



WEBB DECO  LED i®#h47

10.0913

& ADC12 SBEETIX; Material:
304/316 NEWES;

ERRE R

PP ZERLFR

AT ERBARIESK

304# NENEER2 Finishing:

15mm ML L IFE Installation:
RERIE: IR BT /6 TR A EB A R IBUA
R BEIMERE: -30°C~ +50°C;

AIEMAESEE: T
57N PEER 1% 05KM/ L, £7F7.0mm;

DMX512 £l 1 %% 0.5 RS ERIREL, £iE 7.0mm;

2% 0.5 KIUSME 5S4k, 4% 6.0mm Packaging:
J2EN JTEUEE: 1.65kg

WER: 180x180x195mm
SMNFER~: 555x370x410mm
BERE: 1247/5

BEESE: 21kg

013

1&[E] B F BACK

ADC12 corrosion-resistant die-cast aluminum housing;
15mmmm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;
PP plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.0mm power
supply cable;

DMX512 controllable: 1x 0.5m length 2-cores @7.0mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables.
Nickled plated brass waterproof cable gland

Net Weight: 1.65kg

Inner carton: 180x180x195mm

Outer carton: 555x370x410mm(12pcs/ctn)

In-ground Luminaires

. 2000kg

45°C @ Ta 25°C Anti-condensation kit

-5

Optional Accessory 10.0903 Flush mounting Individual gear
IP68 Junction box Aluminum cover for Covered mounting compartment
Flush mounting

014




WEBB DECO

015

10.0913

LED 3E3th4T

1
o
@127

IR[E]E R BACK

LED 9W
4000k
10°

LED 9W
4000k
25°

LED 9W
4000k
40°

LED 9W
4000k
60°

15525cd

1207

150°

1205

3365cd

150"

1207

150°

1207

1035cd

1207

383cd

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
2163.1
351.9
82.8
20.7

medlux
569.3
93.2
20.7
5.3

medlux
238.1
41.4
9.3

4.2

medlux
93.2

12.6

0.8

maxlux
3177.5

517.5
124.2
31

maxlux
848.7
134.6
31

8.3

maxlux
320.9
51.8
13.5
53

maxlux
1241

17.6
53
2.1

Light source Luminous

Luminaire Luminous

In-ground Luminaires

Model No. LED Qty X Power  LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy ~ Control Mode Beam Angle
10.0913.A6V24 6X1.5W 2700K-5700K Ra>80 1170Im 9w 936lm 104Im/W ON/OFF 10°/25°/40°/60°
10.0913.A6V220  6X1.5W 2700K-5700K Ra>80 1170Im TTW 936Im 85Im/W ON/OFF 10°/25°/40°/60°
10.0913.D12V24  12X0.2W 2700K-5700K Ra>80 300Im 2.5W 225Im 90Im/W ON/OFF 120°
10.0913.D12FV24 12X0.2W RGB 105Im 2.5W 90Im 36Im/W DMX512 120°
Installation :
‘ 2135 !
| |

155

ROKLOKLOKDKLOS féméﬁmﬁm 20

016




WEBB DECO  LED i®#h47

10.0913E

MR ADC12 BBE BT,
304/316 NEWERS;
BERREZRE;
PP YERIFTUEM;
TR AREEK;
304# NEWEERL
15mm L L IE
REBIE: TR S TR B 4 KRB A

Ruk: BRIFERE: -30°C~ +50°C;
57 % BEER 15 0.5 KM/ =0k, %4&E 7.5mm;

DMX512 #=1ll: 1 %% 0.5 KX/ =5 BIRE, £4F 7.5mm;
25 0.5 KOS5, 4iF 6.0mm
ik JTE%E: 2.5kg
AER T 235x235x235mm
SNFERT: 485x485x495mm
BRRE: 84T/%

EEEEE: 21.5kg

017

IR[B]H 5 BACK

Material:

Finishing:

Installation:

Packaging:

ADC12 corrosion-resistant die-cast aluminum housing;
15mmmm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;

PP plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x 0.5m length 2/3-cores @7.5mm

power supply cable & 2x 0.5m 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland
Net Weight: 2.5kg
Inner carton: 235x235x235mm

Outer carton: 485x485x495mm(8pcs/ctn)

In-ground Luminaires

¥, 2000Kg

45°C @ Ta 25°C Anti-condensation kit

Optional Accessory 10.0913E Flush mounting Individual gear
IP68 Junction box Aluminum cover for Covered mounting compartment

Flush mounting

018




WEBB DECO

10.0913E

197

019

2198
2]
g
2178
/ — \
©® @
/ \

IR[B]H 5 BACK

LED 3E3th4T

2
LED 24W

4000k
10°

=
LED 24W

4000k
25°

2
LED 24W

4000k
40°

=
LED 24W

4000k
60°

150°

1207

34500cd

150”

1207

150°

1207

8972cd

150”

120°]

150°

1207

2760cd

1207

1020cd

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
5768.4
936.4
220.8
55.2

medlux
1518
248.4
55.2
14

medlux
634.8

110.4
24.8
1.2

medlux
248.4
336

8

2

maxlux
8473.2
1380
331.2
82.8

maxlux
2263.2
358.8
82.8
22

maxlux
855.6

138
36
14

maxlux
331
46.8
14

5.6

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

In-ground Luminaires

Control Mode

Beam Angle

Flux @4000K Flux @4000K
10.0913E.A9V24  9X2W 2700K-5700K Ra>80 2340Im 18W 1872Im 104ImW ON/OFF /1200)/(2620/40/60
10.0913E.A9V220  9X2W 2700K-5700K Ra>80 2340Im 21w 1872Im 89Im/W ONOFF  [SIE3 140760
10.0913EA9FV24  9X2W RGB 756Im 18W 605Im 336mW  DMX512 /1200)/(2620/40/60
10.0913E A9FV220  9X2W RGB 756Im 21w 605Im 285mW  DMX512 /1200)/(255]40/60
10.0913EAT2V24  12X2W 2700k-5700K Ra>80 3120Im 24w 2496m 104Im/W ON/OFF /1200)/(2620/40/60
10.0913E.A12V220 12X2W 2700K-5700K Ra>80 3120Im 28w 2496Im 89Im/W ONOFF  [WIE3 140760
10.0913E.A125V24  12X2W RGBW 1392Im 24w 1114Im 46.41mMW DMX512 /1200)/(26550/40/60
10.0913E.A125V220 12X2W RGBW 1392Im 28w 1114Im 39.8Im/W DMX512 /12001262!40 Ve
Installation:
2182.5

i C

Ol 2 h

j ; ¥

QeBelate

020




WEBB DECO LED #iti)T

M

REGIE:
R

“ith:

a%:

021
R[E]H R BACK

10.0914

ADC12 BBE BT,

304/316 NEWES;

FERIRE S, PP EERIFURM;

SR RRIE;

304# FEAMRERL

15mm N L LIFE

S S h A% ER AR R

EMNIFERE -30°C~ +50°C;

ARESEE: R~aA

BEER 15 0.8 KM/ = 6%, &E 7.5mm;
DMX512 #2651 %% 0.8 K/ IR, 24 7.5mm;
2% 0.8 KIUTE 5S4, £41% 6.0mm

JTELAE: 5.1kg

AERT: 270x270x270mm

SMERT: 555x555x290mm

CRREB: 4)T/%

EEESE: 22kg

Material:

Finishing:

Installation:

Packaging:

ADC12 corrosion-resistant die-cast aluminum housing;
15mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;

PP plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.8m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x 0.8m length 2/3-cores @7.5mm
power supply cable;

2x 0.8m 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net Weight: 5.1kg

Inner carton: 270x270x270mm

Outer carton: 555x555x290mm(4pcs/ctn)

In-ground Luminaires

¥, 2000Kg

45°C @ Ta 25°C Anti-condensation kit

Optional Accessory 10.0904 Flush mounting Individual gear
IP68 Junction box Aluminum cover for Covered mounting compartment
Flush mounting
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10.0914

234
230

H
I
|

Il

U

@232

ﬂ

|

I

|

|
I

2242 ‘

023
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LED 3E3th4T

=
LED 36W

4000k
10°

=
LED 36W

4000k
25°

=
LED 36W

4000k
40°

=
LED 36W

4000k
60°

1207

150°

51750cd

150”

1207

1205

150°

13458cd

150"

1207

4140cd

1530cd

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
8652.6
1404.6
331.2
82.8

medlux
2277

372.6
82.8
21

medlux
952.2
132.5
37.2
16.8

medlux
372.6
50.4
12

maxlux
12709.8

2070
496.8
124.2

maxlux
3394.8
538.2
124.2
33

maxlux
1283.4
207

54

21

maxlux
496.5
70.2
16.8
8.4

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

In-ground Luminaires

Control Mode

Beam Angle

Flux @4000K Flux @4000K

10.0914.D30vV24  30X1W 2700K-5700K Ra>80 3750Ilm 30W 2813Im 93.8Im/W ON/OFF 10°/25°/40°/60°
10.0914.D30V220  30X1W 2700K-5700K Ra>80 3750Im 34w 2813Im 82Im/W ON/OFF 10°%/25°/40°/60°
10.0914.A18V24 18X2W 2700K-5700K Ra>80 4680lm 36W 3744lm 104Im/W ON/OFF 10°/25°/40°/60°
10.0914.A18V220  18X2W 2700K-5700K Ra>80 4680Im 41W 3744Im 90Im/W ON/OFF 10°/25°/40°/60°
10.0914.A18FV24  18X2W RGB 1512Im 36W 1210Im 33.6Im/W DMX512 10°/25°/40°/60°
10.0914.A18FV220 18X2W RGB 1512Im 41W 1210Im 29.2lm/W DMX512 10°/25°/40°%/60°
10.0914.A245V24  24X1.67W RGBW 2320Im 40W 1856Im 46.4lm/W DMX512 10°/25°/40°/60°
10.0914.A245V220 24X1.67W RGBW 2320Im 45W 1856lm 41.2Im/W DMX512 10°%/25°/40°/60°

Installation:

2220

230

024




WEBB DECO  LED i®#h47

10.0915

M ADC12 ST, 6063 FREUMTIUEM; Material:

304/316 NEWES;

ERRE R

S ERBA 7 EESK

304# NEMEERL;

15mm YL L IFE Finishing:
REIE:  WEMEMEREEHRER Installation:
R BERIMERE: -30°C~ +50°C;

FEAREEE: e
5778 PEER: 1508 KM/ 5L, L4iF7.5mm;

DMX512 #=l: 1 5% 0.8 KR/ =B HBIRE, 12 7.5mm;
2% 0.8 KIOTE S, £41% 6.0mm
o JTELAE: 9.8kg
BIFERT: 360x360x310mm Packaging:
BERS: 14T/

BEESE: 11kg

025
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ADC12 corrosion-resistant die-cast aluminum housing;
15mmmm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;

Extrusion aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.8m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x 0.8m length 2/3-cores @7.5mm
power supply cable;

2x 0.8m 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net Weight: 9.8kg

360x360x310mm(1pc/ctn)

In-ground Luminaires

¥, 2000Kg

45°C @ Ta 25°C Anti-condensation kit

o W w

Optional Accessory 10.0905 Flush mounting Individual gear
IP68 Junction box Aluminum cover for Covered mounting compartment
Flush mounting

026
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10.0915

LED 3E3th4T

DR E —
| \
33
N
@295

027
R[EHF BACK

=
LED 50W

4000k
10°

=
LED 50w

4000k
25°

=
LED 50W

4000k
40°

=
LED 50W

4000k
60°

64688cd

16823cd
150°

1207

50°

120°]

5175cd
150°

1207

1207

1913cd

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
10815.8
1755.8
414
103.5

medlux
2846.3

465.8
103.5
26.3

medlux
1190.3
160
46.5
21

medlux
465.8
63

15

3.8

maxlux
15887.3
2588
621
155.3

maxlux
42435
672.8
155.4
41.3

maxlux
1604.3

258.8
67.5
26.3

maxlux
620.6
87.8
21
10.5

Model No.

LED Qty X Power LED Color CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

In-ground Luminaires

Control Mode

Beam Angle

Flux @4000K Flux @4000K
10.0915.A36V24 36X1.38W 2700K-5700K Ra>80 6500Im 50W 5200lm 104Im/W ON/OFF 10°
10.0915.A36V220  36X1.38W 2700K-5700K Ra>80 6500Im 55W 5200Im 94.5|m/W ON/OFF 10°
10.0915.A36FV24  36X1.38W RGB 2100Im 50W 1680Im 33.6lm/W DMX512 10°/25°/40°/60°
10.0915.A36FV220 36X1.38W RGB 2100Im 55W 1680Im 30.5Im/W DMX512 10°/25°40°/60°
10.0915.A485V24  48X1W RGBW 2900Im 50W 2320Im 46.4Im/W DMX512 10°/25°/40°/60°
10.0915.A485V220 48X1W RGBW 2900Im 55W 2320Im 42.2lm/W DMX512 10°/25°/40°/60°
10.0915.D48V24 48X1W 2700K-5700K Ra>80 6250Im 50W 4688Im 94Im/W ON/OFF 10°/25°/40°/60°
10.0915.D48V220  48X1W 2700K-5700K Ra>80 6250Im 55W 4688Im 85.2Im/W ON/OFF 10°/25°/40°/60°
Installation:
2302
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g E < £

i
) W % qv %.@[D OIS >
(At

8
:

d
57
o
q
N

gﬁ
gﬁﬁ
) i

<

028




LED 32thXT

I 1: S

1.8 316 T HENESREURES EFHEEEHRTRE, &
ARRZEIFRER

2. REBREZCEE

3. BRI EBHRSCIRAE A

4. R IRTHER IR 8], BT

1.0ptions of 316 stainless steel covered mounted and die
casting aluminum flush mounted.

2.Deep anti-glare louver.

3.Individual sealed lamp module compartment.

4.Individual compartment for LED driver, easy for

maintaining.

IRIEREREL 40°C

Temperature of surface

RSHVERIERE glass=40°C
Excellent heat dissipatio
T 10° 25° 40° 60°

ST REREC A EIEE
Different options of beam

angle light distributio

RSEFMRTARE AT AERT
Patented design of EASY TITLED device

on surface trim

B, HRARMNTRYBI %R 2000 TREHSEN
Static pressure loading = 2000kgs for Round and

Square in ground luminarie

SFABHT AR A& 500 FRE#SES
Static pressure loading = 500kgs for Linear in

ground luminaries

TESMEBGECE T FIRITRINIROKES, BALEK MBI NIT I
Patented design of anti-condensation device attached to the external

cable to stop humidity from power connection

In-ground Luminaires



WEBB DECO LED #iti)T

M

REBIE:
N

7

%

031
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10.0924

ADC12 BBE BT,

PP 2ERIFIEM

304/316 NEWES;

R E R

AT ERBARIESK

304# NEWEERL

15mm MR LITHS

TR 6 1h B ER R AR BT AR

ENVIEEE . -30°C~ +50°C;
PIEAAEEE: KFEHMA: 0~ 350°
#EEHAME: 0-15°

BEES 15K 1KE/ =B, &2 7.5mm;
DMX512 #£1fll: 1 %% 0.8 KM / =SFBIRE, £1Z 7.5mm;
2 % 0.8 RIUSMES 4, 412 6.0mm
JTRSE: 5.6kg

AERT: 270x270x230mm

SMERST: 555x555x250mm

BERB: 44T/%

BEEESH: 28kg

Material:

Finishing:

Installation:

Packaging:

ADC12 corrosioin-resistant die-cast aluminum housing;
15mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws.

PP plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 15°

Vertical Rotation angle: 0 ~ 350°

Single Color: 1x 0.8m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x 0.8m length 2/3-cores @7.5mm

power supply cable & 2x 0.8m 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland
Net Weight: 5.6g
Inner carton: 270x270x230mm

Outer carton: 555x555x250mm(4pcs/ctn)

N>

45°C @ Ta 25°C

Anti-condensation kit Optional Accessory
IP68 Junction box

In-ground Luminaires

Y 2000Kg

Easy Tilt device

032




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0924

EF 1500 52560cd 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ;:g:t(;:nar;:;uminous System Power I;:lutig‘i‘rgol;:(minous Luminaire Efficacy ~ Control Mode Beam Angle
LED 24W 2.0 8308 13634
4000k 5.0 1324.8 2180.4
10.0924.D18V24 18X1W 2700K-5700K Ra>80 2250Im 18W 1688Im 94Im/W ON/OFF 15%25°/40°/60°
7° 120 o 10.0 3312 552
20.0 82.8 158 10.0924.D18V220 18X1W 2700K-5700K Ra>80 2250Im 22W 1688Im 76lm/W ON/OFF 15%25°/40°/60°
10.0924.D18CV24  18X1W 2700K-5700K Ra>80 2250Im 18W 1688Im 94Im/W DMX512  15°%25°%40°/60°
“= 34500cd H(m) medlux maxlux
LED 24W 150 150° 20 5768.4 8473.2 10.0924.D18CV220 18X1W 2700K-5700K Ra>80 2250Im 22w 1688Im 76lmW DMX512  15%/25%/40%/60°
4000k . X
>0 936.4 1380 10.0924.A18V24 18X1.5W 2700K-5700K Ra>80 3120lm 24W 2496lm 104Im/W ON/OFF 7°/10°/25°/40°/60°
10° | 120° 1207 100 2208 331.2
| 200 552 82.8 10.0924.A18V220  18X1.5W 2700K-5700K Ra>80 3120Im 20W 2496lm 86Im/W ON/OFF  7°/10%25%/40°/60°
10.0924. A18FV24  18X1.5W RGB 1008Im 24W 806Im 33.6lm/W DMX512  7°/10°%/25°/40°/60°
“= 21160cd H(m) medlux maxlux
LED 24W 150 150° 20 3607.3 52532 10.0924.A18FV220 18X1.5W. RGB 1008Im 29W 806Im 27.7Im/W DMX512  7°/10%25°/40%/60°
4000k 5.0 576.9 840.9
10.0924.B1V220 1X18W 2700K-5700K Ra>80 2520Im 22W 2016lm 91m/W ON/OFF 12°/25°/40°
15° 0] 120 10.0 1445 209.7
20.0 35.8 53.3
=y 8972cd H(m) medlux maxlux
LED 24W 150 57 2.0 1518 2263.2
4000k 5.0 248.4 358.8
25° i 120° 1207 10.0 55.2 82.8
20.0 14 22
Installation:
i 2760cd H(m) medlux maxlux
LED 24w o 1 20 6348 855.6 o -]
| | =
4000k 5.0 110.4 138 \ \
40° ‘ 120) ol 100 2438 36 3 F.
20.0 1.2 14 % ?
%A
1020cd H(m) medlux maxlux
=
LED 24W 7 UY 20 2484 331
4000k 5.0 33.6 46.8
60° 120, 1207 10.0 8 14
20.0 2 5.6
033 034
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WEBB DECO LED #iti)T

In-ground Luminaires

10.0925

M ADC12 S8EITIR, PP EERIFUEM; Material: ADC12 corrosion-resistant die-cast aluminum housing;

15°
304/316 NS E®=; 15mmmm clear safety glass; \ 3500
s . " N
ERREZE; Anti-aging waterproof silicone gasket; ‘\\ Q‘ ’)

EERRk K
304# TFINRERL

304/316 stainless steel cover ring and external fasten screws.

PP plastic box

Y 2000Kg
15mm N2 LI Finishing: Stainless steel 45°C @ Ta 25°C
REIE: SR MHET S 1R BB SR IBUR Installation: ~ Ambient temperature: -30°C~ +50°C ;
=& BEWIFESRE: -30°C~ +50°C; Tiltable: 0 ~ 15°
EAESERE: KFAM: 0~ 350% Vertical Rotation angle: 0 ~ 350°
FEHAHME: 0-15° Single Color: 1x 0.8m length 2/3-cores @7.5mm power
577 PEESR 1% 08K/ =B, &iF 7.5mm; supply cable;

DMX512 #=6l: 1 %% 0.8 KPR/ =B EBIREL, &% 7.5mm;

25 0.8 KOATHES L, &iZ 6.0mm

DMX512 controllable: 1x 0.8m length 2/3-cores @7.5mm

power supply cable & 2x 0.8m 4-cores @6.0mm data cables.

ik JTE4E: 9.3kg Nickled plated brass waterproof cable gland
BIERT: 360x360x250mm Packaging:  Net Weight: 9.3kg
e S Anti-condensation kit Optional Accessor Easy Tilt device Easy Tilt device
EEE: 1T/ 360x360x250mm(1 pc/ctn) ? y Y Y

IP68 Junction box
BEEE: 10.5kg

035 036
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WEBB DECO LED #iti)T

10.0925

@320

1A fffne
I
A

2328 |

234
230

037
R[EHF BACK

=y
LED 40W

4000k
70

=
LED 40W

4000k
10°

2
LED 40W

4000k
15°

=
LED 40W

4000k
25°

=
LED 40W

4000k
40°

.
LED 40W

4000k
60°

86724cd

56925cd

34914cd

14803cd

150°

1207

4554cd

150°

1205

1683cd

150”

120°

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
13708.2
2185.9
546.5
136.6

medlux
9517.9

15411
364.3
91.1

medlux
5952.1
951.8
238.4
59.2

medlux
2504.7
409.8
91.1
231

medlux
1047.4
145.8
40.9
18.5

medlux
409.9
55.4
13.2
33

maxlux
22496.1
3597.7
910.8
260.7

maxlux
13980.8

2277
546.5
136.6

maxlux
8667.8
1387.4
346.1
88

maxlux
37343
592
136.6
36.3

maxlux
1411.7

227.8
59.4
23.1

maxlux
546.1
77.2
18.5
9.2

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

In-ground Luminaires

Control Mode

Beam Angle

Flux @4000K Flux @4000K
10.0925.A36V24 36X1.1W 2700K-5700K Ra>80 5200Im 40W 4160lm 104Im/W ON/OFF 7°/10%/25°/40°%/60°
10.0925.A36CV24  36X1.25W 2700K-5700K Ra>80 5850Im 46W 4680lm 103Im/W DMX512  7°/10°%/25°/40°/60°
10.0925.A36FV24  36X1.25W RGB 1890Im 46W 1512Im 32.8Im/W DMX512  7°/10°%/25°/40°/60°
10.0925.A365V36  36X1.25W RGBW 2610Im 46W 2088Im 45.4lm/W DMX512  7°/10°%25°/40°/60°
10.0925.A36V220  36X1.1W 2700K-5700K Ra>80 5200Im 46W 4160lm 90.4Im/W ON/OFF 7°/10°/25°/40°%/60°
10.0925.A36CV220 36X1.25W 2700K-5700K Ra>80 5850Im 53W 4680Im 88.3Im/W DMX512  7°/10°%25°/40°/60°
10.0925.A36FV220 36X1.25W RGB 1890Im 53W 1512Im 28.5Im/W DMX512  7°/10°%25°/40°/60°
10.0925.A365V220 36X1.25W RGBW 2610Im 53W 2088Im 39.4lm/W DMX512  7°/10°%/25°/40°/60°
10.0925.B1V220 1X45W 2700K-5700K Ra>80 6300Im 50W 5040Im 101Im/W ON/OFF 12°/24°/38°
Installation:

038
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10.0734

ADC12 SEEEEFHITIE; Material:
304/316 NEWES;

ERRE R

PP ZERIFIB 1

AT ERBARIESK

304# NN EERZ Finishing:
15mm ML L IFE Installation:
TR S TR B 4 SR PB A

BRIFFRE: -30°C~ +50°C;

PlEAAEEE: oA

BEES 1% 08 KN, 42 7.5mm;

DMX512 £l 1 %% 0.8 R=BEIREL, £iE 7.5mm;

2 % 0.8 KIS AL, 4% 6mm

JTEAE: 6.5kg Packaging:
BIEERT: 270x270x300mm

CRERB 1/T/%

BEEE: 7kg

ADC12 corrsion-resistant die-cast aluminum housing;
15mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws;
PP Plastic recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C;

Single Color: 1x 0.8m length 3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x 0.8m length 3-cores @7.5mm
power supply cable;

2x 0.8m 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net Weight: 6.5kg

270x270x300mm(1pc/ctn)

In-ground Luminaires

jfigninin

45°C @ Ta 25°C

Optional Accessory
IP68 Junction box

HInm & m

BERERRRRD

JRaFaFa P PP Pl Py Py P F PPy P g

¥, 2000Kg

Anti-condensation kit

Optional Symmetric Unique Asymmetric Individual gear
reflector reflector compartment

040




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0734

ﬁ;sw 500 980cd 150 :(g‘) 3m1e:|ux :‘;:ux Model No. LED Qty X Power  LED Color CRI t:::té:\:g;;uminaus System Power ;rutigj::o;ul(m inous Luminaire Efficacy ~ Control Mode Beam Angle
4000k >0 71 192 10.0734.81V220  1X20W 2700K-5700K Ra>80 2800Im 24w 2000Im 83Im/W ON/OFF  Asymmetric 50x90°
50X90° 1 T 100 19 50
il oo 85 2 10.0734.81vV220  1X20W 2700K-5700K Ra>80 2800Im 24W 2240lm 93Im/W ON/OFF  12°/25%/40°
10.0734.B1CV220 1X20W 2700K-5700K Ra>80 2800Im 24W 2000Im 83Im/W DMX512  Asymmetric 50x90°
= 5 Hm)  medlux maxiux 10.0734.81CV220  1X20W 2700K-5700K Ra>80 2800Im 24W 2240lm 93Im/W DMX512  12°%/25%40°
LED 26W ke 150 2.0 1518 2263.2
4000k 5.0 248.4 358.8
25° ‘ 120 T 10.0 552 82.8
L 200 14 22
=y 5175¢d H(m) medlux maxlux
LED 26W 1 157 2.0 634.8 855.6
4000k 5.0 110.4 138
40° - 120 o 100 2438 36
‘ 200 112 14
= 1913cd H(m) medlux maxlux
LED 26W 1 157 2.0 248.4 331
4000k 5.0 336 46.8
60° ‘ 120 o 100 8 14
‘ 200 2 5.6
Installation:
0 2220 |
- . i~
4 . \\\\\\\ﬂuhll/,/,é,
§ 4 é‘ll : 0\\\.,0%
. § \ =
041 042

IR[B]H 5 BACK



WEBB DECO  LED i®#h47

10.0808

ME: ADC12 SBEEITI, 6063 SEELMTUEH;
304 FENEERL;
BB
ST ERBA RS
3mm HTERIMNE PCIRE
RENE:  WEMEMEREEEH KRR
R JERNIMERE: -30°C~ +50°C;
BIAAESEE: A
572 PEER 15K 0.5m BN/ 5%, 4&7E 7.5mm
i JTELAE: 3.6kg

RFER: 250x250x210mm
SN 515x515x445mm
BEME: 84T/

EHEESE: 30kg

043

1&[E] B F BACK

Material:

Finishing:

Installation:

Packaging:

ADC12 corrosion-resistant die-cast aluminum housing;
3mm thickness PC diffuser;

Anti-aging waterproof silicone gasket;

304/316 stainless steel external screws;

Extrusion aluminum recessed box

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

Nickled plated brass waterproof cable gland

Net Weight: 3.6kg

Inner carton: 250x250x210mm

Outer carton: 515x515x445mm(8pcs/ctn)

In-ground Luminaires

@

45°C @ Ta 25°C Anti-condensation kit

Optional Accessory 10.0808S 10.0808F 10.0808N
IP68 Junction box

o/
]
N/

¥, 2000Kg

-5

044




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0808

T . N o .
= 325¢d H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI IF.:ghtsourceLumlnous System Power Luminaire Luminous Luminaire Efficacy ~ Control Mode Beam Angle
10.0808S 150° 150° 2.0 55 32 ux @4000K Flux @4000K
A2V12 f20° 126, 50 9 13 10.08085.A2V12  2X1.5W 2200K-5700K Ra>80 390Im 3w 312Im 104Im/W ON/OFF  Single Window
LED 12W 100 2 3 } }
%W 10.0808.A2V220  2X1.5W 2200K-5700K Ra>80 390Im aw 312Im 78Im/W ON/OFF  Single Window
4000k 15.00 0.5 0.8
10.0808D.A4V12  4X1.5W 2200K-5700K Ra>80 780Im 6W 624Im 1041m/W ON/OFF  Twin Window
= . Hm)  medlux maxiux 10.0808D.A4V220 4X1.5W 2200K-5700K Ra>80 780Im W 624lm 78Im/W ON/OFF  Twin Window
975cd
10.0808D 150 1% 2.0 165 246 10.0808FA8V24  8X1.5W 2200K-5700K Ra>80 1560Im 12W 1248Im 1041m/wW ON/OFF  Four Window
A4V24 0 » 5.0 27 39 :
10.0808FA8V220  8X1.5W 2200K-5700K Ra>80 1560Im 15W 1248Im 83.2Im/W ON/OFF  Four Window
LED 12W = 10.0 6 9
2000k %W 1500 15 4 10.0808N.A8V24  8X1.5W 2200K-5700K Ra>80 1560Im 12W 1248Im 104Im/W ON/OFF  Multiple Window
10.0808N.A8Y220 8X1.5W 2200K-5700K Ra>80 1560Im 15W. 1248Im 83.2Im/W ON/OFF  Multiple Window
e 3900cd H(m) medlux maxlux
10.0808F 2o 150° 150 2.0 660 992
A8V24 : § ): 0 i 5.0 108 156
LED 12W o 100 24 36
4000k i% &i 15.00 6 9.6
A 3900 H(m) medlux maxlux
10.0808N 150° 150° 2.0 660 992
A8V24 1o o 5.0 108 156
LED 12W 100 24 36
4000k W 15.00 6 2.6
Installation:
0808F
e
o
A3
1
0808N
045 046
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WEBB DECO LED #iti)T

o (@] () (<) o] o] o) O

M

REGIE:
R

i

ik

047

IR[B]H 5 BACK

10.0614

6063 FBAUM TR, FUEME, ADCI2 BE

304/316 NEWES;

ERRE R

SR RARIEL;

304# FEAMREZRL

15mm MY L LIFE
SR S 1h A% ER AR R
SN EDRE T -30°C~ +50°C;
AIEARAEEE: |EEHAHE 0-20%
IKFEF5 A A PIIE

BUHE,; Material:

Finishing:

Installation:

BEES 15 0.8KIDK, LRE7.5mm;

DMX512 #=1ll: 1 %% 0.8 K= IR,
2 %% 0.8 KIS AEHELL, £1F 6mm
JTEAE: 11.0kg

BERT: 360x360x210mm
BERE: 1IT/HE

EEEE: 12.4kg

@

%1% 7.5mm;

Packaging:

211 10.0614.A36V220 Jk, XitEE,

Corrosion-resistant aluminum housing

15mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws
Extrusion aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C;

Tiltable: 0°~ 20°

Single Color: 1x 0.8m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x 0.8m length 3-cores @7.5mm
power supply cable;

2x 0.8m 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net Weight: 11.0kg

360x360x210mm(1pc/ctn)

Y 2000Kg

45°C @ Ta 25°C

H:169mm

e 8
%

Shorter Height Optional Accessory Anti-glare louver
IP68 Junction box

In-ground Luminaires

Easy Tilt device

Anti-condensation kit

Easy Tilt device

048




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0614

EF 64688cd H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI t:ght@s;gg;KLuminous System Power :’mig‘i‘r:o;u:imus Luminaire Efficacy ~ Control Mode Beam Angle
LED 50W 2.0 10815.8 15887.3 w w
4000k 5.0 17558 2588 10.0614.A36V220 36X1.25W  2200K-5700K Ra>80 5850Im 50W 4680Im 93.6lm/W ON/OFF 10°/25°/40°/60°
10° 1 100 414 621
— 00 1ons 15 10.0614.A36CV220 36X1.39W  2200K-5700K Ra>80 6500im 55W 5200Im 94.5lm/W DMX512 10%/25%/40°/60°
10.0614.A36FV220 36X1.39W  RGB 2100Im 55W 1680Im 30.5Im/W DMX512 10%/25%/40°/60°
~ — HE)  mediux maxlux 10.0614.E365V220 36X1.39W  RGBW 2850Im 55W 2150Im 39Im/W. DMX512 25°40°60°
LED 50W o 57 2.0 2846.3 42435
4000k 5.0 465.8 672.8
25° a_N 120) 120° 10.0 1035 155.4
— 200 263 413
£ 5175¢d H(m) medlux maxlux
B LED 50W e P 20 11903 1604.3
g 4000k 5.0 160 258.8
) O
e 40° , 120 ol 100 465 67.5
200 21 26.3
280
300
-0
‘ ey 1913cd H(m) medlux maxlux
LED 50W o P 20 465.8 620.6
4000k 5.0 63 87.8
o
° °l R 60° A4 120° 120° 10.0 15 21
200 3.8 10.5
Installation:
P)
278 X278 .
h= g =p
o I
049 050
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WEBB DECO LED #iti)T

10.T029

M

REGIE:

R

“ith:

k.

051

IR[B]H 5 BACK

ADC12 SRE AT, FUBH;

304/316 NEWES;

ERRE R

S ERBAEESK

304# FNEMEERL;

12mm N L LIFE

S S h A% ER AR R

B ERE: -30°C~ +45°C;
ARESEE: R~aA

BEES 15 0.8 KN, KR 7.5mm;
DMX512 #2651 %% 0.8 K/ IR, 243 7.5mm;
2% 0.8 KIUTE 5S4, £41% 6.0mm

: 15kg

© 395x395x220mm
ST/

© 15.5kg

Material:

Finishing:

Installation:

Packaging:

ADC12 corrosion-resistant die-cast aluminum housing;
12mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws.

die-cast aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +45°C ;

Single Color: 1x 0.8m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.8m length 2/3-cores @7.5mm
power supply cable & 2x 0.8m 4-cores @6.0mm data cables.
Nickled plated brass waterproof cable gland

Net Weight: 15kg

395x395x220mm(1pc/ctn)

i
| |

Optimised system One-piece heat sink

power

-5

Y} 2000Kg

50°C @ Ta 25°C Anti-condensation kit Optional Accessory

IP68 Junction box

In-ground Luminaires

052




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.T029

EF 150 621000cd 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ;:g:g:‘g;:;umimus System Power ;run;ig@a‘i‘rgolbul(minous Luminaire Efficacy Control Mode Beam Angle
LED 100W 2.0 77262 160062
4 k . 12 25616.2
000 >0 358 2616 10.T029.A24V220  24X3.7W 2700K-5700K Ra>80 11700Im 100W 7200Im 72lm/W ON/OFF 5%15°(15+45°2:1)
5° 120 o 100 3059.7 6401.5
ﬂ]ﬂﬂ]ﬂﬂ[ﬂ@ 200 771 1599 10.T029.A36V220  36X3W 2700K-5700K Ra>80 15000Im 120W 9500Im 791m/W ON/OFF  515°%(15+45°2:1)
10.T0O29.E24FV220  24X6W RGB 6050lm 160W 3750Im 23.5Im/W DMX512 109/15°(15+45°2:1)
“= 79350cd H(m) medlux maxlux
LED 100W 150 5 5 135275 19699 10.T029.E245V220  24X6W RGBW 8700Im 160W 5300Im 32.5Im/W DMX512  10%/15°(15+45°2:1)
4000k 5.0 2163.2 3153.3
157 120, ol 100 541.8 786.5
!’MWWE 20.0 134.5 200
= 33645¢d H(m) medlux maxlux
. LED 100W 2.0 5692.5 8487
4000k 5.0 931.5 1345.5
2 15+45° 100 207 355.5
[on]
8 5 Il il 00 525 825
298
- 330 _
WEBB DECO
- o
o
&
e )
Installation:
S i
300%300 e 5 ' '
e
4 g \ W Il
: i WW g
4 4 4 " i
/ 4 ) /’
053 054
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WEBB DECO LED #iti)T

M

REGIE:

R

“ith:

k.

055
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10.0942

ADC12 SBEEITIE; Material:
304# NEMEREIRL;

BRI EEET

PP ZERI TR

SAEERBh KRS

6mm N 2IFH Finishing:
ST R TR 5% FE R R BUR

BEMWIFRRE: -30°C~ +50°C; Installation:
ARESEE: oA

PEER 15 0.5 KW/ =%, &R&E 7.5mm;

DMX512 #2145 0.5 KF / IR, &4E 7.5mm;

2 %% 0.5 RIUEABHELLL, &iZ 6.0mm

JTE#E: 3.8kg

MFRT: 445x190x185mm

SMNFER T 585x455x385mm Packaging:
BEAB: 64T/%

CEEE: 24kg

ADC12 corrosion-resistant die-cast aluminum housing;
6mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel external fasten screws.

PP plastic recessed box

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 3.8kg

Inner carton: 445x190x185mm

Outer carton: 585x455x385mm(6pcs/ctn)

In-ground Luminaires 0l

i’

50°C @ Ta 25°C Anti-condensation kit

¥, 2000Kg

g

Optional Accessory
IP68 Junction box

056



WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0942

LED 36W 150° . 150° :(g‘) :‘:f:ux r;;;(::); Model No. LED Qty X Power  LED Color CRI gz:tg:lg;;';uminous System Power :rutig‘i‘rgolb"? inous Luminaire Efficacy ~ Control Mode Beam Angle
4000k >0 8653 1261.3 10.0942.024V24  24X1.1W  2200K-5700K Ra>80 3300Im 26W 2000Im 76lm/w ON/OFF  15°(15+45°2:1)
15° u 120° 120° 10.0  216.7 314.6
. 200  53.8 80 10.0942.D30V220 30X1.05W 2200K-5700K Ra>80 3930Im 36W 2400Im 66Im/W ON/OFF  15°(15+45°2:1)
10.0942.D30CV220  30X1.05W 2200K-5700K Ra>80 3930Im 36W 2400Im 66Im/W DMX512  15°(15+45°2:1)
=y 13458cd H(m) medlux maxlux
LED 36W 130 1507 20 2277 3394.8 10.0942.A18FV24 18X2W RGB 1400Im 36W 900Im 25Im/W DMX512  15°(15+45°2:1)
4000k >0 3726 538.2 10.0942.A24FV36  24X1.5W  RGB 1550Im 36W 990Im 27Im/w DMX512  15%(15+45°2:1)
15+45° o 120° 120° 10.0 828 124.2
. 200 21 33 10.0942.A18FV220  18X2W RGB 1400Im 40W 900Im 22.5Im/W DMX512  15°(15+45°2:1)
10.0942.A24FV220  24X1.5W RGB 1550Im 40W 990Im 24.7Im/W DMX512  15°(15+45°2:1)
10.0942.A245V220  24X1.5W RGBW 2150Im 40W 1300Im 32.5Im/W. DMX512  15°(15+45°2:1)
[T L[] ] [ I
TR TT 1 TTTT I T
- N \} |||||I ( ‘H H \ ‘
%l AR .- |
nE ‘\““Hh.ﬂlii” L b
\ 365
400
s
Installation:
057 058

IR[B]H 5 BACK
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WEBB DECO LED #iti)T

10.0931

M 6063 T5 $BEMNTIA; Material:
FowinE;
304/316 NEENES;
ERREEE;

6063 AU TR ;

SRR IRBAKIESL, 304# NENEEIRZ; Finishing:
emm ML 2IFIE Installation:
REWE: WERMEMNEMEREHREUR
=i ENVIERE T -30°C~ +50°C;
PlEAAEEE: oA
i BEER 1% 0.5 KM/ =, &iFE7.5mm;

DMX512 #2275 2 %% 0.5 KW/ =S EIRE, 412 7.5mm;
2 % 0.5 KIUS AL, 417 6.0mm
‘% JTEURE: 4.22kg Packaging:
BEERT: 1095x320x190mm
BERE: 64T/%

SEEE: 25kg

iy

061

IR[B]H 5 BACK

Corrosion-resistant aluminum housing & end caps;
6mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws.

Extrusion aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 4.22kg

1095x320x190mm(6pcs/ctn)

In-ground Luminaires

¥, 500Kg

45°C @ Ta 25°C Anti-condensation kit

-5

IP68 Waterproof male- Optional Accessory Optional frosted glass
female connector IP68 Junction box

062




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0931

LED 20W 150° 13800cd 150° :(g]) ;‘::;uz :l:;(l:x Model No. LED Qty X Power LED Color CRI t:g:t(;‘;':;;g;umi"ous System Power 'F‘:'utig‘i:golgi(mi"ws Luminaire Efficacy Control Mode Beam Angle
4000k 50 376.2 2484 10.0931.D18V24L1050  18X1.1W  2700K-5700K Ra>80 2500Im 20W 1875Im 93.8Im/W ON/OFF  15°/25°/40%60°/12x50°
15° 120 oo 100 942 136.8
L 200 234 34.8 10.0931.D18V220L1050 18X1.1W  2700K-5700K Ra>80 2500Im 24W 1875Im 78Im/W ON/OFF  15%25%40%60%12x50°
10.0931.A18FV24L1050 18X1.1W  RGB 840Im 20W 672Im 33.6lm/W DMX512  12x65°/30x65°
=y 7150cd H(m) medlux maxlux
LED 20W 150° 150° 20 1200.3 1804.4 10.0931.A18FV220L1050 18X1.1W  RGB 840Im 24W 672Im 28Im/W DMX512  12x65°/30x65°
. 191. 2
4000k 50 918 80 10.0931.D9V24L547 9X1.1W 2700K-5700K Ra>80 1250Im 10W 938Im 93.8Im/W ON/OFF  15%25°%40°%60%12x50°
25° / 120 o 100 433 67.7
b 200 11 17.1 10.0931.D9V220L547  9X1.1W 2700K-5700K Ra>80 1250Im 13W 938Im 72Im/W ON/OFF  15%25°%40%60%12x50°
10.0931.A9FV24L547  9X1.1W RGB 420Im 10W 336lm 33.6lm/W DMX512  12x65°/30x65°
= 2200cd H(m) medlux maxlux
LED 20W 150° 150° 2.0 510.6 687.2 10.0931.A9FV220L547  9X1.1W RGB 420Im 13W 336lm 25.8Im/W DMX512  12x65°/30x65°
1050 -y 4000k 5.0 85.1 104.6
SRR .
BNl 40 - 120 o 100 19.1 28.1
= | 200 7.7 12.7
Bl ]
41 L N 81cd H(m) medlux maxlux
— N~ o o
SNt LED 20W 10 150 2.0 188.7 253.8
[ 4000k 5.0 316 38.5
60° y 120 oo 100 7 10.3
N
200 3 4.8
= 6886cd H(m) medlux maxlux
LED 20W o 159 2.0 5478 7260
4000k 5.0 1585.7 1802.2
12X50° - 1200 o 100 3308 454.7
- 20.0 151.1 201.9
Wt 2466cd H(m) medlux maxlux
LED 20W 1 P 20 3874 4800
4000k 5.0 956.3 1199.4
30X65° = 120° 120° 100 2384 300.7
200 106 133.7
Installation:
I I
_100-200mm
063 064

IR[B]H 5 BACK



WEBB DECO LED #iti)T

10.0932

MR 6063 T5 fBEIMANTIR. FURHF; Material:
HAEnE;
304/316 NEENEZ;

PER AR E R

TFERMkEEL, 304# NFMEE IR,

8mm L2 IFIH Finishing:
REGIE: R T (2T 63 T 5% BB A R IEE R Installation:
R BRI EERE T -30°C~ +50°C;

ARESEE: R~aA
pE2 o PEER. 1% 05KM/ =8k, L&E7.5mm;

DMX512 #=1ll: 2 %% 0.5 KX/ =5 BIRE, £4F 7.5mm;
2 % 0.5 KIS AEHELEL, 417 6.0mm
(2 JTE%2E: 6.8kg
BEERT: 1070x255x190mm Packaging:
BRRE: 44T/5
BEES: 28kg

065
R[E]H R BACK

Corrosion-resistant aluminum housing & end caps;

8mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws.

Extrusion aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 6.8kg

1070x255x190mm(4pcs/ctn)

In-ground Luminaires

) 7~

500Kg

45°C @ Ta 25°C Anti-condensation kit

o® *"v ’/

IP68 Waterproof male- Optional Accessory Unique Asymmetric
female connector IP68 Junction box Optics

066




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0932

e 950cd H(m) medlux maxlux Light source Luminous Luminaire Luminous L .
. Model No. LED Qty X Power LED Color CRI System Power Luminaire Efficacy Control Mode Beam Angle

LED 36W 150° 150° 20 514.6 5526 Flux @4000K Flux @4000K

4000k >0 131.2 1457 10.0932.A18V24L1028  18X2W 2700K-5700K Ra>80 4680Im 36W 3744Im 104Im/W ON/OFF Asymmetric 75x135°

75X135° - 12 8 10.0 32.3 35.9

L‘—E 20.0 14 15.7 10.0932.A18V220L1028 18X2W 2700K-5700K Ra>80 4680Im 41W 3744Im 90.5Im/W ON/OFF Asymmetric 75x135°
10.0932.A18FV24L1028 18X2W RGB 1512Ilm 36W 1210lm 33.6lm/W DMX512  Asymmetric 75x135°
10.0932.A18FV220L1028 18X2W RGB 1512Im 41W 1210lm 29.4lm/W DMX512  Asymmetric 75x135°
10.0932.A9V24L565 9IX2W 2700K-5700K Ra>80 2340Im 18W 1872lm 104Im/W ON/OFF Asymmetric 75x135°
10.0932.A9V220L565 9IX2W 2700K-5700K Ra>80 2340Im 21W 1872lm 89Im/W ON/OFF Asymmetric 75x135°
10.0932.A9FV24L565 9IX2W RGB 756lm 18W 605Im 33.6Im/W DMX512  Asymmetric 75x135°
10.0932.A9FV220L565  9X2W RGB 756lm 21W 605Im 28.5lm/W DMX512  Asymmetric 75x135°
1028 oL
HitE
[ = |
565 ‘ r,9_1,
AiTE
[ —
Installation :
300-800mm
067 068
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6063 T5 FRAIMIT. TR, HERIhE, Material:
304/316 NEANEZ;

PERA B ;

SEERAKIESL, 304# NHEMEEIRL

8mm MR LIRIE

SR THEMT R R F B SR IBUR Finishing:
BRIFERE: -30°C~ +50°C; Installation:

BAMAESEE: oA

BEER 1% 05K/ =8, & 7.5mm;

DMX512 #£1ll: 2 %% 0.5 K/ =B8R, 4 7.5mm;

2 5% 0.5 KIOT AR, 4iZ 6.0mm

JTESE: 6.9kg

BEERT: 1120x305x245mm

BERE: 4)T/% Packaging:

BEES: 28kg

Corrosion-resistant aluminum housing & end caps;
8mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws.

Extrusion aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 6.9kg

1120x305x245mm(4pcs/ctn)

45°C @ Ta 25°C

Anti-condensation kit

'Y, 500Kg

IP68 Waterproof male-
female connector

-5

In-ground Luminaires

Optional Accessory

IP68 Junction box

070




WEBB DECO  LED i@tuiT In-ground Luminaires

10.0933

EF H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ;:g:t(‘;lg;;;"m"ous System Power :rn;ig{i;;olbu;\inous Luminaire Efficacy Control Mode Beam Angle
LED 36W 2.0 514.6 552.6 v "
4000k 5.0 131.2 145.7 i o
000 10.0933.A18V24L1075  18X2W 2700K-5700K Ra>80 4680Im 36W 3744Im 104Im/W ON/OFF 1%1’;”2“;%5/28311325500
75X135° 1 100 323 35.9 X
= Asymmetric 75x135°
200 14 15.7 10.0933.A18V220L1075 18X2W 2700K-5700K Ra>80 4680Im 48W 3744Im 78Im/W ONBRT G o
Asymmetirc 75x135°
10.0933.A18FV24L1075  18X2W RGB 1512Im 36W 1210Im 33.6lm/wW DMXS12 | 4076071 250"
o 51750cd H(m) medlux maxlux A tric 75x135°
LED 36W 150 150° 20 86526 127098 10.0933.A18FV220L1075 18X2W RGB 1512Im 48W 1210Im 25.2Im/\W DMX512 13{;‘2“;;50/60§/12X500
4000k . 1404. 207 - .
000 50 04.6 070 10.0933.A9V24L575  9X2W 2700K-5700K Ra>80 2340Im 18W 1872Im 1041mW ONjOFF  Asymmetire 75x135°
. 10°/ 25°/40°/60°/12x50
10 7 1200 20 100 3312 496.8
Asymmetric 75x135°
200 82.8 124.2 10.0933.A9V220L575  9X2W 2700K-5700K Ra>80 2340Im 24w 1872Im 78lm/W GRVORERA= Hih et e i
Asymmetirc 75x135°
10.0933.A9FV24L575  9X2W RGB 756Im 18W 605Im 33.6lm/wW DMXS12 | 406071 250°
= 12870cd H(m) medlux maxlux A ic 75x135°
LED 36W 150 150° 20 21605 3247 9 10.0933.A9FV220L575  9X2W RGB 756lm 24W 605Im 25.2ImMW DMX512 1;!;”2’23250/60§/12X500
‘ 1075 120 4000k 5.0 3452 504
[=]
i ElNG 550 N sl 100 779 12138
W
_ . 200 19.8 30.8
| |
‘ 275 L 20y =y 3960cd Hm)  medlux maxlux
f P gg] Lg_fg] LED 36W 0 157 2.0 919 1236.9
- 4000k 5.0 153.2 188.3
— % 40° o sl 100 434 50.6
200 13.9 22.9
Wt 1265cd H(m) medlux maxlux
LED 36W i 57 2.0 339.7 428
4000k 5.0 56.9 70
60° 120, 1207 100 126 18.5
W 200 5.4 8.6
£ 123%cd H(m) medlux maxlux
LED 36W 2.0 9860.4 13068
4000k 5.0 2854.3 3243.9
12X55° 100 595.4 818.5
oy
W 200 2719 363.4
Installation:
= 8038cd H(m) medlux maxlux
LED 36W e 157 2.0 6973.2 8640
4000k 5.0 1721.3 2158.9
30X65° 100 o 100 429.1 541.2
51 300-800mm
L] 200  190.8 240.6 =
071 072
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10.0934

6063 T5 FRAIMITHR, FUERMHF; Material:
304# REEMEEIRL
P UV REfE + ¥ 80TER;

TR kS
IR BT B Tk ER EB A AR BUAR Finishing:
ENIFERE: -30°C~ +50°C; Installation:

AARESEE: R~eA

PEER 1505 KM, =&, &iE7.5mm;

DMX512 #=1ll: 2 % 0.5 K/ =B BIRL, 12 7.5mm;

2 % 0.5 KIUSARHELLL, 4415 6.0mm

JTEAE: 4.24kg

BERST: 1055x198x255mm

BERE: 44T/% Packaging:
BIEEEF: 17.5kg

Corrosion-resistant aluminum housing & end caps;
UV-resistant PU diffuser;

304/316 external fasten screws.

Extrusion aluminum recessed box

Anodized aluminum finishing

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 4.24kg

1055x198x255mm(4pcs/ctn)

In-ground Luminaires

¥, 500Kg
40°C @ Ta 25°C Anti-condensation kit
IP68 Waterproof male- Optional Accessory Continuous installation
female connector IP68 Junction box

074




WEBB DECO  LED i@tuiT In-ground Luminaires

10.0934

Model No. LED Qty X Power  LED Color CRI ;:g:t(;%r;g;umi"ous System Power ;rur:ig‘ilrgolbul(m inous Luminaire Efficacy Control Mode Beam Angle
10.0934.D60V24L1000 60X0.17W 2200K-5700K  Ra>80 1250lm T0W 625Im 62.5Im/W ON/OFF 120°
10.0934.D60V220L1000 60X0.17W 2200K-5700K  Ra>80 1250lm 13W 625Im 48Im/W ON/OFF 120°
10.0934.D60FV24L1000  60X0.17W RGB 420Im 1T0W 210lm 21Im/W DMX512 120°
10.0934.D60FV220L1000 60X0.17W RGBW 420Im 13W 210Im 16.1Im/W DMX512 120°
10.0934.D30V24L500 30X0.17W 2200K-5700K  Ra>80 625Im 5W 312.5Im 62.5Im/W ON/OFF 120°
10.0934.D30V220L500 30X0.17W 2200K-5700K  Ra>80 625Im 6.5W 312.5Im 48Im/W ON/OFF 120°
10.0934.D30FV24L500 30X0.17W RGB 210lm 5W 105Im 211Im/W DMX512 120°
10.0934.D30SV220L500 30X0.17W RGBW 210Im 6.5W 105Im 16.11Im/W DMX512 120°
— ]
1000 Is0]
|
g bef
i |
500 50|
]
Installation:
075 076
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WEBB DECO  LED i®#h47
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IIIIIIE\PATENT\

6063 T5 FBAIMITIR. FUIRM; $FEELE Material:

304/316 NEMEZE

PR E S ;

REEIRBAAKEESL, 304# RNEMREIRZ
8mm ML LIIH

IR T Tk AR EB A AR BUR Finishing:
ENIFERE T -30°C~ +50°C; Installation:

AHAMEEE: KFEHE, FAE;
#EHSM, £15°
BEER 1% 0.5mfSE, &1F7.5mm;
DMX512 #=l: 2 %% 0.5 K/ =S BIRL, 4843 7.5mm;
%% 0.5 KIUEAEHELLE, 441 6.0mm
JTE#E: 6.87kg
BEERT: 1080x255x310mm
BERS: 40T/ Packaging:
BEEESE: 28kg

Corrosion-resistant aluminum housing & end caps;
8mm clear safety glass;

Anti-aging waterproof silicone gasket;

304/316 stainless steel cover ring and external fasten screws.

Extrusion aluminum recessed box

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Tiltable: £15°;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 6.87kg

1080x255x310mm(4pcs/ctn)

In-ground Luminaires

15° 15°

\ /
\ /

\ 1./

\ |/

o .

¥, 500Kg A\

45°C @ Ta 25°C

Anti-condensation kit IP68 Waterproof male-

female connector

-5

Optional Accessory
IP68 Junction box

Anti-glare louver Easy Tilt device Easy Tilt device

078




WEBB DECO

10.0935

1030

LED 3E3th4T

079
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=
LED 36W

4000k
10°

=
LED 36W

4000k
25°

N
LED 36W

4000k
40°

=
LED 36W

4000k
60°

=
LED 36W

4000k
12X50°

51750cd
150°

1207

150”

1207

12870cd
150°

1207

150”

120°]

3960cd

150”

1465cd

150"

1239cd

150”

120°

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
8652.6
1404.6
331.2
82.8

medlux
2160.5

345.2
77.9
19.8

medlux
919
153.2
43.4
13.9

medlux
339.7
56.9
12.6
5.4

medlux
9860.4
2854.3
595.4
271.9

maxlux
12709.8
2070
496.8
124.2

maxlux
3247.9

504
121.8
30.8

maxlux
1236.9
188.3
50.6
229

maxlux
42.8
70
18.5
8.6

maxlux
13068
3243.9
818.5
363.4

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

In-ground Luminaires

Luminaire Efficacy Control Mode Beam Angle

Flux @4000K Flux @4000K
10.0935.D18V24L1030 18X1.1W 2200K-5700K Ra>80 2500Im 20w 1875Im 93.8Im/W ON/OFF  15%30°/40°/60°/12x50°
10.0935.A18V24L1030 18X2W 2200K-5700K Ra>80 4680Im 36W 3744Im 104Im/W ON/OFF  15%30°/40°/60°/12x50°
10.0935.A18FV24L1030 18X2W RGB 1512Ilm 36W 1210lm 33.6lm/W DMX512  40°/60°/12x50°
10.0935.D9V24L560 IXTW 2200K-5700K Ra>80 1125Im IW 938Im 93.8Im/W ON/OFF  15°%30°40°/60°/12x50°
Installation:
100-200mm

26

080




WEBB DECO  LED i®#h47

10.0936

o] [@] (@] [ [ce] [or] frod] o] O

MR ADC12 SRE®TIK; Material:
6063 T5 fBEIMFUEMF;

PERA B ;

TSR EEK

6mm ML LIFIE Finishing:
REME: WEMEMEREBHRBUR
=i ENIFERE . -30°C~ +50°C; Installation:
57 PEES 15 1mF/ D5,

DMX512 #5511 2 %% 0.5 KK / =i EBIREL;
2 %% 0.5 KIUT AL L
a: JTEAE: bkg
BEERT: 1255x225x235mm
BRRE: 44T/%

BEEESE: 25kg Packaging:

081

1&[E] B F BACK

Corrosion-resistant aluminum housing & end caps;

6mm clear safety glass;

Anti-aging waterproof silicone gasket;

Extrusion aluminum recessed box

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x 0.5m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x 0.5m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m 4-cores @6.0mm data cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 6kg

1255x225x235mm(4pcs/ctn)

In-ground Luminaires

¥, 500Kg

45°C @ Ta 25°C Anti-condensation kit

-5

IP68 Waterproof male- Optional Accessory Excellent anti-glare
female connector IP68 Junction box design
082




WEBB DECO  LED i@tuiT In-ground Luminaires il

10.0936

EF 50 3960cd 150° H(m) mediux maxlux Model No. LED Qty X Power LED Color CRI ::z:tg:gg;;.uminous System Power I;:lutig‘i::ol;:(minous Luminaire Efficacy Control Mode Beam Angle
LED 36W 2.0 919 1236.9
4000k 5.0 153.2 188.3
10.0936.D24V24L1026  24X1.1W 2200K-5700K Ra>80 3250Im 26W 2438Ilm 93.8Im/W ON/OFF  40°/60°/12x50°
40° 1207 o 100 434 50.6
B 20.0 13.9 229 10.0936.D24CV24L1026 24X1.1W 2200K-5700K Ra>80 3250Im 26W 2438Im 93.8Im/W DMX512  40°60°%12x50°
10.0936.A18V24L1026  18X2W 2200K-5700K Ra>80 4680Im 36W 3744Im 104Im/W ON/OFF  40°%60°/12x50°
= 1465cd H(m) medlux maxlux
LED 36W 150° A 339.7 4.8 10.0936.A18FV24L1026  18X2W RGB 1500Im 36W 1200Im 33Im/w DMX512  40°/60%/12x50°
4000k . .
>0 269 70 10.0936.A18V220L1026 18X2W 2200K-5700K Ra>80 4680Im 40W 3744Im 93Im/W ON/OFF  40°/60°/12x50°
60° 1207 120°] 10.0 12.6 18.5
- 200 54 36 10.0936.A18FV220L1026 18X2W RGB 1500Im 40W 1200Im 30Im/W DMX512  40°/60%12x50°
N 123%4cd H(m) medlux maxlux
LED 36W 2.0 9860.4 13068
1026 72 4000k 5.0 2854.3 3243.9
: ' {Eﬁ 12X50° 100 5954 818.5
= 200 2719 363.4
Eu uﬂ
525 ‘ el
EE
Ml:ll]
Installation :
083 084

IR[B]H 5 BACK



LED E24T Wall Luminaires / Recessed Wall Luminaires %

1/2. L FRIRB S EERIEIT

By Lk EBREEATARAKARLE

3. SEREIEFIE T

4.COB YURIRAR, HBBCo T ﬁ ﬁ

1/2. Flush trim and surface glass design,

T BEFERERNEHRIPRIGIT
A, W ETR, KNREINURT ZihksF
Family range of square and cylinder typical design

Up/down; up and down options in different

no accumulation of dust and water to
the housing

3.Fluid-dynamic design for heat
dissipation

4.COB lamp module with advanced
optical design

5.Integrated LED driver

1. RERRBX SRS LR
2. RRRESTHEMNBER
3. BRITHILT, BFTL

1.Deep anti-glare lamp module
2.Tempered safety glass with
e 316 stainless steel trim
Excellent heat dissipatio LT ERe: S ez (R UEs
the installation depth

422
400

YIS 1585

REILT, BRFTATEER 7
Asymmetric beam angle improved

visual comfort to the pedestrian

BEAELY, RANMITATEESR, B LBITHE

r"

Super-wide light distribution enlarge installation

distance

IR EREC L AEERE

Different options of beam

angle light distribution




WEBB DECO  LED &7
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ADC12 SEEEITIR. [£5;

304# FEAMEEERL;

BT

TR RbAKEEK;

3mm WL EIRIE

SR T BT S R A% ER A SR I A

JERNIMERE: -30°C~ +50°C;

BRIMEEE: 100%;

JTEZA I ERBEFREL

BEES 15 0.4 KM/ ZNBIRE, 412 7.0mm;
DMX512 #2451 5% 0.4 K/ =S HEIRE, 24 7.0mm;
2% 0.4 KIOTME S, 2412 6.0mm

20.05065

JTEAE: 0.5kg

SMERT: 430x295x250mm (36 4T/ #8)

200560
JTEE: 0.66kg

SMERT: 430x295x350mm (36 4T/ #8)

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

20.0506S

Net weight: 0.5kg

QOuter carton:430x295x250mm (36pcs/ctn)

2005060
Packaging: Net weight: 0.66kg

Outer carton: 430x295x350mm (36pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

No accumulation
of dust & water on
surface glass

088



WEBB DECO  LED &84T Wall Luminaires / Recessed Wall Luminaires

20.0506D

_e'_ 20700cd H(m) medlux maxlux —el— 20700cd H(m) medlux maxlux
LED 2.5W e 57 2.0 2575.4 5335.4 LED 3W i i 57 2.0 2575.4 5335.4
4000k 5.0 411.9 853.9 4000k 5.0 411.9 853.9
3° - 120 o 10.0  101.9 2133 3 120 o 10.0  101.9 2133
20.0 25.7 53.3 20.0 25.7 53.3
e 4312.5¢d H(m) medlux maxlux = 4312.5¢d H(m) medlux maxlux
LED 2.5W i 57 2.0 721 1059.2 LED 3W [ 5 2.0 721 1059.2
4000k 5.0 117 172.5 4000k 5.0 117 172.5
10° . 120 o 100 276 414 10° - 120 o 100 276 414
20.0 6.9 10.4 20.0 6.9 10.4
L 1121cd H(m) medlux maxlux o 1121cd H(m) medlux maxlux
LED 2.5W e 1 20 1898 282.9 LED 3w ot P 20 1898 282.9
4000k 5.0 31.1 449 4000k . 5.0 31.1 44.9
25° : 1207 120° 10.0 6.9 10.4 25° — 1200 120° 10.0 6.9 10.4
>~ 20.0 1.8 2.8 20.0 1.8 2.8
° @ o
@ A
- e 345cd H(m) medlux maxlux j a 345cd H(m) medlux maxlux
150° 150° 150° 150°
LED 2.5W 2.0 79.4 106.9 E— LED 3W 2.0 79.4 106.9
4000k 5.0 1 17.3 4000k L 5.0 Ih 17.3
40° " 120° 1207 10.0 3.1 4.5 87 . 40° E— 120° 120 10.0 3.1 4.5
20.0 1.4 1.8 20.0 1.4 1.8
£ 128cd H(m) medlux maxlux B [ 128cd H(m) medlux maxlux
LED 2.5W e B 20 31 41.4 LED 3W o2 57 2.0 31 41.4
4000k 5.0 4.2 6 4000k 5.0 4.2 6
60° : 120 T 100 1 1.4 60° 120 o 100 1 1.4
20.0 0.3 0.7 L 20.0 0.3 0.7
Model No. LED Qty X Power LED Color CRI ::g:t@sw)ﬁ;umimus System Power ;ruzig@a‘i‘r:olbuxinnus Luminaire Efficacy ~ Control Mode Beam Angle Installation:
20.0506S.A1V12  1X2.5W 2200K-5700K Ra>80 320Im 2.5W 255Im 102Im/W ON/OFF 3°/10°/25°/40°/60°/90°
20.0506S.A1V220 1X2.5W 2200K-5700K Ra>80 320Ilm 4W 255Im 63Im/W ON/OFF 3°/10°/25°/40°/60°/90°
20.0506D.A2V12  2X2.5W 2200K-5700K Ra>80 650Im 2.5W+2.5W 510lm 102Im/W ON/OFF 3°/10°/25°/40°/60°/90°
20.0506D.A2V220 2X2.5W 2200K-5700K Ra>80 650lm AW+4W 510Im 63Im/W ON/OFF 3°/10°/25°/40°/60°/90°
089 090
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WEBB DECO  LED &7 Wall Luminaires / Recessed Wall Luminaires

20.0515S / 20.0515D

“ -
Standard color Optional color

MR ADC12 SREa TR, [E5E; Material: ADC12 corrosion-resistant die-cast aluminum housing;
304# NEWNEE R ; Anti-aging waterproof silicone gasket;
BT 3mm clear safety glass; '
TR RbAKEEK; 304 stainless steel external fasten screws
3mm ML LIS Finishing: Double layers of DUPONT UV-resistant polyester powder
RERLIE: R 1 B8 B A AR PBUAR coating
=i BENIFIEERE: -30°C~ +50°C; Installation: ~ Ambient temperature: -30°C~ +50°C ;
TR REFERER Single color: 1x0.4m length 3-cores @7.0mm power supply
57 %N BEER 15K 04KM/ = 0BIRE, £472F 7.0mm; cable;
DMX512 #=l: 1 2% 0.4 KM/ =S EBIRL, 4642 7.0mm; DMX512 controllable: 1x0.4m length 3-cores @7.0mm
2 % 0.4 KIUBMES 4, £&1F 6.0mm power supply cable;
| 20.0515S 2x0.4m lenght 4-cores @6.0mm data cables.
B JTEASE: 1.2kg Nickled plated brass waterproof cable gland
INERST: 450x305x345mm (12 4T/ %8) Packaging: 20.0515S
200515D 77777777777777777777777777777777777777777777777777777777777777777 Net weight: 1.2kg
JTEAE: 1.8kg Outer carton: 450x305x345mm (12pcs/ctn)
MRS : 420x300x470mm (12 4T/ %8) 2005150

Net weight: 1.8kg

Outer carton: 420x300x470mm (12pc/ctn)

091 092
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WEBB DECO  LED &84T Wall Luminaires / Recessed Wall Luminaires

20.0515S 20.0515D

e T1212cd H(m) medlux maxlux /o 11212cd H(m) medIlux maxlux
LED 8W e P 20 18747 2753.7 ] LED 8W — o 20 18747 27537
4000k E— 5.0 304.9 448.5 4000k 5.0 304.9 448.5
10° | 0] o 100 717 107.6 10° 120 o 100 717 107.6
20.0 17.9 26.9 20.0 17.9 26.9
= 2915cd H(m) medlux maxlux o 2915cd H(m) medlux maxlux
LED 8W e 20 4933 7355 LED 8W — 150 V4 20 4933 7355
4000k 5.0 80.7 116.6 4000k 5.0 80.7 116.6
25° 1207 120° 10.0 17.9 26.9 25° S 1209 120° 10.0 17.9 26.9
20.0 4.5 7.1 20.0 4.5 7.1
e 897cd H(m) medlux maxlux I 897cd H(m) medlux maxlux
LED 8W e B 20 206.3 278 LED 8W 1 o7 2.0 206.3 278
4000k ] 5.0 35.8 44.8 - 4000k 5.0 35.8 44.8
40° j 120° 120° 10.0 8 1.7 40° I 1205 120 10.0 8 1.7
o N 20.0 3.6 4.5 20.0 3.6 4.5
° S
— 4 382d H(m) medlux maxlux £ 383cd H(m) medlux maxlux
o LED 8W o B 20 80.7 107.6 LED 8W — o oy 2.0 80.7 107.6
o 4000k 5.0 10.9 15.2 4000k 5.0 10.9 15.2
60° 120 o 100 26 45 60° 120 o 100 26 45
7 ﬂ 200 06 18 120 200 06 1.8
Q - %
o
&
Model No. LED Qty X Power LED Color CRI ::z:t(;:%r;g;'uminous System Power tru':igj:golg:(mi"ws Luminaire Efficacy ~Control Mode Beam Angle Installation:
20.0515S.A4V24  4X2W 2200K-5700K Ra>80 1040lm 8w 780Im 97.5lm/W ON/OFF 10°/25°/40°/60°/90°
20.0515S.A4V220 4X2W 2200K-5700K Ra>80 1040lm 10w 780Im 78Im/W ON/OFF 10°/25°40°/60°/90°
20.0515D.A8V24  8X2W 2700K-5700K Ra>80 2080Im 8W+8W 1600Im 100Im/W ON/OFF 10°/25°40°/60°/90°
20.0515D.A8V220 8X2W 2200K-5700K Ra>80 2080Im 10W+10W 1600lm 80Im/W ON/OFF 10°/25°/40°/60°/90°
093 094
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WEBB DECO LED &7

20.0507S / 20.0507D

M
RERIE:
e
it

ik

095

IR[B]H 5 BACK

ADC12 SREEME. [E3; Material:
304# THMEERL;

ERE R

SRR EEK;

3mm ML LIE Finishing:
SR THEMT R R F B SR IBUR

ENIFERE T -30°C~ +50°C; Installation:

BEMIMEEE: 100%;

JTEZE FREETETER

BEER 15K 0.4KME/ ZNERL, £ 7.0mm;
DMX512 #=1l: 1 %% 0.4 KX/ =5 BIRE, £1F 7.0mm;
2% 0.4 KIUSMES 4R, 415 6.0mm

20.0507S

JTEURE: 1.7kg Packaging:
SMER: 350x320x400mm (8 4T / #8)

2005070
JTEURE: 2.4kg

SMER: 350x320x430mm (8 4T / #8)

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

20.0507S

Net weight: 1.7kg

Outer carton:350x320x400mm (8pcs/ctn)

200500
Net weight:2.4kg

Quter carton : 350x320x430mm (8pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

i
’
!
3
3
3

!

T “U.E'MN[“‘I 'mwu‘ﬂ#‘hn,

-_,/."-w— »

-

No accumulation
of dust & water on
surface glass
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WEBB DECO LED &7

20.0507S

e 21024cd H(m) medlux maxlux
LED 10W o 15 2.0 33232 5453.4
4000k 5.0 529.8 872
8° 0] 120 100 1324 2208
200 328 63.2
£ 14015cd H(m) medlux maxlux
LED 10W i 15 2.0 2343.3 3442.1
4000k 5.0 381.1 560.6
10° 120 T 100 896 134.5
200 223 336
e 3643cd H(m) medlux maxlux
LED 10W 1o 57 2.0 616.6 919.3
» 4000k 5.0 100.8 145.7
- 25° 120, ol 100 223 33.6
200 56 8.8
3
e =y 1121 H(m) medlux maxlux
LED 10W o 5 2.0 257.8 347.5
— 4000k 5.0 44.7 56
40° 0 oor 100 10 14.6
200 45 5.6
2 277 '5d H(m) medlux maxlux
LED 10W i 15 2.0 100.8 134.5
4000k 5.0 13.6 19
60° 10 - 100 3.2 5.6
200 075 2.2
Model No. LED Qty X Power  LED Color CRI t:ﬂ';‘@s)‘;‘g;g;"’"i""“s System Power tl"ﬂigfgo;':(mi"""s Luminaire Efficacy  Control Mode Beam Angle
20.0507S.A9V12  9X1.1W 2700K-5700K Ra>80 1300Im 10W 975Im 97.5Im/W ON/OFF  10°
20.0507S.A9v220  9X1.1W. 2200K-5700K Ra>80 1300Im 12.5W 975Im 78Im/W ON/OFF  10°
20.0507S.D9V24  9X1.1W 2700K-5700K Ra>80 1230Im 10W 900Im 90Im/W ON/OFF  15%/25°%40°/60°90°
20.0507S.D9V220  9X1.1W 2200K-5700K Ra>80 1230Im 12.5W 900Im 72lm/W ON/OFF  15°/25%40°/60°/90°
20.0507D.A18V12  18X1.1W 2700K-5700K Ra>80 2600Im 10W-+10W 1950Im 97.5Im/W ON/OFF  10°
20.0507D.A18V220 18X1.1W 2200K-5700K Ra>80 2600Im 12W-+12W 1950Im 82Im/W ON/OFF  10°
20.0507D.D18V24  18X1.1W 2700K-5700K Ra>80 2475Im 10W-+10W 1850Im 92.5Im/W ON/OFF  15°/25%40°/60°/90°
20.0507D.D18V220 18X1.1W 2200K-5700K Ra>80 2475Im 12W+12W 1850Im 77Im/W ON/OFF  15%25%/40°60%/90°
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20.0507D .

e
LED T0W

4000k
10°

=
LED 10W

148 4000k
‘ 118 250

170
°

=y
LED 10W

4000k
40°

=
LED 10W

4000k
60°

Installation :

150°

1207

21024cd

1507

1207

150°

1207

150°

1207

150°

1207

3643cd

150°

1207

150°

1207

1121cd

150°

1207

150°

1207

477.5cd

150°

1207

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
3323.2

529.8
132.4
32.8

medlux
2343.3

381.1
89.6
22.3

medlux
616.6

100.8
223
5.6

medlux
257.8

44.7
10
4.5

medlux
100.8
13.6
3.2
0.75

Wall Luminaires / Recessed Wall Luminaires

maxlux
5453.4

872
220.8
63.2

maxlux
34421

560.6
134.5
33.6

maxlux
919.3

145.7
33.6
8.8

maxlux
347.5

56
14.6
5.6

maxlux
134.5
19

5.6
2.2
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WEBB DECO LED &7

20.0508S / 20.0508D
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ADC12 SREEME. [E3; Material:
304# THMEERL;

ERE R

SRR EEK;

3mm ML LIE Finishing:
SR THEMT R R F B SR IBUR

ENIFERE T -30°C~ +50°C; Installation:

BRIMERE: 100%);

JTEZ EREFOERS

PEBR 1K 04K/ ZTBRE, 4FE7.0mm;
DMX512 #2451 5% 0.4 K/ =S HEIRE, 24 7.0mm;
2 5% 0.4 RIOTABHEKL, , 2442 6.0mm

20.05085

JTERE: 2.5kg Packaging:
SMERT: 350x320x400mm (8 4T/ #8)

200580
ITE2E: 4.5kg

SMERT: 425x405x355mm (4 )T/ %8)

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

20.0508s

Net weight: 2.5kg

Outer carton: 350x320x400mm(8pcs/ctn)

200500
Net weight: 4.5kg

Outer carton: 425x405x355mm(4pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

No accumulation
of dust & water on
surface glass
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WEBB DECO  LED &84T Wall Luminaires / Recessed Wall Luminaires 1

20.0508S 20.0508D

e 50457cd H(m) medlux maxlux /o 50457cd H(m) medIlux maxlux
LED 24W e P71 20 79756 13088.1 ] LED 24W o 20 7975.6  13088.1
4000k 5.0 1271.5 2092.8 4000k L 5.0 1271.5 2092.8
8 - 0 o 100 3177 528 g = 0 o 100 3177 528
200 787 151.6 200 787 151.6
£ 33636cd H(m) medlux maxlux B 33636cd H(m) medlux maxlux
LED 24W e 157 2.0 5623.9 8261 LED 24W e Wi 2.0 5623.9 8261
4000k 5.0 914.6 13454 4000k 5.0 914.6 13454
10° - 120 o 100 215 322.8 10° 120 o 100 215 3228
20.0 53.5 80.6 20.0 53.5 80.6
=y 8743cd H(m) medlux maxlux = 8743cd H(m) medIlux maxlux
LED 24W 10 157 2.0 14798 2206.3 LED 24W e Sl 2.0 1479.8 2206.3
191 4000k 5.0 2149 349.6 4000k ‘7 5.0 2149 349.6
25° : 1207 120° 10.0 53.5 80.6 25° 1209 120° 10.0 53.5 80.6
200 134 21.1 200 134 21.1
2 |
5 (-]
i 2690cd H(m) medlux maxlux i 2690cd H(m) medlux maxlux
LED 24W i 57 2.0 618.7 834 LED 24W A & [ 57 2.0 618.7 834
IR ') S 4000k 5.0 107.2 134.4 4000k L 5.0 107.2 134.4
151
40° - 120° 120° 10.0 24 35 40° E— 120° 120° 10.0 24 35
i
200 108 13.4 - 200 108 13.4
e 151
i — ‘,—_1
| A 1146cd H(m) medlux maxlux -1 i [ T146cd H(m) medlux maxlux
LED 24W K B 20 2419 322.8 i 5 LED 24W — o B 20 241.9 322.8
4000k 5.0 32.6 45.6 4000k 5.0 32.6 45.6
60° : 120 o 100 76 13.4 ! 60° 120 o 100 7.6 13.4
20.0 1.8 5.2 L 20.0 1.8 5.2
Model No. LED Qty X Power LED Color CRI t:ﬂ:‘é‘;‘g;g;““‘i"°“s System Power :‘u’;‘igz’;o;‘:(mi“"“‘ Luminaire Efficacy  Control Mode Beam Angle Installation:
20.05085.A16V24  16X1.6W  2700K-5700K Ra>80 3380Im 26W 2535Im 97.5Im/W ON/OFF  7°/10°
20.0508S.A16V220 16X1.3W 2200K-5700K Ra>80 2704Im 27W 2028Im 77Im/W ON/OFF 7°/10°
20.0508S.D24V24  24X1W 2700K-5700K Ra>80 3000Im 24W 2300Im 95.8Im/W ON/OFF 15%/25°/40°/60°/90°
20.0508S.D24V220 24X1W 2200K-5700K Ra>80 3000Im 27W 2300Im 85Im/W ON/OFF 15%/25°/40°/60°/90°
20.0508D.A32V24  32X1.5W 2200K-5700K Ra>80 6400Im 24W+24W 5000im 104Im/W ON/OFF 7°/10°
20.0508D.A32V220 32X1.5W  2200K-5700K Ra>80 6400Im 27W+27W 5000Im 92.5Im/W ON/OFF  7°/10°
20.0508D.D48Vv24  48X1W 2200K-5700K Ra>80 6000Im 24W+24W 4500lm 93.6Im/W ON/OFF 15%/25°/40°/60°/90°
20.0508D.D48V220 48X1W 2200K-5700K Ra>80 6000Im 27W+27W 4500im 83.5Im/W ON/OFF 15%/25°/40°/60°/90°
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WEBB DECO  LED &7

20.0509S / 20.0509D
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ADC12 S AT, [E5; Material:
304# NEWNEE R ;

BT

TR RbAKEEK;

Amm ML LHIE Finishing:
IR BT IR ER BB AR IBUR

ENIFERE D -30°C~ +50°C; Installation:
JTRZ IE LB ER

BEER 15K 04KM/ = 0BIRE, £472F 7.0mm;

DMX512 #=1fll: 1 %% 0.4 KXW / =S EBIRE, 1% 7.0mm;

2% 0.4 KIOHES4%, %1% 6.0mm

A

20.05095

JTE%E: 4.2kg

SMNERST: 470x240%420mm (4 4T/ 58) Packaging:
2005000

JTERE: 6.3kg

SMERT: 255x230x365mm (1 4T/ #8)

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

20.0509s

Net weigth:4.2kg

Outer carton 470x240x420mm(4pcs/ctn)

200590
Net weight: 6.3kg

Outer carton :255x230x365mm(1pc/ctn)

Wall Luminaires / Recessed Wall Luminaires

No accumulation
of dust & water on
surface glass
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WEBB DECO LED &7

20.0509S

223
193

193

Model No.

LED Qty X Power LED Color

CRI

=
LED 36W

4000k
6

=
LED 36W

4000k
10°

=
LED 36W

4000k
15°

=y
LED 36W

4000k
25°

=
LED 36W

4000k
40°

=y
LED 36W

4000k
60°

Light source Luminous

78840cd

1207

50454cd
150°

1207

150"

1207

31740cd
150°

1207

150"

1207

13114cd
150°

1207

150”

120°]

4035cd

150”

1207

1719cd
150°

1207

1507

1207

Luminaire Luminous

System Power

Luminaire Efficacy

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux maxlux
12462 20451

1987.2 3270.6

496.8 828
124.2 237
medlux maxlux
8435.8 12391.5
137.1 2018.1
3225 484.2
80.2 120.9
medlux maxlux
5411 7879.8
865.3 1261.3
216.7 314.6
53.8 80
medlux maxlux
2219.7 3309.4
3223 524.4
80.2 120.9
201 30.1
medlux maxlux
928 125.1
160.8 201.6
36 52.5
16.2 20.1
medlux maxlux
362.8 484.2
48.9 68.4
1.4 20.1
2.7 7.8

Control Mode Beam Angle

Wall Luminaires / Recessed Wall Luminaires

Flux @4000K Flux @4000K
20.05095.A24V36  24x1.5W 2700K-5700K Ra>80 4680Im 36W 3510lm 97.5Im/W ON/OFF  7°10°
20.05095.A24V220  24X1.5W 2200K-5700K Ra>80 4680Im 40W 3510Im 87.5lm/W ON/OFF  7°/10°
20.05095.D36V24  36X1W 2700K-5700K Ra>80 4500Im 36W 3350Im 93Im/W ON/OFF  15%25°40°/60°/90°
20.05095.D36V220 36X1W 2200K-5700K Ra>80 4500im 40W 3350Im 83.5Im/W ON/OFF  15%25°/40°/60°/90°
20.0509D.D72V220 72x1W 2200K-5700K Ra>80 9000Im 40W+40W 6700Im 83.7Im/W ON/OFF  15%25°40°/60°/90°
20.0509D.A48V220 48X1.5W 2200K-5700K Ra>80 9360Im 40W+40W 7480Im 93.5Im/W ON/OFF  7°/10°
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20.0509D

331

223
193

193

=y
LED 36W

4000k
&°

e
LED 36W

4000k
10°

"
LED 36W

4000k
15°

=
LED 36W

4000k
25°

=y
LED 36W

4000k
40°

=y
LED 36W

4000k
60°

78840cd

150°

1207

50454cd

150°

1207

150°

1207

31740cd

150°

1207

—

150°

1207

13114cd

150°

1207

4035cd

150°

1207

150°

1207

1719cd

150°

1207

Installation:

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
12462

1987.2
496.8
124.2

medlux
8435.8

137.1
3225
80.2

medlux
5411

865.3
216.7
53.8

medlux
2219.7
3223
80.2
20.1

medlux
928
160.8
36
16.2

medlux
362.8
48.9
1.4
2.7

maxlux
20451

3270.6
828
237

maxlux
12391.5

2018.1
484.2
120.9

maxlux
7879.8

1261.3
314.6
80

maxlux
3309.4
524.4
120.9
30.1

maxlux
125.1
201.6
52.5
20.1

maxlux
484.2
68.4
20.1
7.8
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WEBB DECO LED &7

20.8503S / 20.8503D
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ADC12 BBE BT,

304# NEWEERL

BT

TR RbAKEEK;

3mm WL LIFE

IR BT IR ER BB AR IBUR

JERNIMERE: -30°C~ +50°C;

FHAMESEE: A,

JTEZ EREFOERS

PEBR 1K 04K/ ZTBRE, 4FE7.0mm;
DMX512 #2451 5% 0.4 K/ =S HEIRE, 24 7.0mm;
2% 0.4 KIOTME S, 2412 6.0mm

20.85035

ITEV2E: 2.5kg

SMERT: 445x385x320mm (8 JT / #8)

208530
JTEAE: 4kg

IMER T 445x385x275mm (4 )T/ %8)

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.5m length 2-cores @7.0mm power supply
cables;

Nickled plated brass waterproof cable gland

20.8503S

Net weight: 2.5kg

Outer carton: 445x385x320mm(8pcs/ctn)

2085030
Net weight: 4kg

Outer carton: 445x385x275mm(4pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

No accumulation

of dust & water on
surface glass
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WEBB DECO  LED &84T Wall Luminaires / Recessed Wall Luminaires

20.8503S 20.8503D

e 33636cd H(m) medlux maxlux /o 33636cd H(m) medlux maxlux
LED 24W e P 20 5624.1 8261.1 : LED 24W o 20 5624.1 8261.1
4000k 5.0 914.7 1345.5 4000k B 5.0 914.7 1345.5
I -
10° 7 120 o 10.0  215.1 322.8 10° 120 o 10.0  215.1 322.8
200 537 80.7 200 537 80.7
= 8745cd H(m) medlux maxlux a— 8745cd H(m) medlux maxlux
LED 24W 10 15 2.0 1479.9 2206.5 LED 24W 10 % 2.0 1479.9 2206.5
4000k 5.0 2421 349.8 4000k [ ] 5.0 2421 349.8
[ - -
25° ] 1207 120° 10.0 53.7 80.7 25° 1200 T20¢ 10.0 53.7 80.7
200 135 213 200 135 213
e 2691cd H(m) medlux maxlux o 2691cd H(m) medlux maxlux
LED 24W e 57 2.0 618.9 834 LED 24W 150 157 2.0 618.9 834
Lo 4000k 5.0 107.4 134.4 Lo 4000k . 5.0 107.4 134.4
S 40° 120 20 100 24 35.1 2150 40° 1200 120° 100 24 35.1
B = A
- 200 10.8 13.5 200 108 13.5
] £ 1440cd H(m) medlux maxlux - i 1440cd H(m) medlux maxlux
| - 5 . >
LED 24W 10 57 2.0 242.1 322.8 o LED 24W 10 %0 2.0 242.1 322.8
4000k 5.0 327 456 T 4000k . 5.0 32.7 456
60° ] 120° o 100 7.8 13.5 60° 1200 o0 10.0 7.8 13.5
200 1.8 5.4 o 200 1.8 5.4
Model No. LED Qty X Power  LED Color CRI t:g:'é‘;“o';;;"mi“"“s System Power :'HT"@‘;‘L’:O;“K’"i""“S Luminaire Efficacy  Control Mode Beam Angle Installation:
20.8503S.A12V24  12x2W 2200K-5700K Ra>80 3120Im 24W 2440Im 101.5Im/W ON/OFF  10%25°%40°/60°
20.8503S.A12V220 12x2W 2200K-5700K Ra>80 3120Im 26W 2440Im 90Im/W ON/OFF  10%25°%40°/60°
20.8503S.A12FV24  12x2W RGB 1008Im 24W 780Im 32.5ImwW DMX512  10%25°/40%/60°
20.85035.81V220  1x20W 2700K-5700K Ra>80 2700Im 24W 2100Im 105Im/W ON/OFF  12924°/36°
20.8503D.A24V220 24X1.9W 2200K-5700K Ra>80 5930Im 26W+26W 4700Im 90Im/W ON/OFF  10%25°/40°/60°
20.8503D.B2V220  2X20W 2700K-5700K Ra>80 5700Im 24W+24W 4520Im 94Im/W ON/OFF  12925%40°
109 110

IR[B]H 5 BACK



WEBB DECO LED &7

20.8504S / 20.8504D
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ADC12 BBE BT,

304# NEWEERL

BT

TR RbAKEEK;

4mm ML LIFE

IR BT IR ER BB AR IBUR

JERNIMERE: -30°C~ +50°C;

FHAMESEE: A,

JTEZ EREFOERS

PEBR 1K 04 KZTERE, &iF7.0mm;
DMX512 43540: 1 %% 0.4 K=IHEIRL, 4% 7.0mm;
2% 0.4 KIOTYE S, 2412 6.0mm

20.85045

JTEAE: 4kg

SMER T 565x485x185mm (4 )T/ #8)

208540
ITE2E: 6.5kg

SMERT: 275x235x315mm (1 4T/ %8)

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.5m length 2-cores @7.0mm power supply
cables

Nickled plated brass waterproof cable gland

20.8504s

Net weight: 4kg

Outer carton: 565x485x185mm(4pcs/ctn)

2085040
Net weight: 6.5kg

Outer carton: 275x235x315mm(1pc/ctn)

No accumulation

of dust & water on
surface glass

Wall Luminaires / Recessed Wall Luminaires
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WEBB DECO LED &7

20.8504S

Wall Luminaires / Recessed Wall Luminaires

20.8504D

255
2200

e 50454cd H(m) medlux maxlux
LED 36W o 15 2.0 8436.1 12391.6
4000k 5.0 1372 2018.2
10° ] 1200 oo 100 3226 484.2
200 805 121
e 13117cd H(m) medlux maxlux
LED 36W 10 ) 2.0 22198 33097
4000k 5.0 363.1 524.7
25° | 120 ol 100 805 121
200 202 31.9
=y 2036.5¢d H(m) medlux maxlux
LED 36W i 157 2.0 928.3 1251
s 4000k , 5.0 161.1 201.6
o 40° 120 - 100 36 52.6
— 200 162 20.2
g
- N 2160cd H(m) medlux maxlux
LED 36W 0 57 2.0 363.1 4848.2
4000k 5.0 49 68.4
o 60° i’] 120 o 100 117 20.2
(® 200 27 8.1
Model No. LED Qty X Power  LED Color RI t:ﬂ';‘@s‘;';’o‘g;"'"i“""s System Power :‘ﬂigfgoz':("‘i"°“s Luminaire Efficacy Control Mode Beam Angle
20.8504S.A18V220  18X1.8W 2200K-5700K  Ra>80 4200Im 36W 3320Im 92.4Im/W ON/OFF  10%25%40°%/60°
20.85045.A18FV220 18X1.8W RGB 1360Im 36W 1080Im 30Im/W DMX512  10%/25%/40°/60°
20.85045.B1V220  1X31W 2700K-5700K Ra>80 4180Im 36W 3310Im 91.8Im/W ON/OFF  12%25%40°
20.8504D.A36V220 36X1.75W  2200K-5700K Ra>80 8190Im 35W-+35W 6242.5Im 89Im/W ON/OFF  10%25%40%/60°
20.8504D.A36FV220 36X1.75W  RGB 2650Im 35W+35W 1985Im 28.5Im/W DMX512  10°/25%/40°/60°
20.8504D.B2V220  2X31W 2700K-5700K Ra>80 8350Im 35W+35W 6550Im 94.5Im/W ON/OFF  12%25%40°

113
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280

=y
LED 36W

4000k
10°

=
LED 36W

4000k
25°

=y
LED 36W

4000k
40°

=
LED 36W

4000k
60°

150°

1207

50454cd

1507

1207

150°

1207

13117cd

150°

120”

4036.5cd

150°

1207

150”

1207

2160cd

150°

1207

Installation:

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
8436.1

1372
322.6
80.5

medlux
2219.8
363.1
80.5
20.2

medlux
928.3
161.1
36
16.2

medlux
363.1
49

2.7

maxlux
12391.6

2018.2
484.2
121

maxlux
3309.7
524.7
121
31.9

maxlux
1251

201.6
52.6
20.2

maxlux
4848.2
68.4
20.2
8.1
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WEBB DECO  LED &7 Wall Luminaires / Recessed Wall Luminaires

20.0703

WIEEEID
VIV 1=) AR ISR EES S

©OWOWOW b
. Wi -
-l -
W T R

m———
M ADC12 SEEaSITR. Ex=; Material: ADC12 corrosion-resistant die-cast aluminum housing; ‘
3.0mm304# RNEEWNER; Anti-aging waterproof silicone gasket; ' -y
BT 6mm clear safety glass; 4 i
TR RbAAKEEK; 304/316 stainless steel front cover & external fasten screws
6mm WL LIS, Finishing: Double layers of DUPONT UV-resistant polyester powder . L ‘
304# TRARERL coating Flush mounting & Maximum luminaire
REWIE: IR MHE T S 1R B B ) SRR Installation:  Ambient temperature: -30°C~ +50°C ; Covered mounting spacing
R BWIFRRE: -30°C~ +50°C; Single color: 1x0.4m length 3-cores @7.0mm power supply
TR EREFERES cable;
4 BEER 15K 04KM/ Z0BIRLE, %47E 7.0mm; DMX512 controllable: 1x0.4m length 3-cores @7.0mm
DMX512 #=ll: 1 2% 0.4 K/ =B8R, 4% 7.0mm; power supply cable;
2% 0.4 KIUSMES4k, 415 6.0mm 2x0.4m lenght 4-cores @6.0mm data cables.
a: JTERE: 2.5kg Nickled plated brass waterproof cable gland
ARER: 200x200x115mm Packaging: Net weight: 2.5kg
SNERT: 415x415x255mm Outer carton: 415x415x255mm(8pcs/ctn)
BERE: 84T/%
BEESF: 21kg
115 116
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WEBB DECO

20.0703

169

191

LED EE4T

WEBB DECO

191
®
®

2l

169

170

- T

170

117
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=
LED 9W

4000k
60°x90°

=
LED 9W

4000k
80°x135°

165cd

243cd

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0

medlux
93.6

23.7
5.9
2.7

medlux
84.1

21.2
52

maxlux
268.7

67.2
16.7
7.8

maxlux
241.7

60.4
15.6

Model No.

LED Qty X Power

LED Color CRI Light source Luminous

System Power

Wall Luminaires / Recessed Wall Luminaires

Luminaire Luminous

Luminaire Efficacy ~ Control Mode

Beam Angle

Flux @4000K Flux @4000K
20.0703.A4V24  4X2.2W 2200K-5700K Ra>80 1170Im oW 878Im 97.5ImW ON/OFF ggoi?g;?symmetnc
60°x90%/Asymmetric
20.0703.A4V220  4X2.2W 2200K-5700K Ra>80 1170Im 11.5W 878Im 76lm/W ONOFF  groiols
Installation:
172
>92 141
IS \ ‘ \ ‘ [ ‘
AL N
§ 2 T
i — ~N
- é — 5 5
| [ [
v I
I
[
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WEBB DECO LED &7

M

REGIE:
R

“ith:

a%:
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20.0704

ADC12 ST, [E5; Material:
3.0mm304# NEENEIR;

BT

S ERBAEESK

6mm ML LIFIE; Finishing:
304# NFEWEERL

S S h A% ER AR R Installation:
BRIMERE: -30°C~ +50°C;

JTEZA ERIETEREL

BEER 15K 0.4 KA/ ZHBRE, 4E 7.0mm;

DMX512 #=ll: 1 % 0.4 KX/ =SB, £4F 7.0mm;

2% 0.4 KOTYE 5S4, 2412 6.0mm

JTE%E: 1.4kg

ANERF: 225x140x105mm Packaging:
SMERT: 530x255x220mm

GREAEB: 8)T/%

EEEE: 12.5kg

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

6mm clear safety glass;

304/316 stainless steel front cover & external fasten screws
Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net weight: 1.4kg

Outer carton: 530x225x220mm(8pcs/ctn)

Maximum luminaire
spacing

Wall Luminaires / Recessed Wall Luminaires
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WEBB DECO  LED &84T Wall Luminaires / Recessed Wall Luminaires

20.0704

Bt 162cd H(m) medlux maxlux Light source Luminous Luminaire Luminous L
LED 6w . 1500 50 S6.1 611 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy ~ Control Mode Beam Angle
4000k X 5.0 14.1 40.2 20.0704.A3V12  3X2W 2200K-5700K Ra>80 780Im 6W 585Im 97.5ImW ON/OFF  Asymmetric 80°x135°
80°x135° = ¢ 100 35 10.4
20.0704.A3V220  3X2W 2200K-5700K Ra>80 780Im 8W 585Im 73Im/W ON/OFF Asymmetric 80°x135°
| 168
F ¥ Il
( o)
3
WEBB DECO
5 © ®
Installation:

121
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WEBB DECO

LED E2)T

20.0517

e €] [¥] (@] [«

e

RERIE:

R

i1

J2EN

123

IR[E]E R BACK

ADC12 SBETITIAR. [EE; Material:
304# THMEERL;

ERE R

TRIERBIK R

3mm MR LIRS

SR THEMT R R F B SR IBUR

ERIFFRE: -30°C~ +50°C;

TR IERATE(REL

PEER 15K 04 KZTHERL, 475 7.0mm;

DMX512 #58ll: 1 % 0.4 K= EBIRL, 4% 7.0mm;

Finishing:

2 % 0.4 ROUTESEL, 442 6.0mm
ITESE: 2.2kg

MERT: 215x200x215mm
SMERST: 445x415x450mm
BERSE: 8)T/%

BEEEE: 19kg

Packaging:

Installation:

Standard color

Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net weight: 2.2kg

Outer carton: 445x415x450mm(8pcs/ctn)

20.0517

Wall Luminaires / Recessed Wall Luminaires

/o 21952cd H(m) medIlux maxlux
LED 20W 10 By 2.0 6646.6 13787.5
4000k 5.0 1059.8 1744.3
o 7° ’ 1200 120° 10.0 264.9 441.6
- 200  66.2 126.4
/
S
S oy 28030cd H(m) medlux maxlux
LED 20W 1 150 2.0 4686.7 6884.2
] 4000k 5.0 762.2 1121.2
L >
10° ” 120 ol 100 1792 269
200 447 67.2
e 7287cd H(m) medlux maxlux
LED 20W o2 % 2.0 1233.2 1838.7
4000k 5.0 201.7 2915
25° 120° 120° 10.0 447 67.2
200 112 17.7
Installation: i ‘ 2242cd H(m) medIlux maxlux
LED 20W e 5 2.0 515.7 695
4000k / 5.0 89.5 112
//
40° ’ 120 o 100 20 29.2
200 9 1.2
=y 955¢d H(m) medlux maxlux
LED 20W i 5 2.0 201.7 269
4000k 5.0 27.2 38
//
60° [ 120 o 100 6.5 1.2
200 15 45
e 640cd H(m) medlux maxlux
LED 20W ‘ 2.0 22.4 638.4
4000k ) 5.0 56.4 823
80x120° i 100 14.1 205
200 35 45
Model No. LED Qty X Power LED Color CRI t:g:‘@s:%r;:;umimus System Power IFqu @;OOIOK Luminaire Efficacy Control Mode ~Beam Angle
7°/10%/25°/40°/60°/
20.0517.A10V220  10X2W 2200K-5700K Ra>80 2600Im 24w 2070Im 86.5Im/W ONIOFF metric 80 120°
20.0517.A10CV220 10X2W 2200K-5700K Ra>80 2600Im 24w 2070Im 86.5mW  DMxs12 /107257407607
Asymmetric 80x 120
7°/10%/25°/40°/60°/
20.0517.A15FV220 15X1.33W  RGB 850Im 24w 680Im 28.6lm/W DMXS12 ) o etric 80120°
124




WEBB DECO

e

RERIE:
Rk

i1

J2EN
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LED EE4T

20.0501

Y] (@] x| [ 4

ADCI12 SEEEITIE; Material:
304# THMEERL;

ERE R

SRR EEK;

Amm ML LHIE Finishing:
SR THEMT R R F B SR IBUR

BRIFERE: -30°C~ +50°C; Installation:
JTEZIEREFTER

BEER! 15 04 K=DEIRE, 412 7.5mm;

DMX512 #2551 1 5 0.4 R=TREIREL, 4&fE 7.5mm;

2 55 0.4 RIS 54, 4% 6.0mm

JTEU#E: 10.5kg

SMERST: 310x310x340mm

BERE: 1/T/5% Packaging:

BEEEE: 11kg

Standard color

Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
304 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

4mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.5mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net weight: 10.5kg

Outer carton: 310x310x340mm (1pc/ctn)

20.0501

Wall Luminaires / Recessed Wall Luminaires

S 78840cd H(m) medlux maxlux
LED 52w 0 9 2.0 19462 31451
4000k 5.0 3187 4706
6° > 10.0 764 1228
300 120 120°
- ‘ 200 1842 337
I
//"“
g e / “= 50454cd Hm)  medlux maxlux
o) o \o
LED 52W 10 0 2.0 8435.8 12391.5
4000k 5.0 137.1 2018.1
I .
10 120 o 10.0 3225 484.2
200 802 120.9
I
o e 13114cd H(m) medlux maxlux
S i 150° 150°
g LED 52W ~ 2.0 2219.7 3309.4
| 4000k 5.0 3223 524.4
[ 25° 1209 120° 10.0 80.2 120.9
200  20.1 30.1
Installation: /e 2035cd H(m) medlux maxlux
LED 52W } 0 5 2.0 928 125.1
4000k 5.0 160.8 201.6
40° ‘ 120) el 100 36 525
> 200 162 20.1
oy 1719d H(m) medlux maxlux
LED 52w 0 9 2.0 362.8 4842
4000k 5.0 48.9 68.4
60° 1209 0 100 114 20.1
200 2.7 7.8
Model No. LED Qty X Power LED Color CRI 'F":g:t@s;;:r;g;u"'i"ous System Power :=qu @;molm( L ire Efficacy  Control Mode Beam Angle
20.0501.A24V220  24X2W 2200K-5700K Ra>80 6350Im 53W 4700Im 90Im/W ON/OFF  6%10%25°/40°/60°
20.0501.A24CV220 24X2W 2200K-5700K Ra>80 6350Im 53W 4700lm 90Im/W DMX512  6%10%/25%/40%/60°
20.0501.A24FV220 24X2W RGB 2060Im 53W 1600Im 30Im/W DMX512  6%10°/25%/40%60°
20.0501.A245V220 24X2W RGBW 2850Im 53W 2150lm 42Im/W DMX512  6%10%/25%/40%/60°
126
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M

RERIE:
=g

“ith:

ak:
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LED E24T

20.3011

ADC12 BRE BT,

304# NEMEERL

B,

S ERBAEESK

LUV PCRRE

SR T BT S R % ER A SR I

BENIFERE: -30°C~ +50°C;

FIAMEEE: KFEASM, RAEE;, EEAME, 0~ 90°
JTEZA E RIS

PEER: 15K 04KF/ ZSRFL, &1E7.0mm
JTEAE: 0.36kg

WERT: 100x60x65mm

SMERT: 420x260x220mm

BERE: 48IT/5

BEEEE: 18.5kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

Anti-UV PC diffuser;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

Nickled plated brass waterproof cable gland

Net weight: 0.36kg

Quter carton: 420x260x220mm(48pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

20.3011

£~ H(m) medlux maxlux
—’ — LED 4.5W 2.0 1232.5 1633.5
® 4000k 5.0 306.9 405.5
1 10X80° (i 10.0 74.4 102.3
- % - 200 342 455
W H(m) medlux maxlux
LED 4.5W 2.0 950.4 1178.2
4000k : 5.0 234.9 294.3
20X60° "”””’E‘Q 10.0 58.3 74
20.0 26 33
Model No. LED Qty X Power LED Color CRI I;:ﬂ:t@srltarocg;uminous System Power Llux-@;lDOIOK Luminaire Efficacy ~ Control Mode Beam Angle
20.3011.A3V12 3X1.5W 2200K-5700K Ra>80 585Im 4.5W 438Im 97.5Im/W ON/OFF 10°x80°%/20°x60°

Installation:
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WEBB DECO  LED &7 Wall Luminaires / Recessed Wall Luminaires

20.3012 20.3012

Fan 1502.4cd H(m) medlux maxlux
LED 6W 2.0 1195.2 1584
4000k QJ 5.0 297.7 393.2
10X150° TR 100 721 99.2
Ll 200 33.1 44.1
156 ‘
4 H(m) medlux maxlux
LED 6W 2.0 1045.8 1386
4000k 50 2605 344.1
20X150° w|‘||‘|w|‘||\|g\ 10.0 63.1 86.8
20.0 28.9 38.6
Model No. LED Qty X Power LED Color CRI I;:ﬂ:t@s:;:r;g;uminous System Power I;:xun;ig;rgolaul(minous Luminaire Efficacy ~ Control Mode Beam Angle
20.3012.A3V12 3X2W 2200K-5700K Ra>80 780Im 6w 585Im 97.5Im/W ON/OFF 10°x150%/20°x150°
20.3012.A3V220 3X2W 2200K-5700K Ra>80 780Im 8w 585Im 73.11m/W ON/OFF 10°x150%/20°x150°
Installation :
-
Standard color Optional color
M ADC12 SBEEITIK; Material: ADC12 corrosion-resistant die-cast aluminum housing;
304# TNEWNEE IR ; Anti-aging waterproof silicone gasket;
ERZEER, Anti-UV PC diffuser;
R IRBA AL 304 stainless steel external fasten screws
LUV PCRE Finishing: Double layers of DUPONT UV-resistant polyester powder
RERIE: IR 6 1A% BB A AR IBUR coating
e BEWIERE: -30°C~ +50°C; Installation: ~ Ambient temperature: -30°C~ +50°C ;
BAMEEE: KFEHME, FEE; EEHEAME, 0~ 90° Tiltable: 0 ~ 90° ;
JTRZR I RETRRER Single color: 1x0.4m length 3-cores @7.0mm power supply
it BEER 15K 04KM/ Z0BIRL, %47E 7.0mm cable;
a: JTEURE: 0.7kg Nickled plated brass waterproof cable gland
AERT: 195x100x110mm Packaging:  Net weight: 0.7kg
SNERST: 415x405x355mm Outer carton: 415x405x355mm(24pcs/ctn)
BERE: 2417/%
BEEEE: 18kg
129 130
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WEBB DECO LED &7

20.3013

MR ADC12 BRE BT,
304# NEWEERZ
B,
R ERbAKEEK;

3mm WL LI

TELE: WERMEMEMRER BN REUR

=g BENIFERE -30°C~ +50°C;
BEAREEE: KFEHMAE, FEE; EEAM, FoIAE

ITRZIER
44 PRER:
a%: JITEAE:
© 125x105x100mm

131
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EEEL
145 0.4 K / =B8R, £ 7.0mm

0.55kg

© 440x390x325mm
D 3647748
© 21kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

Nickled plated brass waterproof cable gland

Net weight: 0.55kg

Outer carton: 440x390x325mm(36pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

20.3013

= \" 1032cd H(m) medlux maxlux
I e\ / o
—— : LED 3W 150 Ny 2.0 8213 1088.5
A A 4000k 50 204 2703
\‘ \‘ 10X80° A 120 | 10.0 493 68.2
100 ' 100 \'\‘L’\'T Y'K/‘\/ 20.0 22.8 30.3
8 a 8 & =y H(m) medlux maxlux
g g LED 3w 20 28 80.5
o o 4000k 50 7 20.1
80x135°¢ \ 10.0 1.8 5.2
20.0 0.7 2.3
Model No. LED Qty X Power LED Color CRI I;:g:t@szzt:)roc:;uminous System Power IF.:quin@e;‘i‘r;olbuKminous Luminaire Efficacy ~ Control Mode ~Beam Angle
20.3013.A1V12 1X2.5W 2200K-5700K Ra>80 315Im 2.5W 240Im 97Im/W ON/OFF 10°x150%/20°x150°
20.3013.A1V220  1X2.5W 2200K-5700K Ra>80 315Im 3.5W 240Im 68.5Im/W ON/OFF 10°x150%/20°x150°
Installation:
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RERIE:
e
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LED E24T

20.3014

ADC12 SEEEITIR. [£5;

304# FEAMEEERL;

BT

SR RARIES;

3mm ML LIE

SR T BT S R A% ER A SR I A

ERIMERE: -30°C~ +50°C;

FIAREEE: KFEAR, RAE;, EEASH, RAE
JTEZA ERBETEREL

BEES 15 0.4 KM/ ZNBIRE, 412 7.0mm;
DMX512 #2451 5% 0.4 K/ =S HEIRE, 24 7.0mm;
2% 0.4 KIOTME S, 2412 6.0mm

JTELAE: 1.6kg

&R 232x53x143mm

Material:

Finishing:

Installation:

Packaging:
SMERST: 440x235x295mm
BERE: 16/T/5

EEESE: 27kg

Standard color

Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-aging waterproof silicone gasket;

3mm clear safety glass;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 3-cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3-cores @7.0mm
power supply cable;

2x0.4m lenght 4-cores @6.0mm data cables.

Nickled plated brass waterproof cable gland

Net weight: 1.6kg

Outer carton: 440x235x295mm(16pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

20.3014

= R H(m) medlux maxlux
. l— LED 9W 2.0 4830 6523
A, —]— 4000k ‘ 5.0 1205.3 1651
o )
3 ] ‘ ‘ 8°x170° [ 100  295.2 402.1
I i
‘l | | 200 1307 186.3
[ ] L ]
N 207 148 ]
g (I | (D | O
Model No. LED Qty X Power LED Color CRI t:ﬂ:‘g;‘g;g;”’"i""“s System Power :’ujigzrgoz"'('"i"““s Luminaire Efficacy Control Mode ~ Beam Angle
20.3014.A6V24  6X1.5W 2200K-5700K Ra>80 1170Im ow 877Im 97.5Im/W ON/OFF  8%170°
20.3014.A6V220  6X1.5W 2200K-5700K Ra>80 877.5Im 11.5W 875Im 74lm/W ON/OFF 8°x170°
20.3014.A9FV24 9XTW RGB 378Im 9w 283.5Im 31.5Im/W DMX512 8°x170°
20.3014.A9FV220 9X1W RGB 378Im 11.5W 283Im 24.6lm/W DMX512 8°x170°
Installation:
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WEBB DECO LED &7

20.4030

ME: 6063 B e =M ;
304# NEWEERL
BT
TR RbAKEEK;

LUV PCIRE

=i ENIERE . -30°C~ +50°C;

AHEAETEE: TrE;
TR IERATE(REL

7 PEER. 2% 0.2 KMEAFHEELE, 412 7.0mm;

DMX512 1= 2 % 0.2 KNS AEHEELE, 417 7.5mm

‘i JTERE: 0.2kg
RERT: 75x55x150mm
SMNFERT: 315x235x325mm
BERE: 32/T/%

BEEEE: 7.4kg

137
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Material:

Finishing:

Installation:

Packaging:

Corrosion-resistant aluminum housing;

Anti-aging waterproof silicone gasket;

Anti-UV PC diffuser;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm cable
with waterproof connector;

Nickled plated brass waterproof cable gland

Net weight: 0.2kg

Outer carton: 315x235x325mm(32pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

Light source Luminous

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power IFqu @4000K Luminaire Efficacy ~ Control Mode ~ Beam Angle
20.4030.D9V12 9x0.3W 2700K-5700K Ra>80 345Im 2.7W 260lm 96lm/W ON/OFF 150°
20.4030.D9SV15 6x0.2W+3X0.2W RGBW 103Im 1.8W 58Im 32lm/W DMX512 150°
20.4030.D9FV12 9x0.2W RGB 75Im 1.8W 41lm 23Im/W DMX512 150°
IP68 Waterproof male- Anti-glare cap
female connector
R ; r
& AENOOOC0EE——
B

Installation:
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LED EE4T

20.4031

e

RERIE:

“ith:

a%:
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ADC12 $BEEITIK; Material:
304# THMEERL;

ERE R

TRIERBIK R

HL UV PC B Finishing:
SR THEMT R R F B SR IBUR

BRIFIRE T -30°C~ +50°C;

FHAMESEE: A,

JITERIERETERERL

BEER! 25 0.2 KWOGAGESLL, &iF7.0mm;
DMX512 #2112 0.4 KPS IR, £4F 7.0mm;
2 % 0.2 RIS REEERE, £412 6.0mm

JTE2E: 0.2kg

AERT: 75x55x150mm Packaging:

Installation:

SMERST: 315x235x325mm
BERE: 32/T/5%
BEESE: 7.4kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-UV PC diffuser;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 1x0.4m length 2-cores @7.0mm
power supply cable & 2x0.2m length 4-cores @6.0mm data
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net weight: 0.2kg

Outer carton: 315x235x325mm(32pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

Light source Luminous

Luminaire Luminous

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy ~ Control Mode ~ Beam Angle
20.4031.D1V12 X1IW 2700K-5700K Ra>80 125Im W 95Im 95Im/W ON/OFF 150°
20.4031.D9SV24  6x0.22W+3X0.2W RGBW Ra>80 115Im 2W 90Im 45lm/W DMX512 150°

Installation:

<

@ >

IP68 Waterproof male-
female connector

pray

82

7
fee]
L)
@44
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WEBB DECO LED &7

20.4032

ME: ADC12 BB& BT, Material:
304# THMEERL;
ERE R
TRIERBIK R
HL UV PC B Finishing:
REWQVE: WEWEMEMEREHRBUR
R BRIFERE: -30°C~ +50°C; Installation:
FHAMESEE: A,
JITERIERETERERL
222 PEER 25 02K 2 BARHEKE, &iE7.0mm;
DMX512 3%f]: 2 £ 0.2 3K 6 BARHEAL, £1E 7.5mm
j2E=H JTESE: 0.26kg
BEERT: 690x470x285mm Packaging:
BAREBE: 1004T/%8
BEES: 27kg
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Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-UV PC diffuser;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm cable
with waterproof connector;

Nickled plated brass waterproof cable gland

Net weight: 0.26kg

Outer carton: 690x470x285mm(100pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

Control Mode

Beam Angle

Flux @4000K Flux @4000K
20.4032.D3v24 3X1W 2200K-5700K Ra>80 360Im 3W 265Im 88lm/W ON/OFF 150°
20.4032.D3CV24 3X1TW 2200K-5700K Ra>80 360Im 3W 265Im 88Im/W DMX512 150°
20.4032.D6V24 6X0.82W 2200K-5700K Ra>80 600Im 5W 450Im 90Im/W ON/OFF 150°
20.4032.D6CV24 6X0.82W 2200K-5700K Ra>80 600Im 5W 450Im 90Im/W DMX512 150°
20.4032.E35V12 3X1.6W RGBW 290Im 5W 217.5Im 43.5lm/W DMX512 150°

Installation:

IP68 Waterproof male-

female connector
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LED EE4T

20.4034
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RERIE:
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ADCI12 SEEEITIE; Material:
304# NEMEEIRL

BERREAEHL

SRR

LUV PCIRE Finishing:

SR T BT S R A% ER A SR I A

JENIMERE: -30°C~ +50°C;

AIEAEEE: A,

JTEZA ERBETEREL

BEER 25 0.2 K2 OASELLE, 47 7.0mm;
DMX512 #2541 2 55 0.2 2K 6 VARHEELEL, 4iE 7.5mm
JTE%E: 0.23kg

BERT: 495x472x330mm

Installation:

Packaging:
BEBE: 04T/ %8

BEES: 13kg

Optional color

Standard color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-UV PC diffuser;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm cable
with waterproof connector;

Nickled plated brass waterproof cable gland

Net weight: 0.23kg

Outer carton: 495x472x330mm(50pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

L L
Flux @4000K

Luminaire Efficacy ~ Control Mode ~ Beam Angle

Flux @4000K
20.4034.D3v24 3X0.65W 2200K-5700K Ra>80 240Im 2W 180Im 90Im/W ON/OFF 150°
20.4034.D3CV24 3X0.65W 2200K-5700K  Ra>80 240Im 2W 180Im 90Im/W DMX512 150°
20.4034.D9FV12 9X0.2W RGB 76lm 1.8W 56Im 31.5Im/W DMX512 150°
20.4034.D9SV12 6x0.2W+3x0.2W RGB+W 118Im 2W 88Im 44Im/W DMX512 150°

IP68 Waterproof male-
female connector

Installation:
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WEBB DECO LED &7

20.4035

ME: ADC12 BB& BT,
304# NEWEERL
BT
TR RbAKEEK;

1 UV PCIRE;
REIE: UR MG R kB EB A R IBUR
T ERIFFRE: -30°C~ +50°C;
FIEREEE: FEE;
JTERIE RIEFEUEL

it BEER 2502 K2 OABHEKL, &EZE7.0mm;

DMX512 #55l: 2 % 0.2 3K 6 VARHEKL, £Z 7.5mm

% JTEAE: 0.32kg
BER<T: 705X680X365mm
BERE: 404T/%8

BEESEH: 14kg
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Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-UV PC diffuser;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm cable
with waterproof connector;

Nickled plated brass waterproof cable gland

Net weight: 0.32kg

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous

Wall Luminaires / Recessed Wall Luminaires

System Power

L L
Flux @4000K

Luminaire Efficacy ~ Control Mode ~ Beam Angle

Flux @4000K
20.4035.D6V24 6X0.67W 2200K-5700K Ra>80 490Im 4w 370Im 92.5Im/W ON/OFF 150°
20.4035.D6CV24 6X0.67W 2200K-5700K Ra>80 490Im 4w 370Im 92.5Im/W DMX512 150°
20.4035.D12FV24  12X0.2W RGB 101Im 2.4W 76lm 31.5Im/W DMX512 150°
20.4035.E35V12 3X1.6W RGBW 290Im 5w 217.5Im 43.5lm/W DMX512 150°

130

IP68 Waterproof male-

female connector

Va
‘\

i m
| i\\\\h‘ LN

Il
I

Installation:
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WEBB DECO LED &7

20.4041

[red [@] [ [@] [wr] ]

ME: ADC12 BB& BT,
304# NEWEERL
BT
TR RbAKEEK;

T UV PCIRE
TELE: WERMEMEMRE BN REUR
T ERIFFRE: -30°C~ +50°C;
FIEREEE: FEE;
JTERIE RIEFEUEL

it BEER 2502 K2 OABHEKL, &EZE7.0mm;

DMX512 #55l: 2 % 0.2 3K 6 VARHEKL, £Z 7.5mm

% JTE4E: 0.23kg
BERT: 565x410x275mm
BERE: 804T /%8

BEES: 20kg
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Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
Anti-UV PC diffuser;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm cable
with waterproof connector;

Nickled plated brass waterproof cable gland

Net weight: 0.23kg

Outer carton: 565x410x275mm(80pcs/ctn)

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous

System Power

Wall Luminaires / Recessed Wall Luminaires

L L
Flux @4000K

Luminaire Efficacy ~ Control Mode ~ Beam Angle

Flux @4000K
20.4041.D9FV12 9X0.2W RGB 76lm 1.8W 56.7Im 31.5Im/W DMX512 150°
20.4041.D9SV12 9x0.2w RGBW 102Ilm 1.8W 78Im 43Im/W DMX512 150°
20.4041.D3V24 3XTW 2200K-5700K Ra>80 370Im 3W 280Im 92.5Im/W ON/OFF 150°
20.4041.D3CV24 3X1TW 2200K-5700K Ra>80 370lm 3W 280lm 92.5Im/W DMX512 150°
IP68 Waterproof male-
female connector
@40 71
S i
EL N
g A 5
| I
Cm i 1

62 2-04.8

Installation:
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WEBB DECO  LED &7 Wall Luminaires / Recessed Wall Luminaires

20.4037

Standard color Optional color
M ADC12 SR&ENTIEK; Material: ADC12 corrosion-resistant die-cast aluminum housing; "
304# TNEWNEE IR ; 3mm clear safety glass; EE
B, Anti-aging waterproof silicone gasket; |
R ERbAKEEK; 304 stainless steel external fasten screws
3mm WL LI Finishing: Double layers of DUPONT UV-resistant polyester powder
REQE:  WEMEMNERER BN ARBUR coating LA 5040371 50.4037W
=i BEWIERE: -30°C~ +50°C; Installation: ~ Ambient temperature:-30°C~ +50°C ;
HAMERE: KFEFE, £0E;, BEEAMA, £90° Tiltable: +/-90° ;
JTRZR I RETRRER Single color: 1x0.5m length 2-cores @7.0mm power supply
244 BEER 15 0.5 XKMGHERL, 4&EF 7.0mm cables;
ak: JTE4E: 0.6kg Nickled plated brass waterproof cable gland
&R 185x135x75mm Packaging:  Net weight: 0.6kg
SMERT: 560x385x250mm Outer carton: 560x385x250mm
BEBE: 3047/%
BEESB: 16kg
149 150
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WEBB DECO LED &7

20.4037

20.4037A

111

101
86

20.4037TW

86
e
—

365
F
IS

200

20.4037L
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LED 8W
4000k
10°

LED 8W
4000k
15°

LED 8W
4000k
25°

=
LED 8W

4000k
80X135°

Wall Luminaires / Recessed Wall Luminaires 1
11212cd H(m) medlux maxlux Light source Luminous Luminaire Luminous ..
. > Model No. LED Qty X Power LED Color CRI System Power Luminaire Efficacy ~ Control Mode Beam Angle
150 150° Flux @4000K Flux @4000K
2.0 1874.7 2753.7
\\
%\@ 20 3049 4485 20.4037AB1v48  1X8W 2700k-5700K Ra>80 1060m 8w 880Im 110ImwW ON/OFF  120°
B » Do 100 717 107.6 1015259104807/
500 179 269 20.4037A.A5V24  5X1.6W 2200K-5700K Ra>80 1040Im W 820im 102Im/W ONOFE )\ rometiic 80°x135°
20.4037L.B1V48  1X8W 2700K-5700K Ra>80 1060Im W 880Im 110lmW ON/OFF  120°
G855 6cd Hm)  medlux  maxlux 20.4037LA5V24  5X1.6W 2200K-5700K Ra>80 1040Im 8W 820Im 102ImAW ohvgm VISP
1500 150° 20 11687 1702 Asymmetric 80°x135
%\ 5.0 186.8 272.4
B i 7o 100 468 67.9
200 116 17.2
2915¢d H(m) medlux maxlux Installation:
: jos 1 20 4933 7355
%\ 5.0 80.7 116.6
j 120 120° 10.0 17.9 26.9 —
200 45 7.1
:
.
216cd H(m) medlux maxlux
2.0 74.8 214.9
=
2\ 5.0 18.9 53.7
?f 100 47 13.9
200 2.1 6.2

\/ 2

o mmuh|
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WEBB DECO LED &7

20.T1040

ME: ADC12 BB& BT,
304# NEWEERL
BT
TR RbAKEEK;
3mm WL LIFE
REGIE: IR BT IR ER BB AR IBUR

=g ENIFERE: -30°C~ +50°C;

FIEREEE: FEE;
JITEZIERRTEREL

it BEER 2% 0.2 KAHARHELLE, 413 7.0mm;
DMX512 #=8l: 2 % 0.2 AK/EBA

(2E=H JTERE: 0.4kg
BEERT: 985x340x310mm
BERE: 804T /%8

BEES: 33kg
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BHEKL, £1F 7.5mm

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 2x0.2m length 2-cores @7.0mm power supply
cable with waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm cable
with waterproof connector;

Nickled plated brass waterproof cable gland

Netweight: 0.4kg

Outer carton: 985x340x310mm(80pcs/ctn)

Wall Luminaires / Recessed Wall Luminaires

W

IP68 Waterproof male-
female connector
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WEBB DECO  LED &84T Wall Luminaires / Recessed Wall Luminaires

20.T040

EF 1500 68558 150° H(m) mediux maxlux Model No. LED Qty X Power LED Color CRI ::ght(;o‘;ggg;ummous System Power :rmiglr;olbukminous Luminaire Efficacy ~ Control Mode Beam Angle
LED 8W 2.0 1168.7 1702 ux ux
4000k 50 1868 272.4 20.T040.D4V24  4XTW 2200K-5700K Ra>80 500Im 4w 385Im 96lm/W ON/OFF  15%25%40%/60°
150 20 o 100 4638 67.9
0o 116 s 20.T040.A4V24  4X2W 2200K-5700K Ra>80 1050Im W 800Im 100Im/W ON/OFF  10%25°/40°/60°
e 2915cd H(m) medlux maxlux
LED 8W 150 5y 2.0 4933 735.5
4000k 5.0 80.7 116.6
25° 120 120° 10.0 17.9 26.9
200 45 7.1
e 897cd H(m) medlux maxlux
LED 24W i 15 2.0 206.3 278
4000k 5.0 35.8 44.8
40° 10 o 100 8 1.7
200 3.6 45
£ 382cd H(m) medlux maxlux
LED 24W 10 150 2.0 80.7 107.6
4000k 5.0 109 15.2
60° o 0 o 100 26 4.5
161 ‘A» ([ 200 06 1.8
41
Installation:
®
155 156
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LED #&5¢4T Floodlights / On-ground Luminaires il

1. T R2RIEEE
2. REZEER

3. XEpFEIR . . .

1.Flush surface glass design, no accumulation of

dust and water to the housing.

2.Built-in anti-glare louver.

3.Integrated LED driver 7 10 25 40 )
LM ARENED A EIEE

Different options of beam

angle light distribution

B 3-5° AN ABE

Super-narrow beam 3~5 deg

MREBRUE T R SERENIZIT,

(SIS —y NI Ay
AR EZIER FFERNECE R
Excellent heat dissipation plus T

Anti-glare hood
Fluid-dynamic design optimized Precise aiming with

the system power graduation

ptimised system power
ViEE 1 $H%

DALI DMX512 RDM BJ#%

DALI DMX512 RDM

control available

AL, BNARZRER

Modular housing design suitable

for various applications



WEBB DECO LED #3547

M

REIE:
R

i

ik
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30.0871

BrHSRAT A Material:
ADC12 fEE®IHE;

304# FEEMLIR;

SRR K

304# NEWEE R ; Finishing:
FEREEE; 3mm UL

TR S T4ER BB R IUA Installation:

BENIMRRE: -30°C~ +50°C;

AHARESEE: KFAE £5°, EBEHABE -5~ +100°

JTEZ P REEFERER K

BEER 1K1 KIBERLE, 443 7.5mm;

DMX M1 1 5% 1 KB BIRE, L2 7.5mm;

2 % 0.5 RIUTARHEERL,, 4iF 6.0mm

\TESE: 2.6kg

FKFGRT: 500x372x210mm

BERE: 44T/% Packaging:

EEESE: 123kg

Standard color Optional color

Corrosion-resistant aluminum housing;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +100° /-5°

Single Color: 1x1m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable &

2x0.5m length 4-cores @6.0mm cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.6kg

Outer carton: 500x372x210mm(4pcs/ctn)

Floodlights / On-ground Luminaires

Optional Accessory With breathable No accumulation Anti-glare hood
IP68 Junction box waterproof air vent of dust & water on
surface glass

Optimised system
power
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WEBB DECO

LED #&5¢4T

30.0871

195

120 ‘

145

213

22,
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46

-
LED 45W

4000k
70

=y
LED 45W

4000k
10°

s
LED 45W

4000k
25°

=
LED 45W

4000k
40°

=
LED 45W

4000k
60°

150°

1207

118260cd

150°

150°

1205,

77625cd

150”

120°

150°

1205,

20187cd

150"

1207

6210cd

1207

150°

1207

2295cd

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
18693

2980.8
745.2
186.3

medlux
12978.9

2106.9
496.8
124.2

medlux
5123.2
558.9
124.2
31.5

medlux
1428.3
192
55.8
25.2

medlux
558.9
75.6
18

4.5

maxlux
30676.5

4905.9
1242
3555

maxlux
19064.7

3105
745.2
186.3

maxlux
5092.2
807.3
186.3
49.5

maxlux
1925.1
310.5
85
31.5

maxlux
744.7
105
25.2
12.6

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous

System Power

Floodlights / On-ground Luminaires

Lumi
Flux @4000K

Luminaire Efficacy ~ Control Mode

Beam Angle

Flux @4000K

30.0871.A24V220  24x1.7W 2200K-5700K Ra>80 5350Im 45W 4350Im 97Im/W ON/OFF 7°/10°/25°/40°/60°
30.0871.A24CV220 24x1.9W 2200K-5700K Ra>80 5800Im 50W 4750lm 95Im/W DMX512  7°/10°%/25°/40°/60°
30.0871.A24FV220 24x1.9W RGB 2010Im 50W 1650lm 33Im/W DMX512  7°/10°/25°/40°/60°
30.0871.A245V220 24x1.9W RGBW 3050Im 50W 2450Im 49Im/W DMX512  7°/10°/25°/40°/60°
30.0871.A8V220 8x5.2W 2700K-5700K Ra>80 5150Im 45W 4200Im 93Im/W ON/OFF 5°
30.0871.E85V220  8x5.5W RGBW 2930Im 50W 2400Im 48Im/W DMX512  25°%40°
Installation :

- —

| @,

-

|
e
1
3~
f—
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WEBB DECO LED #3547

B

RERIE:
N

“ih:

(2E=H
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30.0872

7] [l o] €

BrsaaTe; Material:
ADCI12 SE B EImE;

304# FEHEMZE;

SRR EEK;

304# TNEWEE R ; Finishing:
PERE R

3mm MR DI Installation:

IR BT B Tk B EB A AR BUAR

ENVIEEE . -30°C~ +50°C;

PARAEEE: KFAME +£5°, EHAME -5~ +100°%;

JTEZE FREETFER KL

BEER 1K1 KIDERLE, 42 7.5mm;

DMX %l 1 5% 1 RESHIREE, &iF 7.5mm;

2 % 0.5 KIUTAEEERL, 41F 6.0mm

JTEURE: 4.5kg Packaging:
AR T 500x372x210mm

BERE: 2/0/%

BEEEE: 10.7kg

Standard color Optional color

Corrosion-resistant aluminum housing;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +100° /-5°

Single Color: 1x1m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable & 2x0.5m length 4-cores @6.0mm cables with
waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 4.5kg

Outer carton: 500x372x210mm(2pcs/ctn)

Floodlights / On-ground Luminaires

-

Optional Accessory With breathable No accumulation Anti-glare hood
IP68 Junction box waterproof air vent of dust & water on
surface glass

Optimised system Maintainable gear
power compartment
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0872

—@- 236520cd H(m) medlux maxlux Light source Luminous Luminaire L L
LED 90W . 150° 50 37386 61353 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K L e Efficacy  Control Mode Beam Angle
4000k 50 5916 98118 30.0872.A48V220  48x1.7W 2200K-5700K Ra>80 10700Im 90w 8700Im 96Im/W ON/OFF  79/10°/257/40°/60°
7° © o) ol 100 14904 2484
- 00 306 i 30.0872.A48CV220 48x1.9W 2200K-5700K Ra>80 11600Im 100W 9500Im 95Im/W. DMX512  7°/10°/25%/40%/60°
30.0872.A48FV220 48x1.9W RGB 8050Im 100W 6600Im 33Im/W DMX512  7°/10%/25%409/60°
o e Hm)  mediux maxlux 30.0872.A485V220 48x1.9W RGBW 6100Im 100W 4850Im 49Im/\W DMX512  7%/10%/2540%/60°
150° 150
LED 90W 2.0 25957.8 381294 30.0872.A16V220  16x5.2W 2700K-5700K 10300Im 90W 8440Im 93Im/W ON/OFF  5°
_
4000k ! 5.0 4213.8 6210
- i 30.0872.E165V220 16x5.5W RGBW 5900Im 100W 4800Im 47 5lm/W DMX512  25%40°
10° 2 0 o 100  993.6 1490.4
200 2484 3726
L 40374cd H(m) medlux maxlux
. LED 90W 10 S 2.0 10246.4 101844
4000k - 5.0 1105.8 1614.6
25° & 120, pol 100 2484 372.6
200 63 99
e 12420cd H(m) medlux maxlux
LED 90W i 15 2.0 2856.6 3850.2
4000k - 5.0 384 621
017 i ® -
I b 40 ’ 120 o 100  111.6 170
o 200 504 63
A\ 2}
180
=y 2590cd H(m) medlux maxlux
- LED 90W 0 150 2.0 1117.8 1489.4
I 4000k 7 5.0 151.2 210
60 ™t 0 o 100 36 50.4
)
o s 200 9 25.2
-
Installation:
167 168
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WEBB DECO LED #&347

M
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R[E]H R BACK

30.0873

7] [ [ [ £ A

BrsaaTe; Material:
ADC12 B&E®IRE;

304# FHEMELR;

ST ERBAEESK

304# TNEWEE R ; Finishing:
BERREAETH

3mm ML LIFE Installation:
TR 6 1h B ER R AR BT AR

BRIFFRE: -30°C~ +50°C;

ARAEEE: KFEFE £5°, EEFE -5~ +100°;

JTEZE FREETFER KL

BEER 151 KZTBIRE, &7F 7.5mm;

DMX %l 1 5% 1 RESHIREE, &iF 7.5mm;

2 % 0.5 RIUSAFHEKLL, £41F 6.0mm

JTERE: 7.5kg Packaging:
FFR T 500x465%x210mm

BERE: 24T/

BRES: 16.8kg

Standard color Optional color

Corrosion-resistant aluminum housing;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +100° /-5°

Single Color: 1x1m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable & 2x0.5m length 4-cores @6.0mm cables with
waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 7.5kg

Outer carton: 500x465x210mm(2pcs/ctm)

Floodlights / On-ground Luminaires

s

it

<> ¢ B A

Optional Accessory With breathable No accumulation Anti-glare hood
IP68 Junction box waterproof air vent of dust & water on
surface glass

Optimised system Maintainable gear Precise aiming with
power compartment graduation
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WEBB DECO LED #&347

30.0873

[THT

180 22 |

17
R[E]H R BACK

-
LED 135W

4000k
70

=y
LED 135W

4000k
10°

s
LED 135W

4000k
25°

=
LED 135W

4000k
40°

=
LED 135W

4000k
60°

150°

1207

354780cd

150°

1207

-

150°

1205,

232875cd

150”

120°

150°

1205,

60561cd

1207

150°

1207

18630cd

150°

1207

6885cd

150"

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
56079

8942.4
22356
558.9

medlux
38936.7

6320.7
1490.4
372.6

medlux
15369.6
1658.7
372.6
94.5

medlux
4284.9
576
167.4
75.6

medlux
1676.7
226.8
54
13.5

maxlux
92029.5

14717.7
3726
1066.5

maxlux
57194.1

9315
2235.6
558.9

maxlux
15276.6
24219
558.9
148.5

maxlux
5775.3
931.5
255
94.5

maxlux
22341
315
75.6
37.8

Model No. LED Qty X Power

LED Color

CRI

Light source Luminous

System Power

Lumi
Flux @4000K

Luminaire Efficacy

Control Mode

Beam Angle

Floodlights / On-ground Luminaires

Flux @4000K
30.0873.A72V220  72x1.7W 2200K-5700K Ra>80 16000Im 135W 13100Im 97Im/W ON/OFF 7°/10°/25°/40°/60°
30.0873.A72CV220 72x1.9W 2200K-5700K Ra>80 17400Im 150W 14250Im 95Im/W DMX512  7%/10°%/25%/40°%60°
30.0873.A72FV220 72x1.9W RGB 6040Im 150W 4950Im 33Im/W DMX512  7%/10°%/25°%/40°/60°
30.0873.A725V220 72x1.9W RGBW 9100Im 150W 7350Im 49Im/W DMX512  79/10°%/25°/40°/60°
30.0873.A24V220  24x5.2W 2700K-5700K Ra>80 15350Im 135W 12560Im 93Im/W ON/OFF 5°
30.0873.E245V220 24x5.5W RGBW 8780Im 150W 7200Im 48Im/W DMX512  25°%40°

Installation
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WEBB DECO LED #&347
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BrsaaTe; Material:
ADC12 fa& & iHms;

304# FEFEWELR;

SRR EEK;

304# TNEWEE R ; Finishing:
PERE R

3mm WU REIRE Installation:

SRR T 8 R B FR A SR B4

BEWIMERE: -30°C~ +50°C;

AIEMAEEE: KFERDE, BEAA £60°;

JTEZE FREETFER KL

BEER 151 KZTBIRE, &7F 7.5mm;

DMX %l 1 5% 1 RESHIREE, &iF 7.5mm;

2 % 0.5 RIUSAFHEKLL, £41F 6.0mm

JTEURE: 11kg Packaging:
HFERT: 386x391x261Tmm

BERE: 1/T/5

BRES: 12.6kg

Standard color Optional color

Corrosion-resistant aluminum housing;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-60°

Single Color: 1x1m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable & 2x0.5m length 4-cores @6.0mm cables with
waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 11kg

Outer carton: 386x391x261mm (1pc/ctn)

“@-10wWER

Optional Accessory
IP68 Junction box

L |

With breathable
waterproof air vent

Precise aiming with
graduation

No accumulation
of dust & water on
surface glass

Floodlights / On-ground Luminaires

Optimised system Maintainable gear

power compartment

-z
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0874

£ 461214cd H(m) medlux maxlux Light source Luminous Luminaire L -
LED 180W Tso° 1500 50 12902 119638 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K L e Efficacy  Control Mode Beam Angle
.
4000k { 5.0 13413 19133 30.0874.A96V220  96x1.7W 2200K-5700K Ra>80 21400Im 180W 17400Im 961m/W ON/OFF  79/10°/25°/40°/60°
7° 0 ol 100 2906.2 4843.8
L 30.0874.A96CV220 96x1.9W 2200K-5700K Ra>80 23200Im 200W 19000Im 95Im/W. DMX512  7°/10°/25%/40%/60°
200 7265 1386.4
30.0874.A96FV220  96x1.9W RGB 16100Im 200W 13200Im 33ImWw DMX512  7°/10%/25%409/60°
= — Hm)  medlux maxlux 30.0874.A965V220 96x1.9W RGBW 12200Im 200W 9700Im 491m/W DMX512  7°/10%/25°/40%/60°
150° 150
LED 180W 2.0 50617.7 743523 30.0874.A32V220  32x5.2W 2700K-5700K Ra>80 20600Im 180W 16800Im 93Im/W ON/OFF  5°
4000k S 50 82169 121095
el AL 30.0874.E325V220 32x5.5W RGBW 11800Im 200W 9600Im 47 5Im/W DMX512  25%/40°
10° ©9, 7 120 o 100 19375 2906.2
200 4843 726.5
L 78729¢d H(m) medlux maxlux
LED 180W 10 S 2.0 19980 19859
4000k \%ﬁ ) 5.0 2156.3 3148.4
25° @97 120 Lol 100 4843 726.5
200 1228 193
e 24219¢d H(m) medlux maxlux
LED 180W %0 15 2.0 3230.3 7507.8
4000k 5.0 748.8 1210.9
40° o 120 o 100 2176 3315
200 982 1228
Installation:
=y 8950cd H(m) medlux maxlux
220 LED 180W 0 159 2.0 2179.7 2904.3
4000k }f ) 5.0 294.8 409.5
o 60° @R,y i ol 100 702 98.2
“J.:% o= ) 200 17.5 49.1
13
175 176
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WEBB DECO LED #&347

Floodlights / On-ground Luminaires

M

REGIE:
R

i

177
R[E]H R BACK

7] ] o [

BrsaaTe; Material:
ADC12 $BE®IHE,

304# FEFEWEER;

SRR K

304# NEWEE R ; Finishing:
EREEI; 3mm WL LB

YR BT B 1 FR A SR IBUR Installation:

BRIMERE: -30°C~ +50°C;

FHABEEE: KFEAREE, EEAM £60°;
JTEZ P REEFERER K

BEER 1K1 KIBERLE, 443 7.5mm;
DMX #Zl: 1 55 1 KZSHIREE, £4F 7.5mm;
2 % 0.5 RKIUSARHELLL, 4415 6.0mm
JTERE: 15.6kg

HFRT: 495x391x261mm

BERSE 1T/% Packaging:
BEES: 17.3kg

Standard color Optional color

Corrosion-resistant aluminum housing;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-60°

Single Color: 1x1m length 3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable &

2x0.5m length 4-cores @6.0mm cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 15.7kg

Outer carton: 495x391x261Tmm(1pc/ctn)

Optional Accessory With breathable No accumulation
IP68 Junction box waterproof air vent of dust & water on
surface glass

Precise aiming with
graduation

Optimised system
power
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WEBB DECO LED #&347

30.0876

-
LED 270W

4000k
70

=y
LED 270W

4000k
10°

s
LED 270W

4000k
25°

=
LED 270W

4000k
40°

=
LED 270W

4000k
60°

220

o17|

179
R[EIH R BACK

150°

1207

691821cd

150°

150°

1205,

454105cd

150”

120°

150°

1205,

118093cd

150"

1207

150°

1207

36328cd

150°

1207

13425cd

150"

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
109353

20119.5
4359.3
1089.7

medlux
75926.5

12325.3
2906.2
726.4

medlux
29970
3234.4
726.4
184.2

medlux
4845.4
1123.2
326.4
147.3

medlux
3269.5
442.2
105.3
26.25

maxlux
179457

28699
7265.7
2079.6

maxlux
111528

18164.2
4359.3
1089.7

maxlux
29788.5
4722.6
1089.7
289.5

maxlux
11261.7
1816.3
497.2
184.2

maxlux
4356.4
614.2
147.3
73.6

Model No.

LED Qty X Power

LED Color

CRI Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy ~ Control Mode

Floodlights / On-ground Luminaires

Beam Angle

Flux @4000K Flux @4000K
30.0876.A144V220  144x1.7W 2200K-5700K Ra>80 31600Im 270W 25950Im 96Im/W ON/OFF 7°/10°/25°/40°/60°
30.0876.A144CV220 144x1.9W 2200K-5700K Ra>80 34800Im 300W 28500lm 95Im/W DMX512  7°/10°%25°/40°/60°
30.0876.A144FV220 144x1.9W RGB 12100Im 300W 9900Im 33Im/W DMX512  7°/10°%25°40°/60°
30.0876.A144SV220 144x1.9W RGBW 17600Im 300W 14400lm 48Im/W DMX512  7°/10°%25°40°/60°
30.0876.A48V220 48x5.2W 2700K-5700K Ra>80 30700Im 270W 25150Im 93Im/W ON/OFF 5°
30.0876.E485V220  48x5.5W RGBW 17400Im 300W 14250Im 47.5Im/W DMX512  25°%40°
Installation:
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WEBB DECO LED #&347
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ADC12 BT, [E&; HFaSZIER; Material:
304# NEMEERL;

HEEEMIRRAE 2

FERR R

AT ERBARIESK

3mm ML LIFE Finishing:
SRR R R E% A R IBER

BEWHERE: -30°C~ +50°C; Installation:
AIAMBESEE: KFEAEAEE;, EEASH O~ 90°;

JTER EREETFREL

PEESR 1 £ 05 KM/ ZTBRE, 4 7.0mm;

DMX512 #=fll: 2 %% 0.5 K7D ABHELLL, &41F 7.5mm

JTE#E: 0.53kg

AR 120x95x100mm

SMERST: 495x300x325mm Packaging:
BERE: 36T/

EEEESH: 20kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C;

Tiltable: 0 ~ 90°

Single Color: 1x0.5m length 2/3-cores @7.0mm power
supply cable;

DMX512 controllable: 2x0.5m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 0.53kg

Inner carton:120x95x100mm

Outer carton: 495x300x325mm(36pcs/ctn)

Floodlights / On-ground Luminaires

Optional Accessory Compact size No accumulation
IP68 Junction box of dust & water on
surface glass

Precise aiming with

graduation
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WEBB DECO LED #&347

30.0850

183
IR[E]E R BACK

LED 3W
4000k
30

LED 3W
4000k
70

LED 3W
4000k
10°

LED 3W
4000k
25°

LED 3W
4000k
40°

LED 3W
4000k
60°

~ \N\

G

1207

20700cd

150°

1207

1207

6570cd

150°

1207

150°

4312.5cd

150”

1207

150°

1121cd

120°

150°

345cd

150"

1207

150°

150"

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
2575.4
411.9
101.9
25.7

medlux
1038.5
165.6
41.4
10.3

medlux
721

117
27.6
6.9

medlux
189.8
311
6.9
1.8

medlux
79.4
1"

3.1

1.4

medlux
31

4.2

0.3

maxlux
5335.4
853.9
213.3
533

maxlux
1704.2
272.5
69
19.8

maxlux
1059.2

172.5
41.4
10.4

maxlux
282.9
44.9
10.4
2.8

maxlux
106.9
17.3
4.5
1.8

maxlux
41.4

1.4
0.7

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Floodlights / On-ground Luminaires

Luminaire Efficacy ~Control Mode Beam Angle

Flux @4000K Flux @4000K
30.0850.A1V12  1x2.3W 2700K-5700K Ra>80 240lm 2.5W 200Im 80Im/W ON/OFF 3°/7°/10%/25°/40°/60°
30.0850.A1V220 1x2.2W 2700K-5700K Ra>80 230Im 3W 195Im 65Im/W ON/OFF 3°/7°/10%/25°/40°/60°
30.0850.E1FV12  1x6W RGBW Ra>80 285Im 6w 240lm 40Im/W DMX512  229/32°
Installation:




WEBB DECO LED #3547

B

RERIE:

=7

“ih:

o

185

1&[E] B F BACK

30.0850E

— |
—
am— ‘\\

o e '\\

\

m——
remsae— ‘
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i

ADC12 SEE=ITH. [£5; Material:
HABER,

304# TEEMRERL

IR LRI L

BERE T

SRR R Finishing:
3mm MR LIS

IR B 63 ThER BB A SRIBUR Installation:
BEIMERE: -30°C~ +50°C;

AIEMAESEE: KFEABAEIE;, EEASH O~ 90°;

JTRZR IE LB R

BEER 151 KR/ Z5BRE, 45 7.0mm;

DMX512 £l 2 % 0.5 RKNBAFEEKLL, &iF 7.5mm

JTEARE: 1.3kg

AERT: 165x130x130mm Packaging:

SN~ 535x345x285mm
BERE: 164T/58

BEES: 22kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°;

Single Color: 1xTm length 2/3-cores @7.0mm power supply
cable;

DMX512 controllable: 2x0.5m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.3kg

Inner carton: 165x130x130mm

Outer carton: 535x345x285mm(16pcs/ctn)

Floodlights / On-ground Luminaires

Optional Accessory
IP68 Junction box

No accumulation Precise aiming with
of dust & water on graduation
surface glass
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0850E

T50° 17op3 150° H(m) mediux maxlux Model No. LED Qty X Power  LED Color CRI ::ghtso“ur;e;“minous System Power IF.:nmina‘i‘re ;n:(minaus Luminaire Efficacy ~ Control Mode Beam Angle
LED 8W ‘ 2.0 2700.1 44311 ux @4000 ux @400
4000k 50 4305 708.6 30.0850E.A4V24  4x1.9W 2200K-5700K Ra>80 920Im W 790Im 98Im/W ON/OFF  10°%/2540°/60°
7° 120 o 100  107.6 179.4
- 00 269 ihs 30.0850E.A4V220 4x1.9W 2200K-5700K Ra>80 900Im 10W. 765Im 76.5Im/W ON/OFF  10°/25°/40°/60°
30.0850E.A1V220 1x6W 2700K-5700K Ra>80 650Im W 550Im 68Im/w ON/OFF  5%10°/25%40°/60°
= e Hm)  medlux maxlux 30.0850E.E45V24  4x1.9W RGBW 350Im £ 297Im 27Im/w DMX512  25°/40%/60°
150 150°
LED 8W y 2.0 1874.7 2753.7 30.0850E.E15V12  1X8W RGBW 385Im W 330Im 411m/W DMX512  25%/40°
4000k o 5.0 304.9 4485
10° e 120 T 100 717 107.6
200 17.9 26.9
o 2915¢d H(m) medlux maxlux
LED 8W ‘ ¢ 20 4933 735.5
4000k T 50 807 116.6
25° il 1207 120 100 179 26.9
200 45 7.1
S
= e 897cd Hm)  medlux maxlux
LED 8W ‘ K P 20 2063 278
4000k T 50 358 44.8
40° i 1200 120° 100 8 11.7
200 36 4.5
Installation:
S = 382cd H(m) medlux maxlux
LED 8W o 5 2.0 80.7 107.6
= N
4000k E 5.0 10.9 15.2
. 7 8
60 || 120 120° 10.0 2.6 45
200 06 1.8
187 188
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WEBB DECO  LED #3247 Floodlights / On-ground Luminaires

30.0851

K07 DMX G ] .
Stadard color Optionalclr

MR ADC12 SREa TR, [E5E; Material: ADC12 corrosion-resistant die-cast aluminum housing;

HETAER; 3mm clear safety glass;

304# NEEWNEERZ ; Anti-aging waterproof silicone gasket;

TR R EZIR,; Stainless steel external fasten screws.

R, Galvanized steel mounting bracket

R KIEL; Finishing: Double layers of DUPONT UV-resistant polyester powder Optional Accessory With breathable Precise aiming with

3mm LT IFIE coating IP68 Junction box waterproof air vent graduation
REE: W ETEE T S 1k B4 B A AR IE R Installation: ~ Ambient temperature: -30°C~ +50°C ;
T BRIFFRE: -30°C~ +50°C; Tiltable: 0 ~ 90°

AREEE: KEABARAE, EEHAMA 0~ 90°; Single Color: 1x1m length 2/3-cores @7.0mm power supply

ITEEE I BRI cable; -
57 %N BEER 151 KR/ ZSBRE , 45 7.0mm; DMX512 controllable: 1x0.5m length 2/3-cores @7.0mm

DMX %l 1 4% 0.5 K / =B BIRL , Z&1F 7.0mm; power supply cable & 2x0.5m length 4-cores @6.0mm cables

2 % 0.5 KIUBAEHELL , 4% 6.0mm with waterproof connector;
(2E=H JTERE: 2.28kg Nickled plated brass waterproof cable gland

WERF: 190x155x155mm Packaging: Net Weight: 2.28kg No accumulation Anti-glare hood

of dust & water on
SMERST: 480x390x330mm Inner carton: 190x155x155mm surface glass
BERE: 124T/% Outer carton: 480x390x330mm(12pcs/ctn)

BEESE: 28kg

189 190
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0851

EF 1500 39330cd 150° H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI ::g:té%r;g;ummous System Power I;run:(\iglrgozukminous Luminaire Efficacy ~ Control Mode Beam Angle
LED 18W 2.0 6231 10225.8
4000k >0 9936 1695.3 30.0851.09v24  9X1.1W 2200K-5700K Ra>80 1190Im 10w 1020Im 102Im/wW ON/OFF  15%/25%/40°/60°
7° & 120 o] 100 2484 358.8
o 00 621 as 30.0851.D9V220  9x1.1W 2200K-5700K Ra>80 1160Im 12w 995Im 84Im/W ON/OFF  15%/25%/40%/60°
30.0851.A9V24  9x2W 2200K-5700K Ra>80 2200Im 18W 1860Im 103Im/W ON/OFF  10°/25°/40°/60°
30.0851.A9V220  9x2W 2200K-5700K Ra>80 2200Im 20W 1860Im 93Im/W ON/OFF  10°/25°/40°/60°
£ 25875¢d H(m) medlux maxlux
150° 150°
LED 18W . 2.0 43263 6354 30.0851.A9FV24  9xQW RGB 740Im 18W 625Im 34.5Im/W DMX512  10%/25%40°/60°
4000k 5.0 703.8 1035
o \ . . m m
2 30.0851.A9FV220 9X2W RGB 7401 21W 625l 30Im/W. DMX512  10%/25%40%/60°
10° 1200 o] 100 1656 248.4
200 414 62.1
£ 6729cd H(m) medlux maxlux
LED 18W ‘ o D720 11385 16974
4000k T 50 1863 215.2
25° i 120 120 100 386 62.1
200 105 16.5
= 2070cd H(m) medlux maxlux
LED 18W ‘ v B 20 4761 641.7
4000k E 50 8238 103.5
s 40° B 1200 el 100 186 27
200 84 10.5
) Installation:
= “= 765cd H(m) medlux maxlux
LED 18W i 57 . . .
. 2.0 186.3 248.2
4000k E 5.0 25.2 35.1
B f \
60 P 1200 el 100 6 10.5
200 15 4.2
191 192
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WEBB DECO LED #3547
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30.0852

ADC12 SEEEITIR. [£5; Material:
HABER,

304# TEEMEERL

IR LRI L;

7Y-830 BERREEE

SRR ERBAAKEES Finishing:
3mm ML EHIE
IR B 63 ThER BB ARIBUR Installation:

BRIFFRE: -30°C~ +50°C;

AHAMAEEE: KFEAAFRAE;, EEAMA O~ 90°;

ITEER FREERELS

BEES 1 £ 1 KB/ ZDBERE, %F7.5mm;

DMX %l 1 5% 1 KM/ =S FBIRL, 412 7.5mm;

2 % 0.5 KIUTAREERL, 41F 6.0mm

JTERE: 3.49%g

AER: 225x185x175mm Packaging:
IMERST: 465x385x370mm

BERE: 81T/

BEEESE: 29%g

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°

Single Color: 1x1m length 2/3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 2/3-cores @7.5mm
power supply cable & 2x0.5m length 4-cores @6.0mm cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 3.49kg

Inner carton: 225x185x175mm

Outer carton: 465x385x370mm(8pcs/ctn)

Optional Accessory With breathable
IP68 Junction box waterproof air vent

o

No accumulation Anti-glare hood
of dust & water on
surface glass

Floodlights / On-ground Luminaires

Precise aiming with
graduation
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0852

EF T50° 201000cd 150° H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI ::g:t(;‘%r;g;ummous System Power I;run:(\iglrgozukminous Luminaire Efficacy ~ Control Mode Beam Angle
LED 30W 2.0 25754 53354
4000k “o 50  4n9 8539 30.0852.024V24  24X1.1W 2200K-5700K Ra>80 3100Im 27W 2630Im 97Im/W ON/OFF  15%/25°/40°/60°
3 B 10 o] 100 1019 2133
= 00 257 oas 30.0852.D24V220 24X1.1W 2200K-5700K Ra>80 3100Im 30w 2630Im 87Im/W ON/OFF  15°/25°/40°/60°
30.0852.A4V24  4x6W 2700K-5700K Ra>80 2640Im 25W 2240Im 90Im/w ON/OFF  3°
30.0852.A4V220  4x6W 2700K-5700K Ra>80 2640Im 28W 2240Im 80Im/W. ON/OFF  3°
= 63072cd H(m) medlux maxlux
150° 150°
LED 30W s 2.0 9969.6 16360.8 30.0852.A16V24  16X1.6W 2200K-5700K Ra>80 3250Im 27W 2720Im 1011m/w ON/OFF  10°/25°/40°/60°
4000k 5.0 1589.7 2616.4 o
50 30.0852.A16V220 16X1.6W 2200K-5700K Ra>80 3250Im 30w 2720Im 915Im/W ON/OFF  10°/25%/40°/60
7 N 10 o] 100 3974 662.4
500 993 189.6 30.0852.A165V24 16X2W RGBW 1570Im 33w 1335Im 411mW DMX512  10%/25°/40°/60°
30.0852.A165V220 16X2W RGBW 1560Im 36W 1335Im 37Im/W DMX512  10%/25%407/60°
= 2120008 Hm)  medlux maxlux 30.0852.A18FV24  18X1.8W RGB 1350Im 33w 1147Im 35Im/W DMX512  10%15%25%40%/60°
150° 150°
| 151x151 151 LED 30W a 2.0 6922 10167.8 30.0852.A18FV220 18X1.8W RGB 1350Im 36W 1147Im 32Im/w DMX512  10%15%25%40%/60°
- - - = 4000k 5.0 1123.6 1656
10° @ 0 o 100 2649 397.4
200  66.2 99.3
©
= 10766cd H(m) medlux maxlux
LED 30w ‘ e D 20 18216 27158
0852(F#8<307) 4000k T 50 298 4305
25° B 1209 120 100  66.2 99.3
151x151 108
e D 200 1638 26.4
Installation:
= 312 H(m) medlux maxlux
g LED 30W ‘ K 20 7617 1026.7
= & 4000k =0 5.0 132.4 165.6
. ? L
Q 40 U] 120, o0 100 297 432
0852 (% £5>40°) 200 134 16.8
=y 1224cd H(m) medlux maxlux
LED 30W ‘ v 20 298 397.2
4000k A\ 5.0 403 56.1
60° = 120 o0 100 96 16.8
200 2.4 6.7

195
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LED #&3¢4T

30.0853
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ADC12 SEEEITIR. [£5; Material:
HABER,

304# NEWEERL

IR LRI L;

BERE T

SRR ERBAAKEES Finishing:
3mm MR LIS

IR B B TR A EB A AR BA

ENVIEEE . -30°C~ +50°C;

AIEMAESEE: KFEABARIE;, EEASH O~ 90°;
JTEZ LB ER

BEER 15K 1 KR/ ZSBRE, &5 7.5mm;
DMX %l 1 551 K/ =T HBIRG, £41F 7.5mm;
2 %5 0.5 RIUTAEHE KL, 41E 6.0mm

JTRSE: 5.6kg

NERT: 275%x240x170mm

Installation:

SNFER~T: 565x250x365mm Packaging:
BERE: 44T/%

BEEESE: 24kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°

Single Color: 1x1m length 2/3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x1m length 2/3-cores @7.5mm
power supply cable &

2x0.5m length 4-cores @6.0mm cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 5.6kg

Inner carton: 275x240x170mm

Outer carton: 565x250x365mm(4pcs/ctn)

Floodlights / On-ground Luminaires

-
B L

et ¢ 1o by it e Ty

JJJ.!

0

B

E

¥
= =mr
‘s: = 1_ e e i ll“—“lm S R ‘-u-.‘ Q\ Ay i 3| obef Aaigh
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Optional Accessory
IP68 Junction box

LR L L) e

-

_ T
- . =
> =3

With breathable
waterproof air vent

Precise aiming with No accumulation

graduation of dust & water on

surface glass

Anti-glare hood
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0853

EF 150 241200cd 150 H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI ::g:té%r;g;ummous System Power I;run:(\iglrgozukminous Luminaire Efficacy ~ Control Mode Beam Angle
LED 36W 2.0 309048  64024.8
4000k >0 49428 102468 30.0853.036V24  36X1W 2200K-5700K Ra>80 4350Im 37w 3690Im 100ImAW ON/OFF  15%/25%/40°/60°
3 & 120 el 100 12228 25596
30.0853.D36V220 36X1W 2200K-5700K Ra>80 4350Im 40W 3690Im 92Im/W ON/OFF  15%/25%40°/60°
200 3084 639.6
30.0853.A8V24  8x4.5W 2200K-5700K Ra>80 4200Im 37W 3570Im 96Im/W ON/OFF  3°
o e Hm  medlux maxiux 30.0853.A8V220  8x4.5W 2200K-5700K Ra>80 4200Im 40W 3570Im 89Im/W ON/OFF  3°
150° 150°
LED 36W . 2.0 12462 20451 30.0853.A24V24  24X1.5W 2200K-5700K Ra>80 4400Im 37W 3740Im 1011mW ON/OFF  10°/25°/40%/60°
4000k 5.0 19872 32706 o
% 30.0853.A24V220 24X1.5W 2200K-5700K 4400Im 40W 3740Im 93.5Im/W ON/OFF  10%/25%/40°/60
7° ™ 120 ol 100 4968 828
500 1242 537 30.0853.A24FV220 24X2W RGB 1950Im 50w 1650Im 33Imw DMX512  10%/25940°/60°
30.0853.A245V220 24X2W RGBW 2200Im 50W 1860Im 37Im/w DMX512  10%/25%/40°/60°
=y 51750cd H(m) medlux maxlux
LED 36W o 57 2.0 8652.6 12709.8
4000k e \ 5.0 14046 2070
10° e 120 el 100 3312 496.8
200 8238 124.2
2 13458cd H(m) medlux maxlux
LED 36W ‘ e D20 2277 3394.8
4000k = 5.0 372.6 538.2
0853 (7 5<30°) @
25° 120, 1207 100 828 124.2
‘ 193x193 ‘ 120 200 21 33
Installation:
e 2140cd Hm)  medlux maxlux
LED 36W ‘ v 20 9522 1283.4
4000k 5.0 1325 207
o @
40 120 120 100 372 54
200 168 21
0853(BEF>40°)
2 1530cd Hm)  medlux maxlux
LED 36W ‘ v 20 3726 496.5
4000k Z 50 504 70.2
. @
60 P 120 ol 100 12 16.8
200 3 8.4
199 200
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.1052

IK07 DMX R b .
Sndord color Optonlclor

MR 6063-T5 FREMAITIA, EHESE; Material: Corrosion-resistant aluminum housing and control box;
ADC12 fa& & iHms; ADC12 die-cast aluminum end cap; c
304# REFEMEEE; 3mm clear safety glass; (;E,
Q
BB Anti-aging waterproof silicone gasket; T
304# TNEWEE R ; Stainless steel external fasten screws.

A IK¥ESL; Galvanized steel i . . . . . . - .
mRpIAE, alvanized steel mounting bracket Optional Accessory Thin housing Anti-glare hood Anti-glare hood Precise aiming with
3mm WYL LITE Finishing: Double layers of DUPONT UV-resistant polyester powder coating IP68 Junction box graduation

REIE: KRR T S TR B BB A AR IBUR Ambient temperature: -30°C~ +50°C ;
R BRIFFRE: -30°C~ +50°C; Installation:  Tiltable: +/-90°
AREEE: KFEAREAE, EEHAMA £90°; Single Color: 1x1m length 3-cores @7.5mm power supply cable;
JTEZE FREETFER KL DMX512 controllable: 1x1m length 3-cores @7.5mm power /\ :
it BEES 151 KZDBRE, 412 7.5mm; supply cable & 2x0.5m length 4-cores @6.0mm cables with —
DMX512 #56l: 1 1 K= B HEIRL, 4RE 7.5mm; waterproof connector.
2 % 0.4 KIS AFHELL, 41F 6.0mm Nickled plated brass waterproof cable gland
125 % 1287 1391 Packaging: Type: ) N
TRFE 8.5kg 10.2kg Net Weight: 8.5kg 10.2kg
BERT 342x291x193mm 447x291x193mm Package  342x291x193mm (1pc/ctn) 447x291x193mm (1pc/ctn)
OEEE 10.0kg 11.9kg
Type: 1495 1702
g 1495 L702 Net Weight: 12.0kg 14.0kg
ITR%SE 12.0kg 14.0kg Package  552x291x193mm (1pc/ctn) 757x291x193mm (1pc/ctn)
BERT 552x291x193mm 757x291x193mm
BEES 13.9kg 16.0kg
201 202
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.1052

—EI— T50° 157680cd 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ::ghts:%r;;;uminous System Power ::'mi"a‘i;:olbul(mmo"s Luminaire Efficacy Control Mode Beam Angle
LED 80W ; 2.0 24924 40902 ux @ ux @
4000k g;% >0 39744 65412 30.1052.A24V2201287  24x3W 2200K-5700K Ra>80 9000Im 8owW 7200Im 90ImMW ONOFF  5°
7 g 10 o 10.0  993.6 1656
=S 00 susa y7a 30.1052.A48V220L287  48x1.7W 2200K-5700K Ra>80 10600Im 90W 8600Im 96Im/W ON/OFF  7°/10%/25%/40°/60°
30.1052.A48FV2201287  48x1.9W RGB 4020Im 100W  3300Im 33Im/W DMX512  7°/10%/25%40°/60°
o o Hm)  mediux maxlux 30.1052.A485V220L287  48x1.9W RGBW 5850Im 100W  4800Im 48Im/\W DMX512  7%/10%25%/40°/60°
150° 150
LED 80W i 2.0 17305.2 25419.6 30.1052.A36V220L391  36x3W 2200K-5700K Ra>80 13500Im 120W 10800Im 90Im/W ON/OFF  5°
4000k : 5.0 2809.2 4140
@7 i 30.1052.A72V220L391  72x1.7W 2200K-5700K Ra>80 15700Im 135W 12900Im 96Im/W ON/OFF  7°/10%/25%/40°7/60°
10° L= 0] o 10.0  662.4 993.6
500 1656 2484 30.1052.A72FV220L391  72x1.9W RGB 6040Im 150W  4950Im 33Im/W DMX512  7°/10%/25%40°%/60
30.1052.A725V220L391  72x1.9W RGBW 8780Im 150W  7200Im 48Im/W DMX512  7°/10%/25%40°/60°
L 26916cd H(m) medlux maxlux 30.1052.A48V220L495 48x3W 2200K-5700K Ra>80 18000Im 160W 14400Im 90Im/W ON/OFF 5°
1507 150°
LED 8OW 20 6831 6789.6 30.1052.A96V2201495  96x1.7W  2200K-5700K Ra>80 21000Im 180W  17200Im 96lmMW ON/OFF  7%/10%/25°/40°%/60°
4000k 5.0 745.2 1076.4
X @ 30.1052.A96FV220L495  96x1.9W RGB 8050Im 200W  6600Im 33Im/W DMX512  7°/10%/25°/40°/60°
25 ik 1200 120°) 10.0 165.6 248.4
200 42 66 30.1052.A965V220L495  96x1.9W RGBW 11600Im 200W  9500Im 48Im/W DMX512  7°/10%/25%/40°/60°
30.1052.A72V220L702  72x3W 2200K-5700K Ra>80 27000Im 240W  21500Im 90Im/W ON/OFF  5°
o 8260 Hm)  medlux maxlux 30.1052.A144V220L702  144x1.7W  2200K-5700K Ra>80 31000Im 270W  25800Im 96m/W ON/OFF  7°/10%/25%/40°/60°
LED 80W 150° 150° . , .
2.0 1904.4 25668 30.1052.A144FV220L702 144x1.9W  RGB 11900Im 300W  9800Im 32Im/W DMX512  7°/10%/25°/40°/60°
30.1052.1287 4000k P 5.0 256 414
) YE, 30.1052.A1445V220L702 144x1.9W  RGBW 17600Im 300W 144001m 47 5lm/W DMX512  7°/10%/25%/40/60°
40 /1Y 120 120 100 744 108
201 200 336 42
3 e 3060cd H(m) medlux maxlux
LED 80W ) 0 159 2.0 745.2 993
4000k = . . .
Lmo_ {% 5.0 100.8 140.4
.-" 60° (5 120 o 100 24 336
l 200 6 16.8
\

30.1052.L391

253

Installation:

30.1052.L495

702

HE H

253

—

30.1052.L702

203 204
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WEBB DECO LED #3547

30.1052D

ME: 6063-T5 SEEUMITIR. RS, Material:
ADC12 $BE&IHE;
304# RNEM=ER;
HESAER;
HERBEHE,;
304# NEWEERL
SR RARIES; Finishing:
3mm WL LI Installation:
RELME:  WEMEMEREEEH KRR
2 JENIMERE: -30°C~ +50°C;

BENIMREE: 100%;
FHAAESEE: KFAENE, EEHME £90°
JTEZEERARTEREIR K

57 %M BEER: 15K 1 RKZICBRL, 47&E 7.5mm;
DMX512 #=ll: 1 %& 1 K= IR, 4642 7.5mm;
2 % 0.4 RIUTARHEERL, 4iF 6.0mm Packaging:
aE: A& 1495 1702
ITRAE 26.5kg 34.5kg
BERST 550x545x240mm 760x545x240mm
BERE 147758 147/%8
BEEE 28kg 36.3kg
205
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Standard color Optional color

Corrosion-resistant aluminum housing and control box;
ADC12 die-cast aluminum end cap;
3mm clear safety glass;
Anti-aging waterproof silicone gasket;
Stainless steel external fasten screws.
Galvanized steel mounting bracket
Double layers of DUPONT UV-resistant polyester powder coating
Ambient temperature: -30°C~ +50°C ;
Tiltable: +/-90°
Single Color: 1xTm length 3-cores @7.5mm power supply cable;
DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable &
2x0.5m length 4-cores @6.0mm cables with waterproof
connector.
Nickled plated brass waterproof cable gland
Type: 1495 1702

Net Weight: 26.5kg 34.5kg
Package 550x545x240mm(1pc/ctn)  760x545x240mm(1pc/ctn)

g

H:73mm

Optional Accessory Thin housing Anti-glare hood Anti-glare hood
IP68 Junction box

gy \
s e

e ORRRRRRRERRERR R

Floodlights / On-ground Luminaires

.
x
£
z
£
E
1
1
I
1
1
X

Precise aiming with
graduation
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.1052D

e 630720cd H(m) medlux maxlux Light source Luminous Luminaire Luminous L .
LED 320W Tso° 1500 50 99696 163608 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy Control Mode Beam Angle
@
4000k ® 50 158976 261648 30.1052D.A96V2201495  96x3W 2200K-5700K Ra>80 36000Im 320w 28800Im 90lmW ON/OFF &
7° i ?% 10 120 10.0  3974.4 6624
- 00 9936 1896 30.1052D.A192V2201495 192x1.7W  2200K-5700K Ra>80 42000Im 360W 34200Im 96m/W ON/OFF  7°/10°/25°40°/60°
30.1052D.A192FV220L495 192x1.9W  RGB 15600Im 400W 12800Im 32Im/W DMX512  7°/10%25°/40°/60°
~ yER Hm)  mediux maxlux 30.1052D.A1925V220L495 192x1.9W  RGBW 22900Im 400W 18800Im 47ImW DMX512  7°/10%25°/40%/60°
150° 150
LED 320W ) 2.0 692208  101678.4 30.1052D.A144V220L702  144x3W 2200K-5700K Ra>80 54000lm 480W 42000Im 89Im/W ON/OFF  5°
4000k ot 5.0 11236.8 16560
®% i 30.1052D.A288V220L702 288x1.7W  2200K-5700K Ra>80 62000Im 540W 51000Im 96Im/W ON/OFF  7°/10°/25%40°/60°
10° ik 0] o 10.0  2649.6 3974.4
200 6624 993 6 30.1052D.A288FV220L702 288x1.9W  RGB 23400Im 600W 19200Im 32Im/W DMX512  7%/10%25%/40°/60
30.1052D.A2885V220L702 288x1.9W  RGBW 34400Im 600W 28200Im 47Im/\W DMX512  7°/10%25%/40°/60°
L 107664cd H(m) medlux maxlux
LED 320W e P 20 27324 27158.4
4000k % 5.0 5808 4305.6
25° :% 1203 120 100  662.4 993.6
200 168 264
140
e 33120cd H(m) medlux maxlux
‘ ( LED 320W i 15 2.0 7617.6 10267.2
T 4000k Z 5.0 1024 1656
( 40° :f% 120 o 100  297.6 432
200 1344 168
30.1052D.L495
e 12240cd H(m) medlux maxlux
LED 320W 0 150 2.0 2980.8 3972
4000k % 5.0 403.2 561.6
60° i ?% 120 o 100 96 134.4
200 24 67.2
140
30.1052D.L702
Installation:
207 208
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LED #2347 Floodlights Luminaires il

KGRI mART, ZiiT
EAPNE 2R Sriv s
Family product line, different

sizes and power catagories.

gt
A€
P ) )
30.0911 30.0912 30.0913 30.0913E 30.0914 30.0915 30.0954 30.0955 30.0956
1W-2.2w 6W-8W 12W-15W 18W-28W 27W-50W 65W-90W 44W-55W 100W-110W 150W-160W

{=

S 2
* )
139
LB IERE
Excellent heat dissipation
- & peaL s !
DATUEBES RE T4 TR SE R ETEC . .
Individual gear Anti-glare hood Optional Accessory :
compartment, easy for Spike
maintenance
7° 10° 25° 40° 60°

IR EREC LA ELEEF

Different options of beam

angle light distribution



WEBB DECO LED #3547

M

REGIE:

R

52
(2E=H
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30.0911

ADC12 AT, [E5;

304# NEMEEIRL

EHIRTELLR,;

FERR R

AT ERBARIESK

8mm ML LIFIE
ST R R B8 R R IBR

BN ERE: -30°C~ +50°C;

FHEAREEE: KFEAEE, EEHME-30~+90°%;
JTER EREETFREL

PEESR 1 £ 05 KTIGBIRLE, 41F7.0mm
JTEUEE: 0.15kg

AERT: 100x60x65mm

JMERT: 420x260x220mm

RSB 48)T/%

BEESE: 8.2kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
8mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +90° /-30°

Single Color: 1x 0.5m length 2-cores @7.0mm power supply
cable

Net Weight: 0.15kg

Inner carton: 100x60x65mm

Outer carton: 420x260x220mm(48pcs/ctn)

Floodlights / On-ground Luminaires

@‘,

Compact size

-5

Optional Accessory

IP68 Junction box

212



WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0911

e 3162cd H(m) medlux maxlux Light source Luminous Luminaire Luminous o .
LED 2.9 5o 150 50 5287 21767 Model No. LED Qty X Power  LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy ~ Control Mode Beam Angle
4000k = >0 86 1265 300911.A1VI2 12w 2200K-5700K Ra>80 240Im 22w 204Im 93Im/W ON/OFF  10°25°/40%/60°
10° 0 ol 100 202 30.3
- oo s e 30.0911.D1V12  1xIW 2200K-5700K Ra>80 115Im 1w 91im 90Im/W ON/OFF 25%/40°/60°
A 822cd H(m) medlux maxlux
LED 2.2W e P 20 139.2 207.5
4000k By 5.0 22.8 329
25° - 1200 120° 10.0 5.1 7.6
20.0 1.3 2
=y 253cd H(m) medlux maxlux
LED 2.2W jo 57 2.0 58.2 78.4
4000k 0 5.0 10.1 12.7
A
40° 120° 1207 10.0 2.3 3.3
20.0 1 1.5
=y 83cd H(m) medlux maxlux
LED 2.2W [ 5 2.0 228 30.4
4000k By 5.0 3.5 4.3
e
60° S 20 o 100 0.7 1.3
20.0 0.2 0.5
Installation:
213 214
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0912

omx| [RG .
Sndod color Optonlclor

M ADC12 SREEITIR. [E5E; Material: ADC12 corrosion-resistant die-cast aluminum housing; =
304# TNEWEE R ; 10mm clear safety glass; N
IR REET LR, Anti-aging waterproof silicone gasket; *
R Stainless steel external fasten screws.
SRR IR Galvanized steel mounting bracket
10mm ML L IFE Finishing: Double layers of DUPONT UV-resistant polyester powder O e — e —— Individual gear Anti-glare hood
REGIE: KR T St B BB A R IBUR coating IP68 Junction box compartment
e BENIFREE: -30°C~ +50°C; Installation: ~ Ambient temperature: -30°C~ +50°C ;
NABESCE: KFEAREE, EFESE -30 ~ +90° Tiltable: +90° /-30°
JTEZR P RETERERS Single Color: 1x 0.5m length 2/3-cores @7.0mm power
577 BEER 15 0.5 KM/ ZNBIRLE, £E 7.0mm; supply cable;
DMX512 1=l 2 %% 0.5 KNG A EHEELE,, 412 7.5mm DMX512 controllable: 2x 0.5m length 6-cores @7.5mm
a: JTEZ#E: 0.6kg cables with waterproof connector.
RER: 125x100x110mm Nickled plated brass waterproof cable gland
SMERST: 390x345x350mm Packaging:  Net Weight: 0.6kg
BERE: 27/T/% Inner carton: 125x100x110mm
BIEEESE: 17.5kg Outer carton: 390x345x350mm(27pcs/ctn)
215 216
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0912

EF 1500 13110cd 150° H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI L‘:ght s:t::;KLuminaus System Power t::mina‘i‘r:olbul(minous Luminaire Efficacy ~ Control Mode Beam Angle
LED 6W 2.0 2077 3408.6 ux @ ux @
4000k =7 20 3312 2451 30.0912.A3v12  3X2W 2200K-5700K Ra>80 710Im 6w 600Im 100Im/W ON/OFF 10°/25°/40°/60°
7 “%’ 120 o 100 8238 138
- oo 209 s 30.0912.A3V220  3X2W 2200K-5700K Ra>80 710Im 8W 600Im 75Im/W ON/OFF 10°%/25°/40°/60°
30.0912.A3CV12  3X2W 2200K-5700K Ra>80 710Im 6W 600Im 100lm/W DMX512 10°/25°/40°/60°
o —— Hm  mediux maxding 30.0912.A3FV12  3X2W RGB Ra>80 250Im 6W 214Im 35Im/W DMX512 10°/25%/40°/60°
LED 6W i 15 2.0 14421 2118.3
4000k (’év 5.0 234.6 345
10° = 120 T 10.0 552 82.8
200  13.8 20.7
£ 2243cd H(m) medlux maxlux
w LED 6W 1 57 2.0 379.5 565.8
4000k 5.0 62.1 89.7
25° 1207, 120°] 10.0 13.8 20.7
1| B 200 35 55
Q
=y 690cd H(m) medlux maxlux
LED 6W o 57 2.0 158.7 213.9
4000k 5.0 27.6 34.5
40° 120 o 100 6.2 9
200 238 3.5
=y 255¢d H(m) medlux maxlux
LED 6W i 15 2.0 62.1 82.8
4000k {ég 5.0 8.4 1.7
60° Z 10 o 100 2 3.5
200 05 14
Installation:
217 218
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0913

Standard color Optional color
M ADC12 SREEITIR. [E5E; Material: ADC12 corrosion-resistant die-cast aluminum housing; )
304# TNEWEE R ; 3mm clear safety glass; b
IR REET LR, Anti-aging waterproof silicone gasket; *
R Stainless steel external fasten screws.
SRR IR Galvanized steel mounting bracket
3mm SRR Finishing: Double layers of DUPONT UV-resistant polyester powder Optional Accessory Optional Accessory Individual gear Anti-glare hood
REGIE: IR B TR BB A AR IBUR coating IP68 Junction box compartment
e EWIAERE: -30°C~ +50°C; Installation: ~ Ambient temperature: -30°C~ +50°C ;
ANEABETE: KFEAREIE, EEHAME -30 ~ +90°%; Tiltable: +90° /-30°
JTEZR P RETERERS Single Color: 1x 0.5m length 2/3-cores @7.0mm power
577 BEER 15 0.5 KM/ ZNBIRLE, £E 7.0mm; supply cable;
DMX512 1= 2 %% 0.5 KNG A EHEELE,, 1% 7.5mm DMX512 controllable: 2x 0.5m length 6-cores @7.5mm
a: JTE#EE: 1.98kg cables with waterproof connector.
RER: 190x165x160mm Nickled plated brass waterproof cable gland
SMERST: 390x340x330mm Packaging:  Net Weight: 1.98kg
BERE: 8)T/H Inner carton: 190x165x160mm
BIEEESE: 17.5kg Outer carton: 390x340x330mm(8pcs/ctn)
219 220
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0913

EF 1500 26230cd 150° H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI t:z:té:\:;;;uminaus System Power ;ruTig@a‘ilr:olbuKminous Luminaire Efficacy ~ Control Mode Beam Angle
LED 12W 2.0 4154 6817.2
4000k 50 6624 1090.2 30.0913.A6V24  6X2W 2200K-5700K Ra>80 1400Im 12w 1190Im 99ImMW ON/OFF 10925°/40°/60°
7° 120 o 100  165.6 276
oo 414 2o 30.0913.A6V220  6X2W 2200K-5700K Ra>80 1400Im 15W. 1190Im 80Im/W ON/OFF 10°/25°/40°/60°
30.0913.A6CV24  6X2W 2200K-5700K Ra>80 1400Im 12W 1190Im 99Im/W DMX512 10°/25°/40°/60°
30.0913.A6FV12  6X2W RGB 500Im 12W 425Im 35Im/W DMX512 10°/25°/40°/60°
£ 17250cd H(m) medlux maxlux
LED 12W i 15 2.0 2884.2 4236.6
4000k 5.0 469.2 690
10° - 120 T 100 1104 165.6
200 276 41.4
£ 2486cd H(m) medlux maxlux
LED 12W [ 57 2.0 759 1131.6
4000k 5.0 124.2 179.4
25° H 1209 120° 10.0 27.6 41.4
200 7 11
e 1380cd H(m) medlux maxlux
LED 12W o 5 2.0 317.4 427.8
4000k 5.0 55.2 69
40° 120 o 100 124 18
200 56 7
=y 510cd H(m) medlux maxlux
LED 12W ke 15 2.0 124.2 165.5
4000k 5.0 16.8 234
60° - 10 o 100 4 7
200 1 2.8
Installation:
221 222
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WEBB DECO LED #&347

M

REGIE:
R

i

ik
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30.0913E

ADC12 ST, [E5; Material:
304# NEMEERL;

HEHIRREZLR,;

FERR R

AT ERBARIESK

3mm ML LIFE Finishing:
SRR R R E% A R IBER

BEWHERE: -30°C~ +50°C; Installation:

PARESEE: KFEARRAE, EESMA -30 ~ +90°%;

JTEZ FREFERS

BEES 1 £ 1 KE/ ZDBERE, 4iF 7.5mm;

DMX512 £l 1 2% 1 K/ =S EBIREE, iz 7.5mm;

2 % 0.5 KIUSAEHEELLL, 417 6.0mm

JTEAE: 2.75kg

RNERT: 245x210x200mm

SMERT: 645x255x425mm

BERE: 6)T/% Packaging:

BEES: 18kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +90°/-30°

Single Color: 1x 1m length 2/3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x 1m length 2/3-cores @7.5mm
power supply cable &

2x 0.5m length 4-cores @6.0mm cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.75kg

Inner carton: 245x210x200mm

Outer carton: 645x255x425mm(6pcs/ctn)

Floodlights / On-ground Luminaires

8 0

Optional Accessory Individual gear Anti-glare hood
IP68 Junction box compartment
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0913E

EF 1500 52560cd 150° H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI ::ghtsclli)roc;;.uminous System Power IF.:xmina‘i‘r:olbn:(minous Luminaire Efficacy ~Control Mode ~ Beam Angle
LED 25W 2.0 8308 13634 ux @ ux @
4000k =7 20 13248 21804 30.0913EA9V24  9X2W 2200K-5700K  Ra>80 2100Im 18W 1780Im 99Im/W ON/OFF  10°/25/40°/60°
7 “%’ 120 o 10.0 3312 552
- 0o sas o8 30.0913E.A9V220  9X2W 2200K-5700K Ra>80 2100Im 21W 1780Im 85Im/W ON/OFF  10%25%/40°/60°
30.0913E.A12V24  12X2W 2200K-5700K Ra>80 2850Im 25W 2420Im 98Im/W ON/OFF  10°/25%/40%/60°
o R Hm)  mediux maxdux 30.0913E.A12V220  12X2W 2200K-5700K Ra>80 2850Im 28W 2420lm 86lm/W ON/OFF  10%25°/40°/60°
150° 150°
LED 25W 2.0 5768.4 8473.2 30.0913E.A12FV24  12X2W RGB 1150Im 25W 970Im 38Im/W DMX512  10%25°/40%/60°
4000k P 5.0 936.4 1380
2 30.0913E.A12FV220 12X2W RGB 1150Im 28W 970Im 34.5Im/W DMX512  10°/25°/40°/60°
10° ' 120 T 10.0  220.8 331.2
(|
200 552 82.8
£ 8972cd H(m) medlux maxlux
o LED 25W 1 57 2.0 1518 2263.2
T My 4000k 5.0 248.4 358.8
g 25° 1207 120° 10.0 55.2 82.8
7| [N E= 200 14 22
o~ —
N —
8 | =
\ e 2760cd H(m) medlux maxlux
- — LED 25W o 5 2.0 634.8 855.6
4000k 5.0 110.4 138
40° 120° o 10.0 248 36
200 112 14
=y 1020cd H(m) medlux maxlux
LED 25W ke 15 2.0 248.4 331
4000k {ég 5.0 336 46.8
60° - Z 10 o 100 8 14
200 2 5.6
Installation:
225 226
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WEBB DECO LED #&347

30.0914

M

REGIE:

R

i

ik
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ADC12 SREEMTE. [E3; Material:
304# THEMEERL;

BT RIR;

ERE R

IR

3mm ML LIFE Finishing:
WU Ik FR EB A SRR

BEWHERE: -30°C~ +50°C; Installation:
FHAMEEE: KFEARE, EEHASMA-30 ~ +90°%;

JTER I REFERER

PEER 1K1 KB/ ZEBERE, &F7.5mm;

DMX512 #=1fll: 1 %% 1 KM/ =B BIRE, 412 7.5mm;

2 5% 0.5 RIODABHELL, &1Z 6.0mm

JTE2E: 5.2kg

BEERST: 310x245%x240mm

BERE 1/T/5% Packaging:

EEES: 6kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
3mm clear safety glass

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +90°/-30°

Single Color: 1x 1m length 2/3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x 1m length 2/3-cores @7.5mm
power supply cable & 2x 0.5m length 4-cores @6.0mm
cables with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 5.2kg

Outer carton: 310x245x240mm(1pc/ctn)

Floodlights / On-ground Luminaires

Optional Accessory Individual gear Anti-glare hood
IP68 Junction box compartment

228



WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0914

EF 150 248400cd 150 H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI ::g:t(;c:‘l:)roc;;.uminous System Power :rutig‘i‘rgolgi(minous Luminaire Efficacy ~Control Mode ~ Beam Angle
LED 36W 2.0 30905 64025
4000k 20 49432 102465 30.0914.A12V24  12X22W  2200K-5700K Ra>80 3150Im 27w 2680Im 99Im/W ONOFF &
& 120 o 10.0  1223.9 2560.6
30.0914.A12V220  12X2.2W 2200K-5700K Ra>80 3150Im 30W 2680Im 89Im/W ON/OFF  10%25°%40°/60°
200 3084 639.6
30.0914.A18V24  18X2W 2200K-5700K Ra>80 4300Im 36W 3650Im 101Im/W ON/OFF  10%25%40°/60°
o e Hm  medlux maxiux 30.0914.A18V220  18X2W 2200K-5700K Ra>80 4300Im 39w 3650Im 93Im/W ON/OFF  10%25°/40°/60°
150 150
LED 36W 2.0 12462 20451 30.0914.A18FV220  18X2W RGB 1510Im 39W 1280Im 33Im/W DMX512  10%25°/40%/60°
4000k 5.0 1987.2 3270.6
30.0914.A24V220  24X1.5W 2200K-5700K Ra>80 4400Im 39w 3700Im 95Im/W ON/OFF  10%25°%40°/60°
7° 120 o 100  496.8 828
500 1242 537 30.0914.A24FV220  24X2W RGB 1980Im 50W 1680Im 33Im/W DMX512  10%25°/40°/60
30.0914.A245V220  24X2W RGBW 2260Im 50W 1920Im 38Im/W DMX512  10%/25%40°/60°
oy 51750 Hm)  medlux maxlux 30.0914.D30vV24  30X1.1W 2200K-5700K Ra>80 3800Im 33w 3100Im 93Im/W ON/OFF  15%25%40°/60°
150° 150°
LED 36W 2.0 86526 12709.8 30.0914.D30V220  30X1.1W 2200K-5700K Ra>80 3800Im 36W 3100Im 85Im/W ON/OFF  15%25%40°/60°
4000k 5.0 1404.6 2070
10° 120 o 100 3312 496.8
200 828 124.2
N 31740cd H(m) medlux maxlux
LED 36W ke 15 2.0 5411 7879.8
4000k 5.0 865.3 1261.3
15° 120 o 100 2167 314.6
200  53.8 80
= 13458cd H(m) medlux maxlux
LED 36W 150 S 2.0 2277 3394.8
4000k 5.0 372.6 538.2
25° 120 120° 10.0 8238 124.2
200 21 33
= 2140cd H(m) medlux maxlux
LED 36W i 157 2.0 952.2 1283.4
4000k 5.0 1325 207
40° 120 oo 100 372 54
200  16.8 21
Installation:
=y 1530cd H(m) medlux maxlux
LED 36W i V2 2.0 3726 496.5
4000k 5.0 50.4 70.2
60° 120 o 100 12 16.8
200 3 8.4
229 230
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30.0915

ADC12 SEEEITIER. [E5;

304# NEMEERL;

HEHIRREZLR,;

FERR R

AT ERBARIESK

4mm WL LITE

SRR R R E% A R IBER

BRIMERE D -30°C~ +50°C;

EAESEE: KFEAREE, EEHAE -30 ~ +90°;
JTER EREETFREL

BEER! 15K 1 KM/ Z0BRE, &1 7.5mm;
DMX512 £l 1 2% 1 K/ =S EBIREE, iz 7.5mm;
2 % 0.5 KIUSAEHEELLL, 417 6.0mm

JTERE: 8.6kg

BIERST: 395x350x302mm

BERE: 11T/

BEEE: %kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
4mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel mounting bracket

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +90° /-30°

Single Color: 1xTm length 2/3-cores @7.5mm power supply
cable;

DMX512 controllable: 1x Tm length 2/3-cores @7.5mm
power supply cable & 2x0.5m length 4-cores @6.0mm cables
with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 8.6kg

Outer carton: 395x350x302mm(1pc/ctn)

individual gear
compartment

® o
oov060
00000
X

®000060

Floodlights / On-ground Luminaires

Optional Accessory Anti-glare hood
IP68 Junction box
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0915

EF 150 496800cd 150 H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI IF.:ghtsc:;:)roc;;.uminous System Power IF.:xmina‘i‘r:olbn:(minous Luminaire Efficacy ~Control Mode ~ Beam Angle
LED 80W 2.0 61810 128410 ux @ ux @
4000k e >0 98864 20493 30.0915.A12V220  12X5W 2700K-5700K Ra>80 6600Im 65W 5610Im 86Im/MW ONOFF  4°
3° ke 120 o 10.0 24478 5121.2
‘ 30.0915.A36V220  36x2.1W 2200K-5700K Ra>80 9300Im 80W 7900Im 98Im/W ON/OFF  10%25%/40°/60°
200 6168 1279.2
30.0915.A36CV220  36X2.1W 2200K-5700K Ra>80 9300Im 80W 7900Im 98Im/W DMX512  10°/25%40°/60°
= s Hm  medlux maxiux 30.0915.A36FV220  36X2W RGB 3150Im 80W 2670Im 33Im/W DMX512  10%/25%40°/60°
150° 150”
LED 80W 2.0 24924 40902 30.0915.A48CV220  48X1.8W 2200K-5700K Ra>80 10600Im 90W 9030Im 100Im/W DMX512  10%/25%40%/60°
4000k 5.0 3974.4 6541.2
30.0915.A485V220  48X1.8W RGBW 4350Im 90W 4350Im 48Im/W DMX512  10°/25°/40°/60°
7° 120 o 10.0  993.6 1656
200 2484 474
oy 103500cd H(m) medlux maxlux
LED 80W 10 150 2.0 17305.2  25419.6
4000k 5.0 2809.2 4140
10° 120 o 100  662.4 993.6
200 1656 248.4
e 26916cd H(m) medlux maxlux
LED 80W 1 S 2.0 6831 6789.6
4000k 5.0 745.2 1076.4
25° 1200 120° 10.0  165.6 248.4
200 42 66
= 8280cd H(m) medlux maxlux
LED 80W e 159 2.0 1904.4 2566.8
4000k 5.0 256 414
40° 1200 1207 10.0 74.4 108
200 336 42
e 3060cd H(m) medlux maxlux
LED 80W i "2 2.0 745.2 993
4000k ‘ 5.0 100.8 140.4
60° 120 120 100 24 336
200 6 16.8
Installation:
233 234
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ADC12 BEEITR. EE;, Has2ER,
304# NEMEERL;
HEHIRREZLR,;
R
AT ERBARIESK
4mm/Smm WYL ELITIE
SRR R R E% A R IBER
BRIMERE D -30°C~ +50°C;
FEAREEE: KEAE, FEHEAMB £120%
BEES 151 KIEERE, &RF 7.5mm;
DMX512 #241: 1 4% 1 K= EBIRLE, 412 7.5mm;
2 5% 0.5 RIOTABHELL, 412 6.0mm
30.0954 JTEAE: 3.7kg
BEERST: 317x285x170mm (14T /%8)
30.0955 ATEAE: 8.8kg

BERT: 438x395x200mm (1 4T /%8)
30.0956 ATEUEE: 11.4kg
BEERT: 508x460x210mm (14T /%8 )

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
4Amm/5mm clear safety glass;Anti-aging waterproof silicone
gasket;Stainless steel external fasten screws.
Galvanized steel mounting bracket
Double layers of DUPONT UV-resistant polyester powder
coating
Ambient temperature: -30°C~ +50°C ;Tiltable: +/-120°
Single Color: 1x1m length 3-cores @7.5mm power supply
cable;
DMX512 controllable: 1x1m length 3-cores @7.5mm power
supply cable &
2x 0.5m length 4-cores @6.0mm cables with waterproof
connector.
Nickled plated brass waterproof cable gland
30.0954  Net Weight: 3.7kg

Outer carton: 317x285x170mm(1pc/ctn)
30.0955  Net Weight: 8.8kg

Outer carton: 438x395x200mm(1pc/ctn)
30.0956  Net Weight: 11.4kg

Outer carton: 508x460x210mm(1pc/ctn)

H:166mm

30.0956

Ve

Optional Accessory
IP68 Junction box

H:139mm

30.0955

With breathable Precise aiming with
waterproof air vent graduation

H:120mm

30.0954

Floodlights / On-ground Luminaires

Anti-glare hood

Individual gear
compartment
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LED #&5¢4T

-
LED 55W

4000k
70

=y
LED 55W

4000k
10°

s
LED 55W

4000k
25°

-
LED 55W

4000k
40°

.
LED 55W

4000k
60°

150°

1207

115632cd

150°

1207

150°

1205,

75900cd

150”

120°

150°

1205,

19738cd

1207

150°

1207

6072cd

150°

1207

1020cd

150"

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
18277.6

2914.5
728.6
182.1

medlux
1269.4

2060
485.7
121.4

medlux
3339.6
546.4
121.4
30.8

medlux
1396.5
242.8
54.5
24.6

medlux
546.4
73.9
17.6
4.4

maxlux
29994.8
4796.8
1214.4
347.6

maxlux
18641

3036
728.6
182.1

maxlux
4979

789.3
182.1
48.4

maxlux
1882.3
303.6
79.2
30.8

maxlux
728.2
102.9
30.8
12.3

-
LED 100W

4000k
70

=y
LED 100W

4000k
10°

=
LED 100W

4000k
25°

=
LED 100W

4000k
40°

=
LED 100W

4000k
60°

Floodlights / On-ground Luminaires

150°

1207

208137cd

1207

1205,

150°

136620cd

150”

1205,

150°

35528cd

150"

150°

1205

10929cd

150"

1207

2N

150°

1205

1836cd

150"

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
32899.6

5246
1311.4
327.7

medlux
2284.9

3708
874.2
218.5

medlux
6011.2
983.5
218.5
55.4

medlux
2513.7
437
98.1
44.2

medlux
983.5
133
31.6
7.9

maxlux
53990.6

8634.2
2185.9
625.6

maxlux
33553.8

5464.8
1311.4
327.7

maxlux
8962.2
1420.7
327.7
87.1

maxlux
3388.1
546.4
142.5
55.4

maxlux
1310.7
185.2
54
221
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

—El— T50° 312205cd 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI t:z:t@s;:g;;uminous System Power IF.:luTig‘i‘rgOI;:(minous Luminaire Efficacy ~ Control Mode Beam Angle
LED 150W 2.0 49349.4  80985.9
4000k 50 7869 129513 30.0954.D36V220  36X1.1W  2700K-5700K Ra>80 4950Im 440 4100Im 93Im/MW ON/OFF  15925%/40°/60°
7 10 o 100 1967.1 3278.8
0o 4915 0584 30.0954.D36CV220  36x1.1W 2200K-5700K Ra>80 4950Im 44w 4100Im 93Im/W DMX512  15%25°/40°/60°
30.0954.A24V220  24X2W 2200K-5700K Ra>80 6400Im 55W 5400Im 98Im/W ON/OFF  7°/10%/25%40°/60°
30.0954.A24CV220  24X2W 2200K-5700K Ra>80 6400Im 55W. 5400Im 98Im/W DMX512  7°/10%/25°/40°/60°
e 204930cd H(m) medlux maxlux
150° 150
LED 150w p 2.0 3427.3 303307 30.0954.A24FV220  24X2W RGB 2080Im 55W 1760Im 32Im/W DMX512  7°/10%/25%/40°/60°
4000k He 5.0 5562 8197.2
Bl i 30.0954.A245V220  24X2W RGBW 2500Im 55W 2100Im 38Im/W DMX512  7°/10°/25°/40°/60°
10° L;l 0 ol 100 13113 10671 e
500 3277 915 30.0955.084V220  84X1.1W 2700K-5700K Ra>80 11600Im 100W 9800Im 98Im/W ON/OFF  15%25%40°%/60°
30.0955.084CV220  84x1.1W 2200K-5700K Ra>80 11600Im 100W 9800Im 98Im/W DMX512  15%/25°/40°/60°
30.0955.A48V220  48X1.9W 2200K-5700K Ra>80 11900Im 100W 10100Im 1011Im/W ON/OFF  10%/25°/40°/60°
L 53292¢d H(m) medlux maxlux
150 150°
LED 150w P 20 90168 134433 30.0955.A48CV220  48X1.9W  2200K5700K Ra>80 11900Im 100W 10100Im 1011m/W DMX512  7910%257/40%/60°
4000k i 5.0 1475.2 2131
) 30.0955.A48FV220  48X2W RGB 4050Im 110W 3420Im 33Im/W DMX512  7°/10°/25°/40°/60°
25° i 120, 1201 100 3277 4915
500 831 1306 30.0955.A485V220  48X2W RGBW 4850Im 110W 4100Im 38Im/W DMX512  7°/10%/25%40%/60°
30.0956.D144V220  144X0.95W  2700K-5700K Ra>80 17200Im 150W 14300Im 95Im/W ON/OFF  15%25°/40°/60°
o Te3%3cd Hm)  medlux maxlux 30.0956.D144CV220 144x0.95W  2200K-5700K Ra>80 17100Im 150W 14200Im 941m/W DMX512  15%25%40760°
LED 150W i 15 2.0 3770.5 5082.1
5 30.0956.A72V220  72X1.9W 2200K-5700K Ra>80 18400Im 150W 15400Im 102Im/W ON/OFF  7910%/25%/40°/60°
4000k % 5.0 655.5 819.6
5 30.0956.A72CV220  72X1.9W 2200K-5700K Ra>80 18400Im 150W 15400Im 102ImW DMX512  7°/10%/25%40%/60°
40 ;A 1200 1207 10.0  147.1 213.7
200 663 831 30.0956.A72FV220  72X2W RGB 6100Im 160W 5200Im 33Im/W DMX512  7°/10%/25%409/60°
30.0956.A725V220  72X2W RGBW 7100Im 160W 6000Im 37.5ImMW DMX512  7°/10%/25%40%/60°
=y 2203cd H(m) medlux maxlux
LED 150W 0 150 2.0 1475.2 1966
4000k ‘%\ 5.0 199.5 277.8
60° uék -~ o 100 47 4 31 Installation:
200 114 33.1
30.0954 _ 30.0955/30.0956
B .
< y
I
239 240
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WEBB DECO LED #&347

30.0824

M

RERIE:

241
R[E]H R BACK

&

ADCI2 SEEEITIR. [E&H. 8. WRHE,;
304# NEWEERZ

B,

R ERbAKEEK;

6mm ML LIFIE

IR BT TR ER BB A AR IBUR

ERIMERE: -30°C~ +50°C;

AHAMAESEE: KT 0~ 350°. EH -30 ~ 90°;
JTEZ EREEEOER KL

BEER 1 £ 0.8 KITHIRL, 41F7.0mm
30.0822

JTERE: 0.67kg

SMERT: 390x360x275mm (6 T / #8)
30.0823

JTRRE: 1.4kg

SMERT: 480x440x345mm (6 T / 78)
30.0824

JTEVRE: 3.44kg

SMERT: 280x225x475mm (1 4T / #8)

0

Material:

Finishing:

Installation:

Packaging:

rk

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;

5mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder coating
Ambient temperature: -30°C~ +50°C ;

Tiltable: +90° /-30°

Vertical Rotation angle: 0 ~ 350°

Single Color: 1x1m length 3-cores @7.0mm power supply cable;
Nickled plated brass waterproof cable gland

30.0822

Net Weight: 0.67kg

Outer carton: 390x360x275mm(6pcs/ctn)

30.0823

Net Weight: 1.4kg

Outer carton: 480x440x345mm(6pcs/ctn)

30.0824

Net Weight: 3.44kg

Outer carton: 280x225x475mm(1pc/ctn)

Wall mounted / up

Floodlights / On-ground Luminaires

Wall mounted / down Remote driver box Pole mounted available

on page 325
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WEBB DECO

243
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LED #&5¢4T

LED 5W
4000k
70

LED 5W
4000k
10°

LED 5W
4000k
25°

LED 5W
4000k
40°

LED 5W
4000k
60°

=N

1

150°

1207

10512cd

150°

150°

1205,

6900cd

150”

120°

=3

150°

1205,

1793.6cd

150"

1207

=N

[

345cd

1207

==

=] E,..-;w\

150°

1207

204.8cd

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
1661.6

264.9
66.2
16.4

medlux
1153.6

187.2
441
11

medlux
303.6
49.7

2.8

medlux
79.4
1"

3.1

1.4

medlux
49.6
6.7
1.6
0.48

maxlux
2726.7

436
110.4
31.6

maxlux
1694.7

276
66.2
16.6

maxlux
452.6
71.8
16.6
4.4

maxlux
106.9
17.3
4.5
1.8

maxlux
66.2
9.6

2.2

1.1

30.0823

=
LED 10W

4000k
70

=y
LED 10W

4000k
10°

"
LED 10W

4000k
25°

oy
LED 10W

4000k
40°

2y
LED 10W

4000k
60°

21024cd
150° 1507
P
S
H: 1207 1207
8569.8cd
1507 150°
L3
i 1207 120°
3587.2cd
150° 150°
P
i 1205 1207

=
4l .

690cd

S

150”

1207

409.6cd

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
3323.2

529.8
132.4
32.8

medlux
1460.9

233.6
58.5
14.5

medlux
607.2
99.4
22

5.6

medlux
158.8
22

6.2

2.8

medlux
99.2
13.4
3.2
0.96

Floodlights / On-ground Luminaires

maxlux
5453.4

872
220.8
63.2

maxlux
2127.5

340.5
84.9
21.6

maxlux
905.2
143.6
332
8.8

maxlux
213.8
34.6

9

3.6

maxlux
132.4
19.2
4.4
2.2

244



WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

H(m) medlux maxlux i i inai
ﬁsw T50° e 150° 20 59817 9816.1 Model No. LED Qty X Power LED Color CRI ::g:té:%r;;;ummous System Power IFqu@400IOK Luminaire Efficacy ~ Control Mode Beam Angle
4000k 4 50 9536 1569.6 30.0822.A3V24  3X1.9W 2200K-5700K Ra>80 715Im 6W 605Im 101ImW ON/OFF  1015%/25%/40%/60°
7° ¥ 10 o 10.0 2383 397.4
i 00 5 3 30.0822.A3V220  3X1.9W 2200K-5700K Ra>80 715Im W 605Im 76Im/W ON/OFF  10%/15%/25°%40°/60°
30.0823.A6V24  6x1.6W 2200K-5700K Ra>80 1260Im T0W 1060Im 106lm/W ON/OFF  10%/15%/25°40°/60°
.0823.A6V X1.6W K-5700K Ra>80 1260Im 12W 1060Im m N/OFF  10%/15%/25%4
o e Hm)  mediux maxlux 30.0823.A6V220  6x1.6 2200K-5700 80 1260l 2 060l 861m/W ON/O 0°/15%/25%/40%/60°
150° 150
LED 18W 2.0 2629.6 3829.5 30.0824.A12V24  12x1.8W 2200K-5700K Ra>80 2800Im 22w 2360Im 106lm/W ON/OFF  10°%/15%/25°%40°/60°
4000k P 5.0 420.4 612.9
g 30.0824.A12V220  12x1.8W 2200K-5700K Ra>80 2800Im 24W 2360Im 97Im/W ON/OFF  10%/15%/25%40°/60°
10° 0] o 10.0 1053 152.8
. . X1. - a> m m m,
500 261 388 30.0824.A12CV220 12x1.8W 2200K-5700K Ra>80 2800I 24w 23601 97Im/W DMX512  10°/15%25%40%/60°
L 6456.9cd H(m) medlux maxlux
LED 18W 10 S 2.0 1092.9 1629.3
4000k p 5.0 178.9 258.4
25° i 120, ol 100 396 59.7
] 200 10 15.8
e 1242cd H(m) medlux maxlux
LED 18W %0 15 2.0 285.8 384.8
4000k ‘ 5.0 39.6 66.2
|3
40° il 1209 1207 100 11.1 16.2
I 200 5 6.4
=y 737.2cd H(m) medlux maxlux
LED 18W 0 150 2.0 178.5 2383
4000k y 5.0 24.1 345
B
60° il 120 o 100 57 7.9
I 200 17 3.9
Installation:
245 246
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WEBB DECO LED #&347

30.0603

—

ME: ADC12 SBEEITAR. EE. KE. {BRMH;
FETZER;
304# NEWEERL
BB
TR AREEK;
3mm WL LIFE
RERIE: IR B B IR ER BB A AR BUAR
R ENINERE: -30°C~ +50°C;

L

BIEAESERE: KF 0~ 350° FEH 0~ 90°%

JTEZ FREFOER KL
572 BEESR 1 £ 1 AKZDHRLE, &F7.0mm
12N 30.0601
JTEAE: 1.0kg
SMERT: 490x280x355 (16 4T/ #8)
30.0602
JTREAE: 1.6kg
IMERT: 490x360x465mm (12 4T/ #8)
30.0603
JITERE: 2.3kg
JMERT: 440x400x535mm (8 4T/ #8)

247

IR[B]H 5 BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing & spike;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Double layers of DUPONT UV-resistant polyester powder coating
Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°

Vertical Rotation angle: 0 ~ 350°

Single Color: 1x1m length 3-cores @7.0mm power supply cable;
Nickled plated brass waterproof cable gland

30.0601

Net Weight: 1.0kg

Quter carton: 490x280x355mm(16pcs/ctn)

30.0602

Net Weight: 1.6kg

Outer carton: 490x360x465mm(12pcs/ctn)

30.0603

Net Weight: 2.3kg

Outer carton: 440x400x535mm(8pcs/ctn)

!

Remote driver box Deeper anti-glare
optics

| \

Anti-glare hood 30.0601C

Floodlights / On-ground Luminaires

With breathable

waterproof air vent graduation

30.0602C

F £

30.0603C

Precise aiming with

248



WEBB DECO LED #&347

Floodlights / On-ground Luminaires

30.0601 30.0602

16560cd H(m) medlux maxlux
LED 5W o 15 2.0 1153.6 1694.7 LED 12W 0 By 2.0 2768.6 4067.2
4000k >\ 5.0 187.2 276 4000k a\ 5.0 449.2 662.4
§
10° M 120 o 10.0  44.1 66.2 10° % 120 o 10.0 1058 158.8
ik 200 11 16.6 [f 200 264 39.8
A 1793.6cd H(m) medlux maxlux B 4304cd H(m) medIlux maxlux
LED 5W 150 P90 20 3036 452.6 LED 12W o 5 20 7286 1086.2
4000k X 5.0 49.7 71.8 4000k | 5.0 119.2 172.3
25° E 1209 120° 10.0 11 16.6 25° :' 120 120° 10.0 26.4 39.8
i 200 238 4.4 [ 200 6.7 10.5
= 345cd H(m) medlux maxlux I 828cd H(m) medlux maxlux
LED 5W 1 150 2.0 79.4 106.9 LED 12W e V2 2.0 190.5 256.5
4000k o 5.0 11 17.3 4000k 5.0 26.4 41.5
29 CE I L ®
T _ 40° 4 120, ool 100 31 45 40° = 120 ol 100 7.4 10.8
i 200 1.4 1.8 ik 200 33 43
g
2 __‘ 9% .
: O
LT
| |
249 250
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6900cd

H(m)

medlux

maxlux

e




WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0603

2 33120cd Hm)  medlux maxlux Light source Luminous Luminaire L o
LED 24W 150° 150° 20 55372 8134.4 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power [ ' 400K L e Efficacy Control Mode Beam Angle
4000k 2N >0 8984 1324.8 30.0601.81V220  1x5W 2700K-5700K Ra>80 630Im 7W 440Im 63Im/Ww ON/OFF  12925740°
10° = 120 el 100 2116 3176
— 30.0601C.B1V220  1x5W 2700K-5700K Ra>80 630Im 7W 440Im 63Im/W ON/OFF  12925%40°
j 200 528 79.6
30.0602.81V220  1x10W 2700K-5700K  Ra>80 1280Im 13W 900Im 69Im/wW ON/OFF  12925%/40°
= e Hm)  medlux  maxlux 30.0602C.B1V220  1x10W 2700K-5700K Ra>80 1280Im 13W 900Im 69Im/W ON/OFF  12925%40°
1507 150°
LED 24W 20 14572 21724 30.0603.81V220  1x22W 2700K-5700K Ra>80 2750Im 25W 1900Im 75w ON/OFF  15%25%/40°
4000k A : : -
>0 2384 344.6 30.0603C.81V220  1x22W 2700K-5700K  Ra>80 2750Im 25W 1900Im 75lmwW ON/OFF  15%/257/40°
25° 1209 1207 10.0 528 79.6
200 134 21
=y 1656cd Hm)  medlux maxlux
LED 24W e B 20 38 513
4000k : 50 528 83
° B
40 [ 1207 120° 10.0 14.8 21.6
qF 200 66 86
Installation:
i ad
251 252
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WEBB DECO  LED #3247 Floodlights / On-ground Luminaires

30.0622

1P K07 3503 ]
. Standard color Optional color

L

M ADC12 SEE®ITA. [E&. JKEE. I@RMH; Material: ADC12 corrosion-resistant die-cast aluminum housing & spike;
6063-T5 FBE84E; 3mm clear safety glass;
HEERER; Anti-aging waterproof silicone gasket;
304# TEEINEE R Stainless steel external fasten screws.
FERE R Finishing: Double layers of DUPONT UV-resistant polyester powder coating
SRS ERFAKIES Installation:  Ambient temperature: -30°C~ +50°C ; Optional Accessory 30.0622C Anti-glare hood Precise aiming with
3mm ML EHIE Tiltable: +/-90° IP68 Junction box graduation
REBIE: IR BT B Tk B EB A AR BUAR Vertical Rotation angle: 0 ~ 350°
=7 ENIFERE T -30°C~ +50°C; Single Color: 1x1m length 3-cores @7.0mm power supply cable;
PIAMAESEE: KF 0~ 350°. FEH 0~ 90° Nickled plated brass waterproof cable gland.
57 %M BEER 1 £ 1 KZDERL, &2 7.0mm Packaging:  Net Weight: 3.5kg
| JTE4E: 3.5kg Inner carton: 420x152x152mm
RER~T: 420x152x152mm Outer carton: 320x320x440mm(4pcs/ctn)
SMNFERST: 320x320x440mm
BERSE: 4)T/%
BEEE: 15.6kg
253 254
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WEBB DECO LED #&347

30.0622

=
LED 12W

4000k
10°

150°

1207

16560cd

150”

1207

=
LED 12W

4000k QQ"@
25°

150°

1207,

4304cd

150°

1207

=
LED 12W

4000k ©
%
40° B!

124,

150°

1207

828cd

1207

255
IR[E]E R BACK

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
2768.6

449.2
105.8
26.4

medlux
728.6
119.2
26.4
6.7

medlux
190.5
26.4
7.4
33

maxlux
4067.2

662.4
158.8
39.8

maxlux
1086.2
172.3
39.8
10.5

maxlux
256.5
41.5
10.8
43

Floodlights / On-ground Luminaires

Model No. LED Qty X Power  LED Color CRI t:z:té:lg;;; uminous System Power IFqu @IIJOOIOK Luminaire Efficacy  Control Mode ~ Beam Angle
30.0622.B1vV220  1x12W 2700K-5700K  Ra>80 1450Im 15W 1000Im 67Im/W ON/OFF 12°/25°/40°
30.0622.1S 1x35W 3000K/4200K  Ra>80 3300lm 42W 1700lm 40Im/W ON/OFF 12°/25°/40°
30.0622.1M 1x35W 3000K/4200K  Ra>80 3300Im 42W 1700Im 40lm/W ON/OFF 12°/25°/40°
30.0622.1F 1x35W 3000K/4200K  Ra>80 3300Im 42W 1600Im 38Im/W ON/OFF 12°/25°/40°
Installation :
256



Floodlights / On-ground Luminaires

WEBB DECO  LED #3547
JIFFPRAE RS 8L :mm
All dimensions unit is: mm
FRES | ATHIME Rt (mm) FE iR RELIE e TR (FJiE) TR HER ((RIESEF)
Model number| Lamp pole | Dimension (mm) | Product material Finishing Flange |Recessed kit (optional)| Recessed foundation
91.1001 @76-H3M 91.1201
O ORISR,
po " N
91.1002 O @90-HAM e BRI 91.1202 91.1101 (] 500xH500 YTFFE
Steel pole Hot-dip galvanizing, Pole symbol
I:‘ - Electrostatic powder coating
91.1003 100-H4M
; B
O.A. o, 35
91.1004 O O 120-H4.5M Gl BEIANR 91.1102 [ 500xH600 Cylinder pole
Aluminium pole | Electrostatic powder coating
91.1005 O 2140-H6M 91.1203 f’i’j’ |
— 91.1103 [ 500xH900 duare pote
91.1006 ] 140-H6M RURBRET) 2
‘:‘ e BEHIA /O\c?;f/le ole
91.1007 @ @76x168-H8M Steel pole Hot-dip galvanizing, 91.1104 [[] 800xH1200 e
: X165~ Electrostatic powder coating : X .
[T
91.1008 @ @103x190-H10M 91.1105 [ 800xH1500 Cone pole
91.1009 @ @87x138-H4AM sz 91.1101 [J 500xH500
. JURIEED 91.1204
s W, N
91.1010 @ @87x150-H5M wE é%%*ﬁ;kﬂﬁl,% 91.1205 91.1102 [[J 500xH600
Steel pole Hot-dip galvanizing, 911206
Electrostatic powder coating '
91.1011 @ @87x165-H6M 91.1103 [[] 600xH900
R —
T
R — =
(=) (=)
(=) (=
T (=) Q|
W O
g —140x140
= o = 2140 6M
< K 100X100 0120
= 390 A 4.5M
S 76 C o
3M
L L D
o o —1° o
— vil 0 =l 9
200 ags/| | 300 4-028 300
2 400 400
E= A= A= A= E= A=
Flange plate Flange plate Flange plate Flange plate Flange plate Flange plate
91.1001 91.1002 91.1003 91.1004 91.1005 91.1006

B RAZ MK L5ME

16
ﬂ817
Q87 g
(=
S
7 o
— (=]
(=]
0|
g
8
3
j= |
S
\@87X138 v \@287X150 \D76X168
4M 5M 6M 8M
D,
g < g { gg
QLA i < ! i <A I
—é%s\\ SNpa2es) %;\ RN@45) 7%;\\ RNB4245)
0 [ 200 | [ 300 ]
200 400 400
RE= 597 RE= A= A=
Flange plate Flange plate Flange plate Flange plate Flange plate
91.1009 91.1010 91.1011 91.1007 91.1008
EFREE =K L.5ME

257
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WEBB DECO LED #&347

ST PR (F
Pole recessed kit

416
[ -l

| |

4+ = S

400

—=lo O=

[]

L e—lo =

200

200,

B R :200x2004T FHFRLEMF
A15:91.1101

BT M16TATE P FT
R BCAM LT AT #F

Type: 200x200 pole recessed kit

Model No.: 91.1101

Material: M16 Hot dip galvanzing screw rod
Application: H4m pole or below

500

240

B R 240x2404T FHFRIE M
A5:91.1102

BT M1STATE L FT
Rk BC4M~5MATHT

Type: 240x240 pole recessed kit

Model No.: 91.1102

Material: M18 Hot dip galvanzing screw rod
Application: H4m~H5m pole

KT AT fE

Pole flange

o

S|

~
b 7 N—
o o——

o

S|

)
° of——

300

EF1:300x3004TFF I
#5:91.1103

MR M2 LT
P BEGMATAT

Type: 300x300 pole recessed kit

Model No.: 91.1103

Material: M22 Hot dip galvanzing screw rod
Application: H6m pole

L5 |

H R D761
#15:91.1201
M BaE

P& ECOT6ETHF

Type: D76 flange
Model No.: 91.1201
Material: Aluminium

Application: @76 cylinder pole

B R D921
#15:91.1202
MR BeE

FAIR BCO90EINTHF

Type: D92 flange

Model No.: 91.1202

Material: Aluminium
Application: @90 cylinder pole

1000

= N SN

F#R: D400x10004T A FIsE 4
A5:91.1104

BT M30FATEFF L4

FA&  EC8MATHT

Type: D400x1000 pole recessed kit

Model No.: 91.1104

Material: M30 Hot dip galvanzing screw rod
Application: H8m pole

6;H,30

1200

e o NT—

FZ R DA00x12004T HFFIsE 4
A15:91.1105

B M30FATE T2 4T

Rk BC1OMATHF

Type: D400x1200 pole recessed kit

Model No.: 91.1105

Material: M30 Hot dip galvanzing screw rod
Application: H10m pole

Z R D9SHIE
A15:91.1204
M fRE®

A& ELQ99R I THF

Type: D99 flange
Model No.: 91.1204
Material: Aluminium

Application: @99 cylinder pole

F ¥R D104
A15:91.1205

MR EE®

A EEQ104EATFF

Type: D104 flange

Model No.: 91.1205

Material: Aluminium
Application: @104 cylinder pole

259
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Floodlights / On-ground Luminaires

=R D140 %E
A15:91.1203

M Ra

Rk BLO140E(THF

Type: D140 flange
Model No.: 91.1203
Material: Aluminium

Application: @140 cylinder pole

260



WEBB DECO LED #&347

Floodlights / On-ground Luminaires

'|
-I-
T

THeRs ERITA | AT R AIEAC
91.1005 30.0915/30.0853 D140424%(91.1203) 300x300 4THF FIE 4
(@140) (91.1103)
Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1005 30.0915/30.0853 D140 flange (91.1203) 300x300 pole recessed kit
(@140) (91.1103)
TH4RsS ERITA | AR R PIERC
91.1005 30.0915/30.0853 D140#$#(91.1203) | 300x3004T#F SR
(@140) (91.1103)
Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1005 30.0915/30.0853 D140 flange (91.1203) 300x300 pole recessed kit
(2140) (91.1103)
JIFHRS ERITA P EC P
91.1005 30.0954/30.0955 D140#8%%(91.1203) 300x3004T#F FiB 4
(@140) (91.1103)
Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1005 30.0954/30.0955 D140 flange (91.1203) 300x300 pole recessed kit
(2140) (91.1103)
ITHHRS ERITA PR EC P

91.1009
(@87X138-4M)

911010 20 080s gg;g%g}ggi 300x3004T4F FURHF
(@87X150-5M) : ' (91.1103)

91.1011
(@8TX165-6M)

Pole Model No.

Luminaire Model No.

D1044%%(91.1205)

Standard Accessary

Optional Accessary

JIFHRS ERAITA A EC P

91.1001 30.0913E/30.0914 D76445(91.1201) 200x2000T#F FE 14
(a76) /30.0852 (91.1101)

91.1002 30.0913E/30.0914 DO0#24#(91.1202) 200x2004T#F TR 14
(@90) /30.0852 (91.1101)

Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1001 30.0913E/30.0914 D76 flange (91.1201) 200x200 pole recessed kit
(276) /30.0852 (©1.1101)

91.1002 30.0913E/30.0914 D90 flange (91.1202) 200x200 pole recessed kit
(@90) /30.0852 (91.1101)

JTHHRS ERITA AR RS AGEEC

91.1001 30.0913E/30.0914 D7644%5(91.1201) 200x200/T+F PR
(a76) /30.0852 (91.1101)

91.1002 30.0913E/30.0914 DO0#24#5(91.1202) 200x200/T#F TR
(290) /30.0852 (91.1101)

Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1001 30.0913E/30.0914 D76 flange (91.1201) 200x200 pole recessed kit
(276) /30.0852 (©1.1101)

91.1002 30.0913E/30.0914 D90 flange (91.1202) 200x200 pole recessed kit
(@90) /30.0852 (91.1101)

JTHHRS ERITA AR RS ARG

91.1001 30.0913E/30.0914 D76#04t5(91.1201) 200x2000T #F FsB 14
(a76) /30.0852 (91.1101)

91.1002 30.0913E/30.0914 DO0#24#(91.1202) 200x2000 T+ FR 14
(290) /30.0852 (91.1101)

Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1001 30.0913E/30.0914 D76 flange (91.1201) 200x200 pole recessed kit
(276) /30.0852 (©1.110m)

91.1002 30.0913E/30.0914 D90 flange (91.1202) 200x200 pole recessed kit
(@90) /30.0852 (91.1101)

JIFHRS ERAITA A EC A AIGEEC

91.1001 30.0913E/30.0914 D76424%5(91.1201) 200x200/T#F PR
(a76) /30.0852 (91.1101)

91.1002 30.0913E/30.0914 DO0#24#5(91.1202) 200x2000 T+ FIE 14
(290) /30.0852 (91.1101)

Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1001 30.0913E/30.0914 D76 flange (91.1201) 200x200 pole recessed kit
(276) /30.0852 (©1.1101)

91.1002 30.0913E/30.0914 D90 flange (91.1202) 200x200 pole recessed kit
(@90) /30.0852 (©1.1101)

JTFHRS BERAITA PR RS BIpidistes

91.1005 30.0915/30.0853 D140#8%%(91.1203) 300x3004T#F TR
(2140) (91.1103)

Pole Model No. Luminaire Model No. Standard Accessary Optional Accessary
91.1005 30.0915/30.0853 D140 flange (91.1203) 300x300 pole recessed kit
(@140 (91.1103)
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91.1009
(@87X138-4M)

91.1010
(@87X150-5M)

91.1011
(@87X165-6M )

30.0824

D92 flange (91.1202)
D99 flange (91.1204)
D104 flange (91.1205)

300x300 pole recessed kit
(91.1103)
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WEBB DECO LED #&347

30.0707 / 30.0708 / 30.0709

M

RERIE:

=g

“th:

(2E=H

265
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3

ADC12 SBEEITH. EFE. TERE;
304# FEAMEEERL;
BT
SR RARIES;
8mm ML L L IIH
SR T BT S R A% ER A SR I A
ERIMERE: -30°C~ +50°C;
AARESEE: KT 0~350°, EHO~15°
PEER 15 0.8 K=ZTBIRLE, £4F 7.5mm;
DMX #=l: 1 %% 0.8 K=HHRLL, £1F 7.5mm;
2 % 0.8 KUKk, 1% 6.0mm
30.0707 JTEAE: 14.4kg

BEERST: 450x450x440mm (1 4T / 78)
30.0708 JTEFE: 8.2kg

BIEERT: 355x355x370mm (1 4T/ #8)
30.0709 ATEAE: 4.8kg

BEERST: 275x275x290mm (1 4T / #8)

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
8mm clear safety glass;
Anti-aging waterproof silicone gasket;
Stainless steel external fasten screws.
Double layers of DUPONT UV-resistant polyester powder
coating
Ambient temperature: -30°C~ +50°C ;
Tiltable: 0 ~ 15° ;Vertical Rotation angle: 0 ~ 350°
Single Color: 1x0.8m length 3-cores @7.5mm power supply
cable;
DMX512 controllable: 1x0.8m length 3-cores @7.5mm
power supply cable & 2x0.8m length 4-cores @6.0mm data
cables.
Nickled plated brass waterproof cable gland
30.0707  Net Weight: 14.4kg

Outer carton: 450x450x440mm(1pc/ctn)
30.0707  Net Weight: 8.2kg

Outer carton: 355x355x370mm(1pc/ctn)
30.0707  Net Weight: 4.8kg

Outer carton: 275x275x290mm(1 pc/ctn)

Floodlights / On-ground Luminaires

Optional Accessory No accumulation of Precise aiming with
IP68 Junction box dust & water graduation

-8 8 8

Easy Tilt device

266



WEBB DECO LED #&347

Floodlights / On-ground Luminaires

30.0707 30.0708

e 17139cd H(m) medlux maxlux /o 71415 H(m) medIlux maxlux
LED 120W o 15 2.0 28657.2  42094.8 LED 50W 0 9 2.0 119405  17539.5
4000k 5.0 4651.9 6855.8 4000k = 5.0 1938.3 2856.6
10° 0] o 10.0  1096.8 1645.2 10° 7 120 o 10.0 457 685.5
200 274 411.1 200  114.2 171.3
A 44572cd H(m) medlux maxlux B 18572cd H(m) medIlux maxlux
LED 120W 150 P 20 7541.2 112435 LED 50W 150 % 2.0 31422 46848
4000k 5.0 1234 1782.4 4000k LA 5.0 514.2 742.7
257 120 el 100 274 4111 25° 1 120 el 100 1142 1713
200 693 109.2 200 289 455
e 13711cd H(m) medlux maxlux I 5713cd H(m) medlux maxlux
LED 120W [ 5 2.0 3153.6 4250.4 LED 50W 2.0 1314 1771
4000k 5.0 4387.2 685.4 4000k - 5.0 182.8 285.6
0236 '
40° 120 oo 10.0  123.1 178.8 40° T 100 513 745
200 554 69.3 200 23.1 28.9
£ 5066cd H(m) medlux maxlux £ 2111cd H(m) medIlux maxlux
LED 120W 1 157 2.0 1233.8 1644.2 LED 50W IS Wi 2.0 514.1 685.1
4000k 5.0 166.8 2323 4000k —_ 5.0 69.5 9.8
60° 120 oo 100 396 55.4 60° R 120 o 100 165 23.1
200 938 27.8 200 4.1 11.6
267 268
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WEBB DECO LED #&347

30.0709

@229

Installation:

30.0707

40

269
R[EIH R BACK

=
LED 36W

4000k
10°

=
LED 36W

4000k
25°

=y
LED 36W

4000k
40°

=
LED 36W

4000k
60°

150°

1205

51750cd

150"

1207

150°

1207

13458cd

150”

120°]

150°

1207

4140cd

1207

150°

1207

1530cd

150”

1207

30.0708

40

[ m—

e

@350

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
8652.6

1404.6
331.2
82.8

medlux
2277
372.6
82.8
21

medlux
952.2
132.5
37.2
16.8

medlux
372.6
50.4
12

3

30.0709

40

@270

maxlux
12709.8

2070
496.8
124.2

maxlux
3394.8
538.2
124.2
33

maxlux
1283.4
207

54

21

maxlux
496.5
70.2
16.8
8.4

Light source Luminous

Floodlights / On-ground Luminaires

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power IFqu.@4000K Luminaire Efficacy ~ Control Mode Beam Angle
30.0707.A48V220  48X2.2W 2200K-5700K Ra>80 13700Im 120W 11200Im 93m/W ON/OFF 10°/25°/40°/60°
30.0707.A48CV220 48x2.2W 2200K-5700K Ra>80 13700Im 120W 11200Im 93Im/W DMX512  10%25°/40°/60°
30.0707.A48FV220 48X2.2W RGB 4400Im 120W 3600Im 30lm/W DMX512  10%25°/40°/60°
30.0707.A485V220 48X2.2W RGBW 5300Im 120W 4300lm 35Im/W DMX512  10%25°/40°/60°
30.0707.E185V220 18X7.5W RGBW 6750Im 150W 5500Im 36lm/W DMX512  35%40°
300708D36V220 36X1.1W  2700K5700K Ra>80 4950m aw aosom BImW  ONOF 157257407608
30.0708.D36CV220 36x1.1W 2200K-5700K Ra>80 4950Im 44N 4050lm 93Im/W DMX512  15%25°/40°/60°
30.0708.A24V220  24X2W 2200K-5700K Ra>80 6400Im 55W 5400Im 98Im/W ON/OFF 10°/25°/40°/60°
30.0708.A24CV220 24X2W 2200K-5700K Ra>80 6400Im 55W 5400Im 98Im/W DMX512  15%25°/40°/60°
30.0708.A36V220  36X2W 2200K-5700K Ra>80 9360Im 80W 7750Im 97Im/W ON/OFF 10°/25°/40°%/60°
30.0708.A36CV220 36X2W 2200K-5700K Ra>80 9360Im 30W 7750Im 97Im/W DMX512  15%25°/40°/60°
30.0708.A36FV220 36X2W RGB 3020Im 30W 2500Im 31.5Im/W DMX512  10%25°/40°/60°
30.0708.A365V220 36X2W RGBW 3600Im 80W 2980Im 37.5lm/W DMX512  15%25°/40°/60°
30.0708.E125V220 12X7W RGBW 4100Im 90w 3400Im 37Im/W DMX512  229/32°
300700A12V220 12QW  2700K5700K Ra>80 3150m 2w 2500 9Imw  ONOFE 100
30.0709.D18V220  18x1W 2200K-5700K Ra>80 2250Im 20W 1800Im 90Im/W ON/OFF 15°/25°/40°/60°
30.0709.A18V220  18X2W 2200K-5700K Ra>80 4650Im 40W 3800Im 95Im/W ON/OFF 10°/30%/40°/60°
30.0709.A18CV220 18X2W 2200K-5700K Ra>80 4650Im 40W 3800Im 95Im/W DMX512  10%30°/40°/60°
30.0709.A18FV220 18X2W RGB 1520Im 40W 1250lm 32lm/W DMX512  10%30°/40°/60°
30.0709.E18FV220 18X2W RGBW 1700Im 40W 1400Im 35Im/W DMX512  30°%40°/60°
Installation:

0°

15°
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WEBB DECO

LED #&5¢4T

30.0807 / 30.0808 / 30.0809

M

REIE:
R

i

ik

271
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S

ADCI12 SBEEITIR. [EE. RERKEE; Material:

304# THEINRERL

PP 2BRC TR (T ;
ERE R
SRR KRR
8mm L2 IFIH

Finishing:

XURT B RS EB A SR IBUR

STRTHERD ERNHE 5

ENIFERE D -30°C~ +50°C;
FEAETER: EHO~15°
BEES 15 0.8 KITHRL, 4RE 7.5mm;

DMX =fl: 1 %% 0.8 X=ISEHRL, 412 7.5mm;

2 % 0.8 KIUTE, 442 6.0mm

30.0807 JTE&EE:
BERT:
30.0808 JTE4E:
BERN:
30.0809 JTRE%ZE:

BERT:

13.8kg

455x455x345mm (1 4T / %8) Packaging:
8.3kg

380x380x310mm (1 4T/ #8)

4.3kg

305x305x270mm (1 4T/ %8)

Installation:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
8mm clear safety glass
Anti-aging waterproof silicone gasket;
Stainless steel external fasten screws.
PP plastic recessed box
Double layers of DUPONT UV-resistant polyester powder
coating
Recessed mounted;
Ambient temperature: -30°C~ +50°C ;Tiltable: 0 ~ 15°
Single Color: 1x0.8m length 3-cores @7.5mm power supply
cable;
DMX512 controllable: 1x0.8m length 3-cores @7.5mm
power supply cable & 2x0.8m length 4-cores @6.0mm data
cables.Nickled plated brass waterproof cable gland
30.0807  Net Weight: 13.8kg

Outer carton: 455x455x345mm(1pc/ctn)
30.0808  Net Weight: 8.3kg

Outer carton: 380x380x310mm(1pc/ctn)
30.0809  Net Weight: 4.3kg

Outer carton: 305x305x270mm(1pc/ctn)

Floodlights / On-ground Luminaires

-

Optional Accessory No accumulation of Easy Tilt device
IP68 Junction box dust & water

50°C @ Ta 25°C Precise aiming with
graduation

272



Floodlights / On-ground Luminaires

WEBB DECO  LED #3547
30.0807 30.0808
e 17139cd H(m) medlux maxlux ° /o 71415 H(m) medIlux maxlux
LED 120W o 92 2.0 28657.2  42094.8 LED 50W [ o 2.0 119405  17539.5
4000k 5.0 4651.9 6855.8 4000k 5.0 1938.3 2856.6
10° WJTT 120 o 10.0  1096.8 1645.2 10° ; 1200 20 10.0 457 685.5
o 200 274 4111 AT 200 1142 171.3
A \ 44572cd H(m) medlux maxlux B 18572cd H(m) medIlux maxlux
LED 120W o DY 20 75412 112435 LED 50W o 20 31422 46848
4000k 5.0 1234 1782.4 4000k 5.0 514.2 742.7
25° . 20 2ol 100 274 4111 25° I 20 w100 1142 1713
I 200 693 109.2 IR 200 289 455
e 13711cd H(m) medlux maxlux I 5713cd H(m) medlux maxlux
LED 120W jo 57 2.0 3153.6 4250.4 LED 50W e 57 2.0 1314 1771
4000k 5.0 4387.2 685.4 - 4000k 5.0 182.8 285.6
40° r 120 o 10.0  123.1 178.8 40° L. 120 o 100 513 74.5
MIATD 200 554 69.3 . LT 200 231 28.9
| & :
Sl il AL
. H =y 5066cd H(m) medlux maxlux a = ETEL H(m) medlux maxlux
LED 120W 150 i 2.0 1233.8 1644.2 LED 50W v Wi 2.0 514.1 685.1
4000k N\ 5.0 166.8 2323 4000k 5.0 69.5 9.8
60° W%Wjﬁw 120 o 100 396 55.4 60° ; 1200 o 100 165 23.1
Ll 200 98 27.8 UIATT 200 4.1 116

274
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WEBB DECO  LED #3547 Floodlights / On-ground Luminaires

30.0809

e 51750cd H(m) medlux maxlux Light source Luminous Luminaire L -

LED 36W Tsor 1500 50 8652 6 19700.8 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K L e Efficacy  Control Mode Beam Angle
4000k , 50 14046 2070 30.0807.A48V220 48X2.2W  2200K-5700K Ra>80 13700Im 120W 11200Im 93m/W ON/OFF  10%25740%60°
10° 0] 120 10.0 3312 496.8

i 30.0807.A48CV220 48x2.2W 2200K-5700K Ra>80 13700Im 120W 11200Im 93Im/W DMX512  10%/25%40760°

— 200 828 124.2
30.0807.A48FV220 48X2.2W RGB 4400Im 120W 3600Im 30Im/W DMX512  10%25%/40%60°

= e Hem  mediux maxdux 30.0807.A485V220 48X2.2W RGBW 5300Im 120W 4300Im 35Im/W DMX512  10%25940%60°
150° 150°
LED 36W 2.0 2277 3394.8 30.0807.E185V220 18X7.5W RGBW 6750Im 150W 5500Im 36lm/W DMX512  22°%/32°
4000k 5.0 372.6 5382 T T T
= 30.0808.D36V220  36X1.1W 2700K-5700K Ra>80 4950Im 44w 4050Im 93Im/W ON/OFF  15%25%/40°/60°
25° L 1209 120 10.0 828 124.2
THAATNI 500 o1 33 30.0808.D36CV220 36x1.1W 2200K-5700K Ra>80 4950Im 44w 4050Im 93Im/W DMX512  15%/25%40760°
30.0808.A24V220  24X2W 2200K-5700K Ra>80 6400Im 55W. 5400Im 98Im/W ON/OFF  10%/25°/40°/60°
=y o Hm)  medlux maxlux 30.0808.A24CV220 24X2W 2200K-5700K Ra>80 6400Im 55W 5400Im 98Im/W DMX512  10%/25%40960°
150° 150°
LED 36w 20 9522 12834 30.0808.A36V220 36X2W 2200K-5700K Ra>80 9360Im 80W 7750Im 97Im/W ON/OFF  10%25%/40%/60°
4000k 5.0 1325 207
A 30.0808.A36CV220 36X2W 2200K-5700K Ra>80 9360Im 80W 7750Im 97Im/W DMX512  10%/25%40760°
40° 1. 1200 120° 10.0 37.2 54
[T 200 168 51 30.0808.A36FV220 36X2W. RGB 3020Im 80W 2500Im 31.5im/W DMX512  10%/25%407/60°
§4= “ 30.0808.A365V220 36X2W RGBW 3600Im 80W 2980Im 37.5ImW DMX512  10%/25%40960°
o
|
3! wmlllllll'llllwllm o T530cd Hm)  medlux maxlux 30.0808.E125V220 12X7W. RGBW 4100Im 90W 3400Im 37Im/W DMX512  22%32°
LED 36W 10 150 2.0 372.6 496.5 TTTTTTT oo ooooooooomo oo oo oooomooooooooososoooo
30.0809.A12V220  12X2W 2700K-5700K Ra>80 3150Im 27W 2500Im 93Im/W ON/OFF  10°
0262 4000k 5.0 50.4 70.2
60° “* 00 12 168 30.0809.D18V220  18x1W 2200K-5700K Ra>80 2250Im 20W 1800Im 90Im/W ON/OFF  15%25°/40°/60°

m;; 1209 1207 . .

A 200 3 8.4 30.0809.A18V220  18X2W 2200K-5700K Ra>80 4650Im 40W 3800Im 95Im/W ON/OFF  10%307/40°/60°
30.0809.A18CV220 18X2W 2200K-5700K Ra>80 4650Im 40W 3800Im 95Im/W DMX512  107/30740760°
30.0809.A18FV220 18X2W RGB 1520Im 40W 1250Im 32Im/W DMX512  10°/30740760°
30.0809.E185V220 18X2W. RGBW 1700Im 40W 1400Im 35Im/W DMX512  30%/40%/60°

Installation: Installation:

30.0807 30.0808 30.0809

100
100

300
300

275 276
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AR [C)
IS 1 S

LED EERRAT

RERVBRMERE
Excellent heat

dissipation

TRNEEEE
Different Heights

available

L HF PMMA TEAE

AR OLEES LED JOR

. IREHEBIR

4. FIEMEEIE, 1P66 FHIPER
. REFRIR

w N =

wul

1.Optical PMMA diffuser

2.COB lamp module and deep
embedded reflector
3.Integrated LED driver.
4.Completed seal structure IP66

5.Mounting plate

Bollards / Landscape Luminaires

BROURSIE, KEZREDEE, BMIE5H
Guide the light to be floor washer, no spill light above

the horizontal cover, no light pollution occurred

BAMITEZERS, BOBTHE
Efficient light distribution enlarge

installation distance

BB B 2 TR A BC
Mounting plate and anchor

bolt available




WEBB DECO  LED k4T

50.7001

MR 6063 T5 $EEIAFITIA;
ADC12 BEEATA. TEREE;
304# TEEMEERL
ST ERBAEESK
4mm B EIEE
REWLE: WERMENERE BN RBR
e ENIFERE: -30°C~ +50°C;

JTESE 400mm. 600mm 3§ 800mm B3t
JTEEE | FREEFERK

E57 BEER 1 £, 443 7.5mm;
BAKHITAR 0.3 K
(2E=H JTE%E: 9.5kg

BEERST: 240x240x835mm
BERE: 1/T/%

EEEE: 10.2kg

281
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Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant aluminum housing and mounting
base;

Extruded aluminum lamp pole;

304 stainless steel external fasten screws;

4mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x3-cores @7.5mm power supply cable;
cable length is 0.3m longer than the pole;

Nickled plated brass waterproof cable gland

Optional lamp pole height: 400mm/600mm

Net weight: 9.5kg

Outer carton: 240x240x835mm(1pc/ctn)

Bollards / Landscape Luminaires

400

600

800

282



WEBB DECO

50.7001

400

237 180

600

237

I ¥

800

237

:

50.7001S

283
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LED EERRAT

400

Bollards / Landscape Luminaires

37

600

800

| H

231

:

237

180

50.7001D

=
LED 12W

4000k
75x110°

310cd

1207

H(m)
1.0

2.0
4.0

medlux
152

45
12

maxlux Model No. LED Qty X Power LED Color CRI ::ﬂ:t@;%rgg; uminous System Power I;:lutig‘i::ol;:(minous Luminaire Efficacy ~ Control Mode Beam Angle
432
133 50.7001S5.A6V220H800  6x1.7W 2200K-5700K Ra>80 1300Im 12.5W 960Im 76.5Im/W ON/OFF  Asymmetric 75x110°
27.5
50.7001D.A12V220H800 12x1.7W 2200K-5700K Ra>80 2600Im 24W 1900Im 79Im/W ON/OFF  Asymmetric 75x110°

Installation:

284



WEBB DECO  LED &EkzsT

50.7003

ME: 6063 T5 $EEIAFITIA;

ADC12 BEEATA. TEREE;

304# NEWEERL

TR RbAKEEK;

S5mm FERV 52 /7B E
REGIE: IR BT IR ER BB AR IBUR
R JENIMERE: -30°C~ +50°C;

JTESE 400mm. 600mm 3§ 800mm AJi%k;

JTEZIERETERER K

44 BEER 1 X0, &7 7.5mm;
BAKHITAR 0.3 K
(2E=H JTE%E: 6.5kg

BEERST: 185x185x840mm
BERE: 1/T/%

BEEEE: 7.5kg

285

IR[B]H 5 BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant aluminum housing and mounting
base;

Extruded aluminum lamp pole;

304 stainless steel external fasten screws;

5mm transparent PMMA diffuser

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x3-cores @7.5mm power supply cable;
cable length is 0.3m longer than the pole;

Nickled plated brass waterproof cable gland;

Optional lamp pole height: 400mm/600mm

Net weight: 6.5kg

Outer carton: 185x185x840mm(1pc/ctn)

Bollards / Landscape Luminaires

800

600

400

. . H

|
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires

50.7003

=

— Model No. LED Qty X Power  LED Color CRI ;:ﬂ:té:%r;;;uminous System Power I;:lutig‘i‘rgolbl:(minous Luminaire Efficacy  Control Mode ~ Beam Angle
LED 24W
D\
NN LT
4000k (( ((@705 215/ 75L“x 50.7003.B1V220H800  1x20W 2700K-5700K Ra>80 2800Im 24W 1200Im 50Im/W ON/OFF 70x360°
-5-4-3-2-1 m/‘l 2345
| @150 |
| 2150
@150
o [
= o
o
3
o
S
Installation:
— =
i N’
e PO
2-@9.5X19
287 288
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WEBB DECO  LED k4T

B

RERIE:
e

57

(2E=H

289

1&[E] B F BACK

50.7006

6063 T5 FRBUAALTIA; Material:

ADC12 BEEATA. TEREE;
304# NEWEERL

ST ERBAEESK

HUERIMNEIBRR PC IR E

IR 6 T E% BB A ARIBUR Installation:

BRIFERE: -30°C~ +50°C;

JTESE 400mm. 600mm 3 800mm BJ3k;

JTEZE EREEFOER KL

BEER 1525k, &RF7.5mm;

BB KWEITA 0.3 K Packaging:
JTEEEE: 10.5kg

BIEERST: 240x240x835mm

BERE: 1/T/5%

EEEE: 10.2kg

Standard color Optional color

ADC12 corrosion-resistant aluminum housing and mounting
base;

Extruded aluminum lamp pole;

304 stainless steel external fasten screws;

Anti-UV transparent PC diffuser

Ambient temperature: -30°C~ +50°C ;

Single color: 1x3-cores @7.5mm power supply cable;
cable length is 0.3m longer than the pole;

Nickled plated brass waterproof cable gland;
Optional lamp pole height: 400mm/600mm

Net weight: 10.5kg

Outer carton: 240x240x835mm(1pc/ctn)

Bollards / Landscape Luminaires

400
600
800

(1

r237

290



WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires

50.7006

Bt 400cd H(m) medlux maxlux Light source Luminous Luminaire Luminous L
. > Model No. LED Qty X Power  LED Color CRI System Power Luminaire Efficacy  Control Mode ~ Beam Angle
LED 15W 150 150 10 2046 350 Flux @4000K Flux @4000K
4000k { 20 487 79 50.7006.A6V220H800  6x2W 2200K-5700K Ra>80 1540Im 15W 1050Im 70lm/W ON/OFF  60970°%85°
70x85° 0 o 4.0 123 36
50.7006.81V220H800  1x12W 2200K-5700K Ra>80 1680Im 15W. 1110Im 741m/W ON/OFF 60°/70°x85°
£ 520cd H(m) medlux maxlux
LED 15W i 15 1.0 275 400
4000k 2.0 70 100.5
60° \ 120 T 4.0 15.3 45
234
0334 234
@234 234
O e
iO: \/ ’\ @
o™
R | N—
237 180 237 | | 180 |
Installation:
|
T T
- .*%
L,,,ij,f\/
‘ 150 >
291 292
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WEBB DECO  LED REpziT Bollards / Landscape Luminaires

50.7007

!

o
!-h‘ll”}’}”

M“

Standard color Optional color

MR 6063 T5 FREUAUTIK; Material: ADC12 corrosion-resistant aluminum housing;
ADC12 S5 E[EHE. REEKEE; Extruded aluminum lamp pole; ~— iy )
304# NEEMEE IR ; 304 stainless steel external fasten screws; -
SRR SR KIESL; Milky white LLDPE diffuser; N ~
Y5E LLDPE BHE, 3mm M LIS 3mm clear safety glass \ -

REGIE: WETHE S Ik B B A R B R Finishing: Double layers of DUPONT UV-resistant polyester powder §

=g ENIFERE T -30°C~ +50°C; coating
ITESE 600mm 3% 800mm BJi%E; Installation:  Ambient temperature: -30°C~ +50°C ;
YT R REFDERIKA Single color: 1x3-cores @7.5mm power supply cable; .

57 % BEER 1 F=0%, %&17F7.5mm; cable length is 0.3m longer than the pole; -
BAKHITR 0.3 K Nickled plated brass waterproof cable gland;

(2E=H JTERE: 7.8kg Optional lamp pole height: 600mm
BEERST: 325x325x845mm Packaging: Net weight: 7.8kg
BERE: 11T/5 Outer carton: 325x325x845mm(1pc/ctn)
BEESF: kg

293 294
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires 0

50.7007

e 275cd H(m) medlux maxlux ire L

Light source Luminous

LED oW 10 134 20 Model No. LED Qty X Power  LED Color CRI Flux @4000K System Power IFqu.@4000K Luminaire Efficacy ~ Control Mode ~ Beam Angle
4000k L 20 46 10 50.7007.D3V220H800 3x1W 2200K-5700K Ra>80 375Im 4.5W 180Im 40Im/W ON/OFF  Top 360°
70x120° 30 285 56
|| 50.7007.(D3+A3) Top 360°(]
T a00800 3xIW-+3x2W  2200K-5700K Ra>80 1155Im 12W 690Im 57Im/W onore PR30
v
L
_ )
8
o
8
Installation:
500 x 500
220
-
N IR il
I
= = 8
295 296
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WEBB DECO  LED k4T

B

RERIE:

=g

57

(2E=H

297

1&[E] B F BACK

50.7008

6063 T5 $EEIAFITIA;

ADC12 BEEATA. TEREE;
304# NEWEERL

ST ERBAEESK

4mm BRI UV PMMA B E
SR T BT S R A% ER A SR I A

ENIFERE T -30°C~ +50°C;

ITESE 250mm. 400mm. 600mm I 800mm BJik;

JTEZ I FRAEFRREIR KR
pEER 1 £=04%, &EF7.5mm;
BAKHITAR 0.3 K

JTHR%E: 9.5kg

BERT: 265x265x845mm
BERE: 10/%

EEESE: 10kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant aluminum housing and mounting
base;

Extruded aluminum lamp pole;

304 stainless steel external fasten screws;

4mm transparent anti-UV PMMA diffuser

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x3-cores @7.5mm power supply cable;
cable length is 0.3m longer than the pole;

Nickled plated brass waterproof cable gland;

Optional lamp pole height: 250mm/400mm/600mm
Net weight: 9.5kg

Dimension: 265x265x845mm(1pc/ctn)

Bollards / Landscape Luminaires

800

600

298



WEBB DECO  LED &EkzsT

50.7008

(=]
8
o
3
e
s O
&
. i
| 8230 | @230 | 2230 |
299

IR[B]H 5 BACK

=
LED 24W

4000k

Bollards / Landscape Luminaires

— Model No. LED Qty X Power LED Color CRI ::g:tg@%r;;;ummous System Power I;:lutig‘i:;ol;:(minous Luminaire Efficacy  Control Mode ~ Beam Angle
—~
(( //‘-\ AR IS .
T 1os 26 am L 50.7008.81V220H800  1x20W 2700K-5700K Ra>80 2800Im 23W 1200Im 52lmW ON/OFF ;"égseyglmet”c
N—_—1
1 50.70085.81V220H800 1x20W 2700K-5700K Ra>80 2800Im 23W 300Im 13Im/W ON/OFF LIS
5-4-32-1m1 2345 70x360
50.7008D. 2x Asymmetric
B 1V220H800 1X20W 2700K-5700K Ra>80 2800Im 23W 600Im 26lm/W oNjoFF S oo
Installation:

300



WEBB DECO  LED &EkzsT

50.7009

M

RERIE:

=g

“ith:

(2E=H

301

IR[B]H 5 BACK

6063 T5 SERUAUTIA;

ADC12 SBEEATK;

304# NEWEERL

ST ERBAEESK

3mm WL LIFE

SR T BT S R A% ER A SR I A
JENIMERE: -30°C~ +50°C;
JTEBE 400mm 3 700mm A i%;
JTEZA ERIETEER AL
BHEER 1 FIOH=DLE, &iF 7.5mm;
BAKEITA 03K

JTR%E: 3.0kg

BEERT: 835x225x130mm
BERE: 24T/%

BRES: 6.5kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant aluminum housing and mounting
base;

Extruded aluminum lamp pole;

304 stainless steel external fasten screws;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x3-cores @7.5mm power supply cable;
cable length is 0.3m longer than the pole;

Nickled plated brass waterproof cable gland;

Optional lamp pole height: 400mm

Net weight: 3.0kg

Outer carton: 835x225x130mm(2pcs/ctn)

700

Bollards / Landscape Luminaires

400

302



WEBB DECO  LED &EkzsT

Bollards / Landscape Luminaires

50.7009

EF ] " 310cd H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ::g:t(;‘%r;;;ummo"s System Power ;ruTig@a‘ilr:olauKminous Luminaire Efficacy Control Mode Beam Angle
LED T0W 10 112 332
4000k 20 3 93 50.7009.A4V24H700  4xQW 2200K-5700K Ra>80 1040Im 8w 700Im 87ImW ON/OFF  Asymmetric 70x135°
70x135° 40 9 20.5
- 50.7009.A4V220H700 4x2W 2200K-5700K Ra>80 1040Im 10.5W  700Im 66.5Im/W ON/OFF  Asymmetric 70x135°
— 0
168
T 1
I |
g |0 E E
168
]
‘ o
) 8
(=]
8
Installation:
P

303
R[EIH R BACK
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WEBB DECO  LED REpziT Bollards / Landscape Luminaires

50.7010

Standard color Optional color

MR 6063 T5 FBAIMITHF; Material: ADC12 corrosion-resistant aluminum housing and mounting
ADC12 S5 EIT3K; base;
304# NEEMEE IR ; Extruded aluminum lamp pole;
SRR KIEK, 304 stainless steel external fasten screws; . N -
3mm ML LHIE 3mm clear safety glass A - a
REBIE: W E THEES IS 1R E% BB R IR Finishing: Double layers of DUPONT UV-resistant polyester powder =3
R BRIFERE T -30°C~ +50°C; coating . 3 - .
JTEBE 400mm. 600mm. 800mm. 3000mm % Installation: ~ Ambient temperature: -30°C~ +50°C ; §
4000mm B3t Single color: 1x3-cores @7.5mm power supply cable;
57 % JTEZR I FREFEOERIKL cable length is 0.3m longer than the pole;
BEER 1 {0, L£1F 7.5mm; Nickled plated brass waterproof cable gland;
(2E=H BAKHITA 03 K Optional lamp pole height: 400mm/600mm
JTELAE: 5.0kg Packaging: Net weight: 5.0kg(H800mm)
BERT: 855x322x205mm Outer carton: 855x322x205mm(2pcs/ctn)
BERS: 2/T/%
EIEEEB: 10.6kg
305 306
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires 0

50.7010

EF 3oed H(m) mediux maxlux Model No. LED Qty X Power LED Color CRI ::g:t@s‘:‘%’;;uminous System Power L‘:‘xig‘i"’;ol;:(mmous Luminaire Efficacy Control Mode Beam Angle
LED 10W 1.0 98 292
4000k 2.0 26 3 50.7010.A4V220H800  4x2W 2200K-5700K Ra>80 1040Im 10.5W 700Im 66.5Im/W ONJOFF  Asymmetric 70x1357
70x135° 4.0 7 17 Asymmetr!c 60x130
50.7010.A12V220H3000 12x2W 2200K-5700K Ra>80 3120Im 27W 2100Im 77.5Im/W GhyERE  Commsiie 0y
Asymmetric 60x130
50.7010.A16V220H4000 16x2W 2200K-5700K Ra>80 4160Im 36W 2740Im 76lm/W ONJOFF  Asymmetric 70x1357
Asymmetric 60x130
= 712cd H(m) medlux maxlux
LED 27W I 1.0 276 807
4000k 2.0 66 192
70x135° 4.0 18 48
6.0 8 20
- 267 _ S
0
450
o
[p—
400 _‘
| p—
S
=
g
=
‘ 485 ‘ 535
[ 18 g/ 18 #
. o = I
( w@»
307 308
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WEBB DECO  LED &EkzsT

M

RERIE:

309

IR[B]H 5 BACK

50.7011

6063 T5 SERUAUTIA;

BERE TR

304# NEWEERL

ST ERBAEESK

3mm WL LIFE

SR T BT S R A% ER A SR I A
JENIMERE: -30°C~ +50°C;
JTESE 3000mm. 4000mm 3§ 5000mm B i%
BEES 1 £, 4F7.5mm;
BAKHITA 0.3 K

JTESE: 30kg WTEABER 3:K)
36kg (STEBER 4 K)

G FRRSEAMRELS

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Extruded aluminum lamp housing & pole;
Anti-aging waterproof silicone gasket;
304 stainless steel external fasten screws;
3mm clear safety glass
Double layers of DUPONT UV-resistant polyester powder
coating
Ambient temperature: -30°C~ +50°C ;
Single color: 1x3-cores @7.5mm power supply cable;
cable length is 0.3m longer than the pole;
Nickled plated brass waterproof cable gland
Net weight: 30kg(H3000mm)
36kg(H4000mm)

Bollards / Landscape Luminaires
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires

50.7011

— 1170cd H(m medlux maxlux igh i inail i -
ﬁ;ﬂ/\/ [T 1500 c 150° 1.(0) 228 3504 Model No. LED Qty X Power LED Color CRI ::g;é:‘g;;;ummous System Power ;rutln@a:‘r:olbul(mmous Luminaire Efficacy Control Mode Beam Angle
4000k 2.0 4 253 50.7011.A24V220H3000 24x1.5W 2200K-5700K Ra>80 4750Im 40W 3600Im 90Im/W ON/OFF ggi?gs/fsymmet”c
60° 120 20 40 96 15 40x90°/ Asymmetric
50.7011.A24V220H4000 24x1.5W 2200K-5700K Ra>80 4750Im 40W 3600Im 90Im/W ON/OFF  goi7ol Y
50.7011.A24V220H5000 24x2W 2200K-5700K Ra>80 6240Im 53w 4680Im 88Im/W ON/OFF ggi?g;fsymmet”c
= ) Hm)  medlux maxlux 50.7011.81V220H3000  1x24W 2700K-5700K Ra>80 3230Im 27W 2420Im 89Im/W ON/OFF  60°
LED 40W 1.0 398 1292
4000k 2.0 % 293
80x135° : ) 40 29 68
_699_1 -
TT—8
550
T —a18
500
J =1
S
S
S
g
o
S
—’%L [ 5525 625
o =) o o o
s ® 4K d[ &
Installation:
T— 1
350X200
| 4-M20
g i . i
B 3 ?
= N
~ i o1 = =
150, |
I
= 1
o |
@ ' -
| )
311 312
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WEBB DECO  LED &EkzsT

M

RERIE:
=g

i1

ik

313
R[E]H R BACK

50.7012

6063 T5 SEEUAAATIR, JTHF;

BERE TR

304# NEWEERL

SR RARIES;

3mm WL LIFE

SR T BT S R A% ER A SR I A
JENIMERE: -30°C~ +50°C;
JTHFEE 4000mm 5% 6000mm Bz
RPEA: 151K 3L, L&F 7.5mm;
B 1 ZZEEBIRE, &iF 7.5mm;

1 £ T0MES %, 412 6.0mm;
BAKEITRERED 0.4 K

JT5k/4E: 1800=15kg; L1000=18kg
JTSRBIEERST: 845x205x150mm  (L800)
JTSB2EERST: 1045x205x150mm  (L1000)
BIEEEE: 1800=16kg; L1000=19.2kg
JIFEE: FRASRAMRES

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Extruded aluminum lamp housing;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Non-dimmable: 1x1m length 3-cores @7.5mm power supply
cable;

Dimmable: 1x1m length 3-cores @7.5mm power supply
cable & 1x2-cores @6.9mm data cable;

Nickled plated brass waterproof cable gland;

Optional Fitting Length: 800mm/1000mm

Net weight: L800=15kg; L1000=18kg

Quter carton: 845x205x150mm(L800)

Outer carton: 1045x205x150mm(L1000)

e
N
l'm

T
'|’

i

Wi«

Bollards / Landscape Luminaires
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires

50.7012

Bt 1415¢d H(m) medlux maxlux Light source Luminous Luminaire L -
LED 50W Tsor 1500 10 498 530 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K L e Efficacy  Control Mode Beam Angle
4000k 20 106 373 50.7012.D48V220L800  48x0.92W  2200K-5700K Ra>80 5740Im 50w 4600Im 92Im/W ON/OFF 60x140°
60x140° -~ ol 40 35 83
o 15 w0 50.7012.D48CV220L800 48x0.92W  2200K-5700K Ra>80 5740Im 50W 4600Im 92lmwW 0-10V/PWM  60x140°
50.7012.D48V220L1000 48x0.92W  2200K-5700K Ra>80 5740Im 50W 4600Im 920mwW ON/OFF 60x140°
50.7012.D48CV220L1000 48x0.92W  2200K-5700K Ra>80 5740Im 50W 4600Im 92Im/W 0-10V/PWM  60x140°

2120

1000 1000

s [ ]
1000 -
1720
- [ S
N L 1
800 -
S Installation:
3
8
§ 3
€ 8
o
<
LAl LAl 1
250 250
I
o =3 o (= -
i [ — - N — T i
R 1300] 1300]
400" 400 .
‘ 4i;§§
!
I
(= I o tp
3 i E 5
g s N
E ‘ 4 L
| \o14
L | s
I
hso| |
=
8
315 316

IR[E]E R BACK



WEBB DECO  LED &EkzsT

50.7014

ME: ADC12 BE®IT;
6063 T5 B&EITH;
Y5 H LLDPE BRERIMEFE I E,
FrERIMNZIBERR PCIBAE,
304# NEWEERL

EREHRE
RERE: NEMEMEREREMNRBUR
R BWIAEEE: -30°C~ +50°C;

JITERSFA: FaE;
JTESE 3500mm 5{ 4500mm B] %

57 %M —HZEEBIRL, 4F 7.5mm;
LK BITHRMEO 0.4 2K
o JT5k/4E: 33.5kg

JTSLBEE RS 870x870x535mm
BIAEFEE: 35kg
ITAF B R SIRaRES

317
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Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant aluminum housing;

Milky white anti-UV LLDPE upper diffuser;

Anti-UV transparent PC lower diffuser;

Anti-aging waterproof silicone gasket;

304 stainless steel external fasten screws

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Non-dimmable: 1x3-cores @7.5mm power supply cable;
cable length is 0.4m longer than the pole;

Nickled plated brass waterproof cable gland

Net weight: 33.5kg

Outer carton: 870x870x535mm

Bollards / Landscape Luminaires
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires

50.7014

.7014. = . . - . .
50.7014.05 Model No. LED Qty X Power LED Color CRI :z:g:‘:;ggtumm"s System Power IF'qu @400I0K L e Efficacy  Control Mode Beam Angle
LED
50.7014.05 1x24W+3x3W+6W 2700K-5700K Ra>80  5070Im 45W 3500Im 78Im/W ON/OFF 60x140°
60x140°
- 50.7014.06 2Xx24W+2x3W+6W 2700K-5700K Ra>80  7800Im 66W 5450Im 82Im/W ON/OFF 2x(60x140°)
50.7014.06 ~-
+“=
LED
60x140° I
Installation:
8
2
2400
4-@22 %30
319 320
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WEBB DECO  LED &EkzsT

e

REBIE:
e

57

321
R[E]H R BACK

50.2013

V] (@] ] o]

6063 T5 SEEUAAATIR. JTHF;

304# FNEMERENRL, BE;

RSB ERBIEEL;

YHE PCHL UV BEHE

TR 6 1h B ER R R IBAR
ENIERE . -30°C~ +50°C;

JTFFEE 4500mm 27 5000mm B] %
BEES 3EMOE, 4RE7.0mm;
DMX512 #=1fll: 3 &7\, 412 7.5mm;
B HITHT 0.5 5K

Material:

Finishing:

Installation:

Standard color Optional color

Corrosion-resistant aluminum housing and lamp pole;
304 stainless steel external fasten screws and hang rope;
Milky white anti-UV PC diffuser

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 3x2-cores @7.0mm power supply cables;
DMX512 controllable: 3x6-cores @7.5mm power supply
cables;

cable length is 0.5m longer than the pole;

Nickled plated brass waterproof cable gland;

Optional lamp pole height: 4.5m/6m

Bollards / Landscape Luminaires

Nt

il

322



Bollards / Landscape Luminaires

WEBB DECO  LED &EkzsT

50.2013

Model No. LED Qty X Power  LED Color CRI ;:g:téoggg;'umi"ﬂ"s System Power truzig‘i‘rgolgi(minous Luminaire Efficacy ~Control Mode Beam Angle
50.2013.D48FV24/M-H5000 48x0.2 RGB 370Im 10wW/M 180Im 18Im/W DMX512  180°
50.2013.D48V24/M-H5000  48x0.25 2200K-5700K  Ra>80 1500Im 12W/M 700Im 58Im/W ON/OFF 180°

Installation:

g 1 T 3 i i N
D o | ! f = \l | L@2200
< <~ | |
Es ; T T 8 2 i I
i\ i e |
g \ I 22200 8 _ \ |
= | I 2
8 | | &
S
& \
A S S [ S T i

323 324
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WEBB DECO  LED =i

50T076

MR ADC12 SBE&ITK;
6063 T5 $B&E R THT;
6mm ML LI,
TR RbAAKEEK;
304# NEWEERL
BERR BRI
RERIE: IR BT IR B BB A AR BUA
R BWHFERE: -30°C~ +50°C;
BRI EREE T 100%;
JITHSEE 4 K. 52K, 6 KNk

57 %M —MTK—K=BHRE, 412 7.5mm;
LK BITHRMEO 0.4 2K
o JTkA4E: 3.4kg

JTSRNER ST 380x205x215mm
JTRIMERST: 415x392x450mm
ITRBEERE: 41T/%
JIFFEISEEE: 15.2kg
T B FRRSSEMEL

325
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Material:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
6063 T5 aluminum lamppost;

6mm clear safety glass;

Anti-aging waterproof silicone gasket;

304# stainless steel external fasten screws

Ambient temperature: -30°C~ +50°C

Single Color: 1x1m length 3-cores @7.5mm power supply
cable;

The cable is 0.4m longer than the lamp pole;

Nickled plated brass waterproof cable gland

Net weight: 3.4kg

Outer carton: 415x392x450mm(4pcs/ctn)

Bollards / Landscape Luminaires

.

o0
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WEBB DECO LED &Ek:iT Bollards / Landscape Luminaires

50T076

Bt 19425¢d H(m) medlux maxlux Light source Luminous Luminaire Luminous .
" > Model No. LED Qty X Power LED Color CRI System Power Luminaire Efficacy ~ Control Mode ~ Beam Angle
LED 24W 150 150 20 3289 4829 5 Flux @4000K Flux @4000K
4000k 4 20 5264 772.9 50.0824.A12V24  12x2W 2200K-5700K  Ra>80 3240Im 24w 2450im 1021m/W ON/OFF  15%/25°/40°/60°
15° ¥ 120 o 100 132 226.8
00 325 20 50.0824.A12V220  12x2W 2200K-5700K  Ra>80 3240Im 28W 2450Im 88Im/W ON/OFF 15°/25°/40°/60°
= 7956cd H(m) medlux maxlux
LED 24W i 15 2.0 1300 2029
4000k p 5.0 225 324
kY
25° il 120 o 10.0 50 75.7
200 125 20
£ 1642cd H(m) medlux maxlux
SR LED 24W 0 157 2.0 365 4748
4000k 5.0 50.6 82
kS
40° il 120 o 100 13.1 20.2
200 63 8
i 920cd H(m) medlux maxlux
LED 24W ke 15 2.0 225 300
4000k 5.0 30.1 425
— 60° 0 o ol 100 7 10
200 22 5
g
' Installation:
L g
<
300 X 300 L
1 ] [ 1.4-M18
400x4
g |
b= 214 " o
518 i g
== e s Bi
= Hal &
nn S
L 300 1 , 1 4N\
Y
BN Y
327 328
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LED PR JRAT Ceiling Luminaires

1. R RELR, SKELEWLS
2. XEHEIR

3.COB LDE YERIRAARKA S H I F 11T
4. REREKER

1.Flush mounted bracket, no gap
occurred between ceiling and
luminaries

2.Integrated LED driver.

3.COB lamp module with advanced

optical design

REANRYT

4.Deep anti-glare louver _
Square and cylinder

typical design in

different sizes

| 30-40°UIef, RAECY, RETEE

'. 30~40deg optical cut-off achieve

maximum visual com

RRHBRIRIT R SRR
ERRAThERE AR

LS BIBURIERE
Excellent heat
dissipation Excellent heat dissipation plus
Fluid-dynamic design optimized
the system power

MErC
I 1 FE

Optimised system power

[l e s SEs

With flush mounted

bracket

10° 25° 40° 60°

ZMA R AEIERE
Different options of beam

angle light distribution



WEBB DECO LED ®Ti4T

B

REIE:

2ok

57

ik

333
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60.8503

ADC12 SR EATIE; Material:
304# TFEIWRERL

ERE R

EEIRk K

3mm ML LIE Finishing:
WUR M S T ER Bk SR A

ENIFERE T -30°C~ +50°C; Installation:

BAMETEE: ReE;

JTEZ I FREAEL

BEER 1% 04KA/ ZTEFEL, 43 7.0mm;

DMX512 #=/Hl: 1 5% 0.4 KPR/ =B BIRE, 12 7.0mm;

25 0.4 KOS, 4iF 6.0mm

JITERE: 2.2kg

A=A 185x185x165mm Packaging:
SMNFER~T: 570x380x350mm

BERE: 12/T/%

BIEEFEE: 27.4kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
304 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C

Single color: 1x0.4m length 2/3cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 2/3 cores @7.0mm
power supply cable;

2x0.4m length 4 cores @6.0mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 2.2kg

Outer carton: 570x380x350mm(12pcs/ctn)

Optimised system
power

Ceiling Luminaires
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WEBB DECO  LED mJmiT Ceiling Luminaires

60.8503

EF 33652cd H(m) medlux maxlux Light source Luminous Luminaire Luminous . "
LED 24W ) 1500 150° 20 2480 11000 Model No. LED Qty X Power  LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy ~ Control Mode Beam Angle
4000k 50 1209 e 60.8503.A12V24  12X2W 2200K-5700K Ra>80 3120Im 24w 2300m 95.8Im/W ON/OFF  10°/25%/40°/60°
10° 120 o 10.0 280 415
00 70 105 60.8503.A12V220  12X2W 2200K-5700K Ra>80 3120Im 27W 2300Im 85Im/W ON/OFF  10%25%/40°/60°
60.8503.A12FV220 12X2W RGB 1008Im 27W 770Im 28.5Im/W DMX512  10%/25%/40%60°
60.8503.81V220  1X21W 2700K-5700K Ra>80 2850Im 24w 1990Im 83Im/W ON/OFF  15%25%/40°/60°
A 5916cd H(m) medlux maxlux
LED 24W : e P 20 1180 2210
4000k 5.0 242 347
25° 120° 120° 10.0 54 83
200 14 22
e 2700cd H(m) medlux maxlux
LED 24W E [ 5 2.0 616 849
4000k 5.0 88.6 144
40° 1200 1207 10.0 24 34
200 106 14.6
=y 998cd H(m) medlux maxlux
LED 24W : 1 157 2.0 241.8 322.9
4000k 5.0 327 46.8
3 60° 120 oo 100 7.8 10.9
200 23 5.4
@150
Installation:
335 336
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WEBB DECO  LED m®IaiT

M

RERIE:
Rk

“ith:

a%:

337
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60.8504

ADC12 BBE BT,

304# NEWEERL

BT

TR RbAKEEK;

3mm WL LIFE

IR BT IR ER BB AR IBUR

JERNIMERE: -30°C~ +50°C;

FHAMESEE: A,

JTEZ EREFOERS

PEBR 1K 04 KZTERE, &iF7.0mm;
DMX512 #=il: 1 4% 0.4 XK= BIRE, £7F 7.0mm;
2% 0.4 KIOTYE S, 2412 6.0mm

JTELAE: 4.8kg

AWERT: 235x235x200mm

SMERT: 485x480x220mm

BERE: 4)T/%

BEESE: 21kg

T S TR R TR

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
304 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C

Single color: 1x0.4m length 3cores @7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 3cores @7.0mm power
supply cable;

2x0.4m length 4 cores @6.0mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 4.8kg

Outer carton: 485x480x220mm(4pcs/ctn)

Optimised system
power

Ceiling Luminaires
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WEBB DECO

60.8504

o
©
—

@200

339
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LED PRT5AT

=
LED 40W

4000k
10°

=
LED 40W

4000k
25°

=
LED 40W

4000k
40°

s
LED 40W

4000k
60°

]

150°

1207

52052cd

150”

1207

]

150°

1207

150"

1207

150°

1207

5100cd

150”

120°]

150°

1207

1500cd

150”

1207

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
11250

1809
420
115

medlux
1180
242
54

14

medlux
616
88.6
24
10.6

medlux
241.8
32.7
7.8
2.3

maxlux
17000

2400
635
165

maxlux
2210
347

83

22

maxlux
849
144
34
14.6

maxlux
3229
46.8
10.9
5.4

Model No.

LED Qty X Power

LED Color CRI Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy

Control Mode

Beam Angle

Ceiling Luminaires

Flux @4000K Flux @4000K
60.8504.A18V220 18X2W 2200K-5700K Ra>80 4680Im 40W 3650Im 91Im/W ON/OFF 10°/25°/40°/60°
60.8504.A18FV220 18X2W RGB 1515Im 40W 1160Im 29Im/W DMX512  10%25°40°%/60°
60.8504.B1V220  1X36W 2700K-5700K Ra>80 5040Im 40W 3500Im 87Im/W ON/OFF 15°/25°/40°/60°
Installation:

340



WEBB DECO  LED mJmiT Ceiling Luminaires ]

60.0506 60.0506

! 13300cd H(m) medlux maxlux
LED 3W : 1 9 2.0 1693 3393
4000k 5.0 288 545
3 o 100 67 133.7
200 19 38
‘ : i ‘ H(m) medlux maxlux
X “ LED 3W [ 150 2.0 488 730
\ 4000k 5.0 75 115
' — 7 10° o 100 18 26
]
200 45 7
o i T121cd H(m) medIlux maxlux
= LED 3w/ I o 20 1898 282.9
4000k == | 5.0 311 44.9
25° 1209 120° 10.0 6.9 10.4
1 200 18 2.8
= T H(m) medIlux maxlux
LED 3W [ e 57 2.0 79.4 106.9
4000k 3 5.0 11 17.3
40° 120° 0 10.0 3.1 45
200 14 1.8
= TT28d H(m) medlux maxlux
LED 3W [ 0 5 2.0 31 41.4
4000k = 5.0 4.2 6
. . 60° 1207 120° 10.0 1 1.4
200 03 0.7

Standard color Optional color

M ADC12 SR&ENTIEK; Material: ADC12 corrosion-resistant die-cast aluminum housing;

Model No. LED Qty X Power  LED Color CRI ek U System ower  [Mnas MWINTOUS | ymingire Efficacy  Control Mode  Beam Angle

304# TNEWNEE IR ; 304 stainless steel external fasten screws;
PERREAETEL Anti-aging waterproof silicone gasket; 60.0506.A1V12 1X2.5W 2200K-5700K Ra>80 320Im 2.5W 250Im 100Im/W ON/OFF  39/10°/25°/40°/60°
IRBAAGES; 3mm clear safety glass 60.0506.A1V220  1X2.5W 2200K-5700K Ra>80 320Im 3.5W 250Im 73Im/W ON/OFF  3°/10%25%/40°/60°
3mm ML LI Finishing: Double layers of DUPONT UV-resistant polyester powder

REQE:  WEMEMNERER BN ARBUR coating

R BN ERE: -30°C~ +50°C; Installation: ~ Ambient temperature: -30°C~ +50°C
BAMETEE: ReE; Single color: 1x0.4m length 2/3cores @7.0mm power supply Installation:
JITER I FREA(ER cable

44 PEBR 1K 04K/ =ZTBRE, 4F7.0mm Nickled plated brass waterproof cable gland

ak: JTERE: 0.6kg Packaging: Net weight: 0.6kg
WER: 100x100x145mm Outer carton: 415x315x310mm(24pcs/ctn)
AERT: 415x315x310mm
BEBE: 2447/%
BEESB: 16kg

341 342
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WEBB DECO  LED m®IaiT

60.0507

e [¥] (@] (@] [ce] o] o]

ME: ADC12 BBE BT,
304# NEWEERL
BT
TR RbAKEEK;
3mm WL LIFE
REGIE: IR BT IR ER BB AR IBUR
=g ENIF R -30°C~ +50°C;

FEREEE: FEE;
JITEZIERRTEREL

it BEES 15 0.4 KM/ Z0BEIRE, L2 7.0mm;
DMX512 #=fll: 1 %% 0.4 K/ =B BIRL, 4F 7.0mm;

2% 0.4 KIUSMES 4R, 415 6.0mm
a: JTERE: 1.5kg

A= 155x155x155mm

SNFERT: 480x325x330mm

BERRE: 12/0/%

BEESE: 19g

343
R[E]H R BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
304 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 2/3cores &7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 2/3 cores @7.0mm
power supply cable;

2x0.4m length 4 cores @6.0mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 1.5kg

Outer carton: 480x325x330mm(12pcs/ctn)

Ceiling Luminaires

60.0507

oy 7712.7cd H(m) medlux maxlux
LED 9W = 1 5 2.0 13147 1914.7
e 4000k 50 2101 306.4
15° oAl 100 526 76.3
: 20.0 13 19.3
£ 3363cd H(m) medlux maxlux
LED oW e 5 2.0 569.4 848.7
4000k 5.0 93.3 134.7
7j% 25° 1207 120° 10.0 20.7 31.2
20.0 5.4 8.4
2
= 1035cd H(m) medlux maxlux
{ LED 9W o 57 2.0 238.2 3207
4000k I 5.0 33 51.9
40° 10 o 100 9.3 135
20.0 4.2 5.4
= 384cd H(m) medlux maxlux
LED 9W ] [ 57 2.0 93 124.2
4000k I 5.0 12,6 18
60° 1207 1207 10.0 3 4.2
20.0 0.9 2.1
Model No. LED Qty X Power LED Color CRI t:z:t@szlgg:;uminous System Power tru':igj‘rgolbul(mi"ous Luminaire Efficacy ~ Control Mode Beam Angle
60.0507.D9Vv24 IX1TW 2200K-5700K Ra>80 1125Im IwW 844Im 94Im/W ON/OFF 15°%/25°/40°/60°/90°
60.0507.D9V220  9X1W 2200K-5700K Ra>80 1125Im 1MW 843Im 76lm/W ON/OFF 15°%25°/40°/60°/90°
60.0507.A9FV12  9X2W RGB 756Im 18W 567Im 31.5ImwW DMX512  15%25°/40°7/60%/90°
60.0507.A9FV220 9X2W RGB 756Im 21W 567Im 27Im/W DMX512 15°/25°/40°/60°/90°
Installation:
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WEBB DECO

LED PRT5AT

60.0508

M

RERIE:

=g

“ith:

a%:
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ADC12 BBE BT,

304# NEWEERL

BT

TR RbAKEEK;

3mm WL LIFE

IR BT IR ER BB AR IBUR

JERNIMERE: -30°C~ +50°C;

FHAMESEE: A,

JTEZ EREFOERS

PEBR 1K 04K/ ZTBRE, 4FE7.0mm;
DMX512 #2451 5% 0.4 K/ =S HEIRE, 24 7.0mm;
2% 0.4 KIOTME S, 2412 6.0mm

JTERE: 3.02kg

AERT: 185x185x190mm

Material:

Finishing:

Installation:

Packaging:
SNFERT: 380x380x390mm
BERE: 8)T/%

=E

iy
]

© 25kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
304 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C

Single color: 1x0.4m length 2/3cores &7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 2/3 cores @7.0mm
power supply cable;

2x0.4m length 4 cores @6.0mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 3.02kg

Outer carton: 380x380x390mm(8pcs/ctn)

60.0508

Ceiling Luminaires

=y 28720cd H(m) medIlux maxlux
LED 24W D v = 2.0 4750 7260
151 4000k 5.0 858 1189
- 10° 1207 120° 10.0 192 287
[ —— |
20.0 47.5 72.5
5
= H(m) medlux maxlux
LED 24W |:| 2.0 1518.4 2263.2
4000k 5.0 248.8 359.2
25° 10.0 55.2 83.2
20.0 14.4 22.4
4
= 2760cd H(m) medlux maxlux
LED 24W Q o2 57 2.0 635.2 855.2
- 4000k T 5.0 88 138.4
40° 1207 120° 10.0 24.8 36
20.0 1.2 14.4
= 1024cd H(m) medlux maxlux
o / o
LED 24W D e % 2.0 248 331.2
4000k X | 5.0 33.6 48
60° 1200 120° 10.0 8 1.2
20.0 2.4 5.6
Model No. LED Qty X Power LED Color CRI t:z:t@szlgg:;uminous System Power tru':igj‘rgolbul(mi"ous Luminaire Efficacy ~ Control Mode Beam Angle
60.0508.D024V24  24X1W 2200K-5700K Ra>80 3000Im 24W 2250Im 93.7Im/W ON/OFF 25°/40°/60°
60.0508.D24V220 24X0.1W 2200K-5700K Ra>80 3000Im 27W 2250Im 83Im/W ON/OFF 25°/40°/60°
60.0508.A165V24  16X1.5W RGBW 1380Im 24w 1070Im 44.5/m/W DMX512  10725%/40°/60°
60.0508.A16SV220 16X1.5W RGBW 1380Im 27W 1070lm 39.5Im/W DMX512 10°/25°/40°%/60°
Installation:
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LED PRT5AT

60.0509

e [¥] (@] (@] [ce] o] o]

e

RERIE:

R

“ith:

a%:
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ADC12 SEEEATIR. [E5;

304# NEWEERL

BT

SRR ESK

3mm ML LIE

IR BT IR ER BB AR IBUR

JERNIMERE: -30°C~ +50°C;

AIEMAEEE: TaE;

JTEZ EREFOERS

BEES 1K 04XKF/ ZEBRL, %E7.0mm;
DMX512 #%/ll: 1 5% 0.4 KF/ =D EBIREL, 412 7.0mm;
2% 0.4 KIOTME S, 2412 6.0mm

JTEAE: 4.7kg

&R 238x238x240mm

Material:

Finishing:

Installation:

Packaging:
SMERST: 485x245x495mm

BERE: 4)T/%

BEEE: 20.2kg

Standard color Optional color

ADC12 corrosion-resistant die-cast aluminum housing;
304 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

3mm clear safety glass

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single color: 1x0.4m length 2/3cores &7.0mm power supply
cable;

DMX512 controllable: 1x0.4m length 2/3 cores @7.0mm
power supply cable;

2x0.4m length 4 cores @6.0mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 4.7kg

Outer carton: 485x245x495mm(4pcs/ctn)

60.0509

Ceiling Luminaires

e 23500cd H(m) medlux maxlux
LED 36W 0 9 2.0 7200 11000
193 4000k 5.0 1296 1800
i i : 10° 120 20 10.0 302 436
200 718 109.5
3
B 13452cd H(m) medIlux maxlux
LED 36W e % 2.0 2277.6 33948
— § 4000k 5.0 3732 538.8
— 25° 1205 120° 10.0 828 124.8
200 216 33.6
3
i 4140cd H(m) medlux maxlux
| LED 36W e 5 2.0 952.8 1282.8
4000k 5.0 132 207.6
40° 120° 120° 10.0 37.2 54
200 16.8 21.6
o 1536cd H(m) medlux maxlux
LED 36W IS 15 2.0 372 496.8
4000k 5.0 50.4 72
60° 1200 120 100 12 16.8
200 36 8.4
Model No. LED Qty X Power  LED Color CRI :::t@s;mgg:; uminous System Power I;:Jur:i;‘i‘rgolbul(m inous | uminaire Efficacy Control Mode Beam Angle
60.0509.D36V36  36X1W 2200K-5700K Ra>80 4500Im 36W 3375Im 93.7Im/W ON/OFF  25%40°/60°
60.0509.D36V220 36X1W 2200K-5700K Ra>80 3900Im 40W 3375Im 85Im/W ON/OFF  25%40°/60°
60.0509.A24FV36  24X1.5W RGB 1512Im 36W 1134Im 31.5Im/W DMX512  10°/25%40°/60°
60.0509.A24FV220 24X1.5W RGB 1310Im 40W 1134Im 28.5Im/W DMX512  10%/25%/40%/60°
60.0509.A245V36  24X1.5W RGBW 2055Im 36W 1600Im 44.51mW DMX512  10°/25%/40°%/60°
60.0509.A245V220 24X1.5W RGBW 2055Im 40W 1600Im 40Im/W DMX512  10%25%/40%/60°
Installation:
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WEBB DECO  LED mJmiT Ceiling Luminaires 1

60.0515 60.0515

2 1202 H(m) medIlux maxlux
LED 8W r o Vi 2.0 18746  2753.9
o 4000k 50 3042 4485
i i 120 0] el 100 717 107.6
20.0 17.9 27
S
B H(m) medlux maxlux
LED 8W 2.0 493.4 735.5
4000k 5.0 80.6 116.7
25° 10.0 17.9 27
o © 200 46 7.2
8 £ 897cd H(m) medlux maxlux
LED 8W r 150 L9l g0 206.4 284.9
4000k 5.0 28.6 44.9
- 40° o< \|| > 100 8 1.7
20.0 3.6 4.6
“= 332.8cd H(m) medlux maxlux
LED 8W o o %91 20 806 107.6
4000k \/’ 5.0 10.9 15.6
60° o ol 100 2.6 36
20.0 0.7 1.8
Model No. LED Qty X Power  LED Color CRI o system Power Ao PNTOUS | ymingire Efficacy  Control Mode — Beam Angle
. 60.0515.A4V24 4X2W 2200K-5700K Ra>80 1040Im 8W 780Im 97.5Im/W ON/OFF 12°/25°/40°/60°
Standard color Optional color
60.0515.A4V220  4X2W 2200K-5700K Ra>80 975Im 10W 780Im 78Im/W ON/OFF 12°/25°/40°/60°
M ADC12 SBEEITIK; Material: ADC12 corrosion-resistant die-cast aluminum housing;
304# NIEMEE IR ; 304 stainless steel external fasten screws;
BT Anti-aging waterproof silicone gasket;
R IRBA AL 3mm clear safety glass
3mm ML LIS Finishing: Double layers of DUPONT UV-resistant polyester powder
REGIE: IR BT IR ER BB AR IBUR coating
=i BENIERE: -30°C~ +50°C; Installation: ~ Ambient temperature: -30°C~ +50°C
BNIFEREE: 100%:; Single color: 1x0.4m length 2/3cores @7.0mm power supply Installation:
IARESEE: RrIA; cable;
JTEZR P RETERERS DMX512 controllable: 1x0.4m length 2/3 cores @7.0mm
577 BEER 1504 KM/ Z0BIRLE, £E 7.0mm; power supply cable;
DMX512 #=4ll: 1 2% 0.4 K/ =B BIRL, 412 7.0mm; 2x0.4m length 4 cores @6.0mm signal supply cable;
2% 0.4 KIUSME 5S4k, 4% 6.0mm Nickled plated brass waterproof cable gland
a: JTEUEE: 1.35kg Packaging: Net weight: 1.35kg
HNERT: 132x132x155mm Outer carton: 410x410x320mm(18pcs/ctn)
SMERST: 410x410x320mm
BEBE: 184T/%
BIEEESE: 25.8kg
349 350
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LED £E!4T

SR I TR Z MR Rt
BN AR EIFIRER

Different profiles and mounting

accessories available for various

1. ESREIBF AT, TR

2. EENMERENRERT  LTAE
ESRRIRE — BT HIEIEE

3. ECBZIENIEFRIZRER

1.Thick extrusion aluminum housing
2.Ultra-thin end cap with seal gasket
keeps the same chips spacing
3.Precise aiming with graduation

mounting bracket

BB ERE
Excellent heat

dissipation

applications
‘———_—__-——;
P e o > D - > -
15° 40° 60° 12X55° 120°

S REINEC A EIEE
Different options of beam

angle light distribution

AR IP 68 Fh7K A RHE
IP68 male-female water

proof connector

DALI DMX512 RDM BJ#&

DALI DMX512 RDM

control available

Linear Luminaires

EeE—AUE IR

Optional anti-glare shield

A REL&IT
Unique Asymmetric

optical design




WEBB DECO LED 27

[red @] [ [c€] [ o] o]

e SREHITIR. BRIERYIR;
e ®ihE;
304# NFEWZERE REIRL ;
FERR R
AT ERBARIESK
3mm L 2L
REME:  AWEOBSINEMENEIRE B RBUR
R BERNIMERE: -30°C~ +50°C;
AIAMAESEE: KFERDE, BEAA £90°;
JTER EREETFREL
572 BEER 2% 0.2 KWOABHEELE, 412 7.0mm;

DMX512 #=l: 2 %% 0.2 KNS A BHEELL, 417 7.5mm

k. JTERE: 1.2kg
BEERT: 1055x285x275mm
BESS: 15T/

BEESE: 19%g

355

1&[E] B F BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing anti-glare louver, Zinc
alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.2kg

1055x285x275mm(15pcs/ctn)

Linear Luminaires

. .

IP68 Waterproof male- Continuous Installation
female connector

y
‘l

|
e

.a _—

Q/!’

Compact size

356




WEBB DECO LED #2447 Linear Luminaires il

70.6009

EF 1000cd H(m) medlux maxlux Light source Luminous Luminaire Luminous . .
. > Model No. LED Qty X Power LED Color CRI System Power Luminaire Efficacy Control Mode Beam Angle
LED 12W 150 150° 20 232 3123 Flux @4000K Flux @4000K
4000k 5.0 38.6 47.5 70.6009.D24V24L1000 24x0.47W  2200K-6500K Ra>80 1450Im 12w 850Im 70Im/W ON/OFF 120°/40°/60°
40° % 1207 120° 10.0 8.6 12.7 DMX512 ,1/4/8
70.6009.D24CV24L1000 24x0.47W 2200K-6500K Ra>80 1450Im 12W 850Im 70Im/W . ' 120%40°/60°
200 35 5.7 pixels
70.6009.D48FV24L1000 48x0.18W RGB 380Im 9.5W 230Im 24Im/W Ei’;lfu'““/s 120%40°/60°
= 370w - Hm)  medlux maxlux 70.6009.D485V24L1000 48x0.2W RGBW 450Im 10W 280Im 28Im/W Dil)\(Ae>|<5512,1/4/8 120°/40°/60°
LED 12W 0 9 2.0 85.7 115.3 P
4000k 5o 143 175 70.6009.D12V24L500  12x0.47W 2200K-6500K Ra>80 720Im 6W 410Im 69Im/W ON/OFF 120%40°/60°
60° %J 0 = 100 3.1 46 70.6009.D6V24L300  6x0.47W 2200K-6500K Ra>80 390Im 3.5W 242Im 69Im/W ON/OFF 120%40°/60°
200 1.3 2.1
1000 30
‘ -
I i | m
SN = S
] - NE|]
= Ty 5
& L
I = — 1
500 30
I )
[ | 2
/% =i =i i’*\w E ! Installation:
= ¥ 35 :
&
i ]
- 300 - .30
@ o
J \:::\) A
J 35
& L
e
357 358

IR[B]H 5 BACK



WEBB DECO LED %#)7T

70.6011

M
RERIE:
=g

“ith:

(2E=H

359
R[E]H R BACK

90°  90°]
IK07 DMX b.

SREUMATIR, BROEASAR

304# NEWZLRE RE R

e TS,

TR RbAKEEK;

3mm WL LIFE

S5 BN E IR ER B ARBUR
JENIMERE: -30°C~ +50°C;

FHAMEEE: KFEARRNE, EFEHME £90°;

JTEZ EREFOERS

BEEBR 2K 0.2 KAOABHELE, 4iE7.0mm;
DMX512 #=1ll: 2 %% 0.2 KNS AEHELE, 4 7.5mm
JTEDRE: 0.97kg

AR 1055x265%285mm

BERE: 20/T/%

BEES: 20kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 0.97kg

1058x270x247mm(20pcs/ctn)

Linear Luminaires

Compact size

Compact size

Anti-glare shield

\

IP68 Waterproof male-
female connector

Continuous Installation

360




WEBB DECO LED #2447 Linear Luminaires il

70.6011

E%TZW 1500 000! 150° H(m) mediux maxlux Model No. LED Qty X Power LED Color CRI ::g:t@su“l:]r;;;uminous System Power I;:Jur:ig‘i‘rgolbl:(minous Luminaire Efficacy Control Mode Beam Angle
2.0 232 3123
4000k 5.0 386 475
) v 70.6011.D48V24L1000 48x0.23W  2200K-6500K Ra>80 1500Im 12W 1200lm 100Im/W ON/OFF 120°/40°/60°
40 = 0 ol 100 86 12.7
200 35 5.7 70.6011.D48CV24L1000 48x0.23W  2200K-6500K Ra>80 1500Im 12W 1200Im 100Im/W DMX512 ,1/4/8 pixels 120°/40%/60°
70.6011.D48FV24L1000 48x0.18W  RGB 380Im 9.5W 305Im 31Im/W DMX512,1/4/8 pixels 120°/40%/60°
e 370cd H(m) medlux maxlux
. ’ . . . . . x0. m m m , pixels °/40°/60°
LED 12W 0 9 2.0 85.7 115.3 70.6011.D48SV24L1000 48x0.2W RGBW 450 10W 360! 36lm/W DMX512,1/4/8 pixels 120%/40°/60
4000k 5.0 14.3 175
] - 70.6011.D24V24L500  24x0.23W  2200K-6500K Ra>80 750Im 6W 600Im 100Im/W ON/OFF 120%40°/60°
60 il 1207 120 100 3.1 46
200 13 2.1 70.6011.D15V241300  15x0.23W  2200K-6500K Ra>80 430Im 3.5W 440Im 101 Im/W ONJ/OFF 120°/40°/60°
70.6011.D12V24L250  12x0.23W  2200K-6500K Ra>80 370Im 3w 296lm 99Im/W ON/OFF 120%40°/60°
1000 6.
\ I el
[ |
=i 5 Fe S é%
"/// ey 33 Ll
¢ with anti-glare shield
1L 1|
500 26 27
\ | ;
I - o
: a = g ke
6//'” Ty |33 a2
with anti-glare shield Installation:
L i}
| 300 ‘ _‘26‘_ 27
I}
) BNt S s
7 vy | |33 _lan
© with anti-glare shield
—————
>40
=R
5 |- \
361 362

IR[B]H 5 BACK



WEBB DECO LED 27

70.6012

[red] @] [ [ce] [wr] o] [

B

REGIE:

RE:

57 %M

k.

363

1&[E] B F BACK

SRRATIR. BXEAYIR;

e ®ihE;

304# NFEWZERE REIRL ;

7Y-830 BEREEIE

AT ERBARIESK

3mm ML EHIE

AR E BT R TS ik A R ITA
BRIMERE D -30°C~ +50°C;

AIEBEEE: FaE;

JTER EREETFREL

BEER 2% 0.2 KWOABHEELE, 412 7.0mm;
DMX512 #=fll: 2 %% 0.2 RKIVBABHELEL, &1F 7.5mm
JTE%E: 0.97kg

BEERT: 1060x320x200mm

BERB: 16)T/5

BEESE: 17kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 0.97kg

1060x320x200mm(16pcs/ctn)

Linear Luminaires

Compact size Compact size IP68 Waterproof male-
female connector

—

Continuous Installation Anti-glare shield

364



WEBB DECO LED #2447 Linear Luminaires il

70.6012

EF 150° 000! 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ::ghtsource Luminous System Power Luminaire Luminous Luminaire Efficacy Control Mode Beam Angle
LED 12W 2.0 232 3123 ux @4000K Flux @4000K
4000k 5.0 386 475
70.6012.D48V24L1000 48x0.23W  2200K-6500K Ra>80 1500Im 12W 1200Im 100Im/W ON/OFF 120940°/60°
40° [ 1207 120° 10.0 8.6 12.7
200 35 5.7 70.6012.D48CV24L1000 48x0.23W  2200K-6500K Ra>80 1500Im 12W 1200Im 100lm/W gi')\(iﬁsu'v“/g 120%40°/60°
70.6012.D48FV24L1000 48x0.18W  RGB 380Im 9.5W 305Im 31Im/wW D.MTSQ'V‘VS 12040°/60°
= 370cd Hm)  medlux maxlux pixels
LED 12W i 92 2.0 85.7 115.3 70.6012.D48SV24L1000 48x0.2W RGBW 450Im 10W 360Im 36lm/W Si';/'efu'”‘vg 120°/40%/60°
4000k 5.0 14.3 175
5 70.6012.D24V24L500  24x0.23W  2200K-6500K Ra>80 750Im 6W 600Im 100Im/W ON/OFF 120%40°/60°
60 3 120° oo 10.0 3.1 46
. . . . . XU. 5 a> m . m m,
200 13 2.1 70.6012.D15V241300  15x0.23W  2200K-6500K Ra>80 430l 3.5W 440 101Im/W ON/OFF 120°/40%/60°
70.6012.D12V24L250  12x0.23W  2200K-6500K Ra>80 370Im 3w 296Im 99Im/W ON/OFF 12040°/60°
o 57,
& 8 A R
1000 4 m‘
I | with anti-glare shield
‘ 800 ‘ \2— @6X12
57
5L L
@ 8 e 98
iy 49
500 with anti-glare shield
[ |
300 \2— @6X12
57 ‘
S
149

with anti-glare shield

L—lm—J \27 2612

Installation:

365 366
IR[E]E R BACK



WEBB DECO LED #2447 Linear Luminaires il

70.6017

! Standard color Optional color

M BAUMITIR; Material: Corrosion-resistant aluminum housing & Zinc alloy end cap;
HETIRE,; 3mm clear safety glass;
304# FEMERE KEIRZ; Anti-aging waterproof silicone gasket; - l, ‘
R 304 stainless steel mounting brackets & external fasten B "
TRk screws.
3mm ML LIS Finishing: Double layers of DUPONT UV-resistant polyester powder o e IP68 Waterproof male- Continuous Installation
REIE: B A BRINEMEME HER BN RBUR coating female connector
e BEWIREE: -30°C~ +50°C; Installation:  Ambient temperature: -30°C~ +50°C ;
ARESEE: R~rA; Single Color: 2x0.2m length 2-cores @7.0mm cables with
JTEE P REFRIEL waterproof connector;
57 %M BEER 2% 0.2 KAOABHELE, 41E 7.0mm; DMX512 controllable: 2x0.2m length 6-cores @7.5mm
DMX512 #5%Hl: 2 %% 0.2 KNS A FHELL, 4812 7.5mm cables with waterproof connector;
a: JITERE: 2.2kg Nickled plated brass waterproof cable gland
BERST: 1060x275x195mm Packaging:  Net Weight: 2.2kg
BERE: 8J/5 1060x275x195mm(8pcs/ctn)
BRES: 10kg Anti-glare shield
367 368

IR[B]H 5 BACK



WEBB DECO LED #2447 Linear Luminaires il

70.6017

e 13800cd H(m) medlux maxlux Light source Luminous Luminaire Luminous - .
LED 20W 1500 1500 50 2350 6 3426 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy Control Mode ~ Beam Angle
4000k 5.0 376.2 548.4
70.6017.D18V24L996  18x1.1W 2200K-6500K Ra>80 2400Im 20W 2050Im 102ImwW ON/OFF 12x55°%/15%25°/40°/60°
15° . 120 o 100 942 136.8
200 234 34.8 70.6017.D18CV24L996 18x1.1W 2200K-6500K Ra>80 2400Im 20W 2050Im 102lm/W ?/ha/l;i;é' 12x55°%/15%25°/40°/60°
70.6017.A18FV241996 18x1.6W RGB 1300Im 30W 1105Im 37Im/W ?'\Siﬁ]z' 12x55°/30/60°
=y 7150cd H(m) medlux maxlux
LED 20W o >y 2.0 1200.3 1804.4 70.6017.E185V24L996 18x1.6W. RGBW 1500Im 30W 1280Im 42 5lmW 1D'\é'i>x<e5l12' 12x55%/25°%/40%/60°
4000k 5.0 191.8 280
- 00 433 677 70.6017.D24V241996  24x1.1W 2200K-6500K Ra>80 3100Im 26W 2650Im 102ImwW ON/OFF 12x55°%/15%25°/40°/60°
@_ 1209 1207 . . -
200 11 17.1 70.6017.D24CV241996 24x1.1W 2200K-6500K Ra>80 3100Im 26W 2650Im 102Im/W ?%X;lezl' 12x55°%/15°%/25%40°/60°
70.6017.A24FV24L996 24x1.5W RGB 3600Im 36W 1530Im 42 5lmW DMX512, 45 55930x60°
e 2200cd H(m) medlux maxlux 1 pixel
150 150°
LED 20W 2.0 5106 687.2 70.6017.E24SV24L996 24x1.5W RGBW 3600Im 36W 1800Im 50Im/W ?“gé;u' 12X55°/40°/60°
4000k 5.0 85.1 104.6
40° A 1200 oo 100 19.1 28.1
200 7.7 12.7
= 814cd H(m) medlux maxlux
LED 20W i 157 2.0 188.7 253.8
4000k 5.0 31.6 38.5
60° = 120 120° 10.0 7 10.3
200 3 438
= 6886cd H(m) medlux maxlux
LED 20W ’ ’ 2.0 5478 7260
4000k 5.0 1585.7 1802.2
12X55° 10.0 3308 454.7
200 1511 201.9
= 4466cd H(m) medlux maxlux
LED 20W 2.0 3874 4800
4000k 5.0 956.3 1199.4
30X65 24 100 2384 300.7
200 106 133.7
Installation:
996 | 40 7
— W0 Rj:@&%ﬁ “’E@r—ﬂ
Y 63 ‘w‘“ [
I With anti-glare shiel S
o 0
e
A — w;l If —
149 -/
ii NED © e
Sy 163 g I
| With anti-glare shield
40 o
&/
RH.; ‘7‘ “’[ B
P J - 63 \‘; I
& = 8
With anti-glare shield
T = L -
¢
369 370
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WEBB DECO LED %#)7T

70.6018

M

REGIE:

R

i

k.

371

IR[B]H 5 BACK

a _dih, 1

SREUMATIA; Material:
HaEinE,;

304# THEWIRE RERL;

FERR R

SRR KRR

3mm ML LIFE Finishing:
SLIEE B IURM E B R 5% B FRIBUR

BEWHERE: -30°C~ +50°C; Installation:

FHABEEE: KFEAREE, EEHAM £90°;

JITEZR P REEFRER

BEER 2% 02 RKITSABHELE, 41E 7.0mm;

DMX512 12l 2 %% 0.2 KNS AEHEELE,, 417 7.5mm

JTELAE: 1.6kg

BIEERST: 1058x275x260mm

BERE: 1247/ Packaging:
BEEESE: 20kg

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.6kg

1058x275x260mm(12pcs/ctn)

Linear Luminaires

Continuous Installation

ST

P i

et -

IP68 Waterproof male- With breathable Anti-glare shield
female connector waterproof air vent

372




WEBB DECO LED #2447 Linear Luminaires il

70.6018

e 13800cd H(m) medlux maxlux Light source Luminous Luminaire Luminous .
LED 20W i 150° 20 93526 3426 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power | @4000K Luminaire Efficacy Control Mode ~Beam Angle
4000k 5.0 376.2 548.4
70.6018.D18V24L1000 18x1.1TW 2200K-6500K Ra>80 2400Im 20W 2050Ilm 102Im/W ON/OFF 12x55°%15%25°/40°/60°
15° ﬁ 120 o 100 942 136.8
20.0 23.4 34.8 70.6018.D18CV24L1000 18x1.1TW 2200K-6500K Ra>80 2400Im 20W 2050Im 102Im/W ?/h?fl);?xlalz 12x55%15°%/25°/40°/60°
DMX512, o o
70.6018.AT8FV24L1000 18x1.6W RGB 1300Im 30W 1105Im 37Im/W 1 pisel 12x55°%30/60
=y 7150cd H(m) medlux maxlux p
LED 20W 10 157 2.0 1200.3 1804.4 70.6018.E185V24L1000 18x1.6W RGBW 1500Im 30W 1280Im 42 .5lm/W ?’;Ii):slu' 12x55°/25°/40°/60°
4000k 5.0 191.8 280
. @ 70.6018.D024V24L1000 24x1.1TW 2200K-6500K Ra>80 3100Im 26W 2650im 102Im/W ON/OFF 12x55°%15%25°/40°/60°
25 J 1209 120 10.0 433 67.7
200 M 17.1 70.6018.D24CV24L1000 24x1.1TW 2200K-6500K Ra>80 3100Im 26W 2650Im 102Im/W '1)/%]5;&'25' 12x55°/15°/25°/40°/60°
DMX512, o o
70.6018.A24FV24L1000 24x1.5W RGB 3600Im 36W 1530Im 42.5lm/W X 12x55%/30x60
e 2200cd H(m) medlux maxlux 1 pixel
LED 20W e 57 2.0 510.6 687.2 DMX512
: . : 70.6018.E24SV24L1000 24x1.5W RGBW 3600Im 36W 1800Im 50Im/W 1 pixel " 12x55°%40°/60°
4000k 5.0 85.1 104.6
40° ﬁ 120 120° 10.0 19.1 28.1
20.0 7.7 12.7
=y 814cd H(m) medlux maxlux
LED 20W i 5y 2.0 188.7 253.8
4000k 5.0 31.6 38.5
60° ? 1207 120° 10.0 7 10.3
20.0 3 4.8
Installation:
= 6886cd H(m) medlux maxlux
LED 20W ’ ’ 2.0 5478 7260
4000k 5.0 1585.7 1802.2
12X55° ? 10.0 330.8 454.7
20.0 151.1 201.9
I
e 2466cd H(m) medlux maxlux nﬁ jf\} %\ ﬁ
LED 20W 2.0 3874 4800 m]llﬂEE 10
S —
4000k 5.0 956.3 1199.4
30X65° ? 10.0 238.4 300.7
20.0 106 133.7
1000 . AL 4l
\ 1N
il ]
& - S ™ @
With anti-glare shield
| )
| 500 | ‘_ﬂ 41
[ 1 ==
AR Ho, X2 ;
/ R
With anti-glare shield
| |
41
N
0]
With anti-glare shield
373 374
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WEBB DECO LED %#)7T

M

RERIE:
e

577 M

ak:

375

IR[B]H 5 BACK

SBEMITIR , B SInES; Material:
304# REMERE REIRL;

BERREAEHL

ST ERBAEESK

3mm ML LIE

AR B BSRTHEN S AR MR IUR Finishing:
ENIFERE: -30°C~ +50°C;

AABETEE: KFEARDE, EEAHB £90°%; Installation:
JTEZA ERBETEREL

PEER 25 0.2 KTUAEEKE, 4E7.0mm;

Linear Luminaires

70.6021

DMX512 #5581 2 %% 0.2 KR, &% 7.0mm;
2 %5 0.2 KIUBARERL, 44F 6.0mm;
2 £ 0.2 KOS ARHELL

JTERE:
© 1065x295x260mm
1247 /%8

1.6kg

1 20kg Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket; “
304 stainless steel mounting brackets & external fasten "

screws.
Double layers of DUPONT UV-resistant polyester powder Continuous Installation IP68 Waterproof male- With breathable Anti-glare shield
coating female connector waterproof air vent

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 2-cores @7.0mm
power supply cables;

2x0.2m length 4-cores @6.0mm data cables with waterproof

connector;

Nickled plated brass waterproof cable gland
Net Weight: 1.6kg
1065x295x260(12pcs/ctn)

376




WEBB DECO LED #2447 Linear Luminaires il

70.6021

EF 150° 14390cd 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ::ght@szlgg;;uminous System Power IF.:Jmig‘i‘rgolbl:(minous Luminaire Efficacy Control Mode Beam Angle
LED 40W 2.0 2400.6 3608.8 B a
4000k 5.0 383.6 560
70.6021.A18V24L1008 18x2.2W 2700-5700K Ra>80 4900Im 40W 4200lm 105Im/W ON/OFF 12x55°/25%40°/60°
25° % 120 120 10.0 866 135.4
200 22 34.2 70.6021.A18CV24L1008 18x2.2W 2700-5700K Ra>80 4900Im 40W 4200lm 105Im/W ?/“;/)és;iiéls 12x55°/25%40°/60°
70.6021.A24V24L1008 24x1.8W 2700-5700K Ra>80 5600Im 45w 4750Im 106lm/W ON/OFF 12x55°/25%40°/60°
= 2400cd H(m) medlux maxlux
LED 40W 0 15 2.0 1021.2 1374.4 70.6021.A24CV24L1008 24x1.8W 2700-5700K Ra>80 5600Im 45W 4750Im 106lm/W ?X/ésgiiéh 12x55%25°/40°/60°
4000k 5.0 170.2 209.2 DMX512
200 % N A 00 382 65 70.6021.A24FV24L1008 24x2W RGB 2030Im 48W 1750Im 36.5Im/W 1 pixel 12x55°/30x65
200 154 254 70.6021.E245V24L1008 24x2W 4in 1 RGBW 2400Im 48W 2040Im 50Im/W ?"F’)'i):;n' 12x55%/25°/40°/60°
e 1628cd H(m) medlux maxlux
LED 40W ke =7 2.0 377.4 507.6
4000k 5.0 63.2 77
60° % 120 o 100 14 206
200 6 9.6
= 13772d H(m) medlux maxlux
LED 40W o 5 2.0 10956 14520
4000k 5.0 3171.4 3604.4
12X55° B=d 120 oo 100  661.6 909.4
200 3022 403.8
Installation:
= 8932cd H(m) medlux maxlux
LED 40W ke 5 2.0 7748 9600
4000k 5.0 19126 2398.8
30X65° % 0 oor 100  476.8 601.4
200 212 267.4
|
1008 45 47 - =
| .
- 0 g = 12 X°
[
40 40
ﬂ‘ ‘“ with anti-glare shield
502 45 4T
] ?ﬁm
B ]
AR -Iamspaibc b s
[ [ ] >40_| -\
40 40 . ]
[ || 1
(@) f" ‘
TQ;'A ‘
302 45 47
] \ Iy
oo
mﬁ %g{ % B
’ O O
— 40 40
with antglare sield
377 378
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WEBB DECO LED 27

70.6022

ME: REMITE, HETIRS;
304# TR E RERL
ERE
TRIERBIK R

3mm WL LIFE
RERLIE: A8 A BIINE M EN B IhER B ARBUR

R BRIFERE: -30°C~ +50°C;
FHAMAETEE: KFEAEE, EERMA £90°%
JTEZA I ERBEFREL

57 BEBR 25K 0.2 KGR EELE, 4E7.0mm;

DMX512 #=fll: 2 % 0.2 KIS HIREL, £iE 7.0mm;

2 5% 0.2 KOS AR, 4iF 6.0mm
ik JTEZRE: 2.9kg

BEERT: 1065x242x190mm

BERE: 64T/

BEESE: 19g

379

1&[E] B F BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 2-cores @7.0mm
power supply cables;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector;

Nickled plated brass waterproof cable gland

Net Weight: 2.9kg

1065x242x190mm(6pcs/ctn)

Linear Luminaires

Continuous Installation

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

Anti-glare shield

380




WEBB DECO LED %#)7T

70.6022

Linear Luminaires

= 17875cd Hm)  medlux maxlux Light source Luminous L o
LED S0W 1500 150° 50 3000.7 511 Model No. LED Qty X Power LED Color Rl [k @4000K System Power [ @4000K L e Efficacy Control Mode Beam Angle
4000k 5.0 479.5 700 .
70.6022.A36FV12L1006 36x1.3W RGB 2100Im 50w 1780Im 35.6lm/W DMX512,4 pixels 12x55°%30x65°
25° 1200 120 10.0  108.2 169.2
20.0 27.5 42.7 70.6022.A365V12L1006 36x1.3W RGBW 2400Im 50W 2040Im 50Im/W DMX512,3 pixels  12x55°%/30x65°
70.6022.E245V36L1006 24x1.8W 4in 1 RGBW 2400lm 48W 2040Im 50Im/W DMX512,3 pixels  12x55%/25°/40°/60°
= 5500cd H(m) medlux maxlux
LED 50W ke =7 2.0 1276.5 1718 70.6022.E245V2411006 24x2W 4 in 1 RGBW 2400Ilm 48W 2040Ilm 50Im/W DMX512,4/6 pixels 12x55%/25°40°/60°
4000k 5.0 212.7 261.5
40° % 120 120 100 477 70.2
20.0 19.2 31.7
= 2035cd H(m) medlux maxlux
LED 50W i =7 2.0 4717 634.5
4000k 5.0 79 96.2
60° % 1200 oo 10.0 175 25.7
20.0 3 4.8
= 17215cd H(m) medlux maxlux
LED 50W i 57 2.0 10956 18150
4000k 5.0 3964.2 4505.5
12X55° % 1200 oo 10.0 827 1136.7
200 3777 504.7
Installation:
= 11165¢d H(m) medlux maxlux
LED 50W o 157 2.0 9685 12000
4000k 5.0 2390.7 2998.5
30X65° % 120 o 100 59 751.7
20.0 265 334.2 | |
T —
Thaeee [
k .
1006 49 50 _
T |
i | & @
P— ﬁ ﬁ pE— 1]
VAR
[ L
[ ] 50 51
With anti-glare shield
50
502 49 T
\ i &
~
mbﬁéﬂmgl % - @
1 Ha
50 51
L ]
With anti-glare shield
~ 302 49 50
] 7
?] | =
R e OOV % - @
L T
[ 50 51
Wiith anti-glare shield
381 382
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WEBB DECO LED 27

70.6033

B

REIE:
RE:

57 %M

383

1&[E] B F BACK

@] [¥] [ce] o] P[] O [

FREUMATAR; Material:
FEEHE;

304# THEWHIRE REMRL ;

ERE R

IR

3mm L 2L Finishing:

ALBEACHVRMHET EIHER B RBUR

BEWHERE: -30°C~ +50°C; Installation:

EAESERE: KFEAREE, EHAE -55°~ +90°%;
JITEZR P REEFRER

BEER 1 £ 1 KRS/ DSERLE, &2 7.5mm;
DMX512 #=Hl: 1 %% 1 KPS / =S BIRE, 418 7.5mm;
2 % 0.2 RIUSARHELLL, 4415 6.0mm

JTE#E: 2.95kg

BERT: 1064x218x275mm

BERE: 64T/%

BFEFESE: 19%g Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +90° /-55°;

Single Color: 1x1.0m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x1.0m length 2/3-cores @7.5mm
power supply cable;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.95kg

1064x218x275mm(6pcs/ctn)

Continuous Installation

IP68 Waterproof male-
female connector

With breathable
waterproof air vent

Linear Luminaires

-

Anti-glare shield
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WEBB DECO LED #2447 Linear Luminaires il

70.6033

ﬁgzw 150° 270 150° H(m) medlux maxux Model No. LED Qty X Power LED Color CRI IF.iIg:t@sT:)r;;;uminous System Power Igrur:in@a‘i‘rgolbl:(minous Luminaire Efficacy Control Mode Beam Angle
2.0 4321 6495.8
4000k 5.0 690.4 1008
70.6033.A24V24L1006  24x3W 2200K-5700K Ra>80 8400Im 72W 7130Im 99Im/W ON/OFF 12x55°/25%40°/60°
25° 120 o0 100  155.8 2437
200 396 61.5 70.6033.A24V220L1006  24x3W 2200K-5700K Ra>80 8300Im 80W 7055Im 88Im/W ON/OFF 12x55°/25%40°/60°
70.6033.A24CV220L1006 24x3.5W  2200K-5700K Ra>80 8200Im 8ow 6790Im 87ImW DMXS12, 15 559/25°/40760°
= 7920cd Hm)  medlux maxlux 1/4/8 pixels
LED 72W 0 15 2.0 1838.1 2473.9 70.6033.A36FV220L1006 36x2W RGB 3030Im 80W 2575Im 50Im/W ?Xﬁ?xgs' 12x55°/30x65°
4000k X 5.0 306.3 376.5 DMIX512
a0 7N 2 100 687 011 70.6033.A365V220L1006 36x2W RGBW 3550Im 80W 3120Im 39Im/W 3 picels 12X95730x65
200 277 45.7 70.6033.E365V220L1006 36x2W RGBW 3450Im 80W 3030Im 37.6lm/W g/h:/ésr:iiéls 12X55%/25°/40°/60°
e 2930cd H(m) medlux maxlux
LED 72W i 92 2.0 679.3 913.6
4000k 5.0 113.7 138.6
60° 120° 1207 10.0 25.2 37
200  10.8 17.2
= 24789cd H(m) medlux maxlux
LED 72W o 5 2.0 197208 26136
4000k 5.0 5708.5 6487.9
:
12X55 T 120 oo 10.0  1190.8 1636.9
200  543.9 726.8
o 16077cd H(m) medlux maxlux
LED 72W ke 5 2.0 139464 17280
4000k 5.0 3442.6 4317.8
D
30X65 < 0 oor 10.0  858.2 1082.5
200 3816 4813
1006 69 69_
\ r \
f ; | gﬁ 2 -]
B (Ep:mmgw \ \\
o E B [ RN
— — 5 5 i
|” “ With anti-glare shield Installation:
507
r 7 69
H i
ITE -G 1 8 &
o — - | \\
I = —————mHg IU
| | & "
i J R i
I
305
- 69 69
T
% s
=g T W \miEg ) [N N N
—
385 386
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WEBB DECO LED %#)7T

M

REIE:
R

i

ik

387

IR[B]H 5 BACK

Linear Luminaires

70.6044

SREMUT IR, BEOCRSMR; Material:
HaEinE,;

304# THEWIRE RERL;

FERR R

SRR KRR

3mm ML LIFE Finishing:
SLIEE B IURM E B R 5% B FRIBUR

BEWHERE: -30°C~ +50°C; Installation:

FHABEEE: KFEAREE, EEAM £70°%
JITEZR P REEFRER

BEER 1K1 KIBERLE, 443 7.5mm;
DMX512 #5581 1 %% 1 K= EBIRLE, 442 7.5mm;
2 % 0.2 RKIUSARHELLL, 4415 6.0mm

JTEVSE: 2.9kg

BEERT: 1065x225x155mm

BERE: 2/T/%

BEESE: 6.7kg Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten ‘.
screws.
Double layers of DUPONT UV-resistant polyester powder Continuous Installation IP68 Waterproof male- With breathable Anti-glare shield
coating female connector waterproof air vent
Ambient temperature: -30°C~ +50°C ;
Tiltable: +/-70°;
Single Color: 1x1.0m length 2/3-cores @7.5mm power
supply cable;
DMX512 controllable: 1x1.0m length 2/3-cores @7.5mm
power supply cable;
2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.
Nickled plated brass waterproof cable gland
Net Weight: 2.9kg
1065x225x155mm(2pcs/ctn)
388




WEBB DECO LED #2447 Linear Luminaires

70.6044

d H(m) medlux maxlux i i inai i
ﬁgow 150 338000 150° 20 55800 87150 Model No. LED Qty X Power LED Color CRI ;:z:t(;:l:;;:'l_ummous System Power ;rur:'g::olbul(m "1OUS | uminaire Efficacy Control Mode /B\zi;'r;
4000k 5.0 9272 13975
@ 70.6044.A24V220L1008 24x3W 2700K-5700K Ra>80 8000Im 80W 6800Im 85Im/W ON/OFF 5°
50 7 o e 100 2287 3487
20.0 572 875 70.6044.A24CV220L1008 24x3W 2700K-5700K Ra>80 8000Im 90W 6800Im 85Im/W DMX512 ,1 pixel 5
70.6044.E185V220L1008 18x6W 4in 1 RGBW 5300lm 120W 4500lm 37.5lm/W DMX512,1 pixel 25°/40°
“= 58500cd H(m) medlux maxlux
LED 90W e i 20 4920 7320
4000k 5.0 780 1145
25° % 1200 1207 10.0 194 275
20.0 45 70
e 18000cd Hm)  medlux maxlux
LED 90W 0 P 20 2080 2812
4000k 5.0 345 422
40° @ 120° 1207 10.0 78 115
20.0 31 52
60
r 1006 . 2% A
o> T T Touse sy | |S emoT
With anti-glare shield
| | .
Installation:

A

60
B g
= O =T

With anti-glare shield

60_
312 ‘3‘ \
o
-1 1o éﬁ i
e gy AR « Eﬂmth
With anti-glare shield

389 390
R[EIH R BACK




WEBB DECO LED 27

70.6045

B

REIE:
RE:

57 %M

o

391

1&[E] B F BACK

SREUIMATIE Material:
FEEHE;

304# THEWHIRE REMRL ;

ERE R

IR

3mm ML LIFE Finishing:
ANBEAEHVEMETEIREFR B KRBT

BEWHERE: -30°C~ +45°C; Installation:

FHABEEE: KFEAREE, EEHAM £90°;
JITEZR P REEFRER

BEER 1K1 KIBERLE, 443 7.5mm;
DMX512 #5581 1 %% 1 K= EBIRLE, 442 7.5mm;
2 % 0.2 RKIUSARHELLL, 4415 6.0mm

JTESRE: 6.1kg

BEERT: 1065x225x155mm

BERE: 2/T/%

BEESE: 13kg Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +45°C ;

Tiltable: +/-90°;

Single Color: 1x1.0m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x1.0m length 2/3-cores @7.5mm
power supply cable;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 6.1kg

1065x225x155mm(2pcs/ctn)

Linear Luminaires

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

Anti-glare shield
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WEBB DECO LED #2447 Linear Luminaires il

70.6045

= 675000cd H(m) medlux maxlux Light source Luminous Luminaire Luminous Lo . Beam
LED 180W 150° 150° 20 114200 174150 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy Control Mode Angle
4000k 5.0 18272 27875
ﬁ 70.6045.A24V220L1008  24x6W 2700K-5700K Ra>80 15000Im 160W 12700Im 79Im/W ON/OFF 5°
50 S 120 2o 10.0 4567 6967
200 1142 1745 70.6045.A24C\V220L1008 24x6W 2700K-5700K Ra>80 14800Im 160W 12500Im 78Im/W DMX512 ,1 pixel ~ 5°
70.6045.E185V220L1008 18x8W RGBW 6950Im 160W 5900Im 37Im/W DMX512,1 pixel 12°
e 138000cd H(m) medlux maxlux
1507 150
LED 180W 2.0 23526 34260 70.6045.E245V220L1008 24x8W RGBW 9400Im 210W 7990Im 38Im/W DMX512,1 pixel 25°/40°
4000k 5.0 3762 5484
12° @ 1200 oo 100 942 1368
200 234 348
=y 58500cd H(m) medlux maxlux
LED 180W 150 57 2.0 9820 14763
4000k ﬁ 5.0 1569.6 2291.4
25° & 120, 120° 10.0 390.6 554.4
200 90 140.4
e 18000cd H(m) medlux maxlux
LED 180W [ 5 2.0 4177.8 5623.2
4000k @ 5.0 696.6 853.2
l
40° r 120 120 100  156.6 230.4
200 63 104.4
Installation:
1008
\ |
I I
T g |
= . Ii g
I | - 7
T0J 07 ith anti-glare shield /
With anti-g| q )
‘ 500 |
I i
g — &
I
| | 78
07 [ With anti-glare shield
393 394
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WEBB DECO LED %#)7T

M

REGIE:
R

577 M

k.

395

IR[B]H 5 BACK

70.6026

SREUIMATIE Material:
FEEHE;

304# THMEEERL;

ERE R

IR

3mm ML 2 HIE

ANBEAEHVEMETEIREFR B KRBT Finishing:
BENIMRRE: -30°C~ +50°C;

JTRZR I RETRER Installation:

PEER 25K 0.2 KA SAFEELLE, 415 7.0mm;

DMX512 #5581 2 5% 0.2 KN ARHEKLE, 442 7.5mm;

2 %5 0.2 KIS A KL

JTE%E: 2.48kg

BEERT: 1060x260x185mm

BERE: 8T/ Packaging:
BEEESE: 20kg

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
SCrews.

Extrusion aluminum mounting plate

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 2.48kg

1060x260x185mm(8pcs/ctn)

Linear Luminaires

— 1%

Compact size Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

396




WEBB DECO LED #2447 Linear Luminaires il

70.6026

i 475¢d H(m) medlux maxlux Light source Luminous Luminaire Luminous L .

LD 18W oo 1500 50 1647 4723 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy ~ Control Mode Beam Angle

4000k 5.0 416 118.2 Asymmetric
70.6026.A8V24L1000  8x2W 2200K-5700K Ra>80 2150Im 18W 1700Im 94Im/W ON/OFF o135

80x135° T " : 100 103 293 X

200 47 13.7 70.6026.A8CV24L1000  8x2W 2200K-5700K Ra>80 2150Im 18W 1700Im 94Im/W DMX512,1 pixel ng&”;ft”‘

70.6026.A12FV24L1000 12x1.9W RGB 965Im 24w 750Im 311mwW DMX512,1 pixel BASZ(T;T_)S“'C
70.6026.A125V24L1000 12x1.9W RGBW 1150Im 24w 900Im 37Im/W DMX512,1 pixel SASVXTgftr'C

1000

500

Installation:

Can”

>30cm

>15cm

397 398
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WEBB DECO LED %#)7T

70.6036

MR SRRAAT IR
HadIE;
304# NEWEERL
FERR R
AT ERBARIESK
3mm WL LIFE
KREIE:  ANRAGSRNEREhEE BRI
R ENINERE: -30°C~ +50°C;
AIAREEE: FaE;
JTER EREETFREL
57N PEMEER. 2% 0.2 KO RBIELRL, L2 7.0mm;
PEBEER: 151 K=ZSBIRE%, &5 7.5mm;
DMX512 #Zl: 2 5% 0.3 KL/ =B FBIRLL, 242 7.5mm;
2 % 0.2 RIUSABHERL, 412 6.0mm
(2ETN JTELAE: 3.5kg
BEERT: 1050x165x230mm
BERE: 4)T/5

BRES: 16kg

399
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Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Extrusion aluminum mounting plate

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color 24V: 2x0.2m length 2-cores @7.0mm cables
with waterproof connector;

Single Color 220V: 1x1.0m length 3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x0.3m length 2/3-cores @7.5mm
power supply cables;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 3.5kg

1050x165x230mm(4pcs/ctn)

Linear Luminaires

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

400




WEBB DECO LED #2447 Linear Luminaires

70.6036

1500 71z 150° H(gl) mediux m:;dux Model No. LED Qty X Power LED Color CRI ::z:t@szm:)rg;;uminous System Power IF.:quig‘i‘r:olg:(minous Luminaire Efficacy ~ Control Mode Beam Angle
LED 27W 2. 247 709.2
4000k 5.0 62.4 177.3 Asymmetric
70.6036.A12V24L1000  12x2.2W 2200K-5700K Ra>80 3250Im 27W 2580Im 96lm/W ON/OFF ¢
80x135° a1 b 1 100 154 43.9 80x135
200 7 20.5 70.6036.A12V220L1000  12x2.2W 2200K-5700K Ra>80 3200Im 30w 2570Im 85Im/W ON/OFF g;i’(q‘g”;ft”c
70.6036.A18V220L1000  18x2W 2200K-5700K Ra>80 4320Im 40W 3400Im 85Im/W ON/OFF Qé’;q‘;;ft”c
70.6036.A18FV220L1000 18x2W RGB 1515Im 40W 1200lm 30Im/W DMX512,1 pixel ASymmetric
1000 48 B3
\ \ r -
\ ‘ M= 70.6036.A245V220L1000 24x1.9W RGBW 2180Im 50W 1750Im 35Im/W DMX512,1 pixel QS‘;T;;S"'C
S
=
\ o0 \ B
\ | o e
o3 9|
Installation:
)
\ 3
?
. PR . .
401 402
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WEBB DECO LED £247

70.6061

ME: SREM AT
FEEHE;
304# THMEERL;
FERE R
TR 7KL
3mm ML LIFE

RELE:  AUBEACHVEMEMERERBHREUR

R BNERE: -30°C~ +50°C;
AAAEEE: e,
JITEEE FREFERER

S BEEE 1R 1 KTSHERS, AF 7.5mm
s ITESE: 8.2kg

AR 1055x280x150mm
BERE: 2

BEEEE: 17kg

403
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Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Extrusion aluminum mounting plate

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 1x1m length 3-cores @7.5mm power supply
cable.

Nickled plated brass waterproof cable gland

Net Weight: 8.2kg

1055x280x150mm(2pcs/ctn)

Linear Luminaires

Continuous Installation

IP68 Waterproof male- With breathable
female connector waterproof air vent

‘.«

404




WEBB DECO LED %#)7T

70.6061

405
R[EIH R BACK

= 2791cd H(m) medlux maxlux
LED 36W 0 57 2.0 2421.2 3000
4000k \/ 5.0 597.6 749.6
30x65°+ 120 o 100 149 187.9
fREZE 70x80° 200  66.2 83.5
608cd H(m) medlux maxlux
e P 20 528.2 654.6
5.0 130.4 163.4
120° 120° 10.0 324 41
200 142 18.2
) 1000 ,
\ \
I z < = ]
‘ 500 ‘
\ \
I \

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous ~ System

Luminaire Luminous

Linear Luminaires

Luminaire Efficacy Control Mode Beam Angle

Flux @4000K Power Flux @4000K
30x65°+
70.6061.D124+A12V220L1000 12x1W+12x2W 2200K-5700K Ra>80 4350Im 40W 3260Im 81.5Im/W ON/OFF  Asymmetric
70x80°
30x65°+
70.6061.D12+A18V220L1000 12x1W+18x2W 2200K-5700K Ra>80 5760Im 54W 4300lm 80Im/W ON/OFF Asymmetric
70x80°

Installation:

>40cm
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WEBB DECO LED %#)7T

70.6060

M

REBIE:

=7

7

ik

407

IR[B]H 5 BACK

SBEIMITIK; Material:
HEEinE;
D114T3 SEEHEINE;

304# NHEMRERLL;

PEREEE;

R AkEEL; Finishing:
3mm WU REIRE

FIIB R B IIVEM G B 1R B FRIBUR Installation:

ENIFFIRE D -30°C~ +50°C;

AHEAEEE: TrE;

JTEZI E LR EL

PEMETS: 1/2 % 0.5 KFLSHEIRLL, 412 7.0mm;

PEBEER: 1/2% 0.5 K=FTHIRL, 243 7.5mm

JTEAE: 7.2kg Packaging:
FRASABREL

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel outer pipe

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color 24V: 2x0.5m length 2-cores @7.0mm power
supply cable;

Single Color 220V: 2x0.5m length 3-cores @7.5mm power
supply cable;

Nickled plated brass waterproof cable gland

Net Weight: 7.2kg

Linear Luminaires

mEsmmAEoy .

*

Continuous Installation

IP68 Waterproof male- With breathable
female connector waterproof air vent

408




WEBB DECO LED #2447 Linear Luminaires il

70.6060

= 71zl H(m) medlux maxlux Model No. LED Qty X Power  LED Color CRI ::z:t(;zlgggtuminuus System Power ::lun;ig‘ilr:olbu?inous Luminaire Efficacy Control Mode Beam Angle
LED 24W , 2.0 247.1 709.3
4000k 5 5.0 62.7 91.4 Asymmetric
70.6060.A4V24L1500  4x2W 2200K-5700K Ra>80 960Im 8W 670Im 84lm/W ON/OFF ¢ '
70x135° 100 157 22.8 70x135% 70x80
200 3.9 5.8 70.6060.A4V220L1500  4x2W 2200K-5700K Ra>80 960Im 105W  670Im 64Im/W GNpEE  CSmmEne
: : ' -6500. : 70x135% 70x80°
70.6060.2xA4V2412000  8x2W 2200K-5700K Ra>80 1920Im 16W 1340Im 84Im/W ON/OFF ?SVTS”;?% 80°
£ 608cd H(m) medlux maxlux x135% 70x
LED 24W e 5y 2.0 528.2 654.6 70.6060.2xA4V22012000 8x2W 2200K-5700K Ra>80 1920Im 21W 1340Im 64Im/W ON/OFF i\éimff%xgoc
4000k [~ 5.0 130.4 163.4
70x80° | | 1207 120 10.0 324 41
200 142 18.2
PR I S— 518 <
[ - I 1 I | }—lﬂ §L 4/!’:,’)
L 1000 1 | P
1998
Installation:
409 410
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WEBB DECO LED 27

70.6014

B

RERIE:

7

“th:

o

411

1&[E] B F BACK

(] <] ] [

BRI, REMF;

304# NEMEEIRL

S ERBA7EESK

5 UV PMMA 3B HE

SR B BSR4 ER B R ITUA
BEMWIMERE: -30°C~ +50°C;

AIEMAEEE: R,

JTRZ IE LB ER

BEER 25 0.2 KA SABELE, KE7.0mm;
DMX512 #£1ll: 2 % 0.2 KNS AFEEKRLL, 41F 7.5mm

JITEVRE: 1.64kg

BEERT: 1060x310x205mm
BERE: 124T/5%

EHEESE: 20kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & mounting box;
UV stabilized PMMA diffuser;

304 stainless steel external fasten screws

Anodized aluminum finishing

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.64kg

1060x310x205mm(12pcs/ctn)

Linear Luminaires

Continuous Installation

© AN
IP68 Waterproof male- Compact size
female connector
N |
> |
4 |
\ |
\
N
412




WEBB DECO LED #2447 Linear Luminaires il

70.6014

§1FZW Model No. LED Qty X Power  LED Color CRI ::g:tézlg;;;.uminous System Power :rutigf;:olbul(m inous Luminaire Efficacy Control Mode 2?127;
4000k
. . X0. - a> m m m,
70.6014.D60V24L1000  60x0.23W 2200K-6500K Ra>80 1550l 12W 850! 70lm/W ON/OFF 160°
B
70.6014.D060CV24L1000 60x0.23W 2200K-6500K Ra>80 1550Im 12W 850lm 70lm/W ?/hé{l/z(?six’els 160°
70.6014.D60FV24L1000 60x0.18W RGB 440Im TTW 262Im 23.8Im/W DMX512,1 pixel 160°
70.6014.D96FV24L1000 96x0.12W RGB 490Im 12W 294Im 24.5lm/W DMX512,4/8 pixels 160°
23
Il | —
o ] =] 70.6014.D30V24L500 60x0.25W 2200K-6500K Ra>80 770Im 6W 430Im 71m/W ON/OFF 160°
( © ° © } =
' =
\ 1000 Uz
1
R
‘ 500 ‘
Installation:

413
IR[E]E R BACK

414



WEBB DECO LED 27

70.6019

Linear Luminaires

B

RERIE:
e

“th:

415

1&[E] B F BACK

BRI, REMF;

304# NEMEEIRL

S ERBA7EESK

5 UV PMMA 3B HE

SR B BSR4 ER B R ITUA
BEMWIMERE: -30°C~ +50°C;
AIEMAEEE: R,
JTRZ IE LB ER

PEER. 2% 0.2 KMEAFHEELE, 412 7.0mm;

DMX512 #&l: 2 2% 0.2 KNS A BHELL, 443 7.5mm

JTESE: 2.47kg
BEERT: 1060x206x200mm
BESE: 8T/

EHEESE: 20kg

i

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & mounting box;
UV stabilized PMMA diffuser;

304 stainless steel external fasten screws

Anodized aluminum finishing

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.47kg

1060x206x200mm(8pcs/ctn)

Continuous Installation

IP68 Waterproof male-
female connector

416



WEBB DECO LED %#)7T

70.6019

=
LED 12W

4000k

500

417
IR[E]E R BACK

7

5T

Linear Luminaires

Model No. LED Qty X Power  LED Color CRI ::g:t@s;:;;;; uminous System Power :rutigf;:ol'oul(m inous Luminaire Efficacy Control Mode /B\igll':
70.6019.D60V24L1000  60x0.19W 2200-5700K Ra>80 1550Im 12W 850lm 70lm/W ON/OFF 160°
DMX512, o
70.6019.D60CV24L1000 60x0.19W 2200-5700K Ra>80 1550Im 12W 850lm 70lm/W . 160
1/5/10 pixels
70.6019.D60FV24L1000 60x0.18W RGB 440Im T1TW 262Im 23.8Im/W DMX512,1pixel 160°
70.6019.D96FV24L1000 96x0.12W RGB 490Im 12W 294Im 24.5Im/W DMX512,4/8 pixels 160°
70.6019.D30V24L500 30x0.25W 2200-5700K  Ra>80 770Im 6W 430Im 71m/W ON/OFF 160°

Installation:
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LED 7K TF4T

ERHIRIRERE
Excellent heat

dissipation

e 1 S

1.316/316L REFEMAT 4
2.1P68 ZETLEH)

3. REBENRER
4. RERFELLR

1.316/316L stainless steel housing
2.1P68 seal structure
3.Safety low voltage lamp module

4.Surface mounted bracket

’

Underwater Luminaires

HFEBRARREST
1. KT
2. P

Recessed mounted available
1.Main housing

2.Recessed box

EZLUAS VIR IS EZLNoIE Sviss £

Different sizes and power

categories

8° 15° 25°

SR RBECY AR
Different options of beam

angle light distribution

40°

60°

BR& = R EKIMER L R HIRK SR,
BrLE RS MBS RN AT 1

3 meters length external cable

attached with anti-condensation

device DALI DMX512 RDM AJ#%
DALI DMX512 RDM

control available




WEBB DECO LED & F4T

M

52
(2E=H

423

IR[B]H 5 BACK

80.8030

316L# REEWITIK;

316# FNEMEERL;

ERREZE

ST ERBAEESK

8mm ML LIFE

BEWIMERE: -30°C~ +50°C;
ARAEEE: EEAME, £60°; KFEHAE, T
BEES 15K 3KFAELL, &F7.5mm
JTE%E: 0.5kg

M= 80x80x100mm

JMERT: 340x340x420mm

BERE: 6447/%

BEEESE: 34kg

Material:

Finishing:

Installation:

Packaging:

316L stainless steel housing;

316 stainless steel external fasten screws;
Anti-aging waterproof silicone gasket;
8mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C ;
Tiltable: 0 ~ 60°

Single color: 1x3m length 2cores @7.5mm power supply
cable;

Nickled plated brass waterproof cable gland
Net weight: 0.5kg

Outer carton: 340x340x420mm(64pcs/ctn)

Underwater Luminaires

Compact size

Anti-condensation kit

424



WEBB DECO

80.8030

LED 7K T4T

425
R[EHF BACK

=
LED 2.5W

4000k
g°

=
LED 2.5W

4000k
15°

=
LED 2.5W

4000k
40°

e
LED 2.5W

4000k
60°

=
LED 2.5W

4000k
30x65°

150°

5700cd

150”

1207 1207
3750cd
150° 150"
2
i' 1207 1207
300cd
150° 150"
A
i' 1207 1207
111
150° 150"
o
i B 1207 1207
609cd
150° 150"
4 &

1207,

1207

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
903

144
36
9

medlux
627

102
24

medlux
69

12

2.7
1.2

medlux
27

4.2
0.9
0.3

medlux
528

130.5
32.4
14.4

maxlux
1428

237
60
15

maxlux
921

150
36
9

maxlux
93

15

3.9
1.8

maxlux
36

5.1
1.5
0.6

maxlux
654.6

163.5
41.1
18.3

Model No.

LED Qty X Power

LED Color

CRI

Light source Luminous
Flux @4000K

System Power

Luminaire Luminous
Flux @4000K

Luminaire Efficacy ~ Control Mode

Underwater Luminaires

Beam Angle

80.8030.A1V12

1X2.5W

2200K-5700K Ra>80 325Im

Installation:

2.5W

260Im

104Im/W

ON/OFF

8°/15°/40°/60°/30x65°




WEBB DECO LED & TF47

B

|

427

1&[E] B F BACK

80.8031

316L# REWITE;

316# NEWRERL;

R B,

S ERFA KL

S5mm L 2B

ENIFERE: -30°C~ +50°C;

AARETE: EHAM, 0~90°; KFEHME, 0~ 350°
PEER 1% 3 KWL, L47FE7.5mm;
DMX512 #£ll: 1 %% 3 KRR, 2412 7.5mm;
2 % 3 KIUMES54, 41 6.5mm

JTEARE: 2.1kg

AERT: 165x165x175mm

SNFER~T: 510x340x365mm

BERE: 12/]/58

BEES: 27kg

Material:

Finishing:

Installation:

Packaging:

316L stainless steel housing;

316 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

5mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°

Rotation angle: 0 ~ 350°

Single color: 1x3m length 2cores @7.5mm power supply
cable;

DMX512 controllable: 1x3m length 2cores @7.5mm power
supply cable;

2x3m length 4cores @6.5mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 2.1kg

Quter carton: 510x340x365mm(12pcs/ctn)

Underwater Luminaires

Anti-condensation kit

428



WEBB DECO LED & F4T

80.8031

134
@110

429
R[EIH R BACK

Underwater Luminaires

LED 6W
4000k
g°

LED 6W
4000k
15°

LED 6W
4000k
25°

LED 6W
4000k
40°

LED 6W
4000k
60°

LED 6W
4000k
30x65°

150°

13110cd

1200 1207
8625cd
150° 150°
1207 1207
2250cd
150° 150°
;_3" - 1207 1207
690cd
150° 150°
120, 120°
255cd
150° 150°
120, 120
1400cd
150° 150°
N
;j' : 120, 120

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
2076.9

331.2
82.8
20.7

medlux
14421

234.6
55.2
13.8

medlux
380

62.5
14
3.9

medlux
158.7

27.6
6.2
2.7

medlux
62.1
9.6

0.6

medlux
1214.4

300.1
74.5
331

maxlux
3408.6

545.1
138
34.5

maxlux
2118.3

345
82.8
20.7

maxlux
565

90
22
5.8

maxlux
213.8

34.5
8.9
4.1

maxlux
82.8
1.7
3.4
1.3

maxlux
1505.5
376
94.5
42

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy Control Mode Beam Angle

Flux @4000K Flux @4000K
80.8031.A3V12 3X2W 2200k-5700K Ra>80 780Im 6W 620lm 103Im/W ON/OFF  8°/15%25°/40°/60°/30°x65°
80.8031.A3FV12 3X2W RGB 252Im 6W 202Im 33.7Im/W DMX512  8°/15°%/25°/40°/60°/30°x65°
Installation:
3-08x25

430




WEBB DECO LED & F4T

M

ok

431

IR[B]H 5 BACK

80.8033

316L# REEWITIK;

316# FNEMEERL;

ERREZE

ST ERBAEESK

S5mm P R EHIE

BEWIMERE: -30°C~ +50°C;

AARETE: EHAM, 0~90°; KFEHME, 0~ 350°
BEES 153 KFELL, &F7.5mm;
DMX512 #=1fll: 1 %% 3 KPS IR, 12 7.5mm;
2 % 3 KMES L, £4F 6.5mm

JTESE: 2.8kg

AERT: 205%x205x190mm

SMERT: 420x420%400mm

BERE: 84T/

BEES: 24kg

Material:

Finishing:

Installation:

Packaging:

316L stainless steel housing;

316 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

5mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°

Rotation angle:0 ~ 350°

Single color: 1x3m length 2cores @7.5mm power supply
cable;

DMX512 controllable: 1x3m length 2 cores @7.5mm power
supply cable;

2x3m length 4cores @6.5mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 2.8kg

Outer carton: 420x420x400mm(8pcs/ctn)

Underwater Luminaires

Anti-condensation kit

432



WEBB DECO LED & F4T

80.8033

174
@150

433
R[EIH R BACK

=
LED 12W

4000k
g°

=
LED 12W

4000k
15°

=
LED 12W

4000k
25°

=y
LED 12W

4000k
40°

=y
LED 12W

4000k
60°

=
LED 12W

4000k
30x65°

150°

1207

26220cd

1207

150°

17250cd

150°

4486cd

150°

1380cd

120°

150°

510cd

120°

150°

2800cd

120°

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
4153.8

662.4
165.6
41.1

medlux
2884.2

469.2
110.4
27.6

medlux
759

124.2
27.6
7

medlux
317.4

55.2
124
54

medlux
124.2

19.2

medlux
2428.8
600.2
149
66.2

maxlux
6717.2

1090.2
276
69

maxlux
4236.6

690
165.6
4.4

maxlux
1131.6

179.4
411
1"

maxlux
427.6

69
17.8
8.2

maxlux
165.6
234
6.8
2.6

maxlux
3001
752
189
84

Underwater Luminaires

Light source Luminous

Luminaire Luminous

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy Control Mode Beam Angle

80.8033.A6V12 6X2W 2200K-5700K Ra>80 1560lm 12W 1246lm 104Im/W ON/OFF 8°/15°/25°/40°/60°/30°x65°

80.8033.A9V12 9X2W 2200K-5700K Ra>80 2340Im 18W 1870Im 104Im/W ON/OFF 8°/15°/25°/40°/60°/30°x65°

80.8033.A6FV12 6X2W RGB 505Im 12W 402Im 33.6lm/W DMX512  8°/15°%/25°/40°/60°/30°x65°

80.8033.A9FV12 9X2W RGB 760lm 18W 608Im 33.7Im/W DMX512  8°/15°%/25°/40°/60°/30°x65°
Installation:

136.5




WEBB DECO LED & F4T

M

ok

435

IR[B]H 5 BACK

80.8035

316L# REEWITIK;

316# FNEMEERL;

ERREZE

ST ERBAEESK

S5mm NI Z LI

BEWIMERE: -30°C~ +50°C;

AARETE: EHAM, 0~90°; KFEHME, 0~ 350°
BEES 153 KFELL, &F7.5mm;
DMX512 #=1fll: 1 %% 3 KPS IR, 12 7.5mm;
2 % 3 KMES L, £4F 6.5mm

ITEV2E: 3.8kg

NERT: 245x245x190mm

SMERT: 505x255%405mm

BERE: 44T/

BEEEE: 16.5kg

Material:

Finishing:

Installation:

Packaging:

316L stainless steel housing;

316 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

5mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Tiltable: 0 ~ 90°

Rotation angle:0 ~ 350°

Single color: 1x3m length 2cores @7.5mm power supply
cable;

DMX512 controllable: 1x3m length 2cores @7.5mm power
supply cable;

2x3m length 4cores @6.5mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 3.8kg

Outer carton: 505x255x405mm(4pcs/ctn)

Underwater Luminaires

Anti-condensation kit

436



WEBB DECO LED & F4T

80.8035

214
@190

437
R[EHF BACK

=
LED 24W

4000k
g°

=
LED 24W

4000k
15°

=
LED 24W

4000k
25°

=y
LED 24W

4000k
40°

=y
LED 24W

4000k
60°

=
LED 24W

4000k
30x65°

5y

52440cd

1207

150°

1207

34500cd

150"

1207

=

8992cd

1207

2760cd

120°

1020cd

150”

120°

5600cd

120°

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
8307.6

1324.8
331.2
82.8

medlux
5768.4

938.4
220.8
55.2

medlux
1518

248.4
55.2
14

medlux
634.8

110.4
24.8
10.8

medlux
248.4
38.4

2.4

medlux
4857.6
1200.4
298
132.4

maxlux
13434.4

2180.4
552
138

maxlux
8473.2

1380
331.2
82.8

maxlux
2263.2

358.8
82.8
22

maxlux
855.2

138
35.6
16.4

maxlux
331.2
46.8
13.6
52

maxlux
6022
1504
378
168

Underwater Luminaires

Light source Luminous

Luminaire Luminous

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy Control Mode Beam Angle
80.8035.A12V12  12X2W 2200K-5700K Ra>80 3120Im 24W 2490Im 104Im/W ON/OFF 8°15°25°40°60°30°x65°
80.8035.A18V12 18X2W 2200K-5700K Ra>80 3120Im 36W 2490Im 104Im/W ON/OFF  8°15°25°40°60°30°x65°
80.8035.A12FV12 12X2W RGB 1008Im 24W 806Im 33.6lm/W DMX512  8°15°25°40°60°30°x65°
80.8035.A18FV12 18X2W RGB 1512Im 36W 1210lm 33.6lm/W DMX512  8°15°25°40°60°30°x65°
Installation:
/ \ i

)

9 _

2 | 3- B8x25




WEBB DECO LED & F4T

80.8030R

M

it
k.

439

IR[B]H 5 BACK

316L# REEWITIK;

316# FNEMEERL;
PER AR E S ;

PP ZERIFIB 1

AT ERBARIESK

8mm L2 IFIH
BRIFERE: -30°C~ +50°C;
FIAAESEE: A

saEs:
JTEE:
: 80x80x100mm

1 4% 3 KPR, 215 7.5mm

0.5kg

I 340x340x420mm
T 64T/ FE

: kg

Material:

Finishing:

Installation:

Packaging:

316L stainless steel housing;

316 stainless steel external fasten screws;
Anti-aging waterproof silicone gasket;
8mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C
Single color: 1x3m length 2cores @7.5mm power supply
cable;

Nickled plated brass waterproof cable gland
Net weight: 0.5kg

Outer carton: 340x340x420mm(64pcs/ctn)

Underwater Luminaires

oA~ @ 'i.

Compact size

Anti-condensation kit

440



WEBB DECO

80.8030R

LED 7K T4T

Underwater Luminaires

e 5700cd H(m) medlux maxlux Light source Luminous Luminaire Luminous . )
LED 2.5W 1500 150° 20 903 1428 Model No. LED Qty X Power  LED Color Flux @4000K System Power [ @4000K Luminaire Efficacy ~Control Mode Beam Angle
4000k 50 144 237 80.8030RATVI2 1X2.5W 2200K-5700K Ra>80 325Im 2.5W 260Im 104Im/W ON/OFF  8/15°/40°/60°/30x65°
8 120 o0 100 36 60
20.0 9 15
“= 3750cd H(m) medlux maxlux
LED 2.5W o 5y 2.0 627 921
4000k 5.0 102 150
150 0 Tl 100 24 36
20.0 6 9
e 300cd Hm)  medlux maxlux
LED 2.5W e P 20 69 93
4000k 5.0 12 15
40° 1200 120° 10.0 2.7 3.9
20.0 1.2 1.8
“= Ticd H(m) medlux maxlux
LED 2.5W e P 20 27 36
4000k 5.0 4.2 5.1
60° 1200 1207 10.0 0.9 1.5
RN 200 03 0.6
A\
()
[N // !
kj;,y A 609cd H(m) medlux maxlux
— LED 2.5W e P 20 528 654.6
4000k 5.0 130.5 163.5
30x65° 20 ol 100 324 411
8 20.0 14.4 18.3
Installation:
@44
R
&
441 442

IR[E]E R BACK



WEBB DECO LED & TF47
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80.8031R

316L# FNEEMUTE; Material:
316# NEMRERL;

PP 2RI TR

PER AR EEET

SRR, Finishing:
10mm AL 2 HIE Installation:
BRIFERE: -30°C~ +50°C;

AHAMAESEE: oA

PEER 15K 3 KL, LF7.5mm;

DMX512 #5151 1 5% 3 KFGEBIRE, 12 7.5mm;

2 % 3 KIATESLE, 4% 6.5mm

JTRRE: 2.1kg

A=A 165x165x175mm Packaging:
SMNFERST: 510x340x365mm

BERS: 1247/%

BEESE: 27kg

316L stainless steel housing;

316 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

10mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C ;

Single color: 1x3m length 2cores @7.5mm power supply
cable;

DMX512 controllable: 1x3m length 2cores @7.5mm power
supply cable;

2x3m length 4cores @6.5mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 2.1kg

Outer carton: 510x340x365mm(12pcs/ctn)

Anti-condensation kit

Underwater Luminaires

444



WEBB DECO LED & F4T

80.8031R

445
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Underwater Luminaires

LED 6W
4000k
g°

LED 6W
4000k
15°

LED 6W
4000k
25°

LED 6W
4000k
40°

LED 6W
4000k
60°

LED 6W
4000k
30x65°

150°

1207

13110cd

1207

150°

8625cd

150°

2250cd

150°

690cd

120°

150°

255cd

120°

150°

1400cd

120°

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
2076.9

331.2
82.8
20.7

medlux
14421

234.6
55.2
13.8

medlux
380

62.5
14
3.9

medlux
158.7

27.6
6.2
2.7

medlux
62.1
9.6

0.6

medlux
1214.4

300.1
74.5
331

maxlux
3408.6

545.1
138
34.5

maxlux
2118.3

345
82.8
20.7

maxlux
565

90
22
5.8

maxlux
213.8

34.5
8.9
4.1

maxlux
82.8
1.7
3.4
1.3

maxlux
1505.5
376
94.5
42

Model No.

LED Qty X Power LED Color

CRI

Light source Luminous

System Power

Luminaire Luminous

Luminaire Efficacy Control Mode Beam Angle

Flux @4000K Flux @4000K
80.8031R.A3V12 3X2W 2200k-5700K Ra>80 780Im 6W 620lm 103Im/W ON/OFF  8°%/15°%/25°/40°/60°/30°x65°
80.8031R.A3FV12 3X2W RGB 252Im 6W 202Im 33.7Im/W DMX512  8°/15°%25°/40°/60°/30°x65°
Installation:

134




WEBB DECO LED & F4T

M

(2E=H
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IR[B]H 5 BACK

80.8033R

) PEG 1y

316L# NEEWITIE; Material:
316# THIWRERL;

PP TR

PERA R ;

SRR, Finishing:
12mm L 2 HIE Installation:

BRIFRIRE T -30°C~ +50°C;

AHAMAESEE: oA

PEER 15K 3 KL, LF7.5mm;

DMX512 #5151 1 5% 3 KFGEBIRE, 12 7.5mm;

2 % 3 KIATESLE, 4% 6.5mm

JTRSRE: 2.9kg

A=A 205%x205x190mm Packaging:
SNFERST: 420x420x400mm

BERES: 8/T/%

BIEEE: 24.8kg

316L stainless steel housing;

316 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

12mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C

Single color: 1x3m length 2cores @7.5mm power supply
cable;

DMX512 controllable: 1x3m length 2cores @7.5mm power
supply cable;

2x3m length 4cores @6.5mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 2.9kg

Outer carton: 420x420x400mm(8pcs/ctn)

Anti-condensation kit

Underwater Luminaires
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WEBB DECO LED & F4T

80.8033R

153

449
IR[E]E R BACK

Underwater Luminaires

=
LED 12W

4000k
g°

=
LED 12W

4000k
15°

=
LED 12W

4000k
25°

=y
LED 12W

4000k
40°

=y
LED 12W

4000k
60°

=
LED 12W

4000k
30x65°

150°

1207

26220cd

1207

150°

17250cd

150°

4486cd

150°

1380cd

120°

150°

510cd

120°

150°

2800cd

120°

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
4153.8

662.4
165.6
41.1

medlux
2884.2

469.2
110.4
27.6

medlux
759

124.2
27.6
7

medlux
317.4

55.2
124
54

medlux
124.2

19.2

medlux
2428.8
600.2
149
66.2

maxlux
6717.2

1090.2
276
69

maxlux
4236.6

690
165.6
4.4

maxlux
1131.6

179.4
411
1"

maxlux
427.6

69
17.8
8.2

maxlux
165.6
234
6.8
2.6

maxlux
3001
752
189
84

Model No. LED Qty X Power LED Color

Light source Luminous

Flux @4000K

System Power

Luminaire Luminous
Flux @4000K

Luminaire Efficacy Control Mode Beam Angle

80.8033R.A6V12 6X2W
80.8033R.A9V12 9X2W
80.8033R.A6FV12 6X2W

80.8033R.A9FV12 9X2W

2200K-5700K Ra>80 1560Im

2200K-5700K Ra>80 2340lm

RGB

RGB

505Im

760Im

Installation:

150

12w 1246lm 104Im/W
18W 1870Im 104Im/W
12w 402Im 33.6lm/W
18W 608Im 33.7Im/W
It a
2162

ON/OFF  8°/15%25°/40°/60%30°x65°
ON/OFF  8%15%25°/40°/60°/30°x65°
DMX512  8%/15°%/25°/40°%/60°/30°x65°

DMX512  8%/15%/25°/40°%/60°/30°x65°
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80.8035R

(] [ce] [roe] o]

316L# FNEEMUTE; Material:
316# NEMRERL;
PP 2RI TR (T
ERREEE;
SR KIESK; Finishing:
12mm L 2 HIE Installation:
BRIFERE: -30°C~ +50°C;
FHAAEEE: TrA
PEER 15K 3 KL, LF7.5mm;
DMX512 #5151 1 5% 3 KFGEBIRE, 12 7.5mm;
2 % 3 KIATESLE, 4% 6.5mm
JTRSE: 3.8kg
NER T 245%x245x190mm Packaging:

INFER~T: 505x255x405mm
BAERE: 41T/5
BEESE: 16.5kg

316L stainless steel housing;

316 stainless steel external fasten screws;

Anti-aging waterproof silicone gasket;

12mm clear safety glass

Stainless steel

Ambient temperature: -30°C~ +50°C

Single color: 1x3m length 2cores @7.5mm power supply
cable;

DMX512 controllable: 1x3m length 2cores @7.5mm power
supply cable;

2x3m length 4cores @6.5mm signal supply cable;
Nickled plated brass waterproof cable gland

Net weight: 3.8kg

Outer carton: 505x255x405mm(4pcs/ctn)

Anti-condensation kit

Underwater Luminaires

452
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80.8035R

@209
@200

LED 7K T4T

B —

0

153
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=
LED 24W

4000k
g°

=
LED 24W

4000k
15°

=
LED 24W

4000k
25°

=y
LED 24W

4000k
40°

=y
LED 24W

4000k
60°

=
LED 24W

4000k
30x65°

52440cd

1207

150°

1207

34500cd

150"

1207

8992cd

1207

2760cd

120°

1020cd

150”

120°

150°

5600cd

150”

120°

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0

5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux
8307.6

1324.8
331.2
82.8

medlux
5768.4

938.4
220.8
55.2

medlux
1518

248.4
55.2
14

medlux
634.8

110.4
24.8
10.8

medlux
248.4
38.4

2.4

medlux
4857.6
1200.4
298
132.4

maxlux
13434.4

2180.4
552
138

maxlux
8473.2

1380
331.2
82.8

maxlux
2263.2

358.8
82.8
22

maxlux
855.2

138
35.6
16.4

maxlux
331.2
46.8
13.6
52

maxlux
6022
1504
378
168

Model No.

LED Qty X Power LED Color

Light source Luminous

CRI

System Power

Luminaire Luminous

Luminaire Efficacy ~Control Mode

Underwater Luminaires

Beam Angle

Flux @4000K Flux @4000K

80.8035R.A12V12  12X2W 2200K-5700K Ra>80 3120lm 24W 2490Im 104Im/W ON/OFF  8°15°25°40°60°30°x65°

80.8035R.A18V12  18X2W 2200K-5700K Ra>80 3120lm 36W 2490Im 104Im/W ON/OFF  8°15°25°40°60°30°x65°

80.8035R.A12FV12 12X2W RGB 1008Im 24W 806Im 33.6lm/W DMX512  8°15°25°40°60°30°x65°

80.8035R.A18FV12 18X2W RGB 1512Im 36W 1210lm 33.6lm/W DMX512  8°15°25°40°60°30°x65°
Installation:

150

454




WEBB DECO LED kT4 Underwater Luminaires |

80.6023

™

L ; U" 3 L k| /) ,J.’,,. e
/ \ FEoaaye o AR U F e
m /\ ] :

IP6!

©
[©]
@]
m

MR 304# FERIITIE; Material: 304 stainless steel housing & external fasten screws;
304# TEENEERLL UV stabilized & special toughened plastic filler
T UV WAg T Finishing: Stainless steel ﬁ
R KIE L Installation: ~ Ambient temperature: -30°C~ +50°C ;

=& BERNIMERE: -30°C~ +50°C Single Color: One piece of 1m length 2-cores cable

577 1 ZFRLEIRE, KEES, L£EF7.0 Packaging: izati

57%) EMOBIRLE, KEES], £EF7.0mm ackaging Customization T LR e e

% BERST

455 456

1&[E] B F BACK
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80.6023

457
IR[E]E R BACK

=
LED 12W/M

160°

Underwater Luminaires

Model No. LED Qty X Power LED Color CRI

Light source Luminous

System Power

Luminaire LUMINOUS |\ hyinzire Efficacy Control Mode Beam Angle

Flux @4000K Flux @4000K
80.6023A.D48V12/M-@2850 48x0.23W/M  2200K-5700K Ra>80 1400Im/M 12W/M 660Im 55Im/W ON/OFF 160°
80.6023B.D48V12/M-@5730 48x0.23W/M 2200K-5700K Ra>80 1400Im/M 12W/M 650Im 55Im/W ON/OFF 160°

Installation:

D 2 ‘ ©)
2260mm ‘ \
‘ 2718mn|
2718mm @‘ 1318

e

_+_ .

458
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10.0716

10.0706

463
R[E]H R BACK

BT

10.0716.1

10.0716.2

10.0716.1
(H108)

10.0716.2
(H108)

10.0706.1

10.0706.2

10.0706.1
(H108)

10.0706.2
(H108)

HIT 35W G8.5 ===
3300Im

dHfm  0-15

9.8kg

HIT 70W G8.5 ==
6600Im

ks 015
10.3kg

HIT 35W G8.5 ==
3300Im

Wit 0-15°
9.8kg

HIT 70W G8.5 =
6600Im

dyemm 015
10.3kg

HIT 35W G8.5 5=
3300Im

Hyeig 0-15°

8.8kg

HIT 70W G8.5 ===
6600Im

HiEE 0150

9.3kg

HIT 35W G8.5 5=
3300Im

kA 0-15°

8.8kg

HIT 70W G8.5 i)
6600Im

Hiemm  0%-15°

9.3kg

11300cd

17500cd

11300cd

17500cd

11300cd

150°

175

0cd

150°

11300cd

17500cd

H(m) medluxmaxlux
2.00 1800 2750
5.00 288 440
10.00 72 110
15.00 32 49

H(m) medlux maxlux
2.00 3800 4350
5.00 468 700
10.00 145 175
15.00 65 78

H(m) medluxmaxlu
2.00 1800 2750
5.00 288 440
10.00 72 110
15.00 32 49

H(m) medlux maxlu
2.00 3800 4350
5.00 468 700
10.00 145 175
15.00 65 78

H(m) medlux maxlux
2.00 1800 2750
5.00 288 440
10.00 72 110
15.00 32 49

H(m) medlux maxlux
2.00 3800 4350
5.00 468 700
10.00 145 175
15.00 65 78

H(m) medlux maxlux
2.00 1800 2750
5.00 288 440
10.00 72 110
15.00 32 49

H(m) medlux maxlux
2.00 3800 4350
5.00 468 700
10.00 145 175
15.00 65 78

200

176

10.0716.E

10.0716.1SE

10.0716.2SE

10.0716.1ME

10.0716.2ME

10.0716.1FE

10.0716.2FE

HIT 35W G8.5
3300Im

A 025
8.8kg

HIT 70W G8.5
6600Im

dHimE 025
9.3kg

HIT 35W G8.5 ==
3300Im

HkEE 025
8.8kg

HIT 70W G8.5
6600Im

Hyeif 07257
9.3kg

HIT 35W G8.5
3300Im

HiEm 025
8.8kg

HIT 70W G8.5
6600Im

HkimE 025
9.3kg

11300cd

150

120°

S e
150° 150

120°

150°

1207,

10500cd

150°

20°

150°

120°,

13000cd

150°

20°

150°

120°,

5500 cd

150"
/

20°

150"

120

8500cd

150°

120°]

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

medlux
2340
360
90
40

medlux
4875
725
182
67

medlux
1800
288
72
32

medlux
3800
468
145
65

medlux
900
188
52
22

medlux
1625
260
65
29

maxlux
3000
480
120
53

maxlux
5625
900
225
88

maxlux
2750
440
110
49

max|lux
4350
700

78

maxlux
1650
240
50
32

maxlux
2025
324
81
36

In-ground Luminaires

176

10.0716.E

{ 15714

10.0716. E(H103)

464



WEBB DECO g7

10.0706.E

10.0706.1SE

10.0706.2SE

10.0706.1ME

10.0706.2ME

10.0706.1FE

10.0706.2FE

465
R[E]H R BACK

HIT 35W G8.5
3300Im

HkiEm 025
7.8kg

HIT 70W G8.5
6600Im

s 025
8.3kg

HIT 35W G8.5
3300Im

HfRg  0%-25°
7.8kg

HIT 70W G8.5
6600Im

s 025
8.3kg

HIT 35W G8.5
3300Im

HkiEm 025
7.8kg

HIT 70W G8.5
6600Im

Him 025
8.3kg

=

11300¢d

17500cd

10500cd
150°

120,

150°

20°

13000cd
150°

1207,

5500cd
150°

120

150°

207

8500cd
150°

1207,

150°

120"

H(m)
2.00
5.00
10.00
15 00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

medlux
2340
360
90
40

medlux
4875
725
182
67

medlux
1800
288
72
32

medlux
3800
468
145
65

medlux
900
188
52
22

medlux
1625
260
65
29

maxlux
3000
480
120
53

maxlux
5625
900
225
88

maxlux
2750
440
110
49

maxlux
4350
700
175
78

maxlux
1650
240
50
32

maxlux
2025
324
81
36

176

200

10.0706. E(H103)

10.0718.E

10.0708.E

10.0718.1SE

10.0718.50SE

10.0718.1ME

10.0718.1FE

10.0708.1SE

10.0708.50SE

10.0708.1ME

10.0708.1FE

)
HIT 35W G8.5
3300Im
thoewifm 0-20°
8.1kg

===l

QT12 50W GY6.35
930Im

HtHifm 0-20°
7.6kg

==

HIT 35W G8.5
3300Im

Wk S 0-20°
8.1kg

ST
HIT 35W G8.5
3300Im
ki 0-20°
8.1kg

)
HIT 35W G8.5
3300Im
sl
7.5kg

0°-20°

s
QT12 50W GY6.35

930Im
HYeRA
7.1kg

0-20°

S )
HIT 35W G8.5
3300Im
AT
7.5kg

0°-20°

==
HIT 35W G8.5
3300Im
fieby el
7.5kg

0°-20°

11300cd

3500cd

10500cd

5500cd

11300cd

3500cd

10500cd
150°

1207,

150°

20°

5500cd
150°

120’

150"

207

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

medlux
2340
360
90
40

medlux
875
140
35
16

medlux
1740
278
70
31

medlux
900
188
52
22

medlux
2340
360
90
40

medlux
875
140
35
16

medlux
1740
278
70
31

medlux
900
188
52
22

maxlux
3000
480
120
53

maxlux
1120
179
45
22

maxlux
2250
360
90
40

maxlux
1650
240
50
32

maxlux
3000
480
120
53

maxlux
1120
179
45
22

maxlux
2250
360
90
40

maxlux
1650
240
50
32

In-ground Luminaires

10.0718. E

108

[T

22

1

10.0718. E(H103)

260

10.0708. E

108

9220

10.0708. E(H103)

466



WEBB DECO g7 In-ground Luminaires

10.0717.D 10.0718.D

10.0717.11D e 3800cd H(m) medlux maxlux 2320 10.0718.1D HIT 35W G8.5 2500cd H(m) medlux maxlux r—“‘?ﬁ“—j
HIT-DE/HST-DE 70w [%* 10° B . f50° 150°
2.00 780 900 [T 3300Im 2.00 430 625
6600Im/5600Im 5.00 125 140 Ci L I 6.6kg 500 85 100 o | | ‘ |
RX7S 120°, 20° 10.00 31 36 2 120 20° 10.00 16 25 H ”l H m H
12.4kg 15.00 14 16 15.00 7 9 .
.
10.0717.12D === o1 5700cd H(m) medlux maxlux 2320 10.0718.2D HIT 70W G8.5 == 3800cd H(m) medlux maxlux
HIT-DE/HST-DE 150W | % 1 200 1150 1400 6600Im by B 200 735 950
14000lm/14000Im 5.00 1841 224 7.1kg 5.00 83 152
RX7S oo o) 1000 46 56 [ 2N 1000 21 38
13.0kg 15.00 21 25 15.00 5 14
10.0707.D 10.0708.D
10.0707.11D ==o=fn oie=—1fb 3800cd H(m) medlux maxlux 2302 r 10.0708.1D HIT 35W G8.5 =F=—» ~  2500cd H(m) medlux maxlux 2
HIT-DE/HST-DE 70w '3 507 500 780 900 : - 3300Im 1 200 430 625 I I
6600Im/5600Im 500 125 140 5.6kg 5.00 85 100 a | |] u “ ﬂ
RX7S AN o) 1000 31 36 %] 1000 16 25 H 1
11.5kg 15.00 14 16 2295 15.00 7 9
10.0707.12D o= oE—i> 570000 H(m) medlux maxlux 302 10.0708.2D HIT 70W G8.5 38000d H(m) medlux maxlux
HIT-DE/HST-DE 150W | % 7 200 1150 1400 - 6600Im by B 200 735 950
140001m/14000Im 5.00 1841 224 6.1kg 5.00 83 152
RX7S -~ o) 10.00 46 56 ~ o) 10.00 21 38
12.0kg 15.00 21 25 1500 5 14
@295
467 468

IR[B]H 5 BACK
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10.0716.D

10.0706.D

469
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10.0716. D (H103)

10.0706.1D (H103)

HIT 35W G8.5
3300Im
8.7kg

@]

TC-D 18W =
G24d-2

1200Im
8.1kg

HIT 35W G8.5 ==
3300Im
7.9kg

HIT 35W G8.5 ===
3300Im
7.7kg

TC-D 18W =
G24d-2

1200Im
7.1kg

HIT 35W G8.5 ===
3300Im
7.9kg

150°

120°,

2500cd

20

90

3
8
g §§
o
2 <

150°

20°

2500cd

150°

150°

2500cd

150°

1207,

900cd

150°

20°

150°

1207,

2500cd

150°

20°

H(m) medlux maxlux

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

430
85
16

7

medlux

130
14
6
3

medlux

430
85
16

7

medlux
430
85
16
7

medlux
130
14
6
3

medlux
430
85
16

625
100
25
9

maxlux

225
36
9
5

maxlux

625
100
25
9

maxlux
625
100
25
9

maxlux
225
36
9
5

maxlux
625
100
25

L

320

200

14

302

00

10.0717

10.0717

10.0717.2S

10.0717.3S

10.0717.2M

10.0717.3M

10.0717.4M

10.0717.5M

HIT 70W p|m==="]
G12

6600Im
SRR 0725
13.0kg

HIT150W 4 ==
G12

14000Im
HYEEE 0725
14.0kg

HIT 70W =
G12

6600Im

WA 0257
13.0kg

HIT 150W =
G12

14000Im
RSB 025
14.0kg

HST 70w @E=D
E27

5600Im

dHiag 025
13.0kg

HST 150W
E40

14000Im

AR 025
14.0kg

_—25000cd
150° 150°
120°, 20

46000cd
150 150
120°, 20°
11500cd

150° 150°

120°, 20°

22000cd

150° 1507

120°, 20

8500cd

15000cd

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

medlux
4500
720
180
80

medlux
9500
1520
380
169

medlux
2125
340
85
38

medlux
4875
780
195
87

medlux
1350
216
54
24

medlux
2700
432
108
48

maxlux
5875
900
225
100

maxlux
11250
1800
450
200

maxlux
2750
440
110
49

maxlux
5250
840
210
93

maxlux
1913
306
77
35

maxlux
3685
590
143
66

2320

400

|1
i

[0:0:0:-0:-0-0-0-0-0:0:0_

2302

2320

400

In-ground Luminaires

470



WEBB DECO

10.0717

10.0717

47
R[E]H R BACK

HIT 70W = m H(m)
150° 1507
G12 2.00
6600Im 5.00
HMAE 07-25° 120° % 10.00
13.0kg 15.00
HIT150W 5= 13500cd H(m)
G12 o 1 2.00
14000Im 5.00
Hyem 0%-25° 190" % 10.00
14.0kg 15.00
HST 150W 1050000 H(m)
150° 150°

E40 2.00
14000Im 5.00
HyeEm  07-25° 120° % 10.00
14.0kg 15.00

HIT/HST 250W  @=EED 2500000

[k 150° 150°

E40

25000Im

WA 0-25° 120° %

15.2kg

HIT/HST 250W
E40

25000Im
HeRm  0%-25
15.2kg

13500cd

medlux maxlux
1625 2025
260 324
65 81
29 36

medlux maxlux
2438 3160
390 506
98 126
43 56

medlux maxlux
1913 2625
306 420
77 105
35 42

H(m) medlux maxlux
2.00 4590 5875
5.00 734 940
10.00 184 235
15.00 82 104

H(m) medlux maxlux
2.00 2438 3160
5.00 390 506
10.00 98 126
15.00 43 56

[%)

320

400

i}

9-0-0-0-0-0:00-01

2302

450

2320

In-ground Luminaires

|11
i

=0-0-0-9-0.4

2302

10.0707

10.0707

10.0707.2S

10.0707.3S

10.0707.2M

10.0707.3M

10.07 7.4M

10.0707.5M

HIT 70W
G12

6600Im
R 025
11.8kg

=

HIT 150W
G12
14000Im
T 025
12.8kg

=

HIT 70W
G12

6600Im
kA 0725
11.8kg

=

HIT 150W ==
G12

14000Im
ik 025
12.8kg

HST 70W
E27
5600Im

IR 0-25
13.0kg

HST 150W
E40
14000Im
R 0725
14.0kg

25000cd

150°

46000

0cd

150°

120°,

115

0cd

150°

20°

150°

120,

22000cd

150°

20°

150°

1207,

850!

0cd

1507

20°

150°

1207,

1500

Ocd

150°

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

medlux
4500
720
180
80

medlux
9500
1520
380
169

medlux
2125
340
85
38

medlux
4875
780
195
87

medlux
1350
216
54
24

medlux
2700
432
108
48

maxlux

2302

5875
900
225

100 [HH Hl [ﬂ”
maxlux
11250 - 2295

400

1800
450
200

maxlux
2750
440 ‘
110 .
w [T
maxlux :
5250 . 2295

@302

400

840
210
93

maxlux
1913
306
77
35

maxlux
3685
590
143
66

472



WEBB DECO

10.0707

10.0707

473
R[E]H R BACK

BT

10.0707.2F

10.0707.3F

10.0707.5F

10.0707.10M

10.0707.10F

HIT 70W
G12
6600Im
WA 07-25°
11.8kg

=

HIT 150W 5=
G12

14000Im
I 07-25
12.8kg

HST 150W
E40
14000Im
kiR 0725
14.0kg

; 9500cd :

150 150

13500cd

150 150
120°, 20
10500cd
150° 150
120°, 20°

H(m) medlux maxlux
2.00 1625 2025
5.00 260 324
10.00 65 81
15.00 29 36

H(m) medlux maxlux
2.00 2438 3160
5.00 390 506
10.00 98 126
15.00 43 56

H(m) medlux maxlux
2.00 1913 2625
5.00 306 420
10.00 77 105
15.00 35 42

HIT/HST 250W 25000cd H(m) medlux maxlux
E40 by 1 200 4500 5875
25000Im 5.00 734 940
Hiem 07-25 120" % 10.00 184 235
15.2kg 1500 82 104
HIT/HST 250W  @=E0D 13500cd H(m) medlux maxlux
E40 Y 1 2.00 2438 3160
25000Im 500 390 506
HemE 0%-25° 120" % 10.00 98 126
15.2kg 15.00 43 56

@302

400

450

2295

2302

@295

10.0718

10.0718

10.0718

10.0718.1S

10.0718.2S

10.0718.1M

10.0718.2M

10.0718.4M

10.0718.1F

10.0718.2F

HIT 35W G12
3300Im

g 0%-25°

8.1kg

HIT 70W G12
6600Im
e/ 07-25°
8.6kg

HIT 35W G12
3300Im

Hxelm 0°-25°

8.1kg

HIT 70W G12
6600Im

s 0%-25°

8.6kg

HST 70W E27
5600Im

Hfm 0°-25

8.6kg

HIT 35W G12
3300Im
WA 0°-25°
8.1kg

HIT 70W G12
6600Im
s 0%-25°
8.6kg

=

12500cd

150°

150°

120°,

9500cd

150°

20°

150°

1207,

13500cd

150°

20°

150°

1207,

7500cd

150°

20°

150°

1207,

5500cd

150°

20°

150°

1207,

8500cd

150°

20°

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

medlux maxlux

2340 3000
360 480
90 120
40 53

medlux maxlux

4875 5625
725 900
182 225
67 88

medlux maxlux

1740 2250
278 360
70 90

31 40

medlux maxlux

2150 2580
344 413
86 103
38 46

medlux maxlux

1450 1850
232 296
58 74
26 33

medlux maxlux

900 1650
188 240
52 50
22 32

medlux maxlux

1625 2025
260 324
65 81
29 36

In-ground Luminaires

2230

350

[[1]
L§

b= 0:0-0-00-0:0-0-1

@220

@230

350

@230

350

it
T

oo 0 0:0-0-0:0:0-1

@220

474



WEBB DECO

10.0708

10.0708

10.0708

475
R[E]H R BACK

3EhAT

10.0708.1S

10.0708.2S

10.0708.1M

10.0708.2M

10.0708.4M

10.0708.1F

10.0708.2F

HIT 35W G12
3300Im

g 07-25°

7.1kg

HIT 70W G12
6600Im

Hyeimm  07-25°

7.6kg

HIT 35W G12
3300Im

g 07-25°

7.1kg

HIT 70W G12
6600Im

HXeimmE  07-25°

7.6kg

HST 70W E27
5600Im

HemmE 07-25

7.6kg

HIT 35W G12
3300Im
WA 0°-25°
7.1kg

HIT 70W G12
6600Im
A 0°-25°
7.6kg

12500cd

150°

23000cd

150°

150°

1207,

9500cd

150°

150°

1207,

13500cd

1507

20°

20

20°

5500cd

150°

1207,

8500cd

150°

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

medlux maxlux

2340 3000
360 480
90 120
40 53

medlux maxlux

4875 5625
725 900
182 225
67 88

medlux maxlux

1740 2250
278 360
70 90

31 40

medlux maxlux

2150 2580
344 413
86 103
38 46

medlux maxlux

1450 1850
232 296
58 74
26 33

medlux maxlux

900 1650
188 240
52 50
22 32

medlux maxlux

1625 2025
260 324
65 81
29 36

)
3 |
L1
ol
0213
220

2220

10.0802

10.0803

10.0802.1M

10.0802.2M

10.0802.1F

10.0802.2F

10.0803.1

10.0803.2

10.0803.50

HIT 35W G12
3300Im
H¥eiss 0°-20°
7.1kg

HIT 70W G12
6600Im
YA 0-20°
7.6kg

HIT35W G12  d5—
3300Im

H¥einss 0°-20°

7.1kg

HIT 70W G12
6600Im
e 0-20°
7.6kg

HIT 35W G12
3300Im
7.3kg

HIT 70W G12
6600Im
7.8kg

QT12 50W GY6.35 —£O5

930Im
6.4kg

207

150°

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
1.00
2.00
3.00
4.00
5.00

H(m)
1.00
2.00
3.00
4.00
5.00

H(m)
1.00
2.00
3.00
4.00
5.00

medlux maxlux

2340 3000
360 480
90 120
40 53

medlux maxlux

4875 5652
725 900
182 225
67 88

medlux maxlux

900 1650
188 240
52 50
22 32

medlux maxlux

1625 2025
260 324
65 81
29 36

medlux maxlux

3810 4250
953 1063
423 472
238 266
152 170

medlux maxlux

7820 8250
1955 2063
869 917
489 516
313 330

medlux maxlux

2510 2840
628 710
279 316
157 178
100 114

2235

B
8 |
[[T10
§
2220
]
©235

350

In-ground Luminaires

476



WEBB DECO g7 In-ground Luminaires

10.0806 10.0804

10.0806.1 HIT35W G112 = H(m) medlux maxlux [—M—‘ 10.0804.1 HIT35W Gl12 = 4500cd H(m) medlux  maxlux ‘__QZE_T
’ 3300Im 1.00 3810 4250 gl 3300Im 1.00 3810 4250 8] | A
739 o s 7.3k o
: . [=3
4.00 238 266 2 H | I u 4.00 238 266 3 H II | I u
5.00 152 170 t 5.00 152 170 1
@220 9220
10.0806.2 HIT 70W G12 pjE==="1 85000 H(m) medlux maxlux HIT 70W G12 H(m) medlux maxlux
6600Im 150° " 1.00 7820 8250 6600Im 1.00 7820 8250
2.00 1955 2063 s 2.00 1955 2063
7.8k > X 7.8k
g 2 ,"‘@ 3.00 869 917 l@ g 3.00 869 917
4.00 489 516 X 4.00 489 516
5.00 313 330 5.00 313 330
10.0806.50 QT12 50W GY6.35 = 3000 H(m) medlux maxlux 10.0804.50 QT12 50W GY6.35 =15 45000d H(m) medlux maxlux
930Im 150° 50" 1.00 2510 2840 930Im 150° 150> 1.00 2510 2840
2.00 628 710 2.00 628 710
6. 4k > ' X 6. 4k >
g 2 "I,@ 3.00 279 316 g G 20 300 279 316
4.00 157 178 4.00 157 178
5.00 100 114 5.00 100 114
477 478

IR[B]H 5 BACK






WEBB DECO =471 Wall Luminaires / Recessed Wall Luminaires

20.0501 20.0502

20.0501.2S HIT 70W G12 plE===") 25000cd H(m) medlux maxlux 20.0502.1S HIT 35W G8.5 = 1130000 H(m) medlux maxlux
o > 150° 150°
6600Im 2.00 4875 5625 - 3300Im 2.00 1800 2750
10. Okg 500 725 900 H 5. 2kg 5.00 288 440
10.00 182 225 i 120°) 20° 10.00 72 110
15.00 67 88 15.00 32 49
20.0501.3S  HIT 150W G112 J=—> H(m) medlux maxlux 20.0502.25 HIT 70W G8.5 == o 17500cd o H(m) medlux maxlux
14000Im 2.00 9500 11250 3 6600Im 2.00 3400 4350
11. Okg 5.00 1520 1800 N 5. 7kg 5.00 468 700
10.00 380 450 1207 20 10.00 145 175
15.00 169 200 15.00 65 78
20.0502.50S QT12 50W GY6.35 =0 250000 H(m) medlux maxlux
20.0501.2M HIT 70W G12 plE===) 115000d H(m) medlux maxlux
150° 150° 930Im 2.00 875 1120
6600Im 2.00 2150 2580 i o o0 1e0 17
10. Okg 5.00 344 413 AN 000 3 i
/oo o] 10.00 86 103 oo e .
15.00 38 46
20.0501.3M HIT 150W G112 F=> 2200004 H(m) medlux maxlux
14000Im By Bl 2.00 4875 5250
11. Okg 5.00 780 840
oot o) 1000 195 210 20.0502
15.00 87 93 20.0502.1TM  HIT 35W G8.5 == —9500cd . H(m) medlux maxlux
3300Im 2.00 1740 2250
20.0501.2F HIT70WG12 FF=> 9500cd H(m) medlux maxlux 5. 2kg 5.00 278 360
6600Im by Wi 2.00 1625 2025 10.00 72 90
10. Okg 5.00 260 324 15.00 31 40
AN o 10.00 65 81
15.00 29 36 20.0502.2M  HIT 70W G8.5 5= 135000d H(m) medlux maxlux
6600Im 2.00 2150 2850
20.0501.3F HIT 150WGI12 d5==» 1350000 H(m) medlux maxlux 5. 7kg >.00 344 413
14000Im by 1 2,00 2438 3160 1000 8 105
11. Okg 500 390 506 15.00 35 58
fo0° o] 1000 98 126
15.00 43 56
20.0502
20.0502.1F HIT 35W G8.5 5000cd H(m) medlux maxlux
150° 150°
3300Im 2.00 900 1650
20.0501 5. 2kg 5.00 188 240
20.0501.11 HIT-DE 70W Rx7S o= 8500cd H(m) medlux maxlux ~ o) 1000 52 50
6600Im by 1 200 780 900 15.00 22 32
HST-DE 70W Rx7S =& 5.00 125 144
5600Im 1200 % 1000 31 36 20.0502.2F HIT 70W G8.5 85000 H(m) medlux maxlux
11. Okg 1500 14 16 6600Im e 1 200 1625 2025
5. 7kg 500 260 324
20.0501.12 HIT-DE 150W Rx7S =0t 5700cd H(m) medlux maxlux oo o] 10.00 65 81
14000Im By Bl 200 1150 1400 1500 29 36
HST-DE 150W Rx7S == 5.00 184 224
14000Im ~ o 1000 46 56
10. 3kg 15.00 21 25
481 482

IR[B]H 5 BACK



WEBB DECO

20.0502

BIECO

20.0502

483
R[EIH R BACK

BT

20.0502.1SH &
20.0502.2SH 8

20.0502.50SH 8§

20.0502.1SV &
20.0502.258V &

20.0502.508V &’

20.0502.TMH 15°
20.0502.2MH 15°
20.0502.1FH  30°
20.0502.2FH 30°

20.0502.1MV  15°
20.0502.2MV  15°
20.0502.1FV  30°
20.0502.2FV  30°

HIT
HIT
HIT
HIT
HIT
HIT
HIT

HIT
HIT
HIT
HIT
HIT
HIT
HIT

35W
70W
35W
70W
35W
70W
50W

35W
70W
35W
70W
35W
70W
50W

G8.5
G8.5
G8.5
G8.5
G8.5
G8.5
GY6.35

G8.5
G8.5
G8.5
G8.5
G8.5
G8.5
GY6.35

20.0503

20.0503.1S

20.0503.2S

20.0503.1M

20.0503.2M

20.0503.4M

20.0503.1F

20.0503.2F

HIT 35W G12 =
3300Im
4. 6kg

HIT 70W G12 =
6600Im

5. 2kg

HIT 35W GI12 Hf==
3300Im

4. 6kg

HIT 70W G12 d5=—=>
6600Im
5. 2kg

HST 70W E27 @
5600Im
5. 2kg

HIT 35W G12 ==
3300Im

4.6kg

HIT 70W G12 4=
6600Im

5. 2kg

Wall Luminaires / Recessed Wall Luminaires

12500cd

150°

120°,

23000cd

150°

120°,

150°

20°

150°

1207,

13500cd

150°

20°

150°

120°,

13000cd

150°

150°

120°,

5000cd

150°

150°

120°,

8500cd

150°

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

medlux
2340
360
92
40

medlux
4875
725
184
65

medlux
1740
278
72
31

medlux
2150
344
84
35

medlux
2100
334
80
34

medlux
900
188
52
22

medlux
1625
260
65
29

maxlux
3000
480
140
49

maxlux
5650
900
225
88

maxlux
2250
360
90
40

maxlux
2850
413
105
58

maxlux
2800
403
105
55

maxlux
1650
240
50
32

maxlux
2025
324
81
36

300

@204
255

484



WEBB DECO =17

20.0503

485
R[EHF BACK

20.0503.1S+1F

20.0503.1S+1S

20.0503.2F +2F

20.0503.1F +2F

HIT 35W+35W
G12 =
300lm + 3300Im
5. 2kg

HIT 35W+35W
G112 =
3300Im + 3300Im
5. 2kg

HIT 70W + 70W
Gl2 =
6600Im + 6600Im
6. 3kg

HIT 35W+ 70W
G2 =
3300lm + 6600Im
5. 9kg

450

@204
255

20.0504

20.0504.1S

20.0504.2S

20.0504.1M

20.0503.2M

20.0504.1F

20.0504.2F

20. 0504.4M

20. 0504.4F

HIT 35W G12
3300Im

¢ mgm0-20°
5.1kg

HIT 70W G12
6600Im
Hyim0-20°
5.7kg

HIT 35W G12
3300Im

HyEimo-20°
5.1kg

HIT 70W G12
6600Im

e 0-20°
5.7kg

HIT 35W G12
3300Im

HyEAE0-20°
5.1kg

HIT 70W G12
6600Im
HyiF0-20°
5.7kg

HST 70W E27 @

5600Im
5.2kg

HST 70W E27
5600Im
5.2kg

=

Wall Luminaires / Recessed Wall Luminaires

150°

12500cd

150°

23000cd

150°

150°

120°,

9500cd

20°

150°

120°,

13500cd

150°

20°

150°

120°,

5000cd

150°

20°

150°

120°,

8500cd

150°

20°

150°

120°,

7500cd

150°

20°

150°

1207,

10500cd

150°

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

medlux
2340
360
92
40

medlux
4875
725
184
65

medlux
1740
278
72
31

medlux
2150
344
84
35

medlux
900
188
52
22

medlux
1625
260
65
29

medlux
1450
232
58
26

medlux
3700
432
108
43

maxlux
3000
480 M

300

140 U
49
1] @204
maxlux HH
5650
900
225
88

maxlux
2250
360
90
40

maxlux
2850
413
105
58

maxlux
1650
240
50
32

maxlux
2025
324
81
36

maxlux
1850
290
74
33

maxlux
4860
596
226
106

486



WEBB DECO =17

20.0802

487
R[EHF BACK

20.0802.1

20.0802.2

20.0802.50

HIT 35W
G8.5
3300Im
5. 3kg

HIT 70W
G8.5
6600Im
5. 8kg

QT12 50W
GY6.35
930Im
4. 8kg

=

i

=D

[+

N=D

95

1
\
1520]

5-4-3-2-Tm1 2

0cco

173

52

LT

20.0507S

20.0507S.20S

10°

20.0507S.20M

22°

20.0507S.20F32

32°

20.0507S.20F55

55°

20.0507S.20E

30X55°

HIT 20W
G8.5
1900Im
2.3kg

HIT 20W
G8.5
1900Im
2.3kg

HIT 20W
G8.5
1900Im
2.3kg

HIT 20W
G8.5
1900Im
2.3kg

HIT 20W
G8.5
1900Im
2.3kg

=)

==

SR

=)

B>

Wall Luminaires / Recessed Wall Luminaires

150°

1207

6900cd

150

120°

150°

120°

150

120°

150°

20°

660cd

150

120°

150°

20°

220cd

150

120°

312cd

150

120°

H(m) medlux
2.0 11224
5.0 165.6
10.0 41.8
20.0 10.3

H(m) medlux
2.0 2543
5.0 38.6
10.0 8.8
20.0 2.4

H(m) medlux
2.0 113.4
5.0 17.6
10.0 4.2
20.0 1.1

H(m) medlux
2.0 334
5.0 55
10.0 1.3

H(m) medlux
2.0 454
50 7.6
10.0 2.4

maxlux
1630.8
258.8
65.7
16.2

maxlux
3935
65.8
15.7
2.9

maxlux
173.5
25.8
11.2
1.7

maxlux
54.5
8.6
1.9

maxlux
64.5
11.8
3.5

158

118

118

488



WEBB DECO =471 Wall Luminaires / Recessed Wall Luminaires

20.0508S 20.0508S

20.0508S.1S HIT 35W == 55200cd H(m) medlux maxlux 185

) 20.05085.2M28 HIT70W F== [ — 1200 H(m) medlux maxlux

G12 2.0 9990 16918 - ) ) G12 Y 0 2.0 2263 3247
3300Im 5.0 1635 2588 | 6600Im 50 362.6 519.8
3.6kg 10.0 426 747 ol 4.1kg foo 4oy 10.0 905  129.2
20.0 107 168.3 ~ 20.0 22.8 327

20.0508S.1M18 HIT35W JH5==

H(m) medlux maxlux

20.0508S.2F38 HIT70W == ﬁm\ H(m) medlux maxlux
150 150

G12 2.0 1790 3159 G12 ) 2.0 1647 2416
3300Im 5.0 2906 478.2 < 6600Im " 5.0 263.6 386.8

3.6kg 10.0 83.8 126.7 “g” 4.1kg 10.0 65.9 96.7

’ N 120° 120°

20.0 21.1 29.8 20.0 16.5 24.2

20.0508S.1M28 HIT 35W == - 6290cd 5 H(m) medlux maxlux 20.0508S.2F58 HIT 70W == 150/41% H(m) medlux maxlux
G12 2.0 1142 1654 G12 2.0 747 1116

3300Im 5.0 186.6 269.8 6600Im i 5.0 123  186.8

3.6kg 420° oy 10.0 46.9  68.2 4.1kg (o | o) 10.0 29.9 41.7

20.0 11.8 17.3 15.0 13.5 19.2

20.0508S.1F38 HIT35W 0== [ — aes0c H(m) medlux maxlux
G12 Ly 1 2.0 8953 12205

3300Im 5.0 133.2 196.8

3.6kg - oy 10.0 33.9 492

200 85 12.7

20.0508S.1F58  HIT35W HHi== 2140¢ H(m) medlux maxlux
G12 by N 2.0 384.8 560.5

3300Im 5.0 62.6 94.8

3.6kg AN Lo 100 156 222 20.05095

15.0 6.9 10.1

" 20.0509S.2S HIT70W 5= 70 190000cd— H(m) medlux maxlux

20.0508S.2S 3 H(m) medlux maxlux '@“ G12 T Vi 2.0 29185 55248
. - HIT70W = - 1105@1\50* - A cc00im oo 5070 8810
G12 2.0 19185 32248 q\
1207

'IEI‘

280

10.0 1225 1990
20.0 331.2 525.6

4.1kg AN Loy 100 768 1290 .
200 192 322 oo
20.0509S.2M18 g

HIT70W == L 2376000~ | H(m) medlux maxlux
150°

6600Im 5.0 3070 5160 5.9kg oo

20.05085.2M18 j H(m) med! | G12 ° 71 2.0 4100 5865
3 . HIT70W == m) medlux maxlux
3420 4965 6600Im 5.0 616.3 968.2 O
o o 10.0 159.3  270.7 Al
5.0 564.6 808.2 5.9kg N (o) . . . ‘ ’ i
e 200 433 63.2 —
4.1kg 10.0 144.8 226.7 .

20.0 36.1 52.8

20.0509S.2M28 HIT70W dF== | —17300ca—. | H(m) medlux maxlux
G12 15/ m 2.0 2703 3887
6600Im 5.0 4346 5718
5.9kg 10.0 108.5 155.2

20.0 27.2 37.1

489
R[E]H R BACK
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WEBB DECO =17

20.0509S

z 20.0509S.3M28 HIT150W JH=—= " 35300cd—~ H(m) medlux maxlux
@ G12 kY %7 20 5403 7687
<

-} 14000Im 5.0 864.6 1141.8
‘ 6.4kg | 10.0 208.5 305.2
200 542 741

20.0509S.3F38 HIT150W == m H(m) medlux maxlux
150

G12 7 2.0 3877 5696
14000Im u 5.0 625.6 766.8
6.4kg -~ (oo 10.0 156.9 186.7

20.0 39.7 48.2

20.0509S.3F58 HIT 150W == —~0090cd- H(m) medlux maxlux
G12 A= 2.0 1759 2356
14000Im Ul 5.0 248.3 448.6
6.4kg LN /oy 10.0 709 98.8

15.0 30.8 46.5

491

IR[B]H 5 BACK



WEBB DECO

60.0507

60.0508

493
R[E]H R BACK

60.0507.20F32

60.0507.20F55

60.0508.1M18

HIT 20W =—>»
G8.5

1900Im

2.4kg

HIT 35W =
G8.5

1900Im

2.4kg

HIT 35W =——>»
G8.5

1900Im

2.4kg

HIT 35W ===
G8.5

1900Im

2.4kg

HIT 20W =——>»
G8.5

1900Im

2.4kg

HIT35W 75—
G12

3300Im

3.6kg

HIT35W ==
G12

3300Im

3.6kg

150°

1207

6900cd

150°

120°

150°

120°

150

120°

150°

120°,

660cd

150

120°

150°

120°

220cd

150

120°

150°

120°,

312cd

150

1207

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0

H(m)
2.0
5.0
10.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

medlux

1122.4
165.6
41.8
10.3

medlux
254.3
38.6
8.8
2.4

medlux
113.4
17.6
4.2
1.1

medlux
33.4
5.5
1.3

medlux
45.4
7.6
2.4

medlux
9990
1635
426
107

medlux
1790
290.6
83.8
21.1

maxlux
1630.8
258.8
65.7
16.2

maxlux
393.5
65.8
15.7
2.9

maxlux
173.5
25.8
11.2
1.7

maxlux
54.5
8.6
1.9

maxlux
64.5
11.8
3.5

maxlux
16918
2588
747
168.3

maxlux
3159
478.2
126.7
29.8

X NANS

203

118

(=)

|

€67

ISsT

60.0508

60.0508.1M28

60.0508.1F38

60.0508.1F58

60.0508.2S

60.0508.2M18

60.0508.2M28

60.0508.2F38

60.0508.2F58

HIT 35W
G12
3300Im
3.6kg

HIT 35W
G12
3300Im
3.6kg

HIT 35W
G12
3300Im
3.6kg

HIT 70W
G12
6600Im
4.1kg

HIT 70W
G12
6600Im
4.1kg

HIT 70W
G12
6600Im
4.1kg

HIT 70W
G12
6600Im
4.1kg

HIT 70W
G12
6600Im
4.1kg

=

=

120°,

mze%

120°

1207,

mesm

120°

150°

120°,

2140cd

150

120°

150"

1207

110500c
1507

120°

120°

120°

[ o |
150° 150

120°

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
15.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
20.0

H(m)
2.0
5.0
10.0
15.0

medlux
1142
186.6
46.9
11.8

medlux
895.3
133.2
33.9
8.5

medlux
384.8
62.6
15.6
6.9

medlux
19185
3070
768
192

medlux
3420
564.6
144.8
36.1

medlux
2263
362.6
90.5
22.8

medlux
1647
263.6
65.9
16.5

medlux
747
123
29.9
13.5

maxlux
1654
269.8
68.2
17.3

maxlux
1220.5
196.8
49.2
12.7

maxlux
560.5
94.8
22.2
10.1

maxlux
32248
5160
1290
322

maxlux
4965

808.2

226.7
52.8

maxlux
3247
519.8
129.2
32.7

maxlux
2416
386.8
96.7
24.2

maxlux
1116
186.8
41.7
19.2

QIR
[ o 7

293

1L

(8)
151

Ceiling Luminaires

494



WEBB DECO m®miT Ceiling Luminaires

60.0509 60.0509

60.0509.2S | —— H(m) medlux maxlux /W
HIT70W =5 o 190000cd > . 60.0509.3M18 T 150W 57— 17000 H(m) medlux maxlux
G12 2.0 29185 55248 G12 150° 150 20 8210 11665
T
7Kg 120 G20 20~0 Lo e S 6.4kg -~ 7o 10.0 309.3  540.7
. . . 20.0 86.3 126.2
60.0509.2M18 I /—\ H(m) medlux maxlux !
HIT 70W ! T\ 23060cd T 60.0509.3M28 T 150W JE— m H(m) medlux maxlux
612 2.0 4100 5865 G12 k¢ 1 20 5403 7687
6600Im 5.0 616.3 968.2 .
14000Im 5.0 864.6 1141.8
5.9kg o Loy 100 1593 270.7
ro0 43s 630 6.4kg 0 Lo 10.0 2085 305.2
: : : 20.0 54.2 74.1
60.0509.2M28 S ) H(m) medlux maxlux .
HIT70W === T\ 17300cd e 60.0509.3F38 T 150W o= [ 2800 | H(m) medlux maxlux
G12 2.0 2703 3887 612 by 1 2.0 3877 569
S 0o 10ns 1557 L4001
-7Kg 20° G20° : : : 6.4kg \ \ 10.0 156.9 186.7
200 272 37.1 o i
20.0 39.7 48.2
60.0509.2F38 HIT 70W iﬂ:£:r) /—\ H(m) medlux maxlux .
o 10800cd, = 60.0509.3F58 HIT 150W ., D 20090cd H(m) medlux maxlux
G12 2.0 1967 2896 612 WA 20 1759 2356
6600Im 50 3156 386.8 ’
14000Im 5.0 248.3 448.6
5.9kg AN Loy 100 789 96.7
200 197 242 6.4kg f20) 7o 10.0 70.9 98.8
' ’ ’ 15.0 30.8 46.5
60.0509.2F58 HIT 70W 4“3:5 H(m) medlux maxlux
G12 2.0 889 1336
6600Im 50 1483 2248
5.9kg 20" 420" 10.0 35.9 49.7
15.0 15.6 23.2
60.0509.3S HIT 150W 9 360500¢ H(m) medlux maxlux
150° 150°
G12 2.0 58185 104248
14000Im 5.0 9870 17660
6.4kg - Lol 10.0 2165 4060
20.0 681.2 1092.6
495 496
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WEBB DECO #3471 Floodlights / On-ground Luminaires

30.0707 30.0707

30.0707.3S HIT 150W plE===" 46000cd H(m) medlux maxlux - 2308 30.0707.11  HIT-DE/HST-DE 70W 5700cd H(m) medlux maxlux - 2308
G12 e 1 200 9500 11250 RX7S.24 o | o 1 200 780 00
14000Im 500 1520 1800 2 66001m/5600Im 5.00 125 140 3
N ° ° ™)
WA 0-25 120° 2 10.00 380 450 BB 120" % 10.00 31 36
19.6kg 15.00 169 200 18.8kg 15.00 14 16
5404 5404 '
30.0707.3M  HIT 150W RE==) 22000cd H(m) medlux maxlux 30.0707.12  HIT-DE/HST-DE 150W 850000 H(m) medlux maxlux
150° 150° °
G2 | 200 4875 5250 RX7S-24 o | o 71 200 1150 1400
14000Im 500 780 840 140001m/140001m 5.00 1841 224
Httim 0-25° 120" % 1000 195 210 T (20" % 10.00 46 56
19.6kg 15.00 87 93 19.6kg 15.00 21 25
30.0707.3F  HIT 150W plE=="] 1350000 H(m) medlux maxlux
G12 By ] 200 2438 3160
14000Im 500 390 506
WA 025 AN o 1000 98 126
19.6kg 15.00 43 56
30.0707.4M  HST 70W 8500cd H(m) medlux maxlux
E27 k¥ % 200 1350 1013
5600Im 500 216 306
Wt 0-25 -~ % 10.00 54 77
18.8kg 15.00 24 35
30.0707.5M  HST 150W 150000d H(m) medlux maxlux
E40 by B 200 2700 3685
14000Im 500 432 590
wttim 0-25° 120" % 1000 108 143
19.6kg 15.00 48 66
30.0707
30.0707.10M  HIT/HST =D 25000cd H(m) medlux maxlux - 2308
£40 iy 1 2,00 4500 5875
250W 5.00 734 940 o
25000Im 420° 20° 10.00 184 235 ©
20.6kg 15.00 82 104
30.0707.10F  HIT/HST 135000d H(m) medlux maxlux
E40 by ¥ 200 2350 3913
250W 500 216 340
25000Im AN o) 1000 54 77
20.6kg 15.00 24 35
499 500
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WEBB DECO  izti7

30.0708

501
R[E]H R BACK

30.0708.1S

30.0708.2S

30.0708.1M

30.0708.2M

30.0708.1F

30.0708.2F

30.0708.18

30.0708.26

HIT 35W G12
3300lm ==

B 0-20°
9.5kg

HIT 70W G12

6600Im ==
He A 0°-20°
9.9kg

HIT 35W G12
3300lm ==
e im 0°-20°
9.5kg

HIT 70W G12

6600Im ==
Hstfiss 0°-20°
9.9kg

HIT 35W G12

3300lm ==

H A 0°-20°
9.5kg

HIT 70W G12

6600Im =
et 07-20°
9.9kg

TC-TE 18W G24g-2
1200im =)
EkfGH 0-10°
9.1kg

TC-TE 26W G24g-3

1800im =)
HAMA 010
9.1kg

12500cd

1207,

150°

120°,

20°

150°

1207,

13500cd

150°

20°

150°

120/,

5000cd

150°

20°

150°

1207,

8500cd

150°

20°

150°

1207,

500cd

150°

20°

150°

1207,

200cd

150°

20°

H(m) medlux
2.00 2340
5.00 360
10.00 90
15.00 40

H(m) medlux
2.00 4875
5.00 725
10.00 182
15.00 67

H(m) medlux
2.00 1740
5.00 278
10.00 70
15.00 31

H(m) medlux
2.00 2150
5.00 344
10.00 86
15.00 38

H(m) medlux
2.00 900
5.00 188
10.00 52
15.00 22

H(m) medlux
2.00 1625
5.00 260
10.00 65
15.00 29

H(m) medlux
1.00 242
2.00 108
3.00 61
4.00 38

H(m) medlux
1.00 365
2.00 162
3.00 91
4.00 58

maxlux
3000
480
120
53

maxlux
5625
900
225
88

maxlux
2250
360
90
40

maxlux
2850
413
103
46

maxlux
1650
240
50
32

maxlux
2025
324
81
36

max|lux
345
153
86
55

maxlux
488
217
122
78

30.0708

30.0708.1D

30.0708.2D

HIT 35W G8.5

3300lm H—=
BB
9.5kg

HIT 70W G8.5

6600Im ==
REE S
9.9kg

2500cd

1207,

5700cd

150°

H(m) medlux maxlux
2.00 780 900
5.00 125 140
10.00 31 36
15.00 14 16

H(m) medlux maxlux
2.00 1150 1400
5.00 1841 224
10.00 46 56
15.00 21 25

Floodlights / On-ground Luminaires
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WEBB DECO  izti7

30.0715

503
R[E]H R BACK

30.0715.2S

30.0715.3S

30.0715.2M

30.0715.3M

30.0715.2F

30.0715.3F

30.0715.4M

30.0715.5M

30.0715.5F

HST 70W
G12
6600Im
8.2kg

HIT 150W
GI12
14000Im
8.6kg

HST 70W
G12
6600Im

8.2kg

HIT 150W
GI12
14000Im
8.6kg

HST 70W
G12
6600Im

8.2kg

HIT 150W
GI12
14000Im
8.6kg

HST 70W
E27
5600Im
8.2kg

HST 150W

E40
14000Im
8.6kg

HST 150W
E40

14000Im
8.6kg

=D

25000cd

46000cd

150°

150°

120°

11500cd

150°

20°

150°

1207,

22000cd

150°

20°

8500cd

150°

120°,

13500cd

150°

20°

150°

1207,

8500cd

150°

20°

150°

1207,

15000cd

150°

20°

150°

120°,

10500cd

150°

20°

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)

2.00

5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

H(m)
2.00
5.00
10.00
15.00

medlux maxlux

4500 5875
720 900
180 225
80 100

medlux maxlux

9500 11250
1520 1800
380 450
169 200

medlux maxlux

2125 2750
340 440
85 110
38 49

medlux maxlux

4875 5250
780 840
195 210
87 93

medlux maxlux

1625 2025
269 324
65 81
29 36

medlux maxlux

2438 3160
443 506
98 126
43 56

medlux maxlux

1350 1913
216 340
54 77
24 35

medlux maxlux

2700 3685
432 590
108 143
48 66

medlux maxlux

2200 2625
220 420
83 105
23 41

322
2293

30.0714

30.0714

30.0714.1S

30.0714.2S

30.0714.1M

30.0714.2M

30.0714.2F

30.0714.4M

30.0714.4F

HIT 35W
G12
3300Im
5.8kg

HIT 70W
G12
6600Im
6.3kg

HIT 35W
G12
3300Im
5.8kg

HIT 70W
G12
6600Im
6.3kg

HIT 70W
G12
6600Im
6.3kg

HST 70W
E27
6600Im
6.3kg

HST 70W
E27
6600Im
6.3kg

=D

12500cd

150°

120°,

23000cd

150°

150°

1207,

9500cd

150°

20°

150°

120°,

13500cd

150°

20°

150°

120°,

8500cd

150°

20°

150°

120°,

7500cd

150°

20°

5500cd

150°

Floodlights / On-ground Luminaires

H(m) medlux
2.00 2340
5.00 360
10.00 90
15.00 40

H(m) medlux
2.00 4875
5.00 725
10.00 184
15.00 67

H(m) medlux
2.00 1740
5.00 278
10.00 70
15.00 31

H(m) medlux
2.00 2150
5.00 344
10.00 86
15.00 38

H(m) medlux
2.00 1650
5.00 232
10.00 85
15.00 25

H(m) medlux

2.00 1350
5.00 216
10.00 54
15.00 24

maxlux
3000
480
120
53

maxlux
5650
900
225
88

maxlux
2250
360
90
40

maxlux
2580
413
103
46

maxlux
2125
340
85
33

maxlux
1913
306
77
35

H(m) medlux maxlux

2.00 950
5.00 132
10.00 36
15.00 18

1375
220
55
24

250

250

@211

9211

504



WEBB DECO  izti7

30.0716

30.0726

505
R[E]H R BACK

30.0726.10M15

30.0716.1S  HIT 35W
G8.5

3300Im
4.2kg

30.0716.1M15HIT 35W
G8.5

3300Im
4.2kg

30.0716.1M25HIT 35W
G8.5

3300Im
4.2kg

30.0716.1F HIT 35W
G8.5

3300Im
4.2kg

30.0716.16
E27
3300Im

ST

ST

=

==

HIT PAR20 35W

4.2kg 10°/38°

30.0726.10S

15. 8kg

24500Im

HST 250W E40
20500Im

15. 8kg

HIT 250W E40
24500Im

HST 250W E40
20500Im

11300cd

H(m)
2.00
5.00
10.00
15.00

150°

1207,

9500cd

H(m)
2.00
5.00

1507

S0 10.00
15.00

150°

4000cd

H(m)
150°

0
20° 15.

1207,

1300cd

H(m)

2.0
5.0
10.0
20° 15.0

150°

o=

390000cd

HIT 250W E40 @==D

150°

1207,

50500cd

20°

150°

medlux
2340
360
90
40

medlux
1740
278
72
31

medlux
713.2
114.1
28.5
12.7

medlux
226.2
36.2

9.0

4.0

maxlux
3000
480
120
53

maxlux
2250
360
90
40

maxlux

1007
161.1
40.2
17.9

maxlux

330
52.8
13.2
5.9

H(m) medlux

2.0
5.0

89000
14135

10. 0 4156
20.0 907

H(m)
2.0
5.0

medlux
8690
1450

10.0 412
20.0 105

maxlux
132918
22188
6847
1378

maxlux
15159
2178
566
146

[y

30.0726

30.0726.10M25

30.0726.10F35

30.0726.10F55

30.0726.46S

30.0726.46M15

30.0726.46M25

30.0726.46F30

30.0726.46F55

HIT 250W E40
24500Im

HST 250W E40
20500Im

15. 8kg

HIT 250W E40
24500Im

HST 250W E40
20500Im

15. 8kg

HIT 250W E40

24500Im

HST 250W E40
20500Im

15. 8kg

HIT 400W E40
36000Im

HST 400W E40
36000Im

16. 9kg

HIT 400W E40
36000Im

HST 400W E40
36000Im

15kg

HIT 400W E40
36000Im

HST 400W E40
36000Im

16. 9kg

HIT 400W E40
36000Im

HST 400W E40
36000Im

16. 9kg

HIT 400W E40
36000Im

HST 400W E40
36000Im

16. 9kg

Floodlights / On-ground Luminaires

[sai=:)

30600cd
150° 1507
(==—=0
120° 20°
[i=wie=r) 23000cd
150° 150°
i=———=0
120° 20°
10700c!
150° 150°
=0
120°, 20°
=D 527000c .
150° 150°
==—=D
120° 20°
76300cd
150° 150°
==—=D
120°, 20°
[iS=T=Ts) 45400cd
150° 1507
f——0)
120° 20°
[{=Ei=r) 33500cd
150° 150°
=0
120°, 20°
[i=wi=r)

=D

H(m) medlux
2.0 5642
5.0 935
10.0 233
20.0 59

H(m) medlux
2.0 4483
5.0 662
10.0 170
20.0 42

H(m) medlux
2.0 1935
5.0 310
10.0 76
15.0 34

H(m) medlux
2.0 119000
5.0 16450
10. 0 3636
20.0 937

H(m) medlux
2.0 12790
5.0 2170
10.0 612
20.0 156

H(m) medlux
2.0 8482
5.0 1405
10. 0 347
20.0 88

H(m) medlux
2.0 6613
5.0 996
10.0 255
20.0 63

H(m) medlux
2.0 2895
5.0 460
10.0 115
156.0 51

maxlux
9104
1350
340
85

maxlux
6100
997
248
62

maxlux
2572
472
113
51

maxlux
189200
22787
6532
1600

maxlux
22659
3178
846
218

maxlux
13604
1980
510
129

maxlux
9160
1487
368
93

maxlux
3872
702
158
76

506
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30.0725
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30.0725.10S

30.0725.10M15

30.0725.10M25

30.0725.10F35

30.0725.10F55

30.0725.5M

30.0725.5F

HIT 250W E40 @D
24500Im

HST 250W E40
20500Im

12. 3kg

370000cd~_|

150°

HIT 250W E40 @sacD
24500Im

HST 250W E40 @&F=D
20500Im

12. 3kg

150°

1207,

50500cd

150°

20°

HIT 250W E40 @sacD
24500Im

HST 250W E40 @F=D
20500Im

12. 3kg

150°

120°,

306

00cd

150°

20°

HIT 250W E40 @D
24500Im

HST 250W E40 @E5=—D
20500Im

12. 3kg

HIT 250W E40 @
24500Im

HST 250W E40
20500Im

12. 3kg

=D

HST 150W
E40
20500Im
10. 9kg

HST 150W  @&=—=D
E40

14000Im

10. 9kg

150°

1207,

230

00cd

150°

20°

150°

1207,

10700cd

1507

20°

150°

1207,

25000cd

1507

150°

120°,

220!

0cd

150°

20°

H(m) medlux maxlux
2.0 67000 102918
5.0 9735 16588
10.0 3056 5047
20.0 677 1058

H(m) medlux maxlux
2.0 8690 15159
5.0 1450 2178
10.0 412 566
20.0 105 146

H(m) medlux maxlux
2.0 5642 9104
5.0 935 1350
10.0 233 340
20.0 59 85

H(m) medlux maxlux
2.0 4483 6100
5.0 662 997
10.0 170 248
20.0 42 62

H(m) medlux maxlux
2.0 1935 2572
5.0 310 472
10.0 76 113
15.0 34 51

H(m) medlux maxlux
2.00 4940 5875
5.00 734 940
10.00 184 235
15.00 82 104

H(m) medlux maxlux
2.0 3877 5696
5.0 643 818
10.0 148 197
20.0 39 49

30.0725

HIT 150W
G12
14000Im
10. 8kg

HIT 150W
G12
14000Im
10. 8kg

HIT 150W
G12
14000Im
10. 8kg

=

=

=

360500cd

150

120°

1207,

47760cd
150° 150

120°

150°

20°

00cd

150

120"

Floodlights / On-ground Luminaires

H(m) medlux
2.0 58185
5.0 9870
10. 0 2165
20.0 681.2

H(m) medlux
2.0 8210
5.0 1216.3
10. 0 309. 3
20.0 86.3

H(m) medlux
2.0 4077
5.0 683
10.0 168
20.0 42

maxlux
104248
17660
4060
1092. 6

maxlux
11665
1868. 2
540. 7
126. 2

maxlux
6096
858
207
53

MLELITIY

| 020t

508



WEBB DECO #3471 Floodlights / On-ground Luminaires

30.0724 30.0724

30.0724.1S  HIT 35W  dF=> 12500cd H(m) medlux maxlux AN 30.0724.4M  HST 70W 7500cd H(m) medlux maxlux o
G12 ¢ 1 2.00 2340 3000 £27 ky 1 200 1350 1913
3300Im 5.00 360 480 6600Im 5.00 216 306
4.7kg 20" 2% 10.00 90 120 /R " 6.3kg 20" 2| 10.00 54 77
15.00 40 53 1T 15.00 24 35
30.0724.2S HIT70W = 23000cd H(m) medlux maxlux 30.0724.4F HST 70W 5500cd H(m) medlux maxlux
G12 ) | 200 4875 5650 = £27 by 1 200 950 1375
6600Im ‘ X 5.00 725 900 6600Im 5.00 132 220
5.0kg 1000 184 225 6.3kg AN ) 1000 36 55
15.00 67 88 15.00 18 24
30.0724.1M  HIT 35W == 9500cd H(m) medlux maxlux
G12 by 1 200 1840 2550 30 0724
3300Im 5.00 278 360 °
4.7kg AN o 1000 70 90 30.0724.150S  QT32 Max150W =) =i ] M) medlux  maxdux
: 15.00 31 40 E27 2.00 1675 2250
2500Im ' 5.00 270 380
30.0724.2M  HIT 70W s ===} 13500cd H(m) medlux maxlux . 2.2kg \ o 10.00 68 90
G12 o 1 200 2150 2580 15.00 16 36
6600Im , 5.00 344 413
5.0kg < //, 000 ss 103 30.0724.150M QT32 Max150W (=) T a H(m) medlux maxlux
. 500 38 a6 E27 750 1507 2.00 875 1250
2500Im 5.00 140 200
30.0724.1F  HIT 35W = H(m) medlux maxlux 2.2k 120° 20° 100036 50
G12 k) 200 900 1650 15.00 8 19
3300Im 500 188 240
4.7kg AN 10.00 52 50
15.00 22 32
30.0724.2F HIT70W = 8500cd H(m) medlux maxlux
G12 X B 200 1625 2025
6600Im 500 260 324
5.0kg ~n o) 1000 65 81
15.00 29 36
509 510
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WEBB DECO #3471 Floodlights / On-ground Luminaires

30.0865 30.0866

30.0865.1 HIT 35W = H(m) medlux maxlux 30.0866.10 HIT 250W 25000Im ~13500cd H(m) medlux maxlux
G8.5 2.00 470 588 HST 250W 24500Im — 2.00 2438 3160

~F 3300Im 5.00 82 94 =7 E40 G ag=—=D 5.00 390 506

= 10.00 19 24 B S 10.00 98 126

8.3kg 15.00 8 10 14.7kg 1500 43 56
30.0865.11 HIT-DE 70W 6600Im H(m) medlux maxlux 30.0866.46 HIT 400W 37000Im H(m) medlux maxlux
HST-DE 70W 6800Im 2.00 780 900 HST 400W 36000Im 2.00 3400 4350

ST RX7S S e 5.00 125 140 ~F FE40 =D =D 500 460 700

1RECE 10.00 31 36 REC St 10.00 145 175

8.3kg 15.00 14 16 16.5kg 15.00 65 78
30.0865.12 HIT-DE 150W 12700Im H(m) medlux maxlux 30.0866.13 HIT 400W 24500Im H(m) medlux maxlux
HST-DE 150W 15000Im 2.00 1150 1400 Fc2 2.00 2438 3160

=~F RX7S = E==E 5.00 841 224 =7 mEk 5.00 390 506

RESSE 10.00 46 56 14.7kg 10.00 98 126

8.7kg 15.00 21 25 15.00 43 56
30.0865.4 HST 70W H(m) medlux maxlux 30.0866.14 HIT 400W 37000Im H(m) medlux maxlux
E27 2.00 773 890 Fc2 s 2.00 3400 4350

~F  6500lm 500 123 136 7 IRECk 5.00 460 700

i 10.00 31 36 16.5kg 10.00 145 175

8.3kg 15.00 14 16 15.00 65 78

30.0865.A 30.0866.A

30.0865.1A HIT 35W = ~ 35250 i H(m) medlux maxlu 30.0866.10A HIT 250W 25000Im 125000 H(m) medlux maxlux
G8.5 % 1 200 705 882 HST 250W 24500Im 1 200 1557 2740
3300Im 5.00 123 141 E40 @=Fm wE=D 5.00 325 429
7 IIFRECHE 20° 2] 10.00 29 36 Xt R e “ao| 100 87 923
8.3kg 15.00 12 15 ( 14.7kg 15.00 35 44
30.0865.11A  HIT-DE 70W 6600Im 7032cd H(m) medlux maxlu 30.0866.46A HIT 400W 37000Im — 182600 ‘ H(m) medlux maxlux
HST-DE 70W 6800Im | % 91 200 1170 1350 HST 400W 36000Im | % 71 2.00 3700 4650
RX7S oe=f SE==E 5.00 188 210 E40 @ f 5.00 490 750
7 SEFRERSE 0 o 10,00 47 54 Xt FREL S 120X JoGee| 1000 155 195
8.3kg 15.00 21 24 v 16.5kg 15.00 68 81
30.0865.12A  HIT-DE 150W 12700Im 11250 H(m) medlux maxlux 30.0866.13A  HIT 400W 24500Im — 112500d H(m) medlux maxlux
HST-DE 150W 15000Im ¥ 1 2.00 1725 2100 Fc2 2.00 1557 2740
RX7S s == 5.00 1262 336 SR 5.00 325 429
o FRED S 14.7k 100 87 923
7 SR ER i ‘o 10,00 69 84 7 B
8.7kg 15.00 32 38 15.00 35 44
30.0865.4A HST 70W H(m) medlux maxlux 30.0866.14A HIT 400W 37000Im 18250cd H(m) medlux maxlux
7032cd o >
E27 50° ¢ 150° 2.00 1170 1350 Fc2 By ’ .150 2.00 3700 4650
6500Im 500 188 210 X3 FREE S ; 500 490 750
v SRR ER K 10.00 47 54 7 16.5kg 12040 [0 1000 155 195
8.3kg ? 21 500 21 24 " 15.00 68 81
511 512
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WEBB DECO #3471 Floodlights / On-ground Luminaires

30.0851 30.0852

30.0851.20S HIT 35W ) 11500cd H(m) medlux maxlux ‘ 30.0852.1S HIT 35W = 55300cd H(m) medlux maxlux
2 G8.5 by 1 2.0 17224 2718 c12 k¢ B 2.0 9990 16918
\ 3300Im 5.0 275.6 434.8 3300Im 5.0 1635 2588
-
% ’ 2.2kg 420 7o 10.0 688 1087 3.6kg oo [ 10.0 426 747
h 20.0 17.3 27.2 20.0 107 168.3
—
= :
~
3' 30.0851.20M HIT 35W = 2590cd H(m) medlux maxlux 30.0852.1M18 HIT35W H(m) medlux maxlux
- G8.5 kY 9 2.0 4314 6545 G12 20 1790 3159
3300Im 5.0 64.6 1088 3300Im 5.0 290.6 478.2
2.2kg foo 7o 100 148 267 3.6kg 100 83.8 126.7
200 41 4.8 20.0 211 29.8
30.0851.20F32 HIT 35W = T090cd H(m) medlux maxlux 30.0852.1M28 HIT 35W H(m) medlux maxlux
G8.5 by " 2.0 1734 2735 G12 2.0 1142 1654
3300Im 5.0 27.6 44.8 3300Im 5.0 186.6 269.8
2.2kg foo N 10.0 6.9 11.2 3.6kg 0 (o) 10.0 46.9 68.2
200 1.8 2.7 20.0 11.8  17.3
30.0851.20F45 HIT 35W S 370cd H(m) medlux maxlux 30.0852.1F38  HIT35W = Ze50c H(m) medlux maxlux
G8s 50 [ G12 ky 20 8953 12205
3300Im 50 86 13.8 3300Im 5.0 133.2 196.8
2.2kg 0 (20" 10.0 2.2 3.7 3.6kg 0 (o) 10.0 33.9 492
200 85 127
30.0851.20E HIT 35W == — 520cd H(m) medlux maxlux 30.0852.1F58  HIT35W = 2140¢ H(m) medlux maxlux
G8.5 0 2.0 754 1415 G12 ke 50 2.0 384.8 560.5
3300Im [ 5.0 12.6 19.8 3300Im 5.0 62.6 94.8
10.0 15. .
2.2kg 0 N 10.0 3.8 5.7 3.6kg YN (o) 0.0 156 222
150 6.9 10.1
30.0852.2S HIT 70W =] 110500 H(m) medlux maxlux
150° %
166 G12 2.0 19185 32248
‘ 6600Im 5.0 3070 5160
4.1kg oot 7o) 10.0 768 1290
a 20.0 192 322
1
30.0852.2M18 HIT 70W = H(m) medlux maxlux
Gi2 2.0 3420 4965
6600Im 5.0 564.6 808.2
4.1kg 10.0 144.8 226.7
20.0 36.1  52.8
215 151
7
,’ -
513 514
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30.0853
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30.0853.2S

30.0853.2M18

30.0853.2M28

30.0853.2F38

30.0853.2F58

30.0853.3S

30.0853.3M18

30.0853.3M28

HIT 70W
G12

6600Im
5.9kg

HIT 70W
G12
6600Im
5.9kg

HIT 70W
G12
6600Im
5.9kg

HIT 70W
G12
6600Im
5.9kg

HIT 70W
G12
6600Im
5.9kg

HIT 150W
G12
14000Im
6.4kg

HIT 150W
G12
14000Im
6.4kg

HIT 150W
G12
14000Im
6.4kg

=

=

=

120°

= reed |
150° 150

120°

150

120°

00cd,
15

0

120°

120°

4990cd
150

120°

150°

120°

b 4

———

7760cd
150

120°

120°,

L 35300cd

150

120°

H(m) medlux
2.0 29185
5.0 5070
10.0 1225
20.0 331.2

H(m) medlux
2.0 4100
5.0 616.3
10.0 159.3
20.0 43.3

H(m) medlux
2.0 2703
5.0 434.6
10.0 108.5
20.0 27.2

H(m) medlux
2.0 1967
5.0 315.6
10.0 78.9
20.0 19.7

H(m) medlux
2.0 889
5.0 148.3
10.0 35.9
15.0 15.6

H(m) medlux
2.0 58185
5.0 9870
10.0 2165
20.0 681.2

H(m) medlux
2.0 8210
5.0 1216.3
10.0 309.3
20.0 86.3

H(m) medlux
2.0 5403
5.0 864.6
10.0 208.5
20.0 54.2

maxlux
55248
8810
1990
525.6

maxlux
5865

968.2

270.7
63.2

maxlux
3887
571.8
155.2
37.1

maxlux
2896
386.8
96.7
24.2

maxlux
1336
224.8
49.7
23.2

maxlux
104248
17660
4060
1092.6

maxlux
11665
1868.2
540.7
126.2

maxlux
7687
1141.8
305.2
74.1

Floodlights / On-ground Luminaires

30.0853

. 30.0853.3F38 HIT150W b= /Eﬁm\ H(m) medlux maxlux
kY 0 2.0 3877 5696
G12
\' 14000Im + 50 625.6 766.8
=\ \ 6.4kg foo Loy 100 156.9 1867
—
= \ 20.0 39.7 48.2
=
=
2‘ H 30.0853.3F58 HIT150W == [ — fogeod | H(m) mediux maxlux
%\V G12 iy " 20 1759 2356
14000Im 5.0 248.3 448.6
6.4kg food oy 10.0 709  98.8

15.0 30.8 46.5

30.0853.11 HIT 70W  &i== 790cd H(m) medlux maxlux
HIT7OW =i | A1 2.0 1759 2356

Rx7S = 5.0 2483 448.6

o 6600Im A /o 100 709 988

5.9kg 15.0 30.8  46.5
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Bollards / Pole-top Luminaires

50.7003

50.7003.1  HIT 35W G12 EE—) ] 150
3300Im { / (/\\\ A
@ )
. 7. 1kg &7
N /
543»2-1\n’1/12345 =3
0
50.7003.4  HST 70W E27 aE=D p——
5600Im gy
. 7ok e L
~—///V 1 | cooo00s
5-4-3 Zl\n:/l 2345
50.7003.50 QT12 50W GY6.35 —L1) —
930Im (720N
) 3
. 5. 3kg \\&xr
N——"
50.7008
50.7008.1  HIT 35W G12 5 . 2230
3300Im A2 @
=
I 9. Tkg Wik
N —1
-5-4-3-2-l\m/12345 S

518
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WEBB DECO  EfziT Bollards / Pole-top Luminaires 1

50.7004.X 50.7007

@204

50.7004.1X  HIT 35W GI2 P I [ [ 50.7007.01 TC 13W E27 a = =
I NZA DN ; 1 L
Dok — ey ehh
° 8. Okg \ I\ JU 7 < HIT 35W G8.5 t \@)?MH X W
INA=Z\eayi i 3300Im N 5500,
N—] ‘ A T
5-4-3-2-1m1 2345 7. 2kg 5-4-32-1m1 2345 -5-4-3-2-1m1 2345
g
50.7004.2X  HIT 70W G12 = QRPN 50.7007.02 TC 13W E27 a |= T
(NN = Ho—
6600Im { l( Vs \l I 200Im 2SN H\ s )/l X
228019 I (G " |
. 8. 5kg I\ i HIT 35W G8.5 = A {{@gr 1N\ Vs
Aah o OORBEORnE 3300im = X
5-4-3-2-1m1 2 3 45 HIT PAR20 35W E27 m%} 5-4-3-2-1m1 2 3 45 -5-4-3-2-Tm1 23 45
3300Im
50.7004.50X QT12 50W GY6.35 L1 11T [ H 22000¢d
(NN 7. 8kg
930Im { |{ \l |
116 20| 5 Ix
O 5. 4kg \ I\ JU
\ AN/
N ‘ I
54-32-1m1 2 3 45
x| L]
50.7004V
50.7004.1V  HIT 35W GI12 = ] 2204 Le——
N\ o
3300Im AR
O 163 10/] 1;) I 7
8. Okg
)
5-4-3-2-1m1 2 3 45
g
50.7004.2V  HIT 70W G12 = ]
NN
6600Im \
O 322 o/l 17 Ix
8. 5kg
V// yyyyyyyyyy
54-32-1m1 2345 00
50.7004.50V  QT12 50W GY6.35 —=f1) ]
NN
930Im vl
. 5. 4kg S ls
-/
LA
5-4-3-2-1m1 2 3 45
519 520
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